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Introduction

Product Structure Synchronization for VPM V4 (PS9) is a solution for a ONE WAY Product
Structure Synchronization for VPM V4 (PS9) of a CATIA V5 CATProduct stored in
ENOVIA VPM V4 from the master PSN Product Structure.

It optimizes work methods using work-packpages and facilitates the management of CATIA
V5 applicative data.

It aims at synchronizing the work package contained in a CATProduct against the assembly
Structure Exploded in the VPMV4 database (in this way only). Associativity of applicative
data should be preserve after synchronization. The Synchronization process is eased by
automating the expand of the Structure Exploded associated to the work package and by
additional commands helping create and save/update the work package in VPM and manage
its structure.

Scope

» Define, capture and manage the “Work Context” used in the VPM database to
generate the work package.
0 Based on PSN files.
o Supports configured PSN (use of Configuration).
» Automate the creation of the work packages.
> ldentify the differences between the work package Product Structure and the “Work
Context” (PSN and/or Exploded Structure).
» Synchronize (totally or partially) the work package Product Structure.
o Deleted, Moved, Replaced and Added Instances (parts or assembly nodes).
o Change management: standard VPM for Part version & Document Revision ;
and customer version-revision mechanism.
o Intuitive Graphic interface.
o Execution report.
0 AND... best preserves associativity of applicative data.

Value

» Structure Exploded is most often the prefered work method:
0 The optimal solution for relational design:
= When part positions are managed by the assembly.
= When multiple users work concurrently on a large project.
= To facilitate the impact analysis of a modification.
o When working on configured product (by variant or effectivity).
o Digital Mock-Up management is done in Structure Exploded.
o BUT, all work methods cannot be supported with Structure Exploded...
» Work packages(*) are legitimately used to support specific work methods:
o Well suited for local or end-process engineering studies:
= Structure is temporary disconnected from BOM.
= Locally change/simplify product structure order & depth.
= Assembly engineering that is not shared between users / departments
(users exploiting engineering data).
Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7
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= Ability to store Engineering data with different positions (for example
for process assembly documentation).
o Allows to define product structures that contain data from different VPM
environment without having to define a PSN structure.
o Allows to define product structures that contains assemblies provided by
suppliers.
0 Addresses specific work methods:
= Creation of assembly drawing of multiple assemblies.

Glossary

Instance ID: each instance of a VPM part created in a PSN is identified by VPM by
mean of a unique “instance ID”. When the product structure is opened in CATIA V5
from the PSN, these IDs are added as attributes to the corresponding CATIA V5
components. A mandatory prerequisite to the work package product synchronization is
the storage of these IDs in the work package product so that the Synchronization
process can retrieve the PSN instance corresponding to a given instance stored in the
work package product.

PSN file: file in which a PSN is captured at one time. The PSN file can be use to
reopen the same PSN in dynamic or static mode, with Selected Instances or not. The
Root part and the Configuration Handler used to explode the initial PSN from VPM
database are captured in this file.

PSN product: structure exposed product.

Assembly in “Structure Exposed” mode coming from VPM. This assembly can be
opened in a CATIA V5, from the VPM client, from Portal, or from a CATIA V5 CAA
command. This assembly can be displayed in a CATIA session or only be loaded in
memory.

Reference PSN: PSN filename that is used to synchronize automatically the work
package from.

Work package: publication exposed product.
Name given to a CATProduct in VPDM world whose assembly product structure
contained in it is not visible by VPDM application.
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User’s Guide

1 PS9 toolbar

PS9 toolbar is available in the workshop product.

5l O G @ &

Create / Edit a workpackage.
Synchronize a workpackage.

Add a component to a workpackage.
Open a VPM structure.

Identify a workpackage component.

Migrate workpackage to new root part version.

2 Settings

PS9 settings are defined in a dedicated option panel.

A new

————————————

o/ |

=~ General Creation
il Display E [] Create anintetmediate node

L o
“ECDmpat'b'l'tV Reference PSN Files

.ZT}"Options Reconciliation | Tree Customization | ‘orkPackage Management |

—p;d" Parameters and Measure Q [

'-'3 Devices and Virtual Reality PSH Gpering: |.¢\II Instances

r-. Infrastructure |Dynamic

- &% part Infrastructure

; Mapping
= Material Library Egl Version
i Catalog Editor ¥ Standard Property |Revisi0n ;}
I Phato Studio ) pdded Property |
-&Real Time Rendeting .Revision
@ Standard Property |Descriptic-n |

= 2 Added Property [
=" DELMIA Infrastructure

J@;{SD Annotations Infrastruc
—nCollaboration Infrastructu

Mechanical Design

- Assembly Design

button can be activated for customer version-revision mechanism.

alr)

@ oK l aCancell
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Create an intermediate node:

If this option is selected, the root part of the PSN product will be copied as a child of the work

package starting node.
EE

Foot

Foo

e
ll

Applications

Else the root part of the PSN product will not be taken into account for the work package

creation.
BB

b

Applications

Al
(=]
(=]

i
ll

Reference PSN files:

Each work package is associated to a reference PSN file.
The PS9 options let the user:
e Choose a default repository for these reference PSN files.
e Choose the opening mode for the reference PSN files.
Available values are:
o All Instances.
0 Selected Instances.

Mapping:

These settings let the user specify the mapping between VPM attributes and CATIA V5
properties.
It exist 2 cases:
= For standard version-revision mechanism:
The two concerned VPM attributes are:
e VVPM Part version.
VPM model or document revision.
Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 7
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These attributes can be mapped on a standard CATIA V5 property or on a user defined one.

If no mapping is done for the revision (added property select for revision, with an empty
field) then it will be retrieved from the VPM database.

= For customer version-revision mechanism

2 customer’s attributes can be used

3 Create a workpackage

This command creates a CATProduct in session in which selected instances from a window
containing the Structure Exploded are copied / pasted.

Obijectives:
e Automates the creation of work packages.

e Creates automatically, store the .PSN file of the current PSN structure and store the
information within the CATProduct.

Workpackage creation main steps:

Step 1: launch applications.

On UNIX : launch a VPM session and start a CATIA V5 session from the VPM session
(Tools / Execute / CATIA V5).

On Windows : launch a Portal 3DCom session and a CATIA V5 session including PS9 addin.

Step 2: open a PSN graph.

On UNIX: from VPM, open the exploded product structure psn graph and expand it with the
proper configuration filter.

File E« Graph View Relation Configuration Tools

Hindou Help

Open Models = with CATIA =

Getting Hierarchy ...

On Windows: from Portal 3DCom, open the exploded product structure tree and expand it
with the proper configuration filter.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 8
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Step 3: load product.

Select models and load them in the current CATIA V5 session.

On UNIX:

with CATIA V5

On Windows:

'—{j 111flb_li1p36 -B AC

Step 4: create workpackage.

In CATIA V5, select the root product of the opened document and click the “Create / Edit
workpackage” icon .E.

If you do not select the root product of the document, the following panel will be displayed
and, depending on user’s choice, the command will be stopped or will create a work package
with the whole PSN structure.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 9
Do not reproduce, copy or use without a license from Dassault Systemes
© 2009. Dassault Systemes, All Rights Reserved.




DASSAULT
SYSTEMES

Create/Edit WorkPackage -

9P Wou should select at least one Product to create yvour WorkPackage!
e )

Wauld you like to creake it using the whole structure of the PSN 7

The opened document must come from VPM, otherwise the following error panel will be
displayed and the command will be stopped.

Create/Edit WorkPackage X|

@ This CATProduct document doesn't come From WPM Ya!

It is mandatary ko use this Funckionality,

If necessary, CATIA documents (V5 CATParts or V4 models) are automaticaly retrieved
from VPM database and partly loaded in memory (state close to Visualization mode).

Retrie¥ing documents from ¥PM in Progress

The workpackage creation panel is displayed.

The “Note” field is filled with a defaut value “Created from XXX”, XXX being the selected
root product part number.

Fill the “Note” and “PSN Filename” fields.

On UNIX:

Create/Edit Wiark Package
lote: | Created from myPSMProduct

The “PSN Filename” field can be filled manually or using the file browser that is displayed

when the =221 icon is clicked. The PSN file will be automatically be created.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 10
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Cragte/Edit Whork Package

| Created from myPSMProduct

| ‘home/myPSMNProductRefP:EM.psn

Click OK.
On Windows:
Create/Edit WorkPackage
Mate: | My work package
Pl Filename: IF:'I,myWDrkPackage.psn = |
Flat Product Structure: [
‘ @ oK I & Annuler I
Click OK.

The workpackage is created by PS9. A new CATProduct document is created in the current
CATIA V5 session. In this new workpackage:
e The PSN product root is copied / pasted as a child of the workpackage starting node if
the option “Create an intermediate node” has been checked.
e Instances selected in the PSN product are copied / pasted.
e Intermediate nodes from the PSN product root to the selected instances are created in
the work package as CATIA V5 components.
e The PSN file name and the creation note are stored in the workpackage.
e The PSN file is automatically generated from the VPM PSN graph.

If the "Flat Product Structure™ option has been checked, the selected terminal parts of the PSN
product are instanciated on a single level in the work package.
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Save your workpackage in VPM.
Note: (1) only the product structure is created. Other type of data, such as assembly

constraints, are not carried over.
(2) A PSN file cannot be overwritten to avoid a data lost.

4 Edit a workpackage

To edit a work package it must be the active document in the CATIA V5 session.
Click on the “Create / Edit work package” icon %

The work package edition panel is displayed.

Create/Edit WorkPackage

Moke: |My work package
Pl Filename: |F:'|,mchurkPackage.psn =

Flat Product Structure: [

@ oK I i.ﬁ.nnulerl

Through this panel it is possible to modify the note and the reference psn file associated to the
edited work package.

5 Svynchronize a workpackage

This command synchronizes a work package in session regarding its corresponding PSN
product.

Objectives:
e Automates the synchronization of work packages.
e Detect Differences. Enables identify the differences between a work package and its
corresponding PSN product:
0 Added instances.
Moved instances.
Deleted instances.
Replaced instances (terminal leaves or intermediate nodes).
Standard Version / Revision.
o Customer version-revision
e Synchronization. Enables performing synchronization between work package and its
corresponding PSN product:
0 Added instances.
Moved instances.
Deleted instances.
Replaced instances (terminal leaves or intermediate nodes).
Standard and customer Version / Revision.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 12
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Workpackage synchronization main steps:

Synchronization command must be launched while the active document is a work package,
otherwise the following error panel is displayed and the command is stopped.

‘Wiork Package Synchronization

@ The activated product is not a Whork Package

oK

Step 1 (optional): select components to synchronize.

By default, synchronization is applied on the complete work package. To restrict
synchronization scope to a subset of the work package, select the instances defining the subset
and launch the synchronization command.

Multi-selection is supported and only “object / action” sequence is possible.

If an intermediate node is selected, the whole sub assembly under this node will be part of the
synchronization scope.

Example:
aj_Gripper
fﬁ; aaj_support, 1 [Docindus_Sup][?]
.?EF aaj_Slug_SUE_A aaj_slug_SUE_ASSY. 1)

] 3 aaj_FOREARM. 1 [Docindus_FOR]?

I
Ls

He

applications

In that case, only the aaj FOREARM_SUB_ASSY sub assembly will be synchronized.

Step 2: choose reference for synchronization.

The “Choose Reference for Synchronization” panel is displayed to choose regarding which
reference PSN product the synchronization must be done.

There are three possibilities, on any OS (AIX, Solaris, HP, windows XP 32 or 64 bits),
pictures below are given as an example:

e Case 1: synchronize regarding the Reference PSN file, whose name and path are
stored in the work package. This is the default mode. The PSN file name and path are
displayed in the “Reference PSN File” read only field.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 13
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Choose Reference for Synchronization

@ Reference PSH File: | Jtrp /8833211277 psn
) User Selected PSH File: | ‘ﬂ
P3N QOpening: 1.ﬁ.ll Instances L] .
|D':.fnami|: _:J
et _

] Open Product in CATIA Session

& Cancel I

Case 2: synchronize regarding a user selected PSN file.

ftmpfother.psr

=elected Instances

Case 3 : synchronize from a product already opened in the CATIA V5 session.

Choose Reference for Synchronization

| Reference PSH File | ItrpfBA33211277 . psn

O Ueer Selected PSH Filer | J

PSM Opening: 1 [mist

=
o =

@ Product in CATIA Session
] Open Product in CATIA Session

& Cancel I

Options:

“PSN Opening”: this option let the user choose the PSN opening mode. Possible
values are “All instances” or “Selected instances” and “Dynamic” or “Static”.
o The "All Instances™ option will expand the PSN graph with all instances of the
different sub-assemblies. The user will be proposed to add to the workpackage
all the instances that were not originally included in the workpackage.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 14
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o The "Selected Instances” option will expand the PSN graph with only the
instances that were originally included in the workpackage. All other instances
will not proposed to the user.

o Static: if you select the static mode, the parts are read from the file. This means
they can be displayed even if they have been deleted from the database after
the session was saved. Also, their attributes are read from the file, not from the
database.

o Dynamic: if you select the dynamic mode, the part is read from the database
and its attribute may change from when the session was stored.

Refer to the VPM user guide to have more details concerning the impacts of these
options on the PSN opening.

e “Open Product in CATIA Session”: enables to choose if the PSN product must be
displayed or not in the current CATIA session. Having a CATIA window displaying
the PSN product enables an extended usage of the “Synchronization Details” panel for
graphical identification (selection, center graph, reframe on) but it is not mandatory.

Step 3: synchronization.

Clicking “OK” in the *“Choose Reference for Synchronization” panel launches the
synchronization process. This process is divided onto two steps:
e Computation of differences between the work package and the reference PSN product.
e Synchronization of differences.

After the computation of differences between the work package and the PSN product, the
"Work Package Synchronization Details" panel is displayed. This panel lets the user have a
view of the list of impacted elements. Synchronization is then applied, on user demand, for
the selected elements.

‘WorkPackage Synchronization Details

- Plastic Parts [Plastic Parts.1)
Lever_hiodell (Lever_kadel1.1) Celeted
- Zeat Structure Assembly (Seat Structure Assembly.1)
- Track kechanism - Power Seat (Track hMechanism — Power Seat. Moved
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Row description:
e Status:

o Traffic light meaning:

o Green: Synchronizable instance.

o0 Yellow: Synchronization operation is implicit or constrained / forced. May not
need to be synchronized since it is impacted by an upper level
synchronization.

0 Red: Not synchronizable instance (No Instance ID, Instance ID in conflict,
Instance not belonging to the same Root Part).

¢ Instance name impacted by an operation:

O Instance name:

o Coming from the PSN product for “Added” operation.

o Coming from the work package for operations (“Moved”, “Deleted”,
“Replaced”, “Version” and “Revision”, customer version-revision
mechanism).

Note: the name displayed in the panel is the same as the one in the specification

tree, including if it has been customized with the option "Infrastructure + Product

Structure + Node Customization".

o Type:

CATPart if the operation is on a leaf CATPart.

Model if the operation is on a leaf V4 model.

Node if is the operation is on a intermediate Node.

Product if the operation is on a leaf CATProduct.

Customer ‘s document for customer’s version-revision mechanism

O O0OO0OO0Oo

e Modification:
ADDED: the instance is not in the work package.
MOVED: the instance position in the structure Exploded has been modified.
DELETED: the instance in the work package does no longer exist in the structure
Exploded.
REPLACE: the instance has been replaced in the structure Exploded.
VERSION: the part has a new version or a new revision in the Structure Exploded
REVISION: the part has a new version or a new revision in the Structure Exploded
VERSION/REVISION: the part has a new version and a new revision in the
Structure Exploded
ID. CHANGE: the instance is similar (same position and same version/revision)
but Instance 1D has been modified in VPM.
0 REPLACED&MOVED: the instance has been replaced in the structure Exploded
and its position has been modified.
o For standard and customer’s version-revision mechanism
» VERSIONED&MOVED: the part has a new version in the
Structure Exploded and its position has been modified.
» REVISIONED&MOVED: the part has a new revision in the
Structure Exploded and its position has been modified.
» VERSIONED/REVISIONED&MOVED: the part has a new
version and a new revision in the Structure Exploded and its
position has been modified.

O OO

O 00O

(@]

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 16
Do not reproduce, copy or use without a license from Dassault Systéemes
© 2009. Dassault Systemes, All Rights Reserved.




e Comment:
o Incase of a replace: indicates the part numbers of the replaced and replacing parts.
o In case of version: indicates the versions and revisions of the replaced and
replacing parts.

Note: document’s revision can only be taken into account using the “Product in
CATIA session” as the reference product structure.

Panel usage:
e Click the top right Save button to export the Report to a text file.

¢ Clicking on an instance name enables select and highlight this specific instance in the
product structure trees and in the visualization too, in both windows.

- Plastic Parts (Plastic Part
Lever Modell (Lever b Deleted

]
Moved

e Click 3" Mouse button to get contextual menu on an instance:
e Reframe On
e Center Graph
e Synchronize

e Select Sub-Menu with options Added, Moved, Deleted, Replace and
Version/Revision to select and highlight all the synchronizable instances that are
affected by such difference type.

e Click in initial CATProduct, to manipulate graphical functions like zoom....;

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 17
Do not reproduce, copy or use without a license from Dassault Systéemes
© 2009. Dassault Systemes, All Rights Reserved.




DASSAULT
SYSTEMES

e Clicking on the column title will sort the columns by this criteria:

e Status column: rows are orders by traffic light colors: Green — Yellow — Red.
¢ Instance column: alphabetic order.
e Type column: alphabetic order.

e Operation column: grouping affected/ not affected instances.

e When instances are selected in this panel, click 3 mouse button to get contextual
menu and push on Synchronize menu to proceed with the Synchronization of the
selected instances, or click on the “Synchronize Selected Elements” icon.

e Once instances are synchronized, the lines are removed from the list in the panel. The
log area at the bottom of the panel is updated.

Note: The synchronization mechanism is based on CATIA V5 product structure
operators, such as changing position matrices, replacing components, etc... All efforts
are made to minimize impacts on downstream applicative data pointing to
synchronized instances. For example, it is very important to replace part in the PSN
structure using "Replace from Clipboard™” rather than a "Cut + Paste" as the second
option will most likely break applicative links as a Delete + Add operation will be
performed.

Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 18
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WorkPackage Synchronization Details

- Plastic Parts [Plastic Parts.1)
Lever kodell (Lever hodel1.1)

e Click the Save button to export the Log to a file.

e Click Close to leave the command.

Synchronization rules
1. The PSN product and the work package must have the same root part. In the work
package, the root part coming from the PSN product can be located at the second
level if option “Create an intermediate node” is activated.

2. The Top-down sequence of instances from the root part to leaves must be
consistent. This consistency check is performed by analyzing the Instance ID on
parent-child relationship. If an inconsistency is found, the instance and its sub-
assembly will not be taken into account by the synchronization process. This
might occur if the user performs a copy / paste or cut / paste operation in the work
package. These instances will be displayed with the RED traffic light.

3. If the consistency check finds two instances with the same Instance ID, both
instances and their sub-assemblies will not be taken into account by the
Synchronization process. This might occur if the user performs a copy / paste
operation in the work package.

4. Synchronizing an instance for a different version/revision will force the
synchronization of all instances of the same part number. A dedicated error
message mentioning the part number in conflict will inform the user that all
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instances of this part will be synchronized.

¥Yersion or Reyision conflick on these instances Hi 5'

"'_-. The Highlighted instancels) have different Wersion or Revision in the PSR graph
. PART ARC
PART _CDE

They will be replaced by the latest Wersion or Revision

5. Sub work packages case:
A work package 1 can be copied / pasted in a work package 2 using the standard
CATIA V5 copy / paste function. In that case, the work package 1 is considered
as a “sub work package” in the work package 2 context.
Sub work packages are not taken into account by the synchronization process. In
our case, the synchronization of work package 2 will skip work package 1.
To synchronize both work packages 1 and 2, first synchronize work package 1
product and then synchronize work package 2 product.
The general synchronization methodology concerning sub work packages is to
synchronize from the inner work packages to the outer ones.

6 Add a component to a workpackage

This command must be launched while the active document is a work package, otherwise an
error panel is displayed and the command is stopped.

By selecting this command, instances selected in the PSN product can be copied / pasted in
the current work package.
It is mandatory:
e To have the PSN product already loaded in the CATIA session in addition to the
work package product before activate this.
e To have only two CATProduct documents opened in the CATIA session.

“Add to work package” main steps:

e Activate the work package product window.

e Launch “Add to work package” command

e Select instances from PSN product window.

e The instances are copied in the work package with their instance 1D informations.
Product Structure Synchronization for VPM V4 (PS9) — User guide R19D7 20
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Using this command instead of the standard “copy / paste” command allows the instances to
be copied with their PDM ID, which is necessary to take them into account later in the
synchronization process. Instances added in the work package using the standard “copy /
paste” command will not be taken into account later by the synchronization process since the
lack of PDM ID on these elements will not allow the synchronization engine retrieve the
corresponding components in the reference PSN product.

Add to WP rules
1. The work package and the PSN product must have the same root part.

2. If the structures do not have the same root part, the command will issue a
warning while pasting instances without populating the Instance ID. Such
instances will not be taken into account by synchronization process.

3. When the command is used on sub-assembly nodes, all the children instances
will also receive their own Instance ID.

4.  All the intermediate parent/child nodes from the root part to the selected
instances are created in the work package.

[55]

Root

A
(=]
(=]

i
ﬂ

Applications

5. When running subsequent copy / paste action, existing sub-structure in the work
package will be reused as long as the copied intermediates match the Instance
ID, starting from the root part of the PSN product.

E=

Foot

Foo

Applications
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6. Pasted Instances will be kept selected and highlighted after command
completion so that the user can easily visualize the result of the copy operation.

7. Copying an instance that has a different version/revision level compared to an
existing instance of the CATProduct (Publication Exposed) will fail. A
dedicated warning mentioning the part number in conflict will inform the user
that the instances of this part will need to be synchronized and re-run the Add to
work package command.

¥ersion or Revision conflict on these instances ... x|

@ The Highlighted instancels) have different Version or Revision than the copied instance

PART_ABC
PART_CDE

‘ou need ko svnchranize these instances before adding ko the BlackBax

8.  The command supports multi-selection.

7 Open VPM structure

This command, launched from a work package active window, let the user open the reference
PSN graph and / or load the PSN product in the current CATIA session.

“Open VPM Structure” main steps:

e Launch “Open VPM Structure” command.
The “Open VPM Structure panel” is displayed.

»¢ Open YPM Structure

Reference PSM File: | /BPA/PSNFiles/ClusterRaoatpsn
PSh Cpening: | All Instances /
Oynamic /

_1 Cpen Product in Session

QK | Cancell

e Options:

0 “PSN Opening”: this option let the user choose the PSN opening mode.
Possible values are “All instances” or “Selected instances” and “Static” or
“Dynamic”. Refer to the VPM user guide to have more details concerning
the impacts of these options on the PSN opening.

0 Open Product in Session: open PSN product in CATIA session.
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8 ldentify a workpackage component

This command enables the user to identify (highlight) in the PSN Graph and in the
corresponding CATIA exploded structure (if opened), the instances he has selected in the
work package. The highlighted instances have the same Instance ID in both windows.

Identify In PSN rules:

e The PSN graph and the CATProduct (Publication Exposed) must have the same
Root part.

o If the Selected instance belongs to a collapsed branch of the PSN graph or in the
Structure Exploded window, the last visible node of the collapsed structure is
highlighted.

Identify In PSN main steps:

e Select instances in the work package window

e Select the “Identify In PSN” command
o Corresponding instances in the PSN graph are highlighted.

o If the exploded structure opened in CATIA, the corresponding instances are
also highlighted in that window.

Note: if the instance is not visible in the PSN Graph (because a higher node in the graph is
collapsed), the last expanded node in the graph will be highlighted.

Example of “Identify in PSN”:

CATIA side:

Tuhe
Tube Waszher

f Frame Left — Frarne Left —

PSN graph side:
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File Edit Graph Yiew Relation Configuration

Tools MWindo Help

[ Overview |Depth expand limit[

Open Documents — with CATIA ¥5

[ 1 selected ob ject

Example of “ldentify in PSN”’ with collapsed branch:

CATIA side:

PSN graph side:
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Graph 7 — (YPMENV Parts) Complete_Seat O ASMPF - | |

File Edit Graph Yiew Relation Configuration

Tools MHindow

Flastic Parts

LComplede_Seat
[ yR

Ceat Gtructore Pm=erb|y
jufny

Stule Trim Outlime

m

Open Documents — ' CATIA ¥5

1 selected ob ject

9 Migrate workpackage to new root part version

This enhancement gives the capability to synchronize a work-package regarding another
version of the PSN product root part.

This capability is obtained through a migration process of the work-package from a given
PSN product root part version to another.

Migrate main steps:

Pre-conditions:
e The work-package has been created using PS9.

e The work-package is up to date regarding the corresponding PSN product.

Command processing:

e From a PS9 work package, click " Migrate workpackage to new root part version™
icon.
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A panel is displayed which contains the existing versions of the root part (with
same or different part number).

Migrate WorkPackage after Root Part Versionning

0. Current Faok Part Yersion
|LLC34?ROOT [0D01]
1. Available Rook Park Yersion

LLC347ROOT [002]
LLES347ROOT_DifFPartNumber [001]

2. Mew PSMN Filename

Select the target version and click OK.

If the migration succeeds the following panel is displayed :

- Migrate Workpackage after Root Part Vergionning =

- | ) The migration of this Warkpackage has succeeded,

Post-conditions:

Each work-package component ID has been updated so that it refers to the target
version.

The PSN file has been update so that it refers to the target version.
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10 Help About - Product Structure Synchronization

1. Click on Help in the Menu bar.

Start  File  Edit  Wiew  Insert  Tools  Analvee Window . Help

2. Now click on About Product Structure Synchronization.

Help

CATIA S Help F1

CATIA User Companion

Contents, Index and Search

[ what's This? shift-+F1

n Lser Galaxy

about CATIA WS

About Product Struckure Synchronization

About Product Structure Synchronization 7] x|

LNRACINE PFA_00)

=T PART_A_01 (PART_A_01.1)
PART_B_01 T .
=Dy 1 ART_B_01 [PART_B_01.1)
‘T—T‘\E PART_C_O1 (PART_C_D1.1)

'

A7 PART_C_ 01 (PART_C_01.1)
-, PART_C_02 (PART_C_O2.1)
b= AR 1_B_0Z (PAR 1_B_D2.1)

30 IPART_C_M

,T-A?f PART_C_02 (PART_C_02.1)
3B PART_C_D2

—
B PART_A_02 (PART_A_02.1) e
EP‘“T—B—” (PART_B_02.1)
33 PART_B_02

Appli-ations
E-Interference
e PART_A_N3 (PART_A_NZ.1) IL% Interference. 1
Tﬁ,ﬁfpmr_a_ns Seasare
Applications | +-;';~." M oWl

BP& Information

BP& Title: Product Struckure Synchronization
Product: P39
Delivery 7 For YSR195P3

.
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