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Copyright Notice

© 2010. Dassault Systemes, All Rights Reserved
Thisguideisdelivered subject to the following conditions and restrictions:

CONFIDENTIAL - This document contains unpublished, confidential and proprietary information of Dassault
Systemes.

This document or any part thereof shall not be reproduced or transferred to other documents or formats, disclosed to
others or used for any purpose other than that for which it is furnished, without the prior written consent of Dassault
Systémes.

It shall be returned to Dassault Systémes upon request.
Dassault Systemes is aregistered trademark of Dassault Systemes.
All other trademarks belong to their respective owners.

Microsoft Windows and Windows NT are registered trademarks of Microsoft Corporation in the United States and/or
other countries.
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Introduction

This document describes the installation procedure for the Safety Designer. In this document, SD9 is used instead of
Safety Designer. The DAS-4.4.0 reflects the current version 5.8.

Related Documentation

» Safety Designer - Implementation Guide
» Safety Designer - User Guide

Before Installing

Note

Safety Designer isprotected by the LUM software (License Use Manager) owned by IBM. Before proceeding to the
installation, you must haveaL UM environment and at |east a Safety Designer. LUM license. For moreinformation,
see the section called “How to register alicense for Safety Designer”.

If you want to install Safety Designer, JDK 1.6 has to be installed.

In case of use of an Oracle database instance, you need to install the Oracle JDBC Drivers package on client
workstations with Oracle Universal Installer. More details about the drivers are available in the section Installation
on an ORACLE database

When installing, make sure that you have administrator privileges.

Close all other applications on the computer before proceeding with the installation.

Safety Designer required configurations
Minimal configuration:

* Pentium 1V 1.4 Ghz (or equivaent),

* Hard disk : 50 Mo available,

* RAM : 1 Go,

» Screen resolution : 1024 x 768 pixels, 65536 colors,
* System Windows XP SP1+.

Recommended configuration:

» Pentium IV 3 Ghz (or equivalent),

» Hard disk : 1 Go available,

« RAM : 2 Go,

 Screen resolution : 1280 x 1024 pixels, 65536 colors,
e System Windows XP SP1+.
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How to register a license for Safety Designer

Generality

Thelicenses for Safety Designer are managed by the LUM software (License Use Manager) owned by IBM. In order
to use Safety Designer you should have LUM version 4.6.8 or following one installed.

For more information, please refer to the IBM documentation on this product.
Safety Designer can be used only with the 2 license types:

» nodelock : the license is attached to a user workstation

 concurrent: the license is attached to a LUM license server and can be used by several user client workstation in
concurrent access mode. On a given server, there can be severa licenses (or token) for the same product.

The licenseinstallation is carried out differently depending on its type.
In this chapter, we assume that the LUM software has been installed on the client workstation and/or the servers. The

LUM (version 4.6.8) installation allows to access to 3 users alowing to configure the software accessible using the
windows command shortcuts.

[ 53 Basic License Tool

» B} Configuration tocl

3 @;‘] Message Reference

» BB Service Manager Tool

3 @;‘] Using License Use Runtime

ﬁ License Use Runtime

Before all modification of the LUM configuration on a station (server or client), the LUM services must be stopped.
Stop the LUM server service if needed using the Service Manager Tool.

ol Service Manager Tool \= 3}‘3
Berdce  Sejected  Opbons

= il
LI [— otan

e

Request a license
In order to ask for alicense, you have to provide the following information:

* Product Name: SD9

* License Type: nodelock or concurrent

» Number of License: 1 for nodelock, >0 for concurrent

* LUM targetlD : provide the targetid on client side for nodelock or on server side for conurrent.

Thei 4t ar get executable allowsto obtain the client or server station targetiD.

i4target Version 4.6.5 Windows -- LUM Target ID Tool g]

Target IDis wuoxx  win32mac

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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This information must be given to the provider/retailer so that he will be able to generate a license file (in general
under the form SD9* .lic)

Configuration for a nodelock license

Warning

In opposition to many products using nodel ock licenses, Safety Designer do not takethenodel ock filecommonly
used into account.

Note

After the LUM instalation, open the "1 4LS. i ni " file. This file is in the installation folder by default :
"C:\ Documents and Settings\All Users\Application Data\l BM LUM. Verify that the field
Filter NDL =no. Otherwise, modify thisfield. After this modification, the Basic License Tools launchs.

In order to install Safety Designer, the user must configure the client workstation thanks to a nodel ock server. For this:

1. Configure the nodelock server using the Configuration tools.

" Configureds

[V Netwotk License Client User

Accessibil
[ Hodelocked License Server (Nodl.53 Direct binding
Startup
[ Disable remote administration Direct binding potts
Log

I Netwark License Server (NetworkLs)

-

[~ Central Registry License Server (CrLS)

Help

C File: | and et icati i iis.ni &I ﬂ
Ensure that the options for Nodelocked License Server and Network License Client are selected.

2. Switch to the Direct Biding tab.
3. Remove dl serversin thefield "servers'. Then in the Name field enter the client machine name.

4. Check the box for NodL S and click on Add button.

Servers | connaure s |

pfora3usy(1 299] {NodLS) User
Accessibiliy |
Direct binding

rSemer ¢

name 1

I NetworkLs I Central RegistryLS |7 NogLS
fes
E—

NodLs Port [izss

<< Add Remove

Eter here your direct binding servers list a | o

5. Close the Configuration Tool window and validate accepting the changes

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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& Configuration Tool

@ CFG-20050: Do you want to save changes?

Mo | Cancell Help |

6. Passthe message to restart the service (if previously it was stopped)

@ CF3-20062: The configuration has been saved successfully. Run the i4cfg -start cormmand to start the
License Use Management serices according to the new configuration.

Help

7. Use Basic License tool.

8. Select command Enroll in menu Products. Choose Single or Multiple depending on whether you want to be
enrolling asingle or multiple licenses at atime.

2 Basic License Tool
Broduts] Selected Eot Severs View Optigns Help
Enroll > Ejngl1§mduu. Cirl+P
Exit F3 MultiplScertificates... CirieT
LLotal node: vkkD2.plp.ds. Products:108
Product Version Vendor
* AD2 R1 CATIADBS
‘ ADR R1 CATIADBS
* ADX 410 CATIADBS
B ~c0 R1 caTIDES
B a0 1 Dassaull Systemes-PLM BT
&l Enroll Praduct
Product Name [
Productversion |
rl
License Password |
Lieense Serial Number |
License Annotation |
Wendor Narne [caTiDBS =
vendor ID [5242378anted.02.00.09.06.93.00.00.00
vendor Passward |6fatifaride
Sewername [ LICYINTPLP =l

Inport Cantel Help

10.L ocate the nodel ock license file received in the file browser

i Import
Lookn; |0 For vKKD1 hd ﬂ

i = T
58730051_DY034UZ_0000_1_SLA.LIC
58730051_DY034U3_0000_1_CXALIC
58730051 _DY034U4_0000_1_SLI.LIC
58730051_DYD3I4US_0000_1_FPE.LIC
58730051_DY034UD_0000_1_DI9.LIC
58730051_DY034UG_0000_1_DISLIC
58730051 _DY034UH_0000_1_S69.LIC
58730051_DY034UM_D000_1_SXE.LIC
58730051_DY034UQ_0000_1_SXa.LIC

58730h51_DYD34UR_0000_1_SPA.LIC =
Filename:  [58730h51_DY034U2_0000_1_SL9.LIC Open

Files oftrpe: license files¢*licy =l cancel

11.Select OK in both the panels to have the License successfully enrolled
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&l Enroll Product
Product Narme [sLa
Productversion  [1
L
License Password [caisscayeqpwacususvisaaaa

License Serial Nurnber |

License Annotation [

Vendor Name [Dassautt Systemes-PLM BT i |

Vendor ID [cBeBeradbchy 42.74.9513.1£00.00.00

Vendor Password  [wovGwyifhex

Server name | |

Import. Canvel Heln

12.The license must be usable.

Configuration for a concurrent license
In the case of a concurrent license, you have to:

 configure the server station
* install the license(s) on the server
« configure the different client workstations that can use these licenses

In some cases, the server is alo a clent user workstation. Then LUM parameters must be modified as the 2 following
ways:

Configuration of a LUM server

1. Configure the server using the Configuration tools.

GConfigure As
= User
Accessibil

[ NodeLocked License Server (NodLS) Direct binding
Direct binding ports
- Startup

Lag

I $ietwork License Server (NetworkLEE

[ Disable remote administration

" Gentral Registry License Server (CrLS)

Help

and i ic ati il i4ls.ini il ﬂ
Ensure that the option for Network License Server is selected.

[ ion File: |

2. Close the Configuration Tool window and validate accepting the changes

& Configuration Tool

@ CFG-20050: Do you want to save changes?

Mo | Cancell Help |

3. Passthe message to restart the service (if previously it was stopped)

B Configuration Tool

@ CF3-20062: The configuration has been saved successfully. Run the i4cfg -start cormmand to start the
License Use Management serices according to the new configuration.

Help

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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2. Select command Enroll in menu Products. Choose Single or Multiple depending on whether you want to be

enrolling asingle or multiple licenses at atime.

2 Basic License Tool
Broducts| Selected Edit Seners View Opigns Help
Enroll > ajnglﬁmuun . CHlsP
Bt F3 wutiplScerificates... trisT
Local node: vKKOZ plp 5. Products:109
Product Version Vendor
B w02 R1 (CATIADBS
B ~or R1 cATIADBS
B w0 410 cATIADBS
B ~c0 R1 CATIADBS
B~ I Dassault Systemes-PLM BT

3. Click on Import button.

il Enroll Praduct

Product Name [

Productversion |

License Password |

Lieense Serial Number |

License Annotation |

Wendor Narne [caTiDBS

vendor ID [52423780b180.02.00.09.08.93.00.00.00

vendor Passward |6fatifaride

Sewername [ LICYINTPLP

Irport Cantel Help

4. Locate the concurrent license file received in the file browser

i Import

Look jn

|1 For VKot = ﬂ =

i = T
58730051_DY034UZ_0000_1_SLA.LIC
58730051_DY034U3_0000_1_CXALIC
58730051 _DY034U4_0000_1_SLI.LIC
58730051_DYD3I4US_0000_1_FPE.LIC
58730051_DY034UD_0000_1_DI9.LIC
58730051_DY034UG_0000_1_DISLIC
58730051 _DY034UH_0000_1_S69.LIC
58730051_DY034UM_D000_1_SXE.LIC

58730b51_DY034UQ_0000_1_SXa.LIC

58730h51_DYD34UR_0000_1_SPA.LIC =
Filename:  [58730h51_DY034U2_0000_1_SL9.LIC Open

Files oftrpe: license files¢*licy

=l cancel

5. Select OK in both the panels to have the License successfully enrolled
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&l Enroll Product
Product Narme [sLa
Productversion  [1
L
License Password [caisscayeqpwacususvisaaaa
License Serial Nurnber |
License Annotation [
Vendor Name [Dassautt Systemes-PLM BT i |
Vendor ID [cBoBera4hch7 4a.74.95.13.1£00.00.00
Vendor Password  [wovGwyifhex
Server name | |

Import. Canvel Heln

Configuration of a user workstation

1. Configure the client using the Configuration tools.

Confinure As
User
Accessibili
Direct binding

[¥ Metwatk License Client

[ ModeLocked License Server (NodLS)
|

[ Metwork License Sener (NetvorkLg)
=

[ Central Registry License Server (CrLS)

Help

C File: | and setis ic atit i 1S ini <:3 (=]

Check the option Network License Client.

2. Switch to the Direct Biding tab.
3. Inthe Name field enter the server machine name.

4. Check the box for Networ kL S and click on Add button.

Servers | configure s |
in:fora3dsy1 515] (NetwarkLS) User
Accessibility |

Direct hinding

-Geter
Name |

[ NetworkLS [ Central RegistyLS [ NodLS
NetworkLS Port frsts
fiosss |

fizes ]

<= fdd Remove

Help
Enter here your cirect binding servers list e |

5. Close the Configuration Tool window and validate accepting the changes

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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& Configuration Tool
@ CFG-20050: Do you want to save changes?

Mo | Cancell Help |

6. The client workstation license management must be operationnal.

Note

When aclient islaunched, alicenseisattached to thisclient and the information isregistered on the license server (if
thereisat least oneavailablelicense). In order to visualize the total number of license and the currently used license
number, it just needs to refresh the main view of the Basic License tool application Icated on the LUM server.

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
Do not reproduce, copy or use without a license from Dassault Systemes
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Database used by Safety Designer

Generality
Theinstallation of software Safety Designer requires an access to a database.
Safety Designer manages in the current version :

* either anative access to Oracle database.
* either anative access to Access database.
 or an access viaan ODBC source (currently, Dassault only offers ODBC support through Access database).

Creation or update process of these databases, and process of connection to these databases are specific to the database
installed.

The connectionisdoneduring the launching of Safety Designer. Cf. the section called “ Launching of Safety Designer”.

Installation on an ORACLE database

The installation of Safety Designer requires the availability for the user of an open base authority on which one can
connect and install the database. Y ou should refer to Oracle documentation for more information to the creation of
an Oracle database instance.

Instance name must begin with a letter and must contain only alphanumeric and underscore characters ([A-Za-z][A-
Za-z0-9 ]*). The number of character must not be greater than 20.

This database instance comes from:
* either aprevious version of Safety Designer

The database schema has been fully modified from the 4.3 (delivery 6) version of Safety Designer. In order to

retrieve data from on old version, you can:

« Either use the application XML import/export functionnalities. From aprevious version let us export elements of
previous database with export function. Then you have to import datain new database.

¢ Or use the data migration kit between the 4.2 and 4.3 versions. For more information, please see Appendix A,
Data migration kit for database version 4.3.

* or from anew instance creation
The database installation must be done before software installation by a database administrator.
SQL scripts allowing database creation are available in database directory (CD-ROM or Zip).

Moreover, Oracle user account used during installation must own the CREATE PROCEDURE right.

Installation on an Access database

In case of Accessinstallation, database-update isn't provided. The only way to recover datafrom apreviousversionis
to export elements of previous database with export function. Then you have to import datain new database.

Connection using an Access file

In case of a connection via an Access file, there is nothing to configure before the installation and the launching of
the application

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
Do not reproduce, copy or use without a license from Dassault Systemes
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Connection using a OBDC source

ODBC Data Source Administrator is a system component providing a simple access to database. Its principle is to
associate a name of data source with a data "container”. In Safety Designer environment, "container” is an Access
database.

In order to create ODBC link for a new Access database, you have to:

e Copy Base. mdb filein auser directory (abackuped directory if possible). Thefileisindat abase/ MSAccess
directory of installation medium.

 Create an ODBC data source, type must be Microsoft Access Driver (*.mdb) and name can be SD9 (for example),
it must be linked to the previous file. For more information, see Appendix B, Creation of ODBC Datasource.

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
Do not reproduce, copy or use without a license from Dassault Systemes
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Safety Designer Installation

Launching of the installation
Toinstall the Safety Designer software, double click on thefileset up. exe.

The following window appears:

509 - InstallShield Wizard

Preparing Setup

InstallShield Cancel

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
Do not reproduce, copy or use without a license from Dassault Systemes
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After afew seconds, the following window appears.

SD9 - InstallShield Wizard

Iﬂ
ation

Dysfunctional Analysis & Simu

Welcome to the Install5hield Wizard for Dysfunctional Analysiz and Simulation

ulation on your computer. To

[nstallShield < Back | | Hewt > Cancel

Click on Next button.
From the following panel, it is possible to return to the previous panel by using the Back button.

If aJDK lower than 1.6 isinstalled on the machine, the application doesn't launch, and the following window appears.

SDY - InstaliShield Wizard [X]

@ I0K 1.5 is required

If aJRE lower than 1.6 isinstalled on the machine, the application doesn't launch, and the following window appears.

SDY - InstallShield Wizard [X]

@ JRE 1.5 is required,

SD9 - InstallShield Wizard

! E The detected version of JDK is not certified.
-

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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A version higher than 1.6 is not certified by the application.

If an higher version of JRE isinstalled on the machine, the following window appears.

5D9 - InstallShield Wizard

! : The detected version of JRE is not certified.
L3

A version higher than 1.6 is not certified by the application.
Configuration of Safety Designer

Oracle JDBC driver selection

Provided that the installation of the Oracle JDBC drivers has been done correctly, the user needs to fill this field in
JDBC database driver areawith one of the driver installed. He can browse the file system to find it.

SD9 - InstallShield Wizard

Configuration of Dysfunctionnal Analpgie and Simulation

JRE 15 d. Higher ertified
n B e b

C:\Program Filesh avahjrel 5.0 09

on Bro

E:tJavatjdkl.5.0_09

-
£
wm
=3
R
=
<]
<<
o
=
=]
L=
Q
=
=2
k7
>
]

InstallShield [ < Back ” Hest » ] Cancel

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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The Oracle JDBC drivers are commonly located in the following oracle directory: [ ORACLE_HOVE] / j dbc/ | i b.
The preferred driver to use for the current version of Safety Designer isnamed oj dbc14. j ar .

SD9 - InstallShield Wizard

Configuration of Dysfunctionnal Analpzsiz and Simulation

cle JOBC datal

C:horant81 7 jdbehlibhojdbc] 4.jar

JRE 1.5 . Highe i0r i ertified
[

-Program Filesh)ava'jrel. 5.0_09

ceitified.
ar ko,

E:MJavahjdkl.5.0_09

InstallShield ’ < Back ” Mest > ] Cancel

Dysfunctional Analysis & Slr;nu

If the Oracle database checkbox is selected and no path isfilled, the following window appears :

SDY - InstallShield Wizard [X]

1] ': ODEC Path empty
L]

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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JDK and JRE selections

The Safety Designer software needs the JDK in order to work. The directories in which the JDK and the JRE are
located, are directly filled. If you want to change them, use the Browse button.

5D9 - InstallShield Wizard

Configuration of Dysfunctionnal Analpsiz and Simulation

Browse...

] e b

C:\Program Filesh avajirel 5.0 09

ceitified.

=3
£
wn
=J
A
=
(=]
e
<
=
|~
2
+—
o
=
=
@
>
fa)

InstallShield ’ < Back ” Mest > ] Cancel

JDK and JRE 1.6 arerequired. An higher version is not certified.

Click on Next button to continue the install ation.

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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Custom Setup

The following panel specifies optional featuresto install.

5D9 - InstallShield Wizard

ustom Setup

t the program fe

below.

' Examples

=
£
= V)
<]
A
=
(=]
=
T
=
|~
2
=
o
=
=
R
>
fa)

InstaliShizld ¢ Back || Mest >

Browse...

| Canecel |

The following features are optional:

e User manuals: installation of the user manual and the appendix
» Examples: driversused by Oracle. Optional for ACCESS.

An installation default directory is proposed and can be changed.

Click on Next button to continue the installation.

Safety Designer - Installation Guide - BPA SD9 Delivery 8 for V5R20GA
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Selection of the shortcuts

The setup will create the program's shortcuts. A default shortcut is proposed and can be changed.

5D9 - InstallShield Wizard

Select Start Menu Folder

he progre the fo benu folder

'y
dhon

Acocess [BM

ACcessones

Administrative Tools

Adobe

Applications Lotug

Aralia Pack 4.0

ATET Global Network Client
ebcurzion, version 2.0
Hummingbird Connectivity ¥8.0
IBM DE2

Interyiden WinDD

=3
£
v
=
.
=
(=]
<<
=
-
=2
fram
b
=
=
@
>
fa)

InstallShield ’ < Back ” Mest > Cancel

Click on Next button to continue the install ation.
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Ready to install

The following panel presents the current settings :

5D9 - InstallShield Wizard

Ready to install

up eqi furctic 1% and Simulation on your computer

you want bo

Installation Directory : C:%\Program FileshDAS-4.2.1

Optional features
User Manuals
Examples

JDEC Diiver : Mone
JRE Directory : C:%Program Filesh) avatjre1. 5.0_09%
JDK Directary : E:Wavahjdk1.5.0_094

Start Menu folder : BPA DAS

Dysfunctional Analysis & Simu

InstalIShizld ’ ¢ Back ” Mest >

 Installation Directory: Instalation directory

» Optional features: User Manuals,Examples

» JDBC Driver: None or Oracle (directory of the driver)
» JRE Directory: JRE uses by the application

» JDK Directory: JDK uses by the application

» Start Menu Folder: Shortcut for the application

Click on Next button to continue the installation.
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Start of the installation

SD9 - InstallShield Wizard

Ready to Install the Program

The wi Iy to begin i

ary of your

InstallShield

Click on Install button to begin installation.

The next window presents the setup status.

SD9 - InstallShield Wizard

Setup Status

InstallShizld Cancel
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Once the installation is complete, the following window appears :

SD9 - InstallShield Wizard

Install5hield Wizard Complete

Dysfunctional Analysis & Simulation

Cancel

InstallShicd F— [

Click on Finish to finish the installation and to quit the installation wizard.

Quit the software of installation
Anytimeit's possible to quit the installation. Just click on Cancel.

To confirm the cancelation, the following window appears :

'E Setup is not complete. IF vou exit now, the program will not be installed.
L

Exit Setup?

Click on Yesto quit or No to cancel.
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If the cancelation is confirmed, the following panel appears:

509 - InstallShield Wizard

InstallShield

InztallShield Wizard Complete

izard interupted befor

Dysfunctional Analysis & Sim

Cancel

Click on Finish to exit the setup Wizard.

Uninstall the application
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Click on Control Panel and then select Add or Remove Programs . Then, select Dassault Systémes Software BPA

SDo.

# Add or Remove Programs

o
Change or

Remove
Programs

%

Add Mew
Frograms

=

AddiRemove
Windows
Components

@

Set Program
Access and
Defaults

Currently installed programs: [ show updates Sork byt

&7 Rainbow iKey Driver v3.4.5,108
Rational Suite TestStudio
@ RealPlayer
ﬁl Remove Hidden Data Tool
=, Riva FLY Encader 2.0
§5 sametime Client v6.5.1
BR 5atsuki Decodsr Pack

To change this program o re Fr I computed
@ Software Installer
O soundrmax
€ Sowedoo Easy FOF Converter 6.0
E Spybot
E Swskéme de protection active IBM
ThinkPad FullScreen Magnifier

i@ Trend Micro OFficeScan Client

Size

Size

Size

Size

Size

Size

Size

!
Remave

Size

Size

Size

Size

Size

Size

o,12mM8

307, 00MB
35, 90MB
0,38MB
,52ME
4,49ME

22,92MB

,65ME
45,70MB
12,31MB

1,99ME

3,51MB

63.45MB ¥
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Select Remove.

The following window appears:

5D9 - InstallShield Wizard

Do wou want to completely remove the selected application and all of its features?

iEs ] [ Mo

Click on Yesto confim or No to cancel.

During the uninstallation, the followning panel appears:

SD9 - InstallShield Wizard

Setup Status

InstalIShicld Cancel
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Once the application is uninstalled, the followning panel appears :

509 - InstallShield Wizard

InstallShield

Uninstall Complete

dt

Dysfunctional Analysis & Sim

Cancel

Click on Finish button to quit the uninstaller.

Modify the application
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Click on Control Panel and then select Add or Remove Programs . Then, select Dassault Systémes Software BPA

SDo.

# Add or Remove Programs

o
Change or

Remove
Programs

%

Add Mew
Frograms

=

AddiRemove
Windows
Components

@

Set Program
Access and
Defaults

Currently installed programs: [ show updates Sork byt

&7 Rainbow iKey Driver v3.4.5,108
Rational Suite TestStudio
@ RealPlayer
ﬁl Remove Hidden Data Tool
=, Riva FLY Encader 2.0
§5 sametime Client v6.5.1
BR 5atsuki Decodsr Pack

To change this program o re Fr I computed
@ Software Installer
O soundrmax
€ Sowedoo Easy FOF Converter 6.0
E Spybot
E Swskéme de protection active IBM
ThinkPad FullScreen Magnifier

i@ Trend Micro OFficeScan Client

Size

Size

Size

Size

Size

Size

Size

!
Remave

Size

Size

Size

Size

Size

Size

o,12mM8

307, 00MB
35, 90MB
0,38MB
,52ME
4,49ME

22,92MB

,65ME
45,70MB
12,31MB

1,99ME

3,51MB

63.45MB ¥
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Click on Change button.

The following window appears:

SD9 - InstallShield Wizard

Welcome

Muadify, r & the program.

| all progranm fi i ed by the

Dysfunctional Analysis & Simulation

2

DASSAULT
SYSTEMES

InstallSHield T g [ omeo [T e |

Select Modify.

The following window appears:

SD9 - InstallShield Wizard

Select Features

Examples

=
£
v
<]
81}
>
(=]
-
<
=
=
2
-+
o
=
=
@
>
fa)

>

DASSAULT
SYSTEMIS

InstalIShizld < Back || Mest » Cancel
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Select the features you want to add or remove.
Click on Next button.

The following window appears:

SD9 - InstallShield Wizard

Maintenance Complete

ulation

The

Dysfunctional Analysis & Sim

nstallShield — < Back n m

The maintenance is over. Click on Finish button to quit the application.
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Launching of Safety Designer

Start the application

To start the application, go to Programs and choose the shortcut folder created for the application.

4 7) Das-4.2 v

You can aso double click on the file Saf et yDesi gner. bat located in the Saf et yDesi gner/ saf et yD
directory.

Database selection

When you launch the application for thefirst time, the database is not chosen. A window allows choosing the database
you want to use and to specify the connection parameters.

The window of database change isthe following :

Ei;?:l:hange database
Select a type of database Access -
Connection parameters Access
ODBC
(Oracle

Thiswindow allows selecting the database type between :

» Access: Inthis case, you have to specify the Accessfile (*.mdb)

% change database E
Select a type of database |nccess | - |

Connection parameters

Access database {file *.mdhb)

Ej\ProjectiSysterniDAS mdhb | IZ‘

| Create new database |

| Validate || Cancel |

Y ou can also create a new Access file specific for Safety Designer with the button Create new database.

» ODBC : The ODBC datasource must be filled.

% change database E
Select a type of database lopBc |~

Connection parameters

Datasource [DAS47]

| Validate || Cancel |

For more informations about the creation of a ODBC datasource, see Appendix B, Creation of ODBC Datasource.
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» Oracle:

52 Change database

Select a type of database Oracle | b4 |

Connection parameters

2 input database url

(@ input data of connection
Host |f0r33dsy |

Port  [1521 |
Hame |DAS |
User [va3 |

Password |"""" |

| Validate || Cancel |

The connection parameters are :

* Host : Server supporting the database (including the DNS tree structure).
» Port : Connection port to the database.

* Base: Name of the database instance.

e Login : Connection login to the database.

» Password : Login password to the database.

55
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SYSTEMES

For experienced users, it isalso possible to directly enter the database connection url instead of the parametersfields.

The syntaxe of an url isthe following one: Host:Port@Base.

Note

filled during the installation.

The Oracle databaseisaccessible only if thedriversare avail able, so the IDBC driver specified hasto be correctly

Connection to Safety Designer

Once the connection to the database done, and thereis no problem with the license, the identification window appears.

User

|ﬁ admin |v| h
Password =N

| Validate || Cancel |

SSAULT

Dysfunctional Analysis & Simulation

SYSTEMES Version 4.3.5
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When you create a new database, there is only one user, the administrator.
The administrator login and password are:

* login: admin
» password : admin
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A. Data migration kit for database version 4.3

The Safety Designer data migration kit allows the user to transform the version 4.0 database schemainto aversion 4.3
database schema. It also allows to retrieve data from an old version, but only on an Oracle database.

It is composed of the two following successives steps:

1. application of the scripts allowing to create the objects in the database and to retrieve simple data from the old
models

2. application of the mi gration.jar file adlowing to retrieve more complexe data. It is mandatory to the
completeness of the data retrieval and the consistency of the final data.

User can execute the following scripts:

* launch_sql . bat file: isthefisrt step of migration
* launch_j ava. bat file: isthe second step of migration
* launch_al I . bat file: enablesto execute the two step successively.

I mpor tant
Before executing one of these scripts, environment variable of | aunch_al | . bat must be correctly modified.

Every fileof | og directory must be read in order to verify that there was no issue, specialy files:

* | og/ user. | st:log for creation of user who is responsible for new schema.
» log/creation. | st:logfor creation of tables/sequenced... of new schema.
* log/ mgration.| st:logfor datamigration to new schema.

I og/ 1 ogfile.log:logforJavapart of data migration.
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B. Creation of ODBC Datasource

In order to use the software on an Access database, proceed as follow :

» Copy the MS Access reference file (containing the SDA data model) from the Installation package on your hard
drive.

» Then follow the step bellow to create an ODBC data source on the MS Access file copied just before.

» Show the ODBC Data Source Administrator by choosing Settings->Contr ol Panel in the windows start menu and
then Administrative Tools - Data Sour ces (ODBC)

€1 0DBC Data Source Administrator HE
UserDSN  System DSN |File DSN | Driversl Tracingl Cornection F'oolingl About |

Spstem Data Sources:

Mame | Diriver | Add... |

Eemove |
Lonfigure... |

An ODBC System data source stores information about how to connect to
the indicated data provider. A System data source iz visible to all users
on this machine, including NT services.

ok I Cancel | Apply I Help |

 Click on System DSN tab and on the Add button, the following window appears:

Create Mew Data Source

Select a driver for which you want to zet up a data source.

Narme | i -
Diriver da Microzoft para arquivos testo [ bt “cay] 4.
Diriver do Microsoft Access [7.mdb)
Driver do Microsoft dBase [*.dbf]
Diriver do Microzoft Excel” «lz)
Diriver do Micrazoft Paradax [*.db )
Ciriver para o Microsoft Yisual FoxPro
|IBM DBZ ODEC DRIVER

Microzoft Access Driver [*.mdb)

Microzoft Access-Treiber [*.mdb)
hdimrmenft AP sea Dirisear 1% dhfl

o e D e P

¥
4

< Back I Finizh I Cancel

» Choose Microsoft Access Driver (*.mdb) and click on Finish,
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 Thefollowing window appears:

ODBC Microsoft Access Setup n
D ata Source Mame: || [k |
Dezcription: |

Cancel |

— Database

D atabase: Help

Select... | LCreate... | Repair... Eompact...l |

Advanced...

— System Database

i Nong
" Database:

Spstem Databaze... |
Optionzs> |

» Type the name of the data source and click on the Select... button to browse the system files for the MS Access
file copied before.

Then click on the OK button.

» The ODBC data source has been created and can be referenced in the Safety Designer software installation.
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