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Copyright Notice

© 2010. Dassault Systemes, All Rights Reserved.

This guide is delivered subject to the following conditions and restrictions:

CONFIDENTIAL - This document contains unpublished, confidential and proprietary information of Dassault
Systemes.

This document or any part thereof shall not be reproduced or transferred to other documents or formats,
disclosed to others or used for any purpose other than that for which it is furnished, without the prior written
consent of Dassault Systémes.

It shall be returned to Dassault Systemes. Upon request.

Dassault Systemes is a registered trademark of Dassault Systemes.

CATIA® is a registered trademark of Dassault Systemes.

Protected by one or more U.S. Patents number 5,615,321; 5,774,111; 5,821,941; 5,844,566; 6,233,351,
6,292,190; 6,360,357; 6,396,522; 6,459,441; 6,499,040; 6,545,680; 6,573,896; 6,597,382; 6,654,011,
6,654,027; 6,717,597, 6,745,100; 6,762,778; 6,828,974; 6,904,392; 6,918,095; other patents pending.

All other trademarks belong to their respective owners.

Microsoft Windows and Windows XP are registered trademarks of Microsoft Corporation in the United States
and/or other countries.
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Introduction

* This document describes the installation procedure for Progressive Die Strip Layout Design
BPA.

Before Installing

» Read this document and ensure you have CATIA V5 R20GA (pre-required) / SP4 (recommended)
installed on your computer, with the appropriate license.

1. Prerequisite for Progressive Die Strip Layout Design
Installation

Hardware requirements

PC with Windows XP SP3
PC with Windows 7 Professional 64 bit

Software requirements
» Code Level Minimum:
A CATIA V5R20 GA(pre-required)/ SP4(recommended)
* Recommended Configuration:

A PLM Express Version 2 offer or equivalent: CAT + FPE (KT1, SMD and FR1 are mandatory)

4 CAT:
COM+V4I1+ID1+GDR+CC1+RT1+IG1+PD1+AS1+

WS1+KT1+KE1+ST1+CD1+TDM

4 FPE:
WD1+FR1+TG1+SMD

2. DS Product Licensing

= Base of MD2 or similar + KT1 + SMD + FR1

3. Hardware recommmendations
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PC with Windows XP SP4 (same configurations than for MD2 CATIA V5 package)
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Progressive Die Strip Layout Design:
Installation

1. Unzip the Setup.intel_a.zip on your local machine and launch setup.exe for installation of SL9 BPA
on 32 bit machine. For 64 bit use Setup.win_b64.zip

i Dassault Systemes BPA SL9 D8 - InstallShield Wizard

Welcome to the InstallShield Wizard for
Dassault Systemes BPA SL9 D8

' The Installshield(R) Wizard will install Dassault Systemes BPA
5L9 08 on wour compuker, To conkinue, click Mext,

WARNING: This program is protected by copyright law and
inkernational treaties,

< Back [ Mext= ’_ Cancel

2. Click Next

i Dassault Systemes BPA SL9 D8 - InstallShield Wizard

Customer Information

Please enter waur information,

User Mame:
i

Organization:
|30PLM

Installshield

[ < Back ]L Mext = J [ Cancel
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3. Enter appropriate user name and the company name (user name with Admin privileges is required)
4. Click Next.

5. Choose SL9 Installation directory anywhere on your computer (SL9 will install all necessary data in this
directory and will also create a directory into which the user settings will be created).

% Dassault Systemes BPA SL9 D8 - InstallShield Wizard

Destination Folder

Click Mext to install to this Folder, or click Change to install to a different fo

@ Install Dassault Syskemes BPA 5L9 08 to:

C:\Program Files\Dassault Systemesh Strip Layout Design D&,

< Back ]| Mext > [ Cancel

6. Click Next.

7. Select CATIA V5R20SP4 (or higher) installation path on your computer.

% Dassault Systemes BPA SL9 D8 - InstallShield Wizard

CATIA Installation Folder
Select CATIA Installation Folder

@ Select the installakion Folder For CATIA WSRZ0

C:\Program Files\Dassaulk Systemes),

Exarple path For CATIA installation. ..

ZyiProgram FilesiDassault SystemesiBz0

< Back l| Mext > [ Cancel

8. Click Next.
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i Dassault Systemes BPA 519 D8 - InstallShield Wizard

Ready to Install the Program

The wizard is ready to begin installation,

Click Install ko begin the installation.

If wou want to review or change any of wour installation settings, click Back., Click Cancel to
exit the wizard.

Installshisld

[ < Back ]L Install i [ Cancel

9. Select install

i Dassault Systemes BPA S92 D8 - InstallShield Wizarnd

InstallShield wizard Completed

The Installshield Wizard has successfully installed Dassault
| Systemes BPA SLO DS, Click Finish to exit the wizard.

Finish

10. Select Finish (you have successfully installed the Progressive Die Strip Layout Design BPA)
On your desktop, you will find a new icon like the following one:

-6 -
Progressive Die Strip Layout Design - Business Process Accelerators
© Dassault Systemes 2010 — Do not reproduce, copy or use without a license from Dassault Systemes

5

DASSAULT
SYSTEMES




5

DASSAULT
SYSTEMES

Administrators also have a choice to install uninstall the BPA through command prompt window
Commands options for msiexec

e iinstall
e /x uninstall
e /a admin installation.

The msiexec can be used to run the installer in different modes like
e silent mode /q
e basic uimode /gb
e full ui mode

Also msiexec logs the progress of an installation which is useful to detect errors if any during installation
e Msiexec [.msi file name ] /I*v [log file name]

Example:

msiexec /i "D:\Installables\intel_a\Dassault Systemes Software BPA SL9.msi" INSTALLDIR="C:\Program
Files\Dassault Systemes\Strip Layout Design® DASSAULT_SYSTEMES BXX="D:\Program Files\Dassault
Systemes\B20" /I*v C:\Log.txt /gb

Where in:
PROPERTY NAME PROPERTY Value Example
INSTALLDIR The Inst@llaplon Directory for C:\Prograrr_] F|I,fas\DassauIt Systemes\Strip
the application Layout Design\

The Installation Directory for
DASSAULT_SYSTEMES_BXX | the CATIA application (upto “C:\Program Files\Dassault Systemes\B20”
Dassault Systemes\B20)
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Progressive Die Strip Layout Design
Settings

In the case you want to modify the CATIA settings, the following one should be as shown.
The settings created by the user after launching the SL9 application will be saved in the SL9Settings

folder in the root installation directory.

2
234
2%

SLADE

1. Launch Strip Layout Definition application by double clicking the SL9 icon on the desktop.

2. Select Tools / Options...
* In General / Parameters and Measures:

-

A In the “Knowledge” tab:
L In the “Parameter Tree View” section:

. Choose “With value”

-
[ Options . Units | Language I F
== ¥ General Parameter Tree Wiew
: =
W] Display =

L compatibiliey L] with Farmula

R PiaEIaRANEGAE Poroneterremes

E]E" [ surraunded by the symbaol

& Devices and Yirtual Realit

Relations update in park context

?-.Infrastructure

A In Units tab:
&L Setthe Length in Milimiter (mm)
L Set the Force in DecaNewton (daN)
L Set the pressure in MegaPascal ( Mpa)

2l

- - 4
A Options Knowledge |1 Units | anguage | Report Generation | Parameters Tolerance | Symbols |
- b General Units

|- Wil Display

o g Millmeter
|- &0 Compatibility Angle Degree deg
e icoren i
-7 Mass Kilogram ka
. volume Cubic meter m3
2o o Virtual Realt
evices and virtual Keall Density Kilogram per m3 kg_m3 =l

=l 1rfrastructure Length Willimeter (mm) =l

71 Product Structure e

- raterial Library [ pisplay trailing zeros

| Gl catalog Editor Exponential notation for values greater than 10e+[g

Exponential notation for values lower than 108 g

IHI Photo Studio - Display For the magritude Length ———————————————————

HES: Real Time Rendering 5 Same display for readfwrite numbers and read-only numbers

L 6 part 1ofrastruciure Decimal places for readfwrite numbers [3

[Decimal places For read-only numbers [

I DELMIA Infrastructure

- 3D Annatations Infrastru

L[l collaboration Infrastruct:

Mechanical Design
@ ok | &cancel]
—
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A In Measure Tools tab:
L Choose “Automatic update in part”.

L Choose “Automatic update in product’.

i
L
r[ Options Repott Genetation | Parameters Tolerance | Constraints and Dlmanslna 4
B ceneral Update
mDispIay = AQkomatic update in park
BB Compatibiity d Altomatic update in produck
¥ paraimeters andiMeasiiel  Graphic properties
?Dgwcg; and Yirtual Reality & Display ~ for approximate measurement
Colar Line width Text color
.InFrastructure
| -] 1013~ | [ — -

‘l" Mechanical Design WG iy
Shape
Analysis & Simulation
AEC Plant
Machining
T—‘Digital Mockup
Equiprent & Systems
F Digital Process Far Manufackurir
r Machining Simulation
T’ Ergonomics Design & Analysis
L

Knowledgeware

P 1 ‘ I3

1 & cancel I

-
* In Infrastructure / Part infrastructure:

A In the “General” tab:

L In “External References” section:

”

* Choose “Keep link with selected object”.

L In “Update” section:

* Choose “Automatic”.

oL . B
rf Options General | Dizplay I Part Document |
= B General Esternal R eferance:

- Wil Diisplay 2 iKeep link with selected objsct

- L Compatibility ed external references

B2 Parameters and Measure [] Canfirm when creating a link with selected object

. ) ) ; 4 Usge oot context in azzembl
-.'3‘ Devices and Virtual Feality y
".Infraslructure

-ﬂ Product Stucture

1 Restrict extemal selection with link to published elements
d Allow publication of faces, edges. vertices, and axes extremities
Update

-5 M ateial Library @ Automatic ) Manua
—m Catalog Editor T ETar
~ 'ﬁr'— 4 Synchronize all external references when updating

-ESD Annotations |nfrastructure [] Activate local visualization

B Collaboration Infrastructure Delete Operation
4 Dizplay the Delete dialog box

" Mechanical Design
[] Delete excluzsive parents
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A In the “Display” tab:

L In “Display in Specification Tree” section:

= Activate all options.

iIF Options

- M General Display In Specification Tree
- Nl Display  Estemal References
-5 Compatiily " Conatraints
-P¥ Parameters and Megsure & Parameters

"% Devices and Vitual Pali o Rlslatias

r-lnfrastructure 4 Bodies under operations
i Expand sketch-based feature node:
-E Product Structure
8 1 aterial Library Display In Geomety Area
_ Catalog Editor 1 Only the: curent operated salid
| & Faiiiastusie [] Only current body

. X [[] Geometry located after the current feature
-ESD Annatations Infrastructure

. [ Parameters of features and constraints
-nCollaboratlon Infrastructure

. A 10
Apis system display size (in mm]
#= Mechanical Design .|l

Checking Operation *»hen Fenaming

@ Mo name check

) Under the same ree node

) In the main object

A In the “Part Document” tab:
L In “Hybrid Design” section:

5
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* Activate "Enable hybrid design inside part bodies and bodies" with the

“In a body” sub-option
L In “Color On import management” section:

» Activate “Inherit colors from the reference feature”

oL . 2
rf Options General | Digplay | Part Document |
- B Gereral ‘When Creating Part

- ispla reate an axis system

W Display A1 [ Creat f

5B Compatitility [] Create a geometrical set

% Parameters and Measure [] Create an ordered geametrical set

_lﬁ Dievices and Vittual Realty o Display the "Mew Part” dialog box
P.Infrastructure Hybrid Desi

- B Product Structure “ Enable hybrid design inside part bodies and bodies

When created, locate wireframe and surface elements

Bt M aterial Lib ;
BB Material Li rarny @ Inabody O In a geometrical set

— Catalog Editor
- £ Part Infrastucture

-{ﬁi 3D Annotations Infrazt

= Enable hybrid design for parameters and relations inside part bodies and bodies

Color On Import kanagement

. ‘Wwihen creating a new part, features created through copy paste az result with link,
S Inherit colors from the reference feature.

-nCnllaboration Infrastructure

= Mechanical Design
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“ In Infrastructure / Product Structure:
A In the “Tree Customization” tab:
L In “Specification Tree Order” section:

"«

L Activate “Parameters”, “Relations” and “Constraints”.

l Options Product Structure | Product Visualzation | Reconcibation || Tree Customization |

& General Speciication Tree Order

- W Display Mﬂsz_lw_ml____l
Products Node :

b Compatibilty Regpresantations s ‘
Material { _____j

-7 Parameters and Measure d

7R Devices and Virtual Realt

Infrastructure

Cthers...

-4 Product Struchire Applications Yes

=95 Material Lbrary

3. Validate Ok on the Options Panel.
4. Exit SL9 and Launch the application again.
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Progressive Die Strip Layout Design:
Uninstall/ Repair

1. Launch SL9.exe

iz Dassault Systemes BPA 519 - InstallShield Wizard

Program Maintenance

Madify, repair, or remove the program,

() Modify

Change which program features are installed. This option displaws the
@ Custam Selection dialog in which vou can change the way Features are
installed.

() Repair

Repair installakion errors in the program, This option fixes missing or
corrupt Files, shorkcuts, and reqistry entries,

EITID\"E

@ Remaove Dassaulk Systemes BPA SL9 From your computer,
-l

Installshisld

< Back. l Mesxk = J Zancel

2. Select Remove / Repair. The installation is repaired or uninstalled accordingly.
After Uninstall, the following dialog appears indicating successful completion of installation.

i Dassault Systemes BPA 519 - InstallShield Wizard

InstallShield Wizard Completed

* The Instalishisld Wizard has successfully uninstalled Dassault
Systemes BPA 5L9, Click Finish ko exit the wizard,
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License Management

Information

Software Requirements:
e The license server should have IBM LUM 4.6.8.3 installed

Progressive Die StripLayout Design V 5.8 or higher requires a license.

To ask a license, the following information must be provided:
o Product Name: This is the BPA trigram.
o License Type: Nodelock or concurrent.
o Number of License: 1 for Nodelock , >0 for Concurrent
o LUM targetID: Provide the target id (run i4target in a DOS window)
= On Client side for Nodelock
= On Server side for Concurrent

On receiving the license:

e For Nodelock type of license
o Modify/ Create Nodelock file by inserting necessary information (VendorlD,
ProductPassword ) - See Appendix A
e For Concurrent type of license
o Enroll the license on the LUM server - See Appendix B

Appendix A : Creating a Nodelock file

Nodelock file : how to proceed
You should input yourself the parameters of your License into the nodelock file (create it if doesn’t exist)

e Thisfile is located in
o For Windows XP 32 and 64 OS - C:\Documents and Settings\All Users\Application
Data\IBM\LUM\nodelock

o ForWindows 7 64 bit OS - C:\ProgramData\IBM\LUM for WIN7

e You should extract from the .lic file the following informations :
o VendorlD (looks like an UUID)
o ProductPassword (a crypted key)
o ProductAnnotation (should be unset)
o ProductVersion (should be set to 1)

e And insert them in nodelock file by respecting the order
o #comment : put your BPA trigram and its range date
o vendorID ProductPassword ProductAnnotation ProductVersion
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Example:

I LUM
Fil= Edit “iew Favorites Tools Help

eBack & d L’@} /__\J Search = Folders v

Address |&} CDocuments and Settingsiall Usersiapplication DatalIBMLUM

File and Folder Tasks £
e
) Make a new Folder @
@ Fublish this folder to the h
Web

ld share this Folder

T4L5.IMNI nodelock

# CP9 from 15-Jul-08 to 14-Jul-09
c6c8efd4bcb7.4a.74.95.13.1f.00.00.00 r8ezikjzgsvk9fzf7fe3p2gn3eaa ™ "1"

Appendix B : Enrolling a Concurrent license on the Network
license server

Setting up the Network License server:

Start > Programs> License Use Runtime > Configuration tool
e Stop the service if needed using the Service Manager Tool.
e Ensure that the option for Network License Server is selected

g Configuration Tool Q@

Configure As

User
Accessibility
Diract binding

Direct hinding parts

Start up
Log

[ Netuark License Client

|~ ModeLocked License Server (ModLS)

I~ Dizahle remate administration

F[g\lemnrk License Server (Networkl 5}

[~ Disable remote administration

[ Gentral Registry License Server (CrLS)

Help

C ion File: = and i icatit i idls.ini <:| :>

e Switch to the Direct Binding tab.
e Inthe Name field enter the machine name
e Check the box for NetworkLS and click on Add button
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Eﬂ Configuration Tool uw
Servers Confgure As
iplicwinplp[1 51 5] (MetwarkLs) Log
Direct binding pa
User
Accessihility
Direct binding
Startu
Server Configuration Info
MName

fukk02

[ Metworkls

[~ Central Registry LS [~ piodlg
MetwarkLs Port ha1s
Grl_E Part | (GEEE]
Nadl 5 Port [12a98

<= Adg Rermaove |

Help
Enter here your direct binding servers list

=]

Close the Configuration Tool window and validate accepting the changes

Eﬂ Configuration Tool

@ CFG-20050: Do you want to save changes?

Mo | Cancell Help |

Pass the message to restart the service (if previously it was stopped)
=t Configuration Tool

@ CFG-20062: The configuration has heen saved successfully. Run the idcfy -start command to start the
License Use Management services according ta the new configuration.

[ s |

24 service Manager Tool u@m
| Senice  Selected Options Help
Mame Status Description
14LLMD EXE Started Modelock License Server
14LMD.EXE Started Metwork License Server

Enrolling the Concurrent License

Start > Programs> License Use Runtime > Basic License Tool
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Select Product / Enroll/ ....

o Choose Single or Multiple depending on whether you want to enroll a single or multiple
licenses at a time.

Q‘“ Basic License Tool
-gelected Edit Servers ¥iew Opfipns Help

Exit F3 Multiple®certificates... Ctri+T
Local node: wkk02 plp.ds ' Froducts: 109
Product Warsion Wandaor
‘ ADR R CATIADBS
‘ AL 410 CATIADBS
‘ AED 1 CATIADBS
‘ AlS 1 Dassault Systemes-FPLM BT

Click on Import button

4] Enroll Produc!

rProduct

Product Mame |

ProductVersion |

rLicense

License Password |

License Serial Numberl

License Annotation |

rvendar

wendar Mame |camiADBS =

Wendor 1D |5242378dbﬂ3d.02 £0.09.c5.93.00.00.00

Wendor Password |8fgtifqari8de

Servername [inLICWINTPLP El

Impart ,\J Cancel Help
2
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