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Foreword

This manual provides an introduction to the basic operations and functions of
the Engineering Hub to Manufacturing Hub Connection scenario.

While developing these functions we have made every effort to create a clearly
organized, easy-to-understand program structure.

A user-friendly interface as well as a clear menu guide will enable you to
quickly learn how to operate the program and to get familiar with its functions
so that you can carry out your planning tasks in a quick and reliable way.

No Liability or Guarantee

Our programs and manuals have been compiled with great care and to the
best of our knowledge. They have also been tested in a production setting.
However, we assume no liability and provide no guarantee that the software
and related descriptions are free of error or are suitable for special purposes.

DELMIA assumes no liability for any damage that may arise from the use of
this software. By using this software, the user acknowledges this exclusion
from liability and shall hold DELMIA exempt from all claims.

Copyright

The information in our documents may be copied and distributed for internal
purposes provided it is done free of charge and the contents are not altered or
distorted.

Any other form of usage, especially the sale on CD-ROM or in any other publi-
cation in whole or in part is only permitted after prior written consent by
DELMIA.

Some parts of this software are owned by Unigraphics Solutions Inc. and are
copyrighted © 2010. All rights reserved.

Some parts of this software are owned by combit® GmbH and are
copyrighted. Report-/Print module List and Label® Version 8.0: Copyright
combit® GmbH 1991-2010.

Copyright ® 2010, International Business Machines Corporation and others.
All Rights Reserved.

Copyright ® 1999-2010, The Apache Software Foundation. All rights reserved.

Modifications
Moreover, DELMIA retains the right to make modifications and improvements
to the product described in this manual at any time without prior notification.

DELMIA and the 3DS logo are registered trademarks of Dassault Systémes or
its subsidiaries, in the United States or other countries.

© 2001-2010 Dassault Systemes - All rights reserved
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1.

Introduction

This manual provides information on running the Engineering Hub to
Manufacturing Hub Connection. It describes the functionality in DELMIA
Process Engineer Version E5R15, but also explains important differences
between the settings for this version and those prior to and including 5.11.

The customization and setup of a working Engineering Hub to Manufacturing
Hub Connection is controlled by a set of registry keys along with some
additional information inside a configuration file.

1.1 How to Use this Manual

a

This manual enables you to get familiar with the operation and functions of the
Process Engineer. This manual briefly describes:

= Engineering Hub to Manufacturing Hub Connection scenario

The intention of the Engineering Hub to Manufacturing Hub Connection is to
close the current gap between the Engineering world (represented by ENOVIA
VPM V4/CATIA V5 (Engineering Hub)) and the Manufacturing side
(Manufacturing Hub / DELMIA Process Engineer and DELMIA DPM V5). It
allows the transfer of information from the ENOVIA VPM V4 to DELMIA
Manufacturing Hub:

=  Product Structure Information and Attributes
= Configuration Data
=  Transformation Matrices and Geometry

There are two ways for the data transfer:
= The Interactive Mode

=  The Batch Mode

As part of explaining how to configure, set up, and test the connection, this
document describes the required adaptation of the underlying applications
PPR Daemon and PPR Loader on the established customer environment and
scenario.

This document has both procedural and reference information. It is intended
primarily for the administrator setting up the connection, but also contains user
information in the testing and appendices sections.

Note

When handling the Engineering Hub to Manufacturing Hub Connection, please
also refer to the general introduction to Process Engineer in the General Intro-
duction Manual.

Click General Introduction, DELMIA V5 PPR Loader for the Manufacturing Hub
to access the manual for additional information.

Engineering Hub to Manufacturing Hub Connection Version PE 5.20
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1.2 Documentation Conventions and Symbols

1)

The symbols used in this manual are intended to provide you with keys to the
contents in an immediately understandable manner.

This symbol is used to introduce key concepts that are covered in the sections
immediately following this symbol. As a result, this symbol most frequently ap-
pears at the beginning of chapters or sections.

Note

This symbol is used to mark notes, which provide you with additional informa-
tion you need to have for further work. You will either find the Note sign at the
beginning of a chapter or in a particular text passage in the chapter. Texts
bearing this sign are additionally marked with Note. The text is always in ital-
ics.

Caution

This symbol indicates that the text that follows describes particular circum-
stances that you must avoid to avoid potential errors with the operation of the
program or harm to data. You will either find the Caution sign at the beginning
of a chapter or near a particular text passage in the chapter. Texts that are in-
troduced by this sign are additionally marked with Caution. The text is always
in italics.

This symbol marks examples which serve to illustrate a certain situation.

This symbol marks the individual operational steps involved in a particular op-
erating instruction. Operating instructions describe operational steps, for ex-
ample, how to open a menu or execute a function.

This symbol marks listed subjects. The symbol for listed subjects can be either
used to structure a continuous text or to list main subject keywords.

This symbol marks list inside a bulleted or numbered list.

This symbol marks cross reference information that is available in another
manual.

1.3 New Functions in Engineering Hub to
Manufacturing Hub Connection

No new functionality has been added for this release.

Engineering Hub to Manufacturing Hub Connection Version PE 5.20
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2. Prerequisites

The list below provides the prerequisites for running the ENOVIA VPM V4
Engineering Hub to Manufacturing Hub Connection.

m Note

J To be compatible DPE5 and V5 (CATIA, 3dCOM) releases must be equal. For
VPM only a recommended minimum level has to be provided. The
recommended PTF level corresponding to V5 releases can be retrieved in the
program directory of the PTF.

2.1 Server Side

= RDBMS (DB/2 or Oracle)

= ENOVIAVPMV4 1.6

= 3dCOM/ENOVIA VPM V4 Portal 1.6 (optional)
= CATIAV5R20

= Manufacturing Hub-Server (DPE 5.20 or higher)

2.2 Client Side

= ENOVIA VPM V4 Client
= DPE5 R20 Client or higher
= Oracle (or DB/2) Client

Engineering Hub to Manufacturing Hub Connection Version PE 5.20



Altering Settings 4

3. Altering Settings

This section provides step-by-step instructions for configuring the settings
necessary for the Engineering Hub to Manufacturing Hub connection.

3.1 ENOVIA VPM V4 Settings

Activate the XML and CGR files creation mechanism on the ENOVIA VPM V4
Server. You have to set four VPM variables on the UNIX side.

3.1.1 Mandatory Settings/Optional Settings

= The variable (IPD_EXPORT_REPOSITORY) gives the directory on the
UNIX machine where the exported XML files created by VPM will be
stored. To set this variable, open a UNIX window, set the VPM environ-
ment and use the command:
Example

VPMSettings -a -n IPD EXPORT REPOSITORY -v /tmp

= The variable (IPD_INSTANCE_EXPORT) forces the creation of a second
XML file containing VPM instance's name:

VPMSettings -a -n IPD INSTANCE EXPORT -v YES

Those two settings are mandatory to enable the data transfer through the
Connection. The next two ones are optional and control the CGR file
generation on VPM V4 Server side.

The variable (IPD CGR_OUTPUT DIR) gives the directory on the UNIX
machine where the exported CGR files created by VPM will be stored. To set
this variable, open a UNIX window, set the VPM environment and use the
command:

Example

VPMSettings -a -n IPD CGR OUTPUT DIR -v /tmp

» The variable (CGR BATCH AUTO EXPORT) is here to force the creation of
the CGR files automatically on the UNIX machine. You must set this vari-
able to YES, using in the VPM environment the command:

VPMSettings -a -n CGR BATCH AUTO EXPORT -v YES

Note

To check if your VPM environment is active, type in your UNIX window the
command:

echo $VPM

It should send back a path. To launch the VPM environment, go in the
directory env under the home of the VPM administrator, and use the two
commands:

YOUR.env
VPMWsUser.sh

(Do not forget the . and the space at the beginning of the command!).

Engineering Hub to Manufacturing Hub Connection Version PE 5.20



:
3.2 APACHE Settings

To be able to load files that are stored in DBLFAIX mode in VPM, the
repository of these files has to be known to the APACHE server. To do so, the
directories where these files reside have to be added through an alias
declaration in the httpd. conf file of your APACHE installation. For each
directory you will have to add a line based on the following format:

Alias <full directory Path> “<full directory Path>”"
Here is an example of declaration:

Alias /home/data/vpml5ga/MDL/ “/home/data/vpml5ga/MDL/”
Alias /catia_docs/ “/home/vpmadm/DOC/"”

Please restart your APACHE server after doing this manipulation.

On the Windows machine set the environment variable HTTP_SERVER to the
IP address of the APACHE server.

3.3 Multi CAD Server Settings

A VPM 1.5 PTF1 installation should already be adapted to the MultiCAD. You
still need to set the catia_xc0O_multi variable. Please verify that you define this
variable in the runServerVPM shell (3dCOM Install/OS/code/command),
launched by 3dCOM when starting the communication with VPM. This variable
must contain the path + name of a file (that will be created automatically by the
XCAD server). For example:

export catia xcO multi=/tmp/xcomulti.dispatch

Since the VPM 1.5 PTF2, a People and Organization file must be created in
the home directory of the user that will launch the Multi CAD server. This file
will determine which role the user will use to launch Multi CAD server (Security
management). To create that file, you must have the proper privilege in VPM
and go in the People & Organization panel, and use the command Batch login
creation from the Setup Menu:

,,\,; People & Organization / Administration

File Setup

Options...

Licences report

Batch login creation

Figure 1: People & Organization Panel

In the displayed panel (cf. after), you will have to define the activity that will use
this file. For the Multi CAD server, put LVOSRVXC (0 is a zero, not an 0). You
also have to define the user, password (if you are in Server Authentication
Mode) and the role to use. Then you have to define the validity of this file (in
the following example, the file is valid until September 18" 2002 — 2 PM).

Engineering Hub to Manufacturing Hub Connection Version PE 5.20



Altering Settings

L)

Note

if you are in Server Authentication Mode, the password to give for the Batch
login file is the VPM password (This is the password used when launching
VPM if you are in Server Authentication Mode). For DB2 database this
password is equal to the UNIX password. For Oracle install, this is the Oracle
password.

Client authentication mode panel:

»¢ Batch Login

User Id

Role.Title YPHMADMIN CADMINI y1

Expires

Figure 2: Client Authentication Mode Panel
Server authentication mode panel:

¢ Batch Login

fipplication _|

User Id

Passuword

Confirm *******{ |

Role.Title YPHMADHMIN CADMINI y1

Expires

Figure 3: Server Authentication Mode Panel

The ‘User Id’ set in the previous panel must be the Id of the user that will
launch the Multi CAD server. This user (with the chosen role) will need to have
the right to read the models and documents that will be translated to CGR.

3.4 3dCOM Settings

When the PPR Loader sends to 3dCOM the list of the projects, 3dCOM is
writing temporary files on the NT machine. By default it is trying to write on the
directory Models of the E drive. If you don’t have an E drive or cannot write on
this directory, you will not be able to see the list of projects. In that case, you
have to modify the file defaultCache.properties of your 3dCOM server
(located in the directory install/OS/docs/java). In this file replace the value of:

CacheLocation.0S WINDOWS NT
CacheLocation.0S WINDOWS 95

with a proper directory. An example for this variable could be:

Engineering Hub to Manufacturing Hub Connection Version PE 5.20
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CacheLocation.0S WINDOWS NT=C:\\tmp

Do not forget also to declare the catia_xcO_multi variable inside the
runServerVPM shell (in the directory install/OS/code/command of your
3dCOM server install) for XCAD link (Please refer to the Multi CAD Server
Settings about Multi-CAD server settings).

3.5 General Mapping Information

The current ENOVIA V4 Engineering Hub to DELMIA Manufacturing Hub
Connection transfers the ENOVIA VPM V4 reference tree of the product
structure to the DELMIA Manufacturing Hub. It maps the ENOVIA VPM V4
product structure into an instance model on Manufacturing Hub side, i.e. for
each occurrence of a part reference in the ENOVIA VPM V4 product structure
the Connection creates a separate data object in Manufacturing Hub,
representing the instance of the object on ENOVIA VPM V4 side (item
instance).

= Since all objects on Manufacturing Hub side, have one origin of the very
same part reference in ENOVIA VPM V4, all attributes do have the very
same values.

ENOVIA VPM V4 DELMIA Manufacturing Hub
(reference tree)

Skateboard Skateboard

L1 / \L2
| Axis \ | Axis ’
/LA\LB /LA \LB
IWheeIl IWheeI] ]Wheell IWheeII

Figure 4: Reference Tree

ENOVIA VPM V4 contains a mechanism of item instances, allowing managing
different attributes (beside other features) on different instances of the same
Part reference in the product structure.

ENOVIA VPM V4 DELMIA Manufacturing Hub
L1 -> Front Axis
L2 - Rear Axis

(Instance attributes)
Skateboard
ront Left Vnee

L LB —)FrontnghtWheel l Ax.s l | Ax

L2- LB - RearR|ghtWheel

0

[me Right Wheel |

Figure 5: Instance Attributes

To support instance attributes from ENOVIA VPM V4 a second XML file from
is created on UNIX side, containing the instance specific attributes of all
instances from the product structure, along with their unique instance id (in the
context of the selected root part). Like the current XML export file, containing
the product structure, the file is fetched, then parsed and imported by
PPRLoader.

Engineering Hub to Manufacturing Hub Connection Version PE 5.20



Altering Settings 8

No additional setting is to be done on PPRLoader/Connection side.

= The name of the instance attribute XML file is the same as the product
structure one, but with the prefix “Instance-". It is generated in the same
export directory on ENOVIA VPM UNIX side.
Example:
In case the product structure XML file name is “ODT_Tstlnstances.xml”,
the instance attribute XML file is named “Instance-ODT_Tstinstances.xml”.

=  The introduction of a second XML file will result in a second XML parser
run for the instance attribute file.

3.6 PPRLoader Settings

For the completion of ENOVIA VPM V4 to Manufacturing Hub scenario,
several settings and registry keys have to be defined and configured. The
following chapters may help you to setup this.

3.6.1 Configure the PPRDaemon

a

From Tools->Settings->Maintenance Tools, select the Current User tab.
Select VPM.

For backbonereceiver, input the name of the machine where the VPM Client
is running.

For backbonesender, input the name of the machine where the PPRLoader is
running.

Scroll down to installdir, and enter the directory in which PPRLoader.exe is
installed.

Global | User | Local Machine CUIIENUSEIl

[#- DialogsSizes ‘:j Name ] Walue
i EPConfigT ool backbonereceiver broomdeg
- epdbupdate backbonesender broomdeg
G} Frame cadlogscript
K g cfgdate link +object
Bhgphe, clgfile D:\Programme\DELMIA\PPRClientsdatatPPF
graphfc_edltor cfgmultilineattr
araphic_other cfgoption link+object
[+ Library cfgrange link+object
[#- MultiUser caratfile
= PPRLoader cardir NO_LONGER_IN_USEN___<DELMIAProces
| i cgr:lp:elay NO_LONGER_IN_USE!N
e . carftphost _| _IN_|
FePER amoator caftppassword NO_LONGER_IN_USE!
printing carftpseript NO_LONGER_IN_USEIN__ <YourFTPScript:
prqcessgraph carftpusemame NO_LONGER_IN_USE
quickcam carsrvdir NO_LONGER_IN_USEIN___ <XCaDServerEx
[+ stm currinstidattr
tableviewsettings curlinkidattr ;
- Versioning 2eleter1ode notify
[+ XFinderBrowser IR |N“ “M»[

Figure 6: Settings

For information about the details of PPRDaemon’s role, Please refer to the
PPRDaemon.

Note

The automatic login using the —login command line option
pprloader -login $username/$password

Engineering Hub to Manufacturing Hub Connection Version PE 5.20
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is no longer supported. Please use the SimpleCryptAdmin tool to create an
encrypted registry entry. Please refer to the Encryption and Decryption of
Registry Settings.

3.6.2 Configure XML Settings

On the Current User tab, in the left frame, under VPM, click on the plus sign
(+) to expand the tree. Under TRANSFER Settings, click on the plus sign (+)
to expand the tree, and then select XML Settings.

= For xmldir, enter the pathname of the directory in which you want the XML
files stored.

= For xmlftphost, enter the name of the VPM database server.

= For xmlftppassword, enter your UNIX password.

= For xmlftpusername, enter your username.

= For xmllogdir, enter the path to find XML.

= For xmlsrvdir, enter the path to find XML on the VPM server.

Global | User | Local Machine Cunent User ]

araphic_other .‘_I Name |Va|ue
[+ Library wmldir <DELMIAProcessEngineerinstallDit\PPRClient\data>
- MultiUser xmlftphost <FTPHostName>
= pprioader xmlftppas_sword db2admin
2 VPM smiftpseript y
. 4 smiftpusername  db2admin
ABF Fastener Mapping smihttpsbaseurl
o Aliases xmilogdir CA\Temp
Product Structure Mapping wmlsrvdic <VPMServerE portDirectory>
[=- TRANSFER Settings
i ABF Settings
i CGR Settings
i LXC Settings
- WPK Settings
- XML Settings
[+ PPR-Navigator
printing
processaraph
quickcam —
- tableviewsettings i« |

Figure 7: Configure XML Settings

For a comprehensive discussion of the FTP file transfer, see File Transfer via
HTTPS, HTTP, or FTP. Configure the CGR Settings.

On the Current User tab, in the left frame, select CGR Settings.

= For cgrdir, enter the pathname of the directory in which you want the CGR
files to be stored.

= For cgrftphost, enter the name of the VPM database server.

= For cgrftppassword, enter your UNIX password.

* For cgrftpusername, enter your username.

= For cgrlogdir, enter the path to store CGR log files

= For cgrsrvdir, enter the path to find CGR files on the VPM server.

Engineering Hub to Manufacturing Hub Connection
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Global | User | Local Machine CunentUserl

[#)- Library 2| Name | value
- MultiUser cardir <DELMIAProcessEngineerlnstallDit\PPRClient!
- pprloader carftphost <FTPHostName>
= ¥PM cgr;:ppa§s;/vord <FTPPassword>
. carftpscri
igaiz:slener Mapping cgrftzuse’:name <FTPUserName>
3 carhttpsbaseuwrl
[+ Product Structure Mapping carlogdi C:ATemp
[=1- TRANSFER Settings carsrvdir <XCADServerE xportDirectorny>
i ABF Settings
i CGR Settings
i LXC Settings
= WPK Settings
i XML Settings
[+ PPR-Navigator
printing
processgraph
quickcam
tableviewsettings
unitsandcurrencies z 4] |

Figure 8: CGR Settings

For a comprehensive discussion of FTP file transfer, Please refer to the File
Transfer via HTTPS, HTTP, or FTP.

3.6.3 Configure LXC Settings
On the Current User tab, in the left frame, select LXC Settings.

= For Ixcdir enter the pathname of the directory in which you want the LXC

files stored.
= For Ixcftpdelay, enter the delay time for a FTP.
= For Ixcftphost, enter the name of the VPM database server.
= For Ixcftppassword, enter your UNIX password.
» For Ixcftpusername, enter your username.
= For Ixcftpwait, enter the time to wait for FTP.

For Ixclogdir, enter the path to store LXC log files.
= For Ixcsrvdir, enter the path to find LXC files on the VPM server.

Global| User | LocalMachine  Curent User I

graphic_other :_] Name | Value
[ Library Incdir <DELMIAProcessEngineernstallDir\PPRClient\data>
- MultiUser lxcitpdelay 10
= pprloader Ixcftphost <FTPHostName>
= VPM :xc::ppas_s:vovd <FTPPassword>
< Ixcftpscri
A?F Fastener Mapping Ixcﬂguse?name <FTPUseName>
Aliases Iicftpwait Olinirite
Product Structure Mapping lxchttpsbaseurl
[=- TRANSFER Settings Ixclogdir CATemp
ABF Settings Ixcsrvdit <XCADServerExportDirectory>
CGR Settings
XC Settings
WPK Settings
XML Settings
[#- PPR-Navigator
printing
processaraph
quickcam -
- tableviewsettings _v_l 4

Figure 9: LXC Settings

For a comprehensive discussion of FTP file transfer, Please refer to the File
Transfer via HTTPS, HTTP, or FTP.

Engineering Hub to Manufacturing Hub Connection Version PE 5.20



Altering Settings 1

3.7 PPRLoader Customization Settings

3.7.1 Set Attribute Mappings

Create the configuration file vpm.cfg and save it in the
~\DELMIA\PPRClient\data\pprloader directory. The vpm.cfg follows the format
below:

[attributeO]

general (name=attribute 2)

context (vpm=C ORDER;significant=true)
[attributel]

general (name=attribute 2)

context (vpm=C CREATE;significant=true)
[attributel]

general (name=attribute 2)

context (vpm=C_ LASTMOD; significant=true)

C_ORDER, C_CREATE and C_LASTMOD are the real names of VPM
attributes.

Setting significant equal to true activates the update protocol of the
attribute.

Note

The example above is a configuration file valid for all environments. If you want
a configuration for a special environment, you have to add the environment
type like this:

[attributel]
general (name=attribute 2)
context (vpm=ENOVIAVPM.PART LIST.V status;significant=true)

On DELMIA Process Engineer select Tools->Settings ->Maintenance Tools,
and then select the Current User tab.

Select VPM in the left frame.

In the right frame, for cfgfile, input the path of the directory in which you have
stored the vpm.cfg file.

[attribute?2]
general (name=attribute 2)
context (vpm=C LASTMOD; significant=true)

= If you do not use a config file, the attributes “hame” and “nameshort” are
taken to be significant by default.

= If you use a config file, you have to explicitly mark “name” and “nameshort”
as significant. In this case the above default is no longer valid

Engineering Hub to Manufacturing Hub Connection Version PE 5.20
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GIobaII User I Local Maching ~ Current User l

i epdbupdate a|| Name [ value
[#- Frame backbonereceiver <YourtachinesName>
- graphic backbonesender <YourMachinesName>

- graphic_editor cfgcheck

i graphic_other cfgdate
- Libi cfgextended
ke d D:\Program\DE LMIANPPRClient\data\PPRLoader
[+ MultiU ser clamode
(=1 pprloader cfgnormal

i B-VPM cfgoption

ABF Fastener Mapping cfgrange )
Aliases deletemode notifylattachmentlautolnone
- Product Structure Mapping ngncad!ypes <ListOfCADD ocumentT ypes>
TRANSFER Settings ol

& PF’B-Navigalor |astobjects

i+ printing myvalinebreak

i processaraph mvamultiline

i quickcam mvaseparator

i tableviewsettings lelOlgSlillp( .

‘- unitsandcurrencies v qi i

Figure 10: Clgfile

For a comprehensive discussion of mapping, Please refer to the
Customized/Extended Attribute Mapping.

For a general discussion of how to use the configuration manager Please refer
to the Appendix B, General Information — by Administration Manual.

3.8 Reference Information

3.8.1 PPRDaemon

The purpose of the PPRDaemon executable (in the
..\PPRClient\program\bin directory) is to manage all communication
between the ENOVIA VPM V4 and the Manufacturing Hub Windows world,
except the actual import of the ENOVIA VPM V4 export XML file, which is
done through the PPRLoader application. I.e. PPRDaemon is a user-interface-
less, Windows 32 application that serves as:

= A “PPRListener,” insofar as it communicates with the ENOVIA VPM V4
Portal
(retrieving, analyzing and responding messages)

= A “FTP File Fetcher,” insofar as it transfers all required files from the
ENOVIA VPM V4 UNIX server side to the Manufacturing Hub Windows
world.

In detail, these steps are:

= Listening to messages from the ENOVIA VPM V4 Portal, sent through the
CAT Backbone

= Returning the list of projects to the ENOVIA VPM V4 Portal

= Fetching the ENOVIA VPM V4 export XML file from the UNIX side
(ENOVIA VPM V4 export repository)

= |Invoking PPRLoader with the appropriate parameters for ENOVIA VPM V4
export XML file and project id

pprloader —-vpm ExportBOMData... -project $ids. ..

Engineering Hub to Manufacturing Hub Connection Version PE 5.20
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PPRDaemon itself does not import the ENOVIA VPM V4 XML file and
PPRLoader is not responsible for the communication to the ENOVIA VPM V4
Portal and the FTP fetches.

Note

Like in the previous versions of the Engineering Hub to Manufacturing Hub
Connection, PPRLoader can also run in Listener mode, performing all steps of
PPRDaemon, but it is recommended not to do so

When the PPRDaemon invokes PPRLoader to import an ENOVIA VPM V4
XML export file, it creates a new (console window) process. By doing so, the
communication to ENOVIA VPM V4 (via the CATBackbone process and the
ENOVIA VPM V4 Portal) is now separated from the import, which offers the
following benefits:

= No permanent console window/connection functionality is now available on
demand
= Asynchronous mode/Parallelization

= Stability/Memory Handling

PPRDaemon is based on a subset of the very same registry keys used by
PPRLoader, with one exception. Reusing the registry key avoids additional
customization. The only new registry key is:

[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM]“installdir”

This key might contain a different path, depending on from where PPRDaemon
tries to invoke PPRLoader. An example of this key with a different path is:

[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM]“installdir”=
”C:\DELMIA\patch0703”

It is still possible (e.g., for debug purpose) to run PPRLoader in listener mode.
Nevertheless, this is not recommended. Like PPRLoader, PPRDaemon logs all
actions and messages into a log file.

The command line, executed from the PPRDaemon process, starting the
PPRLoader import process is:

Sinstalldir\pprloader -vpm $file -project $id

where $Sinstalldir is either the value from the registry key or the start
directory of PPRDaemon itself.

$file contains the XML file name, including the local data path.

$1id specifies the project in which to import the data; that is, the object id of the
project selected in the ENOVIA VPM V4 Portal.

The following image shows the interaction and data flow between the ENOVIA
VPM V4 Portal, PPRDaemon and PPRLoader.
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ENOVIA VPM V4 Portal ‘

PPRDaemon ‘

1. SendCSVAnd GetProj

FTP fetch of the
ENOWVIA WPM V4
AML file export file

2. ReturnListOfProjects

r 3

Import XML file into

3. ProjectChosen selected project

\ 4

PPRLoader |

PPRLoader invocation
CAT Backbone pprloader —-vpm ... -project ...

Figure 11: Interaction and Data flow between the ENOVIA VPM V4 Portal,
PPRDaemon, and PPRLoader

3.8.2 Product Structure Mapping

Adapt and modify the Product Structure Mappings under ENOVIAVPM
according to your actual ENOVIA VPM V4 scenario. This includes
entering/changing the name of the desired Plantypes, corresponding to your
DPE PlanTypeSet.

3.8.2.1 Multi-Environment

The Engineering Hub to Manufacturing Hub Connection supports multiple
environments from VPM V4. As a result, PPRLoader now allows the individual
mapping of VPM types from different environments into different Manufacturing
Hub plantypes. Therefore, it is recommended to register all environments from
VPM V4 into the corresponding registry keys. Each environment mapping must
contain the table name / plantype mapping from VPM to Manufacturing Hub.

For Models and Documents the settings must also include the name of the
attribute, in which the CGR file name should be stored. Beside those three
settings (for PART_LIST, CATIA_MODEL and DOCUMENT), an additional
one for the root object must be specified (which actually has no corresponding
representation in the VPM product structure).

In addition to the environment settings, default mappings for product and
resource ensure the completeness of the data import. In difference to previous
versions of PPRLoader, at least the default settings must be included in the
registry; there are no hard-coded default values for this. The following figure
shows the corresponding keys from the registry:
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t_. Registrierungs-Editor

Regitrierung  Bearbeen Arsicht  Favorken 7

) Mukilser ] [riame Typ | wert

£ ) PPRLoader bY(Standard) | REG.SZ  (Wert nicht gesetat) Manufacturing Hub plantype and graphic
- Systistener SblcaD fie awibute  REGSz cadiie — attribute name for Models and Documents
= —’z:"mw plarkype REGSZ  Part {contains the name of the assigned CGR file)
() Envircnments
: j :’;ﬁ"ﬁ‘ . Product Structure Mapping, containing
E aduct Structure Mappin n &
T T - the settings by environment
() PRODENY
= 00! ST
] CATIA_MODEL :
=i Default settings for product
() PART_LIST and resource
=] Root
1) RESENY
(BT Resource Defauk}
£ YPMENY ‘ Settings for Parts, Models,
) CATIA_MODEL X
25 boarei Documen?s and Root iject,
2 PART_LIST representing the VYPM import
= Root
+ ) Update Managament

w 1 PRRNavnaine

Figure 12: Keys from the Registry
Note

Please clarify that in the product structure mapping all existing environment
definitions must be complete and not empty

3.8.3 Multi-Instancing

The Engineering Hub to Manufacturing Hub Connection maps the ENOVIA
VPM V4 product structure reference tree into a Manufacturing Hub instance
model.

The figure below represents the ENOVIA VPM V4 and Manufacturing Hub
product structure.

PO
+--1ink0la--P1
+--1ink01b--P1
+--1ink02 --P2
+--1ink21 --P1

Each Part or Document in the product structure can be identified through a
unique ID from ENOVIA VPM V4, containing the VPM environment of the Part,
its table name and its OID (object Id). The format in which the ID is stored in
Manufacturing Hub is: VPMEnvironment.TableName.OID.

The attribute used to store the Part (or Document) ID is “externalid” on the
“ErgoCompBase” object.

Example
P1=VPMENV.PART LIST.3D3D96FDI9DE551A2303030303030303

Links have a similar identifier. Subassembly and Part links have “SEXT” as
table name. Links between Parts and Models or Documents are not
represented through link objects in VPM. They do not have a specific table
name, since they are stored differently in VPM V4. Therefore, to simplify the
mapping, links in Manufacturing Hub /Manufacturing Hub contain the table
name of the child object, encapsulated within “CLink(“ ... “)” as the VPM ID.
The attribute used to store the link ID is “externalid” on the
“SubCompItem” respectively the “Relationship” object.
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Example
1ink02=VPMENV.CLink (PART LIST) .3D3D96FDIDE551A23D3D96FDIES
41B8F

ENOVIA VPM V4 allows the storage of attributes specific for an instantiation of
a Part.

To allow the same functionality (plus providing things such as code rule
inheritance between product and process or different process relations on
different product instances), it is necessary to map part references from
ENOVIA VPM V4 into part instances in Manufacturing Hub, each of which is
identified by a unique instance ID.

To identify part instances from ENOVIA VPM V4 uniquely, it is necessary to
assemble the path of link IDs from the root object to the instance. The instance
ID of an instance is the path of link IDs from the root to the instance, separated
by a ‘+’ character.

The instance id is stored on the attribute “vpm instanceidl”.
The figure below represents the Manufacturing Hub product structure.

Manufacturing Hub
P0O.1

+--1ink0la--P1.1
+--1ink01b--P1.2
+--1ink02 --P2.1

+--1ink21 --P1.3

Example:

1ink02+1ink21=

ENOVIAVPM .CLink (PART LIST).
3D3D96FDIDE551A23D3D96FDIES41BSF .. .+
ENOVIAVPM .CLink (PART LIST).
3D3D96FDIDE551A23D3D93FESB28FC2A

The usage of the attribute “vpm instanceidl”, used to store the instance ID,
can be overwritten through the following registry key:

[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM] “currinstid”

Example:
[HKCU\Software\Delmialergoplan\PPRLoader\VPM] “currinstid”=
"attribute 1”7

The correct multi instance behavior can be checked in several ways:

Each object/component occurs once, and only once in the product structure.
This can be checked by using the “Find Usage” function from the DPE context
menu of the selected instance or by script.

= When the name (or any other attribute) is changed on one instance, this
has no impact on any other instance in the DPE product structure.
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-‘ﬁ Raw Material
% Product
- g Mew YPM Product 12,02.2003 13:18:04 (¥PM), 1
= ﬁ Table_Test 000 Main_assembly 0** 10% TE870MS , 1
& ﬁ Sunshade 0000 Subassembly 0%* 10% T6370MS , 1
E] ﬁ TRANSYERSAL 0002 0** QUT_FOR_CHANGE THSI IS A TEST PART, 1
) ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS, 1
3] ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS , 1
- ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS, 1
e ﬁ Table_top 0000 Subassembly 0** 10% T6870MS, 1 r
= ﬁ XY¥Z Table_support_assembly 0000 Subassembly 0%* 10% T6870MS, 1
) ﬁ Legs 0000 Subassembly 0%* 10% T6870MS , 1
3] 'ﬁ Partversions

]

&3

Changing a name {e.g. inserting 'XY Z') does not
impact the other instances

Figure 13: Changing Name

If a part is moved from one branch of the product structure to another
(especially when the hierarchical level inside the structure is changed), there is
no way to re-identify the instances beneath.

Example
P0.0

+--1ink0la--P1.1
+--1ink01b--P1.2
+--1ink02 --P2.1
+--1ink21 --P1.3
+--1ink21’--P1.?

All Manufacturing Hub part instances of a given ENOVIA VPM V4 part
reference do not know about the other part instances, except that fact that they
have an identical ENOVIA VPM V4 ID. They also do not have a common data
source (e.g., they do not share a set of common attributes).

3.8.4 Resource Support

The basic settings for supporting resource environments were already
introduced in the previous section.

The handling of resources includes the independent mapping between VPM
table names and the corresponding Manufacturing Hub plantypes, along with a
new location of the registry key, specifying which environments contain
resources and should be treated as such. The relation currently used to link
resources to product data in Manufacturing Hub is “plant provides prod”.

Example
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM\Product
Structure Mapping]”Resource
Environments”="RESENV+TOOLING+PLANT”
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Global | User | LocalMachine = Curent User l

i graphic_windowsize :J Name I Value
[#- Library resource environments RESENV+TOOL
; LlneFropexty | List of Envitonments containing Resources
- MultiUser
[=- PPRLoader
= VPM
i ABF Fastener Mapping
o Aliases

i Environments
-FTP Settings

=8 Product Structure Mapping
ENOVIALCA
PRODENY

Product Default
RESENY
i Resource Default
TOOL
VPMENY
Update Management Ll

Figure 14: Resource Environments

In addition the Plantype setting must contain the appropriate Resource
Plantype Names.

Globall User I Local Machine  Current User |

(- PPRLoader 2| Name | alue
=-¥PM plantype Resource
i ABF Fastener Mapping

o Aliases
i Environments
-FTP Settings
[=)- Product Structure Mapping
. B-ENDVIALCA
PRODENY
Product Default
RESENY
Resource Default
= TOOL
i CATIA_MODEL
- DOCUMENT

| Manufacturing Hub resource plantype

: . Root
i YPMENY
Update Management Ll

Figure 15: Resource Plantype Names
Note

The previous registry key

[HKCU\Software\Delmia\ergoplan\PPRLoaden\VPM]resenvs”
is out of use.

3.8.5 Initial Import

The first time a product is imported into DPE, a Top Level Product Folder will
be created in the Project Library. Under this product node, the most upper
subassembly representing the top level part will be created.

Importance of Subassembly node, representing the top level part node

The existence of the Subassembly node representing the top level part indi-
cates whether to perform an update or an initial import (create everything
new). l.e. in case of the absence of the top level part node in the Project Li-
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N

brary, the import mechanism tries to create a new one, e.qg. it starts an “initial
import” (that creates a new Top Level Product Folder, a new top level part
node and the complete product structure).

The product folder itself can be considered just as a structuring element. Date
and time of the import are stored in the name of the product folder. This gives
a better orientation to the user when navigating across complex project struc-
tures after an import.

Note

You can delete the product folder (with option “component, flat”),this does not
influence the update mechanism. On the other hand, the update mechanism
will not create a new Product Folder since it takes its information only form the
node representing the top level part.

If you delete the node, representing the top level part in DPE, the update
process cannot work correctly. In this case it is recommended to delete the
whole product with all components and to start a new initial import.

] "ﬁ Raw Material

= ﬁ Mew VPM Product 12,02.2003 13:18:04 (vPM), 1

= ﬁ Table_Test 000 Main_assembly 0** 10% T6870MS , 1-] Tap Level Part Node
i Sunshade 0000 Subassembly 0%* 10% T6E870MS , 1
ﬁ TRAMNSYERSAL 0002 0** QUT_FOR_CHANGE THSI IS A TEST PART, 1
ﬁ Table_support_assembly 0000 Subassembly 0** 10% T6870MS, 1
ﬁ Table_support_assembly 0000 Subassembly 0** 10% T6870MS , 1
ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS, 1
G Table_top 0000 Subassembly 0%* 10% T6870MS, 1

= ﬁ %YZ Table_support_assembly 0000 Subassembly 0%* 10% TE870MS, 1

3| ﬁ Legs 0000 Subassembly 0** 10% T6870MS , 1

= 'ﬁ Partversions

Figure 16: Product Folder

[+

[+

- FH-

&

3.8.6 Update Protocol and Management

The Update Protocol includes functionalities that determine the status of an
object or link after an import/synchronization. The identification of those
changes is part of the Engineering Hub to Manufacturing Hub Connection.
Beyond that, all additional features such as gathering the modified objects and
links (e. g., by script or finder) and notifying the end user (e.g., by changing the
bitmap or creating reports) is not under the control of the PPRLoader
application.

Update Folders and Log Files, known from previous versions of the ENOVIA
VPM V4 scenario, turned out to have several restrictions and limitations. While
Update Folders were well accepted by the end user (since this mechanism
includes a direct and simple notification of all changes), it is less efficient in
terms of performance. Moreover, log files require additional parsing and
displaying capabilities of the required data.

The current Update Protocol uses a dedicated attribute “updatestate” to store
the status of the last update/synchronization to mark each instance object.

To display the update state of the products imported into DPE, you have to
make this attribute visible in the browser and the editor.

On DELMIA Process Engineer, select
Tools->Database Utilities->Configuration Manager.
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Figure 17: Config Manager
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Figure 18: Config Tool
1)

and expand its attributes.

2) Select attribute “updatestate”.

In the tree view (left frame) select type “ergocompproductdefault”

If the type “ergocompproductdefault” has no attribute “updatestate”,
go to the Base Type “ergocompbase” and overwrite the attribute

“updatestate’.

For overwriting attributes and change their properties, please refer to the

Administration Manual.

3) Go to the properties editor to alter the settings:

= Set “Display in browser” and “Display in editor” to “Yes’

= Select Group (1) on Page “General”

= Position in browser/Position in editor: 1010

= Set Prompt “VPM Update Status”
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4) Select Tools -> Settings -> Maintenance Tools, and then select the Cur-

rent User tab.

5) Select VPM in the left frame.

6)

Globall User I Local Machine  Curent User I

In the right frame, for deletemode, input: notify

(=) ErgoPlan A || Name [ Value A

- classxfinder backbonereceiver broomdeg

[l common backbonesender broomdeg

- configmanager cadlogsciipt

&~ dbeditor cfgdate link +object

& DialoasSi clafile D:AProgramme\DELMIANPPRClient\data\PPRLc

“f' IBOQS.IZES cfgmultiineattr
EPContigT ol cfgoption link+object
epdbupdate cfgrange link+object

[#)- Frame caratfile

(- graphic cardir NO_LONGER_IN_USEN__ <DELMIAProcessE
ot e o NO_LONGER_IN_LISE!!

] B carftphos _ _IN_LISENM

W}E;2?°~mhﬂ caiftppassword NO_LONGER_IN_USE!!

i 7 ¥ carftpscript NO_LONGER_IN_USEN__ <YowFTPScriptsDi

- MultiUser cafftpusenane NO_LONGER_IN_USEN!

=) PPRLoader — carsrvdi NO_LONGER_IN_USEN__ <XCADServerExpo

CB-VPM curinstidattr

[+ PPR-Navigator curdinkidate

- piring S — .
processgraph j 4 | »

New Key
New Value
Edit

Delete

Pl

Figure 19: Deletemode

Currently, only string values/attributes are supported. Please see also the
registry file template for details.

The Update Protocol supports the following states:

= New (for objects and links, indicated by the value “new”)

= Updated (for objects, indicated by the value “update”)

= Repositioned (only on links, indicated by the value “position”)

= Deleted (indicated by the value “delete” in case the delete mode is set to

“notify”)

= Config (for objects and links, indicated by the value “config”)

3.8.6.1 Priorities of Update Status

Priority of Update Status for parts:

= new + delete > update > position > config

Priority of Update Status for links:

= new + delete > position > config

3.8.6.2 Significant Attributes

Please note that only significant attributes are checked for modifications to
determine the update status “updated”. By default, only the (Manufacturing
Hub) attributes “name” and “nameshort” are configured that way (hard-coded).

To set an attribute to significant, use the following syntax in the ENOVIA VPM

V4 config file (section):
; ENOVIAVPM
[attributeN]

Engineering Hub to Manufacturing Hub Connection
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general (name=...)
context (vpm=...;significant=true)

To set all attributes to significant, you can use the following statement in the
config section:

[config]
defaultcontext=significant=true
This applies the context significant to all attributes.

Since the distinction between update status for links and instances is
confusing for the end-user and it is actually not required in a multi-instance
scenario, the status for the link is also set on the instance — in case the
instance update status is empty.

For objects deleted in ENOVIA VPM V4, PPRLoader supports two different
modes:

= “auto” deletes automatically all links that are no longer in use. This is the
default setting. The corresponding instances stay in the Manufacturing Hub
database, to avoid data loss.

= “notify” just marks the deleted/removed objects.
» “none” neither deletes nor notifies the deleted object on DPE side.

Select the mode using the following registry key:
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM] “deletemode” =

” ”

To use the notify mode, set the value of this registry key to “notify” (or “0” or
“false”). All other values will use the default mode, which is “auto”.

For example: “deletemode”="notify”

T -lolx]
fam BOM Entries I [ Generall [ Glaphicl fam Matter F'lopertiesl — Notesl fam Version Inlormationl fm Effe _‘J_'I
I Component Name I Component Number ] Update Status (attri
ﬁ Table_top 0000 Subassembly 0%* 10% T6870MS Table_top
j ﬁ XY¥Z Table_support_assembly 0000 Subassembly 0%* 10% T6870MS  Table_support_assembly
ﬁ TRANSYERSAL 0002 0%* OUT_FOR_CHANGE THSI IS A TEST PART
i ﬁ Sunshade 0000 Subassembly 0%* 10% T6870MS Sunshade
1l ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS Table_support_assembl position
> ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS Table_support_assembly
ﬁ Table_support_assembly 0000 Subassembly 0%* 10% T6870MS Table_support_assembl delete
» Update Protocol shows
1 deleted and
1 repositioned instance

Figure 20: Update Protocol

Since the Engineering Hub to Manufacturing Hub Connection cannot compare
contenLt, size or modification date of a CGR geometry attached to a part,
there’s no dedicated update state for “geometry updated”. Nevertheless, the
Connection can be configured so that a comparison of the ENOVIA VPM V4
attribute “C_LASTMOD” for DOCUMENT objects is performed.

The following section demonstrates as an example the usage of the context
token “significant” on those ENOVIA VPM V4 attributes, to setup the
required behavior:
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a

; VPMENV
[attributel?7]
general (name=attribute 28)

context (vpm=VPMENV.DOCCAD.C LASTMOD;significant=true)

Note

It is not possible to SET the Manufacturing Hub attributes modification date
‘modificationdate” or creation date “creationdate” (since they are handled
internally by the PPRHub database/the server). A comparison to track
modifications therefore makes less sense, since the value from ENOVIA VPM
V4 is not reflected in those attributes at all. Nevertheless, if you want to track
changes on this attribute, store the ENOVIA VPM V4 value in one of the free
default attributes (“attribute_1”to “attribute_55") by adapting the config file and
compare the values from ENOVIA VPM V4 and Manufacturing Hub based on
this.

In addition, setting and comparing configuration attributes (like
“effectivity.start”, “tailnumber” ...) does not yield meaningful results. These
attributes are treated a totally different way and must be handled separately.

3.8.6.3 Customized Attributes for Updatestate

It is possible to specify a different attribute than the default “updatestate” for
the Update Status attribute for links (SubCompltem) and components
(ErgoCompBase). When doing so, please ensure that those attributes exist.
Even though the status of links is transferred to the child object, it is especially
important to verify that the attributes exist.

There are no free attributes (“attribute_1” to “attribute_55”) on links. For
instance, a setting like:

HKCU\Software\Delmia\ergoplan\PPRLoader\VPM]”"updatestateat
trlink”="
attribute 19”7

results in a Connection internal use of the links update state, but the state
cannot be stored in the Manufacturing Hub database (on the SubCompltem
object).

The set of available attributes can be checked in the DPE Configuration
Manager Tool.

3.8.7 Customized/Extended Attribute Mapping

To use Customized/Extended Attribute Mapping you must create a config file,
similar to the regular ones (used for standard PPRLoader imports), that
describes the specific mapping of the ENOVIA VPM V4 attributes and the
Manufacturing Hub attributes (administered with the Configuration Manager in
DELMIA PE). This file has to be defined using the following registry key:

[HKCU\Software\Delmialergoplan\PPRLoader\VPM] "cfgfile”=""..

”

The example below illustrates how to use this file. Below is a portion of an
ENOVIA VPM V4 export file. The default environments are PRODUCT for
parts and DOCDIR for documents.
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(=3 =

- <Attribute Name="¥_user"' Type="8tring">=
<Yalue Yalue="APY" /=
<fattributes
- <Attribute Mame="¥_organization" Type="8tring">
=%alue Yalue="ADMIN" /=
<fattributes
- <Attribute Name="¥508_AppDomaine" Type="§tring"=
<Yalue Yalue="ADMIN" /=
<fattributes

This example shows three attributes: vV _user, V organization, and
V508 AppDbomaine. Each is defined at the PART LIST table inside ENOVIA
VPM V5.

Each attribute has an [attribute...] entry in the config file. In our
example, the entries could look like this:

[attributel]

general (name=nameshort) (Name of the PPR Hub attributes)
context (vpm=PRODUCT.PART LIST.V user)

[attributel]

general (name=attribute 12)

context (vpm=PRODUCT.PART LIST.V organization) (Name of the
ENOVIA VPM V4 attribute including environment and table
name)

)
[attribute?]
general (name=attribute 18)

context (vpm=PRODUCT.PART LIST.V508 AppDomaine)
Note

Please note, that there’s only one config file for all types and table names.
Document attributes will have a different table name prefix (DOCUMENT).

Also new is the notation using the general (name...) format.

Note

Please note, that the declaration of the plantype, an attribute mapping is used
for, is no longer required, since this information is already specified through the
Product Structure Mapping registry keys along with the configuration of the
Manufacturing Hub database itself.

The order of the attributes is of no importance, but keep in mind that the
sequence of attributes must be continuous starting with 0 [attribute0].

PPRLoader tries to convert the ENOVIA VPM V4 attributes (always exported
as strings) according to the attribute type in Manufacturing Hub. Currently,
PPRLoader supports conversion into five different types:

= double/float
= integer

=  boolean
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= date/time
= string (default)

The type of the Manufacturing Hub attributes is read from the Manufacturing
Hub configuration database, so no additional information is required in the
config file for the “type” conversion.

Example
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM]“cfgfile”=
”D:\DELMIA\d

The following text shows a section from a Configuration file used for attribute
mapping between ENOVIA VPM V4 Environment VPMENYV and the
Manufacturing Hub.

; ENOVIAVPM

[attributel]

general (name= attribute 17)

context (vpm=VPMENV.PART LIST.C STATUS)
[attributel]

general (name=attribute 17)

context (vpm=VPMENV.DOCUMENT.C STATUS)
[attribute?]

general (name=attribute 12)

context (vpm=VPMENV.PART LIST. S TYPE)
[attribute3]

general (name=attribute 12)

context (vpm=VPMENV.DOCUMENT.S TYPE)

It is also possible to map attributes from the ENOVIA link to the instance in
Manufacturing Hub (since there is only a limited number of free attributes on
the subcompitem/link object in DPE). To accomplish this, the environment and
type PRODUCT. CLink (PART LIST) is required, independently from the
real environment the link/part belongs to. l.e. there will be no
ENOVIALCA. Clink (PART LIST) entryin the mapping file. In addition,
there will be no PRODUCT. CLink (DOCUMENT) contexts.

[attributel]
general (name=attribute 24)
context (vpm=PRODUCT. CLink (PART LIST).V volume x1)

(Mapping for link attributes start always with
PRODUCT. Clink (PART LIST)

)

[attributel]

general (name=attribute 25)

context (vpm=PRODUCT. CLink (PART LIST).V volume yl)
[attribute?]

general (name=attribute 26)
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Al

context (vpm=PRODUCT. CLink (PART LIST).V volume zl)

[attribute7]
general (name=attribute 12)
context (vpm=V_nbsubstitute)

[attribute8]
general (name=attribute 13)
context (vpm=V_issubstitute)

Note

All registry settings under
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM\Environments]
are obsolete. The attribute mapping is contained in one and only one
configuration file, which has to be registered in:
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM] “cfgfile”="..."

3.8.7.1 Attribute ‘logical ComplID’

With VPM V4 PTF 33, the VPM V4 export XML file will contain the new VPM
V4 attribute “logical CompID” for assembly links
(“SEXT.$COMPID LOGICAL").

FeferenceRef="08M1://3a4d5a9b82e9c1f56397ddalebf678a7#fb8986b65226a027d5c18a6aa9225e9d"
Alias="_Clink_{¥PMENY.PART_LIST)P1_ 1122 Config 1 Part --- 10%0">
- «attribute Mame="$EXT.$COID">
<value Yalue="41419ADEAC403320" />
w/attributes
- <attribute Name="$EXT.$COMPID">
<value Yalue="41419ADEAGBD7BCS" />
«/attributes
- <Attribute Mame="$EXT.$COMPID_LOGICAL">
<Yalue Yalue="41419ADEACO507C9" /=
z/atrtributes
- zattribute Mame="$EXT.SSITE">
W e

F I PP N P 1

In difference to the historical ComplD, currently used for re-identification of
VPM links in Manufacturing Hub, the logical ComplD stays the very same for
the entire life cycle of the VPM V4 assembly link, regardless of performed
versioning (of parent part) and/or positioning/replacing operations done in VPM
V4. The logical ID might have the very same value than the historical ID (e.g.
for new links), but need not.

The usage of the new logical CompID will allow a gap-less re-identification of
the VPM links in Manufacturing Hub by the Connection, throughout the entire
chain of transferred links.

On VPM V4 side the new logical Ids will be initialized with the value of the "old"
historical ID. Therefore a smooth upgrade path is given.

Limitation
It might be required to perform additional tasks, when upgrading existing data
to DPE 5.17 and higher (synchronization of existing IDs).

Since the logical CompID replaces the historical one, the historical ID value is
lost.

3.8.7.2 Attribute Length

In case you need to visualize the IDs coming from ENOVIA VPM V4 (instance
ID, external ID ...), you have to ensure that the displayed length is big enough
to keep the entire (string) value of the ID.
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The historical instance ID (“pprloaderhistoricalid”) and the current instance id
of the objects - containing the environment, the table name, two ‘.’ characters
and the OID - result in a string of appr. 50 characters length.

As a reminder, the following formula can be used:

Lia = Dvem * 50

where Ljq is the length of the instance ID attribute in characters and Dypy is the
depth of the product structure from ENOVIA VPM V4. The value of 1024
characters used in most L1/L2 test scenarios would e.g. support product
structures in ENOVIA VPM V4 up to 20 levels. This length has to be used in
the “Extended Properties” page of the corresponding attribute, when switching
it to ‘visible’ in the Configuration Manager Tool of DPE.

3.8.8 Configuration File

For reference attributes which are mapped, the mapping description in the
configuration file must contain the VPM V4 environment and type information
(see [attribute?2]). If this is not specified (see [attribute3]), the attribute
describes a mapping for instance attributes and in addition serves as a
mapping template, valid for all VPM V4 environments and types.

context (vpmn=PRODUCT .PART_LIST.V_order)

YW PM Y4 environment
and type far reference
general (name=at tribute—a attribute mapping.

context{vpmn=PRODUCT .PART_LIST.V |status

[attribute2]

Just the attribute name
[attributel] for instance attributes
and reference attributes
templates, valid for ALL
context { vpmn=Vaemapad) 5 Phd W4 environments
and types.

general({name=dbl_attribute_2)

[attributed]
: The type, indicating that
general(name=dbl_attr1bute_2;ty.e.a.Ea.nLtmss;:‘EJmngapmigsomY

context{vpn=V_level) to this particular
plantype.

[attributeb]

Please note, that the plantype definition for the attribute
general (name=attribute 2;) (Type = subassembly)
has a different meaning now as in previous releases.

Some possible obstacles and the corresponding warnings are described in the
following.

In case the plantype is defined in the attribute definition (either reference or in-
stance attribute), this definition replaces the Plantype, specified through the
Product Structure Mapping).

[attributed]
general (name=attribute 2;type=Part)

context (vpm=PRODUCT.PART LIST.V order)
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o

Caution

Plantype definition 'Part' for attribute "attribute_2"'

("PRODUCT.PART LIST.V order')replaces the registered plantype
"PRODUCT.PART LIST' (product structure mapping 'Subassembly'), see
[attribute4]

When an attribute is defined multiple times, the second, ambiguous definition
is ignored.

[attribute?]

general (name=attribute 2)

context (vpm=PRODUCT.PART LIST.V status)
[attributed]

general (name=attribute 4)

context (vpm=PRODUCT.PART LIST.V status)

Caution

Ambiguous mapping for VPM attribute 'PRODUCT.PART_LIST.V_status'
ignored (‘attribute_4' <> "attribute_2"), see [attribute2] and [attribute4]

In case an invalid reference attribute is specified (the attribute is not found on
the registered plantype), the following warning is displayed

[attribute6]
general (name=attribute?)

context (vpm=PRODUCT.PART LIST.C created)

Caution
attribute "attribute?7' not found on plantype 'Subassembly’, see [attribute6]

For invalid instance attributes no warning is dumped during parsing the
configuration file, since the corresponding plantype is unknown (it's an
instance or reference template attribute mapping!).

[attribute7]
general (name=attribute8)

context (vpm=C created)

Caution

Instance attribute cannot be checked upfront! ; (plantype is unknown at parsing
time)

In this situation no warning is dumped during parsing the configuration file,
since the corresponding plantype is unknown (it's an instance or reference
template attribute mapping!).

At the very end of the data transfer, there are also warnings for unused
reference attribute definitions.

[attribute8]
general (name=attribute 9)

context (vpm=PRODUCT.PART LIST.V level)
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o

Caution

attribute 'Subassembly::attribute_9' (PRODUCT.PART_LIST.V_level’) not
used during import, see [attribute8]

Unused instance attributes, do not raise warnings, since it is unknown whether
the attribute has been used as a reference template (attribute mapping for
reference attribute, independent of VPM V4 environment and type!).

[attribute9]
general (name=attribute 10)

context (vpm=V_ order)

3.8.9 Partial Product Data Transfer

N

With this functionality it is possibly to select single sharing objects in a product
structure and update. The main objective is to allow the possibility to re-create
the context of the extracted instance/partial product structure. The main
objective is to allow the possibility to re-create the context of the extracted
instance/partial product structure. This will allow splitting an entire product into
areas of interest which are updated/synchronized more often then the rest of
the product. In ENOVIA VPM V4, it is possible to extract a portion of a
complete product, but the ENOVIA VPM V4 Engineering Hub to Manufacturing
Hub Connection will not be able to identify the instances, due to the missing
part in the path of link ids, which builds the instance id.

Note

The application of this functionality is limited to product structures, which are
not completely flat.

This functionality is only available in batch mode.

There is no analogue functionality in the interactive scenario.

Entire Product Structure

Complete product transfer car

f!

2

DELMIA

Partial Product Structure

Partial product transfer

\a_ﬁ/

Figure 21: Data Transfer
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In difference to ENOVIA VPM V5 Engineering Hub to Manufacturing Hub
Connection, the instance identification, i.e. the missing part of the complete
instance id, is NOT managed automatically by the Connection. Instead,
PPRLoader allows specifying the path of link ids from the required root node to
the selected and extracted instance through the command line. This “prefix”
value is concatenated with the calculated rest of the instance ids (from the
partial structure) and builds-up the complete instance id, which PPRLoader
uses to identify, compare and synchronize the product structure in DELMIA
Process Engineer.

To specify the heading part of the instance id, the following command line
option for PPRLoader is used:

pprloader -vpm $ExportBOMDataFile.xml —-instance
$InstancelIDPrefix \
-project $ProjectIdOrShortName

eg.

pprloader -vpm C:\Temp\ExportBOMData-2003-08-17-
14.34.21.xml1 \

—instance

“WPMENVZ2.Clink (PART LIST).41419851B8A5265D41419851B8BE4C6C
”\

-project TK2

This command will import the (partial!) product structure, given in the file
“ExportBOMData-2003-08-17-14.34.21.xml” in the context of the
instance, defined by the id

“VPMENV2.Clink (PART LIST) .41419851B8A5265D41419851B8BE4C6C”
No check is performed whether the specified XML file is really a valid partial
structure of the existing (already transferred) complete structure in
Manufacturing Hub.

Note

Please note, that it’s of course possible to enter a multi-level instance id, such
as

“VPMENV2.Clink(PART _LIST).41419851B8A5265D41419851B8BE4C6C+PR
ODENV.Clink(PART _LIST). 41419851B89DE55141419851B8E541B8”.

This functionality is for define and manages the set of required sub-structures
of interest, which will allow the complete transfer of data in portions.

Note

Please note in addition, that for VPM V4, the command line option “-partial” is
ignored, when “instance” is used (since this already specifies a Partial
Update)

Example

= Use the two sample files “ExportBOMData-Complete.xml” and
“ExportBOMData-Partial.xml”, provided along with this document, store
them into the client data directory (...\DELMIA\PPRClient\data)

=  Open a command shell (DOS box) and go to the installation directory
(..\DELMIA\PPRClient\program\bin)

= Enter the following command:
pprloader -vpm ..\ExportBOMData-Complete.xml -project
VPM

Engineering Hub to Manufacturing Hub Connection Version PE 5.20



Altering Settings 31

= Enter the following command:

pprloader -vpm ..\ExportBOMData-Partial.xml —-instance
VPMENV1.CLink (PART LIST) .3D3D97698163713C3D3D9769832B17B5
—project VPM

3.8.10Incremental Update

L)

To reduce the amount of data transferred between ENOVIA VPM V4 and the
DELMIA Manufacturing Hub through the Engineering Hub to Manufacturing
Hub Connection, it is now possible to transfer only the data between a past
data transfer and the current image of the ENOVIA VPM V4 database.

Note
It is strictly recommended to use this functionality only in batch mode.

In difference to the full product XML file, the generated XML file will not contain
ALL data, but just the modified objects from the ENOVIA VPM V4 database.

The main change in the functionality is the identification of modifications in the
ENOVIA VPM V4 database and the identification of instances and objects,
independently from the transfer of a structural/hierarchical context. If an
incremental update of the product data is performed, the Connection can
identify the objects to be updated.

Complete Product Structure

car

—‘ engine

Complete product transfer

25

DELMIA

Partial product transfer

remental Update

Figure 22: Data Transferred between ENOVIA VPM V4 and the DELMIA
Manufacturing Hub through the Engineering Hub

ENOVIA VPM V4 — PRC/product structure Manufacturing Hub
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L)

Entire Product Transfer

Incremental Update

Figure 23: ENOVIA VPM V4 - PRC/product structure Manufacturing Hub
Due to the fact that no structural comparison is done on the product structure,
the update will not be able to identify deleted objects.

The following object types from ENOVIA VPM V4 are tracked by their
modification date:

= Parts references (Part versions)

= Assembly Relations (Links)

=  Documents (Document revisions)

= Options (Specifications)

= Configuration Handlers and Filters
= Configuration Data and Effectivities

An incremental XML file can be identified through the fact, that the contained
structure is not complete. In some cases, this identification mechanism fails,
since the structure seems complete, even if it is only an incremental file. For
this reason please use the incremental update only in batch mode.

To force the PPRLoader application to treat this file as incremental use the
-incremental command line option, this will make PPRLoader apply the
appropriate synchronization algorithms:

pprloader -vpm S$IncrementalXMLFile -project S$ProjectId -
incremental

e.g.

pprloader -vpm C:\Temp\IncrementalAT0-2.xml -project INC -
incremental

To force treating as a complete data file, use the —complete option. The

options —complete and —incremental are exclusive, i.e. only one of
them can be specified.
Note

Please note that the option —partial is no longer in use.

To extract an incremental XML file from the ENOVIA VPM V4 side, please use
the ATOEXPND extraction tool, provided along with the regular ENOVIA VPM
setup. The syntax to extract a root node in incremental mode is:
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ATOEXPND -savemode ... —-Increment S$SPreviousExportDate
e.g.
ATOEXPND -savemode ... —-Increment 2004-07-01-12.00.00

Please see the usage and help of the ATOEXPND for more details.

3.8.11File Transfer via HTTPS, HTTP, or FTP

a

Beside the encryption of the XML and CGR files, the usage of HTTPS will en-
sure the secured data transfer between ENOVIA VPM V4 Engineering Hub
side and DELMIA Manufacturing Hub side.

Note

Only the XML files can be transferred via HTTPS, not the CGR files since
HTTPS needs the fully qualified file name. If you want to transfer CGR files
too, you have to use FTP.

Only one connection can be used at one time. The bunch of XML-files has to
be stored before sot (= start of transfer) in the same main directory. Subdirec-
tories with different contents are recommended, but a clear and unequivocal
nomenclature has to be done. As some of the encrypting methods need a
three-time passage of the data between source and drain (the famous Hell-
man-Diffie-Encoding is described below) the performance couldn’t be expected
to be max, but it gives a very symmetric communication-design without
spreading any keys! In fact the keys may be set individually and perfectly free
for every file transfer. We recommend looking into the transfer-logging in order
to validate transfer-time and transfer-quality.

Because of transferring the data in a factorized format, or if you prefer, in small
well-formed XML-portions like pearls, no serious problem arises by any inter-
ruption of data lines. Perfectly transferred file-pearls are fulfilling the XML-
Specifications and need not to be transferred again. The factorized or pearl-
based-transfer helps to overcome the horizon of impossible transfers for large
systems represented in the XML-file-structure. The XML-Validation can be
done easily by already existing software, resp. APIs.

The usage of HTTPS instead of FTP requires different customization, as well
on ENOVIA side (ensure the data export repository is accessible by an http
client) as well as the DELMIA side (register https host and access information
instead of the FTP access data). Once this customization is done, there’s no
difference between the FTP and https data transfer for the end users perspec-
tive.

Prerequisites:

On the ENOVIA VPM V4 side, it must be ensured, that the data export reposi-
tory (i.e. the directory where all XML, CGR, ABF fastener and log files - such
as Ixc and Ixc_log - are stored) is accessible by the HTTP daemon.

On the DELMIA side it must be possible to switch between the current FTP file
transfer mechanism and an HTTPS based one (disable FTP, enable https).
The required information (HTTPS host, access information, etc.) must be reg-
istered, like the analogous information for FTP (e.g. registry settings).

The switch between FTP and HTTPS is part of the customization of the Engi-
neering Hub to Manufacturing Hub Connection.

Once the extraction of the XML product structure export files on ENOVIA VPM
V4 Engineering Hub side is completed (independently from whether in interac-
tive scenario or batch mode), the XML reference file and the instance file must
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be encrypted on disk. The possibly remaining original files have to be deleted
after encryption. In addition to the XML product structure files, also the CGR
files, the Ixc and Ixc_log files must be stored encrypted on disk. Only exception
from this is the Ixc_end file, since it only indicates the completeness of the
CGR generation and contains actually no information (empty file, file size 0).

On Manufacturing Hub side, after the file transfer is completed, the required
files must be decrypted before being imported into the Manufacturing Hub by
the Connection. Once the content of the XML files has been read by the Con-
nection, it must be ensured again, that all directly readable copies of the data
files, must be deleted to avoid unsecured access.

The data have to be inserted into the Manufacturing Hub. None of the transfer-
files is intended to residue in a repository.

It is obvious, that the additional step of encryption / decryption will have a
negative impact on the overall transfer performance. The performance will be
better when working in the batch mode on the command line.

Encryption Methods

If Hellman-Diffie-Encoding will be applied, the sender encrypts the data with
his private key. After getting the data the receiver encrypts again with his
private key. The dataset is now doubly encrypted and must be sent back to the
sender. The sender knows his private key and is able to remove his
encryption. Remember, the data are still encrypted by the receiver’'s key. So
they may be sent without possible insights of someone else. After second
arrival of the data-package the receiver applies his key and starts to use the
data.

Advantage: Nobody else knows the applied key except the encrypter, and the
key may be changed as often as you want.

Problem: The Encryption-Processes have to be commutable. This has to hold
for the Decryption-Processes as well.

If RSA (= Rivet, Shamir, Adleman) Encoding will be used, every sender gets
the same Public Key. With this key he is not able to decrypt. The receiver is
the one and only to use the Private Key and able to decrypt.

Advantage: This system does it with one file transfer from sender to receiver.

Problem: The Public Key must be published to every possible sender. If the
Private Key will be detected somehow, every possible sender has to be alerted
instantly and prohibited to use the corresponding Public Key from now on, and
another Public Key has to be published instead.

PPRDaemon fetches files from the ENOVIA VPM V4 side.
The following files have to be transferred
= The ENOVIA VPM V4 XML export file

* The .1xc end file (which indicates that the XCAD server has completed
the generation of the CGR files)

= The CGR files (which allow the geometrical representation of the product in
DPE)

In previous versions, the FTP mechanism relied on the direct customization of
scripts. The current version reads the required settings from the registry and
executes the corresponding HTTPS/HTTP/FTP command directly. The
modified approach is reflected by new registry settings. Settings for the
secured transfer have to be done on DPE side only.
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Altering Settings

1) securetransfermode: value 0 = FTP; value 1 = HTTPS

- graphic_other

- graphic_raster

- graphic_selection

- graphic_windowsize

[#- Library Edit Value
(- Multilser [

[=1- PPRLoader

= VPM

- 4BF Fastener Mapping

-~ Bliases

- Environments

t- FTP Settings

- Product Structure Mapping

Figure 24: Settings for the Secured Transfer

2) xmlhttpsbaseurl: value: HTTPS://sunlcadeg/<shared xml repository>

- graphic_other
- graphic_raster wmidir E:\DPE-Import_Unix
- graphic_selection smiftphost cabochon
- graphic_windawsize smiftppassword vpmadm3
- Library smlftpscript
- smiftpusername vpmadm3

B Mckidser ht https://sunlcadeg/<xml-repository>
G- FPRLoader E:\DPE Import_Urnis
= VPM Htrp
- ABF Fastener Mapping
- Aliases
- Environments
[#- FTP Settings
[#- Product Structure Mapping
- Projects
[=I- TRANSFER Settings
. ABF Settings

CGR Settings

LXC Setti

Edit Yalue

Figure 25: xmlhttpsbaseurl: Value
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L)

Settings

Global | User | LocalMachine Curent User I

- graphic_windowsize _:J Name | Value
Library crdi C:\Programme\DELMIA\PPRClient\data\product_cadpal
[#- MultiUser corftphost cabochan
(= PPRLoader cftppassword.  lcaadnin Settings inside the key
ER: coftpscrpt ‘ for the .cr files
ABF Fastener Mapping cgftpusemame  lcaadmin
: cohttpshaseul
Aliases coflogdir E:\DPE-{mport_Unix
-Enviranments carsrvdi ftmp
[#- FTP Settings
[#)- Product Structure Mapping
- Projects
= TRANSFER Settings Registry keys for the CGR
ABF Settings files and the .lxc_end file
(GR Settings
LXC Settings
XML Settings Settings for the XML
- Update Management file fetch
[+ PPR-Navigator
- piinting ﬂ 4[ ﬂ

Figure 26: Registry Keys
The registry keys in detail:

= xml/cgr/Ixcdir: the directory where the fetched file(s) is/are finally stored

= xml/cgr/Ixcftphost: the ENOVIA V4 server host to connect through HTTPS
or FTP

= xml/cgr/Ixcftppassword and xml/cgr/Ixcftpusername: the FTP account in-
formation to be used to login to the ENOVIA V4 server

= xml/cgr/Ixclogdir: the log directory where temporary and log files are cre-
ated

= xml/cgr/Ixcsrvdir: xml/cgr/Ixc files are stored in this directory on Unix Server
side

= Ixcftpwait: the number of tries for the FTP fetch of the .Ixc_end file before
passing by. A value “infinite” indicates that PPRLoader tries forever.

= Ixcftpdelay: contains the time span in seconds between two tries for the
Ixc_end file

The registry keys Ixcftpdelay and Ixcftpwait do not have any counterpart in the
registry key for the XML file and the CGR files.

As soon as the Ixc_end file is created on the ENOVIA VPM V4 server side, the
cgr files can be transferred to the DELMIA Process Engineer side. l.e. these
settings permit to control indirectly the cgr transfer.

As in the previous version, the registry keys and settings regarding the
.Ixc_end file are a little bit misleading, since they are still named Ixc. The .Ixc
file itself, as well as the .Ixc_log file from the DMU Utilities are not used by
PPRLoader, a fetch of those files via FTP is not required.

Note
XMLDIR, XMLLOGDIR, LXCLOGDIR, LXCDIR must be equal.

CGRDIR must be equal to the Global/graphic_editor/cadpath value in order to
visualize the CGRs in DPE, e.g. PPRClient\data\product_cadpath
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3.8.12Encryption and Decryption of Registry Settings

The security features since R15 also include passwords set by the Engineering
Hub to the Manufacturing Hub connection. To match customers’ security
requirements, all the password registry settings must be stored encrypted in
registry and the transfer of the passwords has to be done encrypted.

= The user has to enter the registry settings for the passwords which have to
be secure. To be able to enter them the administrator has to use the ad-
ministration tool “SimpleCryptAdmin” available for this action.
Handling the password to get access to the Manufacturing Hub Server:
Doesn’t matter if there is an update from an earlier release to release 15 or
if the release is newly created. At first the administrator has to update/enter
the corresponding registry key value. If it is a release update, the password
is not encrypted with the encryption algorithm valid from release 15 on. If it
is new, the password has to be entered anyway.

[HKEY CURRENT USER\Software\Delmial\ergoplan\PPRLoader]

1) Change the value of the entry "password” so that the password can be
read in readable format.

» Now the administration tool

“SimpleCryptAdmin” -ek [0|1l] RegistryKey
[AES|3DES|DES|RC4 |RC2]

can be used to encrypt the value with the new encrypting algorithm.
Note
‘pprioader -login user/password” is NOT supported any more!

= |n case of a release update to R15 and higher, the passwords used before
have to be encrypted in the following manner. Otherwise this part is han-
dled by the given registry file newpprloader.reg:

For the migration to release 15 and higher the registry key “FTP settings” has
to be replaced by “TRANSFER Settings” in registry directly (see at picture
below where this is already replaced).

The same action, i.e. replace “ftp” by “transfer” within the strings of the registry
entries, has to be done for all strings under registry key

[HKEY CURRENT USER\Softwarel\delmia\ergoplan\PPRLoader\VPM\
TRANSFER Settings\CGR Settings]

[HKEY CURRENT USER\Softwarel\delmia\ergoplan\PPRLoader\VPM\
TRANSFER Settings\LXC Settings]

[HKEY CURRENT USER\Softwarel\delmia\ergoplan\PPRLoader\VPM\
TRANSFER Settings\XML Settings]

[HKEY CURRENT USER\Softwarel\delmia\ergoplan\PPRLoader\VPM\
TRANSFER Settings\ABF Settings]

In case of a new installation of DPE R16 use the administration tool
“SimpleCryptAdmin” -ek [0|1] RegistryKey
[AES|3DES|DES|RC4|RC2]

to encrypt the value with the new encrypting algorithm four times:

[HKEY CURRENT USER\Softwarel\delmial\ergoplan\PPRLoader\VPM\
TRANSFER Settings\CGR Settings]

"cgrftppassword"="<Password>"
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[HKEY CURRENT USER\Softwarel\delmial\ergoplan\PPRLoader\VPM\
TRANSFER Settings\LXC Settings]

"lxcftppassword"="<Password>"

[HKEY CURRENT USER\Software\delmial\ergoplan\PPRLoader\VPM\
TRANSFER Settings\XML Settings]

"xmlftppassword"="<Password>"

[HKEY CURRENT USER\Software\delmial\ergoplan\PPRLoader\VPM\
TRANSFER Settings\ABF Settings]

"abfftppassword"="<Password>"

=-(1] HKEY_CURRENT_USER [aB]cqrdir REG_SZ <DELMIAProcessEng
(] AppEvents [aB]cqrftphast REG_SZ <FTPHostName:>
& D Console [ab] carftp Or¢ REG_5Z <FTPPassword>
=@ Con‘trol Panel @ﬂcgrftpscript REG_SZ
® g IE;Vlr::ment @;lcgrftpusernarne REG_SZ <FTPUserName >
jE] =] K:/r;;;erz Layout ;‘ﬂcgrlngdir REG_SZ C:\Temp
& D Network Qﬂcgrsrvdlr REG_SZ <XCADServerExport
{1 Printers
{1 SessionInformation
=+ Software
-] Adaptec
-] Adobe
-] Altova
{1 Classes
-] combit
-] Compaq
-] Compuware
#-{_] Continuus
(] Dassault Systemes
= Delmia
[#-{_] Delmia Process Engineer Client
(] DELMIA_COUNT
=-{1 ergoplan =
{0 classxfinder
{1 Comman
#-{_] CompEditor
{1 configmanager
-] dbeditor
D DD-SourceBrowser
{1 DialogsSizes
(1 EPConfigTool
(] epdbupdate
{1 Ergotime
{1 Frame
#-{] araphic
{2 araphic_editor
{1 graphic_other
(] Library
{1 MultiUser
=1-{_]] PPRLoader
=3 vPm
{1 ABF Fastener Mapping
(] aliases

[

=1 TRANSFER Settings
(] ABF Settings
£ CGR Settings
{1 LXC Settings
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Figure 27: Transfer Settings

Generally

To decrypt the secure registry settings for the designated registry keys the
entered key values have to be handled by a component called Session Data
Manager. This is a uniform module handling decrypting of the key values in a
uniform way. Once the key values are encrypted, they are written to the
registry where they can be seen only in the encrypted format. Afterwards if the
key values are needed by the program, the encrypted key values are taken
from the registry and decrypted by the Session Data Manager module. So they
can be treated as usual. Beside the decryption the Session Data Manager
module also treats the write/read actions to the registry. Thus all requests
done to the registry are handled by the Session Data Manager module. The
transfer of the password to get access to the Manufacturing Hub Server will
also be done in an encrypted form, what means that a hash function is used to
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a

encrypt this password before the transportation to the server. On server side
the originally entered password located in the data base of the server was also
encrypted by this hash function. Thus the encrypted passwords can be
compared.

The transfer of the passwords used to get information via FTP/HTTPS is
encrypted within the HTTPS protocol. The web server containing the data
which is the target of the HTTPS protocol uses its own algorithm to encrypt the
password after unpacking it from HTTPS protocol.

Note

Encrypted data (e.g. passwords) are valid only on the machine where they are
created. They cannot be decrypted on a different machine

Example

Usage

“SimpleCryptAdmin” —ek [0]1] RegistryKey [AES|3DES|DES|RC4|RC2]
-ek: Encrypt the value of the given registry key using the given

encryption algorithm

0: machine key container would be used for encryption
1: user key container would be used for encryption
RegistryKey: Name of the registry key

Remark: Choose “0” and “3DES”, the RegistryKey has to be typed in without
brackets and string name included.

Example

SimpleCryptAdmin -ek 0

HKEY CURRENT USER\Software\delmia\ergoplan\PPRLoader\VPM\T
RANSFER Settings\xmltransferpassword 3DES

or alternatively:

SimpleCryptAdmin -ekv O

HKEY CURRENT USER\Software\delmia\ergoplan\PPRLoader\VPM\T
RANSFER Settings\xmltransferpassword <klartext password>
3DES

Test Verification
= The password found in registry differs from the clear text password. Thus
the encryption was done.

= Check if the data transfer via the HTTPS connection was successful. Thus
decryption was done and workflow as usual.

3.8.13 Configuration

To support properly configuration data from ENOVIA VPM V4, use Standard
Code Rules for the desired project. For a detailed overview on how
configuration data is mapped to DELMIA Process Engineer, please refer to the
Appendix A for details.

PPRLoader supports two different ways to store configuration data, either:
= On the links

= On the instances themselves (this ensures the support for drag and drop to
an MBoM and product—process configuration inheritance mechanism).
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3.8.13.1

In ENOVIA VPM V4 all configuration data is related to the link, but the
Connection can be customized to handle it a different way.

Basically, links (=Manufacturing Hub SubCompltems) and objects
(=Manufacturing Hub ErgoCompBase, e.g. ErgoCompProductDefault) contain
four configuration attributes:

" effectivity.begin /I start date effectivity ‘31-01-2003’

" effectivity.end /I end date effectivity ‘31-12-2003’

" tailnumber I/l range effectivity e.g. “1-5”, “10-20”

"  coderulestring I/ options, e.g. DIESEL+SUNROOF/-4DOOR

Define the way to store configuration data for each type of configuration
individually, using the following registry keys:
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM]“cfgoption”="

”

[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM] “cfgdate”=""..

”

[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM] “cfgrange”="".

”

A value “link” keeps the configuration data on the link/SubCompltem. It is
stored in the attributes of the link (by default, this should be seen in the
Property Page "Usage Data", sometimes in "Entry-Effectivity"). In contrast, a
setting of "object" stores the configuration data on the object/ErgoCompBase
(this should be seen in the Property Page "Effectivity" of the object). To
support both, please use the value "link+object", which stores the configuration
data on both the link and the object. When nothing is set, the default behavior
is to store the configuration data on both (“link+object”).

When nothing is specified (empty key), the default behavior is “link”.

The behavior can be set separately for the configuration data types. The valid
values for those registry keys are shown in the following example:

[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM]“cfgoption”="

”

[HKCU\Software\Delmialergoplan\PPRLoader\VPM] “cfgdate”="11
nk//

[HKCU\Software\Delmialergoplan\PPRLoader\VPM]”cfgrange”="0
bject”

In this case, options (i.e., code rules) are stored on links (SubCompltems) and
on instances (ErgoCompBase) of the product structure (this is the default).
Date effectivities are stored on the links. Ranges (i.e. tailnumbers) are stored
only on the objects themselves.

Code Rule Modes

The following overview describes the various combinations of the project’s
coderule mode and the used configuration attributes and their impacts.

Project Coderule Mode "Standard", using regular configuration
attributes
(cfgnormal=*“1%, cfgextended="0“ similar default for ENOVIA VPM V4 data)
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Figure 28: Tokens are generated, but special characters are removed

Project Coderule Mode ,,Extended”, using extended effectivity at-

tributes

(cfgnormal=“0%, cfgextended="1“ default for ENOVIA VPM V5 data)
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Figure 30: Tokens are generated, but special characters are removed

Project Coderule-Mode "Standard", using both, extended effectiv-

ity and regular configuration attributes

(cfgnormal=*1%, cfgextended="1%)
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Figure 31: Tokens are generated, but special characters are removed
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l.e. the setting “cfgnormal” rules over “cfgextended”.

Project Coderule-Mode "Standard", using extended effectivity
attributes
(cfgnormal="“0“, cfgextended="1%)

Coderule >

Frequency ﬁ 00,00 %
[Extended Effectivity [[CEZ-100) |

<Zy Production Programs
4=y SA-Codes
[+ Line Mumbers

Figure 32: Tokens are not generated

3.8.14Versions

The current ENOVIA VPM V4 to DELMIA Manufacturing Hub Connection
allows only maintaining a single snapshot of the VPM product structure in the
Manufacturing Hub of DELMIA Process Engineer. By storing the “historical
instance id” of an object, the Connection tracks all instances and updates
them. No previous states of objects, respectively no versions are stored. All
modifications from VPM V4 are directly reflected in the product structure image
in Manufacturing Hub.

Since the management of versions is a key feature in VPM V4, it is necessary
for the Connection to synchronize and maintain the version related information,
transferred from VPM V4.

The support for VPM V4 versions ensures that, if a new version/revision is
created in VPM, it is reflected by a new data object in Manufacturing Hub,
leaving the previous one unchanged. The new version of the Hub object is
used in the current image, but still, the application engineer is able to access
previous states of the project and see the corresponding versions.

The following image illustrates the mapping of the versions between ENOVIA
VPM and the Manufacturing Hub.

Chain of versions in VPM

Version created 09/20/2002 VVersion created 12/10/2002
PA1A )t rrrrrrerereereeraseaseaiiararneanes > PA1.4 )
A2 — PA1.3

PA21 — PA2.2

Second Update
02/01/2003

Initial Import
11/01/2002

Chain of versions in Manufacturing Hub

Y
= O I P e > Q\lz/ \
/ Version created 11/01/2002 Version created

v

Figure 33: Mapping of the Versions
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All versions created and used in the time frame between the two data
extractions from VPM to Manufacturing Hub will not appear in Manufacturing
Hub. In addition, the version number in Manufacturing Hub will not be the
same as in VPM, since the additional object version in Manufacturing Hub is a
new version of a Manufacturing Hub object, and not an object mapped from
VPM.

This mechanism is not a one-to-one mapping of versions from VPM to
Manufacturing Hub. All versions created and used during the time window
between two updates/synchronizations from VPM are not reflected by any
object in Manufacturing Hub (in the example above, there are no
representations of the versions 1.2, 1.3, 2.1 and 2.2 from VPM in
Manufacturing Hub).

Scenarios

= A partin VPM is modified, but no new version is created. This scenario
leaves the COID of the part unchanged. After transferring the modified
product structure from VPM V4 to Manufacturing Hub, the corresponding
part in Manufacturing Hub is updated.

= A new part version is created in VPM V4. If you use the “replace version”
or “replace from clipboard” function in VPM V4, a new COID for the new
object is created. By checking the “Historical Instance ID” of the part ver-
sions, the VPM V4 Engineering Hub to Manufacturing Hub Connection can
recognize that the instance of the object is actually the same, but from
checking the COID, the Connection can create a new version of the object
in Manufacturing Hub. (Update Status “version”).

= Please note that this is not valid for further versions on VPM side. If with
further versioning a new link is created on VPM V4 side, the Connection
does not recognize the new object as a new version of the object in
DELMIA DPE: with the update import the old version is being deleted (up-
datestate “delete”) and a new object is being imported to DPE side (updat-
estate “new”.) How new versions on VPM V4 side are recognized by the
Connection depends also on the exact handling of the objects, e.qg. if only
the parent part is versioned or both, the parent part and its children.

= |n DELMIA Process Engineer the new version does not automatically re-
place the old version in the EBOM or MBOM views. This has to be done
manually by calling the “versions” dialog in the contextual menu of the ob-
ject.

Please note that the support for VPM V4 versioning requires that the
corresponding plantypes have versions enabled:

[F] Hags
Has versions Yes
l= searchable No

Figure 34: Has Versions

If versioning is disabled for a specific type, the PPRLoader application will
dump a critical error (COM Error 80040350): CheckoutNewVersion failed.

3.8.15Multiple Part Filter on Import

With R18 it is possible now to apply import filters during the update/import of
the product structure with the ENOVIA VPM V4 Engineering Hub to
Manufacturing Hub Connection. This allows different imports (e.g. for different
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Manufacturing Hub Projects or different partners) by using just one XML export
file.

The import filtering uses a filter configuration file, which contains the filter
criteria (based upon attribute values) and probably the Manufacturing Hub
project references, in case different projects use different filter settings.

During the update/import run of the ENOVIA V4 Engineering Hub to
Manufacturing Hub Connection the XML export files to be imported are read as
regular. Still, during the parsing of the XML export files, each component read
is checked against the corresponding list of filters; components filtered out are
marked.

In the second step, the traversal (resp. the initial load) of the product structure
such objects filtered out are treated as non-existent. The blockage of one Part
by a filter causes its entire sub-structure to be suppressed, even though
portions of it might have passed the filter.

Filtering in the context of this document means filter out the data of a specific
Part during update/import completely, i.e. this Part is considered as NOT
existent in the XML export file.

| Filtered structure (Filter l
- - New ¥PM VS Product 08.06.2006 08:33:23 (ENOVIA), 1
= fa ndh20051026002005-10-26-09.56.51, 1
+ faf ndh2005102600-000000.1, 1

+ fl ndh2005102600-0000.1, 1
fa ndh2005102600-0001.2, 1
+ 3§ Defauk-vsR17

E;dh20051 02600 = configumd - - NewVPMVSPm.i:cl 03.06.2006 08:33:23 (ENOVIA), 1
~ i 7h20051026002005-10-26-09.56.51, 1
& ndh2006102600 + fa ndh2005102600-000000.1, 1
é% ndh20056102600-000000.1 | ndh2005102600-000000 - 3 ’- ndh2005102600-0000.1, 1
faw ~h2005102600-0001.1, 1
'—% ndh2006102600-0001.1 | ndh2005102600-0001 — /- ncdh2005102600-0001.2, 1
L% ndh2008102600-0001.2 | ndh2005102600-0001 - - 'S Default-vSR17

| Unfiltered structure (Fitter
= New VM VS Product 08.06.2006 08:33:23 (ENOVIA), 1
= g ndh20051026002005-10-26-09.56.51, 1

+ @ ndh2005102600-000000.1, 1
+  fam ndh2005102600-0000.1, |
+ (I Defauk-ySR17

Figure 35: Filtering Data

The capability of import side filtering allows having different product structures
(in different Manufacturing Hub projects) for different purposes (such as
design, process planning or maintenance and services) with one XML export
on the ENOVIA V4 Engineering Hub side. This reduces the number of exports
to be performed on the client side, since one XML export file can be re-used to
support several Manufacturing Hub projects (or partners) at once.

Filters are defined in a filter configuration file through filter criteria based upon
attribute values, either on Part references (reference XML file), Part instances
(instance XML file) or Models and Documents (reference XML file).

Filter criteria can either be defined as pass filters (white list) or blocking filters
(black list) on attribute values. It is possible to use wildcards (in a limited way).
It is also possible to combine several filters.

Additional conditions can be defined on a filter to check only Parts from
specific Environments or specific types.

If no filter configuration file is specified or if it is empty or contains no filter
criteria, all components are updated/imported. No filter check is performed, this
guarantying full compatibility to the previous behavior.
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The filter configuration file is registered in the registry, similar to the current
attribute mapping configuration file.

Still, in difference to the attribute mapping configuration file, the filter
configuration file is XML formatted and is capable of containing different filters
for different projects.

A filter configuration template file “import-config.xml” is provided with the
regular DPE installation (in ~\PPRClient\data\PPRLoader directory).

During the parsing of the ENOVIA V4 XML export files (reference and
instance) each component (incl. Models and Documents) is checked against
the list of filters.

In case of components, the entire sub-structure beneath a component blocked-
out is suppressed, even though, child components might have passed all
filters.

A component which matches a block filter (blacklist) criteria is considered as
“out”. In case of a pass filter, the component is filtered out, if it does NOT
matching the filter criteria.

If a Part, Model or Document is filtered out from the XML reference file, all
corresponding instances/MH components are affected. If a Part instance from
the XML instance file is filtered out, only this particular component gets
blocked. A Part instance is blocked, if the corresponding Part reference has
been filtered out, even though the Part instance data itself indicated the
opposite.

It's not possible to reset the status of an already filtered “out” component back

to “in”, i.e. all filters are additive (AND concatenated).

The filter configuration file XML schema describes filters and Projects, which
use those filters during update/import.

Components filtered out are logged in the PPRLoader.log file, if tracing is
enabled.

3.8.15.1 Customization

The filter config file is registered in the registry, similar to the current attribute
mapping configuration file.

[HKEY CURRENT USER\Software\Delmia\ergoplan\PPRLoader\VPM]
"filterfile”="..."

A regular filter configuration file is shown in the next image.
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<7uml wersion="1.0" encoding="UTF-8" standalone="no" 7=

- zconfiguration>
- «global>

- <propertiess

<pattern wildchar="#" escapechar="\\" />

</properties:

=/global>

<filters>
Zl--

pass filter for part instances,

filtermissing="no"»
- awhitelist=
<tokensApproved</token=
<tokenzReleased</tokenz
</whitelist=
<fextendedfilters
<l-- block filter for part instances,

ignorecase="yes" filtermissing="no">
- <hlacklist=
<tokenzadmin</tokenz
</blacklist>
<fextendedfilters
gl-- pass filter for part references,

- zextendedfilter id="filterC" context="reference" environment="" table="PART_LIST" attribute="¥_type"

ignorecase="no" filtermissing="no">
- <whitelists
<token>Engineering<,/token=
<tokenzDesign</token>
< whitelist=
<fextendedfilters
<l-- block filter for part references,

ignorecase="yes" filtermissing="no"=
- <hlacklist=
<token>design</token=
</blacklist=
<fextendedfilter=
<l-- combined blosck and pass filter,
"ipproved", "Designed", "Planned"),

ignorecase="no" filtermissing="no">
- <hlacklist=
<tokenzReleased</tokens
</blacklist>
- =whitelists
<tokenz*ed</tokenz
< whitelist=
<fextendedfilters
</ffilterss
- <projects>
- <project id="GPL520A">
- =filterlists
<filter=filtera</filters
<filter=filterC«</filter>
</filterlists
</projects
- <project id="GPL520B">
- <filterlist=
<filter=filterB«/filter:
<filter=filterD«/filters
</filterlist>
</project>
- <project id="GPL520G">
- =filterlists
<filter=filterE=/filter=
</filterlist>
</project>
</projectss
</configuration=

except "Released"
<extendedfilter id="filterE" context="reference" environment="" tahle="" attribute="¥_status"

admin part instances are filtered out ==

customizable type "engineering™ iz allowed

"design" projects are filtered out -

all states ending with "*ed” are allowed (2.

-

At the beginning the global properties define wildcard characters and the
escape sequence, which can be used for the filter criteria.

only status "Approved” and "Released" pass through
zextendedfilter id="filterA" context="instance" environment="" table="" attribute="¥_status" ignorecase="no"

<extendedfilter id="filterB" context="instance" environment="" table="" attribute="¥_organization"

-

zextendedfilter id="filterD" context="reference" environment="" table="PART_LIST" attribute="V¥_project"

(=8
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- <global>
- <properties>
[<pattern wildchar="*" escapechar="\\" />
</properties>
</global>

In the next section filters are defined as a set of extended filters. Each
extended filter definition contains several attributes. The “id” attribute is the
filters name, which is used later on to apply several filters to different projects.
- <extendedfilter id="filterA" context="instance" environment="" table="" attribute="¥_status" ignorecase="no"

filtermissing="no"=>
- <whitelist=

The "context” attribute describes the objects source, either “reference” or
“‘instance”.
- <extendedfilter id="filterA" context="instance" environment="" table="" attribute="¥_status" ignorecase="no"

filktermissing="no">
- =whitelist>

If context is set to “reference” this filter is only applied to the reference file, if
the context is “instance” it’s only valid for the instance file. If context is left
empty or not specified (or contains any other invalid character string), the filter
is applied to both XML export files.

The next three attributes “environment” and “table” can be used to limit each
filter to a specific set of objects. They directly refer to the corresponding entries
in the ENOVIA V4 XML reference export file.

«<l-- pasz filter for part references, custowizakhle type "engineering™ iz allowed -
- <extendedfilter id="filterC" context="reference" environment="" table="PART_LIST" attribute="¥_type"
ignorecase="no" filtermissing="no">
- <whitelist>

The following image shows a Part from Environment “VPMENV1”, with table
“Parts”.

<flnstances
- zlnstance Mame="{¥PMENY1.Parts) Pa 1 part config --- 10% YPMADM ADMIN" Type="CATPDMObject"
Uuid="01a64b0cd38929cd276507c16c59df04" ReferenceRef="4813c22b5f3d1196f56daab099157edb" Alias
config --- 10% YPMADM ADMIN"=
+ «aAttribute Name="PART_LIST.$COID">
+ <attribute Mame="PART_LIST.$COMPID">
+ <Attribute Mame="PART_LIST.S_PART_NUMBER":
These three attributes are optional. Since there’s no Environment, table and
type information within the instance XML file, these attributes are only useful

on “reference” context.

The attribute “attribute” itself defines which (ENOVIA) attribute is to be
checked against the filter criteria.

- zextendedfilter id="filterE" context="reference" environment="" table="" attribute="¥_status"
ignorecase="no" filkermissing="no">
- <hblacklistz

The attributes “ignorecase” and “filtermissing” contain information about case
sensitivity (“yes”: no case sensitivity, “no”: lower/upper case is checked) and

the behavior, if the filter attribute is not existent at all on a component (“yes”:

component is filtered out, if filter criteria attribute is missing, “no”: component
may pass, if specified attribute is not found).

- =extendedfilter id="filterE" context="reference" environment="" table="" type="" attribute="¥_status'
ignorecase="no" filtermissing="no">
- <blacklist=

The next list in the filter configuration file is the list of tokens, separated into
“pblacklist” (tokens defining block criteria) and “whitelist” (tokens defining pass
criteria).
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Il Bl gsE— 1Y ey — 1y 2
- «<hlacklist=
<tokenrReleased</token:
</blacklists=
- <whitelist=
ztokenz*ed</tokenz

«</whitelist=
<fextendedfilter=
< /filters=

In the above example, the checked component can only pass, if the specified
attribute has a value ending with “ed”, except “Released”, which defined the
component as “out”. So, values as “WIP” and “Integrate” would cause the
component to be blocked (string do not end on “ed”), allowed values would be
“‘Approved”, “Planned”, .etc. e.g.).

“Blacklist” and “whitelist” should only occur once for an extended filter, but can
contain several token entries:

~ cwhitelists
ztoken=Approved</token:
<tokenzReleased</token=

< whitelists

The conversion to Manufacturing Hub attribute types from the XML string
values is not affected by the filtering, i.e. the filtering will always check and
compare string values. With that, it's e.g. not possible to define range filters on
double values.

Errors in the definition of the extended filters like an empty white list will be
ignored that is the filter will not be applied. If it is impossible to parse a filter
definition (i.e. unknown context, bad XML token, etc.) the importing
PPRLoader application will abort the execution.

The “projects” section of the filter config XML file defines the filters, the specific
projects use for update/import. Each “project” contains again an “id” attribute,
which corresponds to the projects “nameshort” (“Number”) attribute in MH.
- <projectss
- <project id="GPL520A">
- <filterlist>
<filter=filtera</filtars
=filter=filterC</filter=

</filterlist=
</projects>

The filter list contains the ids of the extended filters, which should be applied to
the given Project. If the list contains ids, which do not correspond to one of the
extended filters, the entry is ignored.
- <projectss
- <project id="GPL520A">
- «filterist=
<filter=filtera</filters
<filter=filterC</filtar=

</filterlist=
</projects>

3.8.15.2 Limitations

= The maintenance of the XML based new filter configuration file is up to the
user/customer. Only a template is provided with the regular DPE installa-
tion.

= A Part or Document that has already been transferred to the Manufacturing
Hub via the EH-MH Connection, but is blocked by one of the filter criteria in
a later on update/import run (since either the filter itself has changed or a
modified attribute value makes the filter suppress this part/document now)
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is treated as a regular deleted object. The concrete action upon this delete
depends on the given delete mode.

= Filters can only be defined on Parts (Part references and instances), Mod-
els and Documents (and the corresponding links). It is not possible to de-
fine filters for any other objects resp. content of the data transfer such as
Calculation models.

= Filters are additive, i.e. all filters are concatenated by a logical AND. If one
filter blocks a particular Part, the match result for all other filter criteria is ir-
relevant. This is important in case one filter blocks out a Part reference,
while a pass filter explicitly allows one of its instances to be transferred.
Still, as a result, this instance is skipped during update/import, since it
needs to pass ALL filters.

= This also means that the order in which the filter criteria are defined in the
filter configuration file is of no interest for the filter result at all.

» Filters are based upon VPM naming. l.e. the attribute names used to de-
fine the filters are the VPM database ones, not the mapped attributes from
Manufacturing Hub. In difference to the similar functionality for the ENOVIA
VPM V5 EH-MH Connection, filters on Manufacturing Hub attributes are
not supported. Therefore, the client should not define filters with context
“‘internal”.

= The conversion to Manufacturing Hub attribute types from the XML string
values is not affected by the filtering. Filtering is always based on string
value comparison, i.e. it's e.g. not possible to define range filters on double
values (e.g. component is filtered when double attribute is within range -2.8
to +4.2).

= Since VPM V4 does not support fine Grained mapping, the “finegrained-
type” attribute from ENOVIA VPM V5 EH-MH Connection feature “Multiple
Part Filtering on Import” is not required in the filter configuration file nor
evaluated in any way.

3.9 Step-by-Step Setup

This section contains a small step-by-step walkthrough to setup and customize
the PPRLoader settings in order to support the new Engineering Hub to
Manufacturing Hub Connection functionalities.

Registry Templates
Insert the “newpprloader.reg” registry template file into the registry

General Settings
Adapt and modify the general Engineering Hub to Manufacturing Hub
Connection settings. These include user name, password, backbone
sender/receiver, etc.

Transfer Settings

Adapt and modify the Transfer Settings, which allow the automatic fetch of the
XML export file before and the CGR files after importing the ENOVIA VPM V4
Product Structure. The name of those settings should be self-explanatory.

Product Structure Mapping
Adapt and modify the Product Structure Mappings according to your actual
ENOVIA VPM V4 scenario. This includes entering/changing the name of the
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desired Plantypes, corresponding to your DPE Plantype Set (Please refer to
the Multi-Environment).

Configuration Behavior

Enter the “cfgoption”, “cfgdate” and “cfgrange” settings to support the
required configuration behavior (Please refer to the Configuration

Extended Attribute Mapping

To support extended attribute mapping (Please refer to the
Customized/Extended Attribute Mapping), create a PPRLoader config file and
register it in the key:
[HKCU\Software\Delmia\ergoplan\PPRLoader\VPM] “cfgfile”=""..

”
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4. Launching Applications

The 3d COM servers (Orbix and APACHE) and the XCAD server are running
on the UNIX machine. If they are already running, you don’t need to launch
them again when you start a test session. The PPRLoader server is running on
the NT machine. You can launch it when you log on and use it for all your test
sessions.

4.1 Interactive Mode

4.1.1 3d COM Server

After a reboot, launch 3d COM server (APACHE + Orbix) server on the UNIX
machine. Please refer to the pprloader —vpm <data file> (xml file) to know if it
is needed the re-launch these processes.

= Orbix - Use the command:

/DassaultSystemes/R17/aix a/code/command/runOrbix

=  APACHE - Use the command:

/apache/bin/apachectl start

4.1.2 XCAD Server

Launch the XCAD server on the UNIX machine. Use the documentation
Customizing-MultiCAD.pdf to do so. The command is, under the VPM
environment;:

VPMStart.sh xcad

If a XCAD server is already running on the machine, then the command will
fail, which is OK.

If no CGR’s are created on the UNIX machine when using the command
‘Manufacturing Hub...” of 3d COM, then you should check if the XCAD server
is running.

4.1.3 ENOVIA VPM V4 Portal/Web browser

1) Launch your web browser (IE 5 or higher) and connect to 3d COM (you
should have the 3d COM address to use during the install of 3d COM). If
you cannot access to the login panel, then probably the APACHE server is
not running. The login screen below appears:
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/3 ENOVIA Portal - Login - Microsoft Internet Explorer
J File Edt View Favortes Tools Help | 1
3 »
« . 7 . D fal Q E7]
Back Eorvard! Stop Refresh Home Search Favarites
JAgdrml‘htlp:/lphantomienovia_portall LI @ Go “Links 2

Uzzrnarie

:

Login information i

@ area
¥ENOVIA

@] Done l— l— [@ Local intranet 7
Figure 36: 3d COM Login panel

2) If inthe 3d COM login panel, the login information area is not visible, then
probably your Orbix server is not running.

3) Define the user and password and click on the Login button.

4) After some time few seconds (it can be long — 1 or 2 minutes), the 3d
COM window should be displayed.

If it is not the case, you probably have a problem with your settings. In that
case, log into the UNIX machine under the user you used to log on 3d COM
and remove everything from the directory SHOME/CATSettings/Server.

= ENOVIA Portal - M=

f” .
- ‘/H @j»il—a]

Search Tree

Messages | Praperti

\Warning; Applet window

Figure 37: 3d COM Window

4) Then connect to VPM from 3d COM (using the Enovia Queries | Query All
VPM1 or an already created shortcut).
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To be able to connect VPM from 3d COM, a session must be open on the
UNIX server with the display open to others (use the xhost + command on
the UNIX server to do so), since VPM will open a panel on this UNIX server.

5) After few seconds (maximum a minute) a panel is displayed to allow you
to select the VPM user & password you will use if you are in Server
Authentication Mode.

Authentification

 Enovia Acoess;

Please enter your Login

vam‘l Sadm

Now enter pour Password and validate using Enter key

&I Cancel |

|W'aming' Applet Windaw

Figure 38: Authentication Mode

(Only if your VPM is in Server Authentication Mode)

6) After few seconds (maximum a minute) a panel is displayed to allow you
to select the VPM role you will use:

Enovia Access; B

Authentification

Mow choose a Role PMADMIMIADMIMN] i

&I Cancel |

|Warning: Applet Window

Figure 39: Enovia Acsess

4.1.4 PPRDaemon

Launch the PPRDaemon .exe . Check in the Task Manager that it has been
started correctly. For testing purposes, you can start PPRLoader
(PPRLoader.exe). When it is running, the PPRLoader should answer with:

Starting CATBackBone listener service
Waiting for messages...

Also, the supporting applications PPRDaemon and httpsclient are now
available as 64-bit applications PPRDaemon64.exe and httpsclient64.exe in
the ...\PPRLoader\program\bin64 directory. PPRDaemon64.exe invokes the
VPMLoader64.exe (for interactive product transfer), while the httpsclient64.exe
is started by the VPMLoader64.exe, all those steps similar to the situation on a
32-bit platform

4.1.5 Starting Transfer

Here is an example of transfer.
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1) Launch 3d COM and connect to VPM to display a VPM Part. Note that you
must transfer a part (and its sub-tree). You cannot transfer a VPM model
or a VPM document directly. You have to use its Part to do so.

= ENOVIA Pos [_ [0l

Search Tree

Figure 40: Launch 3d COM and Connect to VPM
2) Open the tree that has to be transferred.

3) Open the sub tree called ‘Without Configuration’.
At this time the PPR Daemon should be running on the NT machine.

4) Select the 1% VPM Part (the root part of the structure that will be
transferred) of this sub tree and use on it the ‘Manufacturing Hub...’
command.

= ENOVIA Portal -

WorkBook-1

Expand on

Seleot undst.
Addnew Dacument
PPR Hub

To Clipboard
Promate

Demote

New Version

Link Wwith

Coramit modfication
Configuration Handler
Edit propeities

Set configurable
Edit Cont. on Fly
Addnew Feature
Report

DMU_VS

CATIA_VS
> CATPSLayout
Bookmatk in

‘waming: Applet Window

Figure 41: Select the 1°' VPM Part

5) The list of E5 projects will then be displayed. Please select the project to
import the data to and click on the ‘Associate’ button to start the transfer.

.I Note
The system might ask for the E5 user name and Password.
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“ Login to DELMIA Proce X|

User authorization

I Mame Iadmln

I Password I g

L

Ok | Cancel |

Figure 42: User Authorization

& project TESTWPM

Temperaturfikler
© praject 08

PART 0 2001-12-14-13.63.5 Cockpit mit

 project  Tachometer -
Montage
Termperature

C el oo AP

aar Applet Window

< Choose a PPR Hub Project to Attach the Product
Structure

lﬂ-_ Onie M""'r““""
short name
Date

New Proj

Demo

100A

Demo

55

=1 E3

Q/EIEIQ 71236 ZJ'E/EIZ 712:38

1044401 10/4/01
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10/4/01 10/4/01
301:07 PM 3:01:07 PM

31401 3nm
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Associate

I]

- e

Figure 43: Command Shell Window of PPRLoader

6) A command shell window of PPRLoader appears and displays the import
messages and output from the data transfer. For fetching the CGR files
through FTP, a second command shell window will popup. Once the
import is completed, the windows are closed automatically.

4.2 Batch Mode

It is possible to exchange product (and resource) structures between VPM &
Manufacturing Hub fully in batch mode, without using any 3DCOM.

4.2.1 Start PPRLoader in Batch Mode

4.2.1.1 Command Line Application

1) Inthe ...\program\bin directory of your DELMIA Process Engineer®
Client installation you will find the PPRLoader . exe application. Go to this

path.
Example:

D:\DELMIA\PPRClient\program\bin.

2) Now start the PPR Loader with the prompt pprloader and a start
parameter. You can find out which parameters are available by entering -?
or —help as a parameter. The complete entry looks as follows:

D:\DELMIA\PPRClient\program\bin>pprloader -help
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[¢%]command Prompt Acmd.exe - - L. =|ol x|
N
ID:\DELMIA\PPRClient\program\bin>pprloader —usage ;}
PPRLoader — version 5.13
Copyright ® 2001-2003, DELMIA GmbH. All Rights Reserved.
Copyright ® 1999, International Business Machines Corporation and others. All Rights Reserved.
Copyright ® 1999-2000, The Apache Software Foundation. All rights reserved.
[Feb B9 2084 14:47:581 Usage...
pprloader run as CAT backbone listener
{config file> import data as described in config file
—file [<{data file>] <config file)> import data from data file
—odbc [{data source>] <{config file> import data from ODBC data source
[-sql <{statement>] [-where <{clause>] set SQL query information
—upn {data file> import UPM export file
—incrementalipartialicomplete ireference import in incremental/partial/complete/reference mode
—abf <{data file> import ABF fastener file
—project [{id | short name>] specify/print project/s
—obhject [<id | short name>] specif y/print root ohject/s
-pts [Kid ! short name>] specify/print plan type set/s
—type <prociprodiresiusciitem> specify type of data
—dialog open dialog
—log <log file> specify log file
—login [{username/password>] print/set/use login
—usage print this usage info
~help | -7 print help
—-version print version
—info | —ahout display info/about window
—error [<number>] print error description
D :\DELMIA\PPRClient\program\bin>_
v
] e— !z

Figure 44: Command Shell

4.2.1.2 64-bit PPRLoader

The currently existing PPRLoader/VPMLoader is a 32-bit application. The
address space of such an application is technically constrained to a maximum
of 4 GB. Depending on the operating system, an even lower value, e.g. a
maximum of 2GB virtual address space may be available. To overcome this
limitation the importing VPMLoader application (and it's underlying dlls) are
migrated to 64-bit technology, thus extending the current memory limitations
(2/3GB) tremendously up to 8TB on Windows 64-bit OS.

There is no other change between the 32-bit and the 64-bit PPRLoader rather
than the 64-bit executable is named PPRLoader64.exe, i.e. all command line
options are the very same and work as before. Same applies to the underlying
VPMLoader64.exe (VPMLoader.exe/VPMLoader64.exe is invoked from the
PPRLoader.exe/PPRLoader64.exe

1) Open the prompt.
» Click Start/Programs/Accessories and then click Prompt. Or
» Click Start / Execute... and enter “cmd” in the dialog that is opening.

» Confirm the entry.

» The prompt will open.
2) Inthe ...\program\bin64 directory of your DELMIA Process Engineer®

client installation you will find the PPRLoader64 . exe application.
3) Enter this path. Example: D: \DELMIA\PPRClient\program\bin64.

Now start the PPR Loader with the prompt pprloader64 and a start
parameter.

4.2.1.3 pprloader —vpm <data file> (xml file)

Using this type of call of the PPR Loader you can retrieve export files in XML
format as they are written by ENOVIA VPM V4 and by ENOVIA VPM V5.

4.2.1.4 pprloader —project and pprloader —object

If these two parameters are used alone, i.e. without any further options, the
PPR Loader creates a list of all projects or upper top level objects available,
i.e. main nodes (root objects). This is very useful for quickly finding the short
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description or ID of a project or of a desired object in order to import into a
specific project or to synchronise a structure.

Example:
pprloader -vpm ..\ ODT TstPartialDataTransfer PM5-2003-7-1-
11.31.54.xml -project EV5

4.2.1.5 pprloader —help or pprloader -?

Using this parameter a list is displayed of all parameters used in the batch
mode. .

4.2.1.6 pprloader —info

Using this parameter general information on the PPR Loader and the Support
address are displayed (delmia.de.support@3ds.com).

4.2.1.7 pprloader ... —-incremental
Imports an incremental export file from ENOVIA VPM V4.

Example:
pprloader -vpm C:\Temp\IncrementalAT0-2.xml -project INC -
incremental

This option can be used to force incremental mode, in case the automatic
detection of an incremental file might fail.

4.2.2 ATOEXPND (VPM/UNIX Side)

For exporting VPM data, the official VPM executable ATOEXPND can be used.
ATOEXPND allows exporting a complete PSN structure into XML Format file.

To use ATOEXPND exec you have to do the following actions:
4.2.2.1 Init VPM environment
Use the proper shells in SHOME /env. For example:
YOUR.env
VPMWsUser. sh
4.2.2.2 Launch ATOEXPND

The Mandatory arguments are:
= caenv : environment name (example : VPMENV, PRODUIT,...)

= coid : COID of the root of the structure to export
= savemode : XML in that case

To get the COID, use the sgl command:

select “$COID” from VPMENV.part list where
S _PART NUMBER=‘xxxdfhsdfg’;

VPMENYV is the VPM environment name where the Part is located
S _PART_NUMBER is the “Part Number” in VPM

Engineering Hub to Manufacturing Hub Connection Version PE 5.20


mailto:delmia.de.support@3ds.com

Launching Applications 58

4.2.2.3

Optional Arguments

cgr:  for triggering cgr creation in XCAD server. In that case, the XML
and the CGR files will be generated. The XCAD server should have been
launched before. (VPMStart.sh xcad)

The main differences concerning the CGR files between Interactive (3dCOM)
and Batch mode (ATOEXPND):

4224

>

cgr creation is optional
no Ixc & Ixc_end file is generated

cgr settings inherit from VPM standard XCAD settings. CGR can be gener-
ated either inside or outside VPM Vault: ATOEXPND can generate CGR in-
side or outside VPM Vault, depending on the VPM MULTICAD parameters.

file : output file of the expand
user : vpm P&O mngt
pwd : vpm P&O mngt
role: vpm P&O mngt
org: vpm P&O mngt

If the user argument is not specified, they will all be read by means of the
P&O login file for ATOEXPND.

If the user & the pwd arguments are specified, the security arguments
(Role & Org) do have to be entered.

The pwd (password) argument is useful in server mode only. It is not used
otherwise.

-Increment : Time stamp, since the modifications should be exported for
incremental transfer in the format YYYY-MM-DD-HH-MM-SS

Other Arguments
Ch: Name of the config handler to apply, none by default

levels: Number of levels to expand (-1 by default; negative value = any
level)

IPDSite: Name of the IPD Site

This is only necessary in case of multi IPD instances. With this option the
user specifies a name for all the transactions on its IPD instance update
through incremental update, so that he will be able to manage multi track-
ing of changes in the assembly.

When the user uses the — IPDSite option with a new transaction name as
input, a full export will be generated.

For all other optional argument description, you can launch:

ATOEXPND -h
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4.2.2.5 Using the Shell Script atOexpnd.sh

L)

Along with the PPRLoader application, a shell script will be delivered called
atOexpnd.sh (to be used on VPM side) which will make the ATOEXPND User-
friendlier.

Example of an at0expnd. sh:

ATOEXPND —-caenv PRODUIT -coid 41419331Cl12F54F4 -savemode
XML —-file <Directory>

echo 41419331C12F54F4 1“ls -atr /tmp/*.xml | head -1 >>
/tmp/atOexpnd. tmp

Sort /tmp/atlexpnd.tmp > /tmp/atlexpnd.log
In this example the XML file will be generated in /tmp.

The file atOexpnd.log generated in /tmp will contain for each COID the
associated XML file.

Note

atOexpnd.log is an important file, because it is the file on which Process
Engineer will get VPM information about which XML files to import.

4.2.3 Importing Data into Process Engineer (Windows side)
4.2.3.1 Batch Parameters via FTP

a

The vpm2pprbatch directory provided along with the regular PPRLoader script
and registry templates contains a list of batches
(~\DELMIA\PPRClient\data\PPRLoader\) :

= vpm2ppr.bat: this batch script contains the call of the “vpm2pprbat.vbs”
script and

the definition of the arguments passed to it.
In vpm2ppr.bat the following attributes are to be set:

VPMDIR: VPM UNIX directory in which the XML file will be localized (must
be the same than the one containing the log file):

DATDIR: local data directory

VPMSRV: VPM Server name

USR: FTP username

PWD: FTP passwd

Note

vpm2ppr.bat and .vbs should be copied into the DATDIR.

DATDIR should be equal to XMLDIR, XMLLOGDIR, LXCLOGDIR, LXCDIR.

Example
@set VPMDIR=/tmp

@set
DATDIR=C:\DELMIA\PPRClient\data\PPRLoader\vpm2pprbatch

@set VPMSRV=analepdsy
@set USR=vtest7?
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@set PWD=vtest?

The VBS script "vpm2pprbat.vbs" itself fetches the log file from VPM UNIX
side, scans the entries, tries to identify for each one the related project/root id
(from the registry) and generates the appropriate FTP commands and
PPRLoader calls in two files to finally fetch and import the XML files.

So, the execution of the VBS script creates 4 files:

= "getvpmlog.ftp": contains the ftp commands to fetch the VPM export log
file ("atOexpnd.log")

= "getvpmxmis.ftp": contains the ftp commands to fetch the required XML
export files

= "pprbatch.bat": batch script with PPRLoader calls (XML file with the re-
lated project/root)

= "vpm2pprbat.log": log file

The "pprbatch.bat" batch script contains PPRLoader calls in the following
format:

pprloader -vpm ./ExportBOMData-...xml -project "$id$..."
Example

pprloader -vpm ./ExportBOMData-21-08-2002-16.45.12.xml -
project "$id$(0:0-846#0, 168)"

Note

Instead of the Project ID you can use the shortname of the project.

Please see the sample files for more details.

4.2.3.2 Registry Prerequisites

To be able to import a VPM Product into Process Engineer, it is mandatory to
know which DELMIA project is associated with the VPM Product to import, i.e.
to have a DELMIA Process Engineer Project vs. VPM Root Part COID

mapping.

This information will be set in the register:
Example

The root product’s COID is 41419331C12F54F4 .

It will be associated to the DELMIA Project ID called “PXS” (project number/
“shortname”)

Windows Registry Editor Version 5.00

[HKEY CURRENT USER\Software\DELMIA\ergoplan\PPRLoader\VPM\
Projects]

"4141909213FBOOD7"="PXT"
"4141911D2A7D7£96"="FTR"
"414196E1AEF42C40"="51d$ (0:0-24436#0, 168)"
"41419331C12F54F4"="pPX3"
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Note

There might be several products (COIDs) referring the same project. In case
you use the project’s shortname, instead of the projects id, please ensure it is
unique.

4.2.3.3 Auto Commit Settings

On the Manufacturing Hub side, before a data import is done, the registry key
“autocommit” can be set to “0”, “1” or “N” by the customer. Depending on this
registry entry the number of commits to the data base during a data import can
be controlled by the customer. So the more commits to the ORACLE data
base are performed the faster works the data transfer between Engineering
Hub and Manufacturing Hub. But in the same time more memory on the server
side is allocated. If the number of the commits is reduced, the performance is
worse but the memory usage on server side is not that high.

On the Manufacturing Hub side before a data import is done the registry key
[HKEY CURRENT USER\Software\Delmia\ergoplan\PPRLoader\VPM]
“autocommit” can be setto “0”, “1” or “N” by the customer whereas “N” is a
natural number. By default the “autocommit” is set to “1”. Depending on this
registry entry the number of commits to the data base during a data import can
be controlled by the customer. In detail this means the following:

If the value of the registry key is “0” there will be only one commit to the data
base. This causes a minimum of memory usage but a slower performance.

In case the value of the registry key is “1” the commit to the data base will be
done for each object which has to be written to the data base. An object in this
case is represented by a component or a link.

In case the value of the registry key is “N”, i.e. a natural number, the commit to
the data base is done after the import of “N” objects. Basically the more
commits to the oracle data base are performed the faster works the data
transfer between Engineering Hub and Manufacturing Hub. But in the same
time more memory on the server side is allocated.

If the number of the commits is reduced the performance is worse but the
memory usage on server side is not that high.

[HKEY CURRENT USER\Software\Delmial\ergoplan\PPRLoader\VPM]

“autocommit’="value = “0”,”1” or “N”, look at Detailed Specifications (External
Behaviour)”

For bigger data transfers the effect can be observed by measuring the time of
the transfer duration. Furthermore the Performance Monitor can be used to
check the memory usage during the import.
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Appendix A

Configuration Scenarios — ENOVIA VPM V4 to
PPR Manufacturing Hub

Some remarks on Configuration Mapping
= There is no “-infinity to date1/range1” in ENOVIA VPM V4.

= Arange of “N to infinity” in ENOVIA VPM V4 is transcripted to “N-
2147483647
(N-2%'-1). This is done internally by the DPE Server and cannot be blocked
by the PPRLoader.

= Milestones must also include to infinity. A Milestone itself is just a Date or
Range.

= Dates and Ranges cannot be mixed in one effectivity.

= Expressions such as “(option1 OR option2) AND (option3 OR option4)” are
not possible, they have to be rearranged.

= All scenarios describe the mapping of an effectivity or configuration object
(like the dictionary) to its counterpart in Manufacturing Hub (if possible).
Additional Manufacturing Hub -specific filtering capabilities (such as La-
bels, or “—infinity to date1”) are not mentioned.

= Modification effectivities are not handled by PPRLoader.

= The three filter scopes in Manufacturing Hub are concatenated with AND.
Therefore, all filter conditions option/code rule AND range/tail number AND
date must be valid, to see the link/object in DPE.

= To access a correct view of the complex multiline effectivity in DPE, please
display the “vpm_configuration” attribute, which will give you the correct ef-
fectivity expression.

=  When using “Standard Coderule Mode” for the project, underscores and
other special characters are removed from options/tokens (since they are
not allowed).

Simple Scenarios

Option Effectivity > Code Rule (and Token)

optionl 2> optionl

Along with the option effectivity/code rule itself on the link in Manufacturing
Hub, a token (optionl) has to be created in Manufacturing Hub (similar to
create the option along with a category in a dictionary in ENOVIA VPM V4).
Currently, tokens are only created when the dictionary is exported, so options
defined in a dictionary outside the exported scope are mapped into code rules,
but are not handled as tokens.

A possible solution would be to create all options as tokens, not just the ones
included in dictionaries.
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Date Effectivity 2> Date Effectivity

datel to date2 > datel to date2

date2 to infinity 2> date2 to infinity

Range Effectivity > Tailnumber

rangel to range2 2> rangel-range2

range?2 to infinity 2> range2-infinity

Milestone > Date Effectivity/Tailnumber
milestonel to infinity 2> datel to infinity/rangel-infinity

Milestones are not exported as Milestones, but only as their corresponding
Date or Range values. Depending on that, PPRLoader should handle them in
the appropriate way.

Mix from Option and Date or Range Effectivity =
Mix from Option, Date Effectivity and Tailnumber

optionl and datel to date2 > optionl and datel to date2

optionl and rangel to range2 2> optionl and rangel to range2

Again, a mix from Date and Range is not possible in the regular Code Rule
Mode. The cases “date/range to infinity” were covered before.

Complex Scenarios

Complex scenarios cannot be mapped through the Manufacturing Hub-internal
regular effectivity mechanism in general. The following examples indicate
situations, where you have to use the Extended Effectivity mode. For details
on the Extended Effectivity mode and how to define the operator tokens,
please see the Project Library Manual.

Complex Option Effectivity - Code Rule

NOT optionl 2> loptionl
option1l AND option2 2> optionl+option2
optionl OR option2 2> optionl/option2

Complex Date Effectivity > Code Rule Expression
(option1 AND option2) OR (option3 AND option4)
2> (option1+option2)/(option3+option4)

NOT(option1l AND option2) OR (option3 AND option4)
> I(option1+option2)/(option3+option4)

Complex Range Effectivity—> Tailnumber Expression
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rangel, range2 2> rangel, range2
rangel to range2 OR range3 to range4

2> rangel-range2, range3-range4

Package from Option and Date or Range Effectivity =
Mix from Option, Date Effectivity and Tail-
number

(option1 AND option2) and datel to date2 OR

(option3 AND option4) and rangel to infinity
9

(option1 AND option2) and datel to date2 OR
(option3 AND option4) and rangel to infinity

Configuration Objects

Dictionary - No Mapping
The ENOVIA VPM V4 dictionary object itself has no counterpart in
Manufacturing Hub.

Config Rule > No Mapping
Config Rules are not be mapped by PPRLoader, since they cannot be handled
by Manufacturing Hub.

Config Matrix > No Mapping
Config Matrices are not mapped by PPRLoader, since they cannot be handled
by Manufacturing Hub.

Categories > Token Group
Categories are stored as group descriptions on tokens.

Config Handler > Calculation Model
optionl 2> optionl
option2,option2,option3 2> optionl,option2,0ption3

Calculation Models in Manufacturing Hub can only contain a list of
options/tokens. Neither Date nor Range effectivity can be handled.
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Appendix B

PPR Manufacturing Hub Configuration and
DPE Configuration Manager

Please see also the corresponding sections/chapters in the
DPE/Manufacturing Hub manual (especially in the Administration Manual).

General Information — by Administration
Manual

The Configuration Manager, which allows the customization of the PPR Manu-
facturing Hub database, can be accessed via
DPE > Tools > Database Utilities > Configuration Manager.

File Edit [Tools View Window Help

== ] Settings »
Change Password... Chrl+ie
Print Form >
Store List Properties
Delete Project
Merge Toal...
STM Time Update. ..

Import 4

Database Utiities Canfiguration Manager Ctrl+G

User Management. ..
Conyert EP4 Database Ctrl+4

Consistency »

Figure 45: Config Manager

For instructions on how to display these attributes and change their properties,
please refer to the Administration Manual.

The configuration of the attribute “updatestate” is described in the following
paragraph.

Special Attributes and Bitmap Adaptation for the Update Protocol

The Engineering Hub to Manufacturing Hub Connection Update Protocol
stores the status of the last synchronization on each link (SubCompltem) and
object (ErgoCompBase) in the dedicated attribute “updatestate”.

To allow a simple notification for the user on changes within this attribute, it is
possible to modify the bitmap of an object, based on the update status. This
section describes how to set this up.

You can do the configuration in the configuration manager or in the PlanType-
Set. If you configure the attribute “updatestate” in the configuration manager,
all plantypes derived from ergocompproductdefault are affected. In the conse-
guence all derived plantypes obtain equal icons. The configuration of the at-
tribute in the PlanTypeSet gives you the possibility to change the bitmaps of
selected Plantypes only. This allows a more exact control of the display.
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Note
You cannot use both ways of configuration at the same time

N

In the PlanTypeSet

The modification of the icon of an object is related to a “Special Attribute” (in
our case: updatestate) that has to be selected in the properties of the Plan-

type. If it is not there, is has to be overwritten from the basetype, e.g. ergo-

comproductdefault or ergocompbase.

1)

2)

3)

4)

5)

Open the PlanType Set in the Library. Right-click a product Plantype, e.g.
“subassembly”. In the contextual menu select the “Edit” to open the
Plantype Editor.

Select “subassembly”. Since the attribute “updatestate” is missing, go to
the basetype “ergocompbase”, select the attribute “updatestate”, open the
contextual menu and select “overwrite”.

Go back to the Plantype “subassembly”. In the list of its attributes there
should be now the attribute “updatestate”. Open the contextual menu and
create a new value list. Then enter the name, value and sort number
(must be unique) for the new value item, which represents one possible
status value, set by the Update Protocol mechanism. For each value
select a different bitmap. (See table below).

Select “subassembly and edit the properties. Set “Depends on value” to
“Yes” and choose as “special attribute “updatestate” in the combo box.

Save and close the Plantype Editor.

The values used by the Engineering Hub to Manufacturing Hub Connection
Update Protocol for Subassembly are listed in the table below:

Table 1: Values used by the Engineering Hub to Manufacturing Hub Connection

Update Protocol for Subassembly

Item name Item Value Display order Bitmap
“new” new 10 ﬁ

“update” update 20 ﬁ-

“position” position 30 Gl

“version” version 40 ﬁ(

“config” config 50 h
“delete” delete 60 ﬁ( ®
EMPTY 70 e
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Figure 46: Result of the Configuration within the PlantypeSet

The different icons represent the corresponding update status on each object,
synchronized by the Engineering Hub to Manufacturing Hub Connection.

Note

Customized bitmaps can be created using any graphics program (e. g. Paint).
The bitmaps must have a size of 18 x 17 pixels (width x height) and must be
saved in 256 color mode.

In the Configuration Tool

Open the Configuration Manager. Go to type “ergocompproductdefault”. Open
the list of its attributes and search for “updatestate”. If it is not there, go to the
basetype “ergocompbase”, select the attribute “updatestate” and overwrite it.
Go back to “ergocompproductdefault’ and select the attribute “updatestate”.

Go to the properties editor. Change the “Prompt” to “VPM Update Status”.
Change the control type from Edit to Combobox, picking the corresponding
entry from the list.

Control type
Default

Prompt only
:Combobox
Edit
Checkbox
Radiobutton

Figure 47: Change the Control Type

= Go back to the tree on the left sight, rightclick “updatestate” and create a
new value list with the entries from the table above. Please refer to the
Administration Manual.

= Now select the type ergocompplantdefault and change its.

= Search the entry “Special attribute”. From the combo box select the attrib-
ute
update state.
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Figure 48: Special Attribute

= Search the entry “Depends on values” and set it to “Yes”

Depends on values

Figure 49: Entry “Depends on Values“

= Save the changes.

= In the PPR Navigator the products are now displayed with different icons.
The assigned icons identify the updatestate.

== Product, 1
= ﬁ \ariant, 1
[‘flﬁ AUDI (Assernply), 1
- fam IMPORT, 1

ﬁ New Pan, 1

ﬁ- New Assembly, 1
ﬁ MNew Assembly, 1

ﬁ New Pan, 1
& New Pan, 1

Jﬂ Process Planning, 1
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=z
T
=
3
o
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=
b

Figure 50: Products Display in PPR Navigator
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Appendix C

Registry Settings — Overview

Value (op- o
KEY Value (default) tion) (op Description
[HKEY_CURRENT_USER\Software\Delmia\ergoplan\PPRLoader]
Look at documentation, chapter “PPRLoader
"username” Customization Settings”. Enter username of
DPE to use the pprloader.
Look at documentation, chapter “PPRLoader
"password" Customization Settings”. Enter password of
DPE to use the pprloader.
[HKEY_CURRENT_USER\Software\Delmia\ergoplan\PPRLoader\VPM]
Look at documentation, chapter “Configure
the PPRDaemon”. Enter the name of the
" " "<YourMachines- machine where the PPRDae-
backbonesender Name>" mon/PPRLoader is running or rather enter
“LOCALHOST” (currently backbonesender
and receiver have to be the same machine)
Look at documentation, chapter “Configure
" - "<YourMachines- the PPRDaemon”. Enter “LOCALHOST”
backbonereceiver Name>" (currently backbonesender and receiver
have to be the same machine)
. Enable/disable update protocol check for
vcfacheck” w 1ltruelyes| | configuration attributes (effectivity.begin, ef-
9 Olfalse|no” fectivity.end, tailnumber, coderulestring, ex-
tendedeffectivity)
“link+comp” for VPM | | lllink Specifies, if date effectivity is stored on rela-
"cfgdate" V4 a llinklcompl tionship_nodes (link), on ergocompbase
. link+comp" — '
"link" for VPM V5 (comp) or on both
Look at documentation, chapter
wefafile” "<DefaultVPMConfig- "Customized/Extended Attribute Mapping’”.
9 File>" Enter location of Customized/Extended Attri-
bute Mapping configuration file.
"link+comp" for VPM “allflink|compl Specifies, if extended effectivity is stored on
"cfgexteff" V4 i " P relationship_nodes (link), on ergocompbase
. ink+comp
"link" for VPM V5 (comp) or on both
" " "0" for VPM V4 Specifies, whether effecitivity is stored in the
cfgextended "1" for VPM V5 extendedeffectivity attribute
“cfgmultilineattr”
wcfanormal” "1" for VPM V4 Specifies, whether effecitivity is stored in the
9 "0" for VPM V5 « old » configuration attributes
“link+comp" for VPM “alljinklcompl| Specifies, if option effectivity is stored on re-
"cfgoption” V4 link+comp" P lationship_nodes (link), on ergocompbase
“link" for VPM V5 (comp) or on both
"link+comp" for VPM “alljinklcompl| Specifies, if range effectivity is stored on re-
"cfgrange” V4 link+comp" P lationship_nodes (link), on ergocompbase
“link" for VPM V5 (comp) or on both
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Value (op- o
KEY Value (default) | ;51 (9P~ | pescription
"cgratfile” obsolete
"cgrftpdelay” obsolete
"cgrdir” obsolete
"cgrsrvdir” obsolete
"cgrftphost"” obsolete
"cgrftpscript” obsolete
"cgrftppassword" obsolete
"cgrftpusername” obsolete
" . T "noti- Look at documentation, chapter “Two modes
deletemode notify fylauto|none" | for deleted objects”.
“doccadtypes”
“compllink|cgr
"dump” |cad|attr|progr | Allows racing of additional information during
P ess|configlen |import
vlidjall"
" P " " ergocompbase attribute for enumeration of
enuminst ordernumber objects
“installdir’ Sg solete for Installation directory of PPRLoader
"longextid" obsolete
"Ixcftphost” obsolete
"Ixcftpscript” obsolete
"Ixcftpusername” obsolete
"Ixcftppassword" obsolete
"Ixcdir" obsolete
"Ixcsrvdir” obsolete
Look at documentation “EH-MH Transfer of
smvamultiline” "1|none"” Multi Value At_trlbutes . If the MVA value is
long and requires more than one line then
enter 1 to get several lines. (VPM V5 only)
Any separator
ggigbs(g)ﬁs Look at documentation “EH-MH Transfer of
"mvaseparator” is used as de- Multi Value Attributes”. To use other separa-
tors than the default. (VPM V5 only)
fault by pro-
gram.
Look at documentation “EH-MH Transfer of
Multi Value Attributes”. The default MVA line
"mvalinebreak" “\nn”. break character is “\r\n”. Without any
changes every value of the attribute is
shown in a separate line. (VPMV5 only)
"prodroot" obsolete
"prodnode" obsolete
"prodleaf" obsolete
"prodmodel" obsolete
"proddoc" obsolete
"prodmodelattr” obsolete
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KEY Value (default) Xg::;e (9P- | pescription

"proddocattr" obsolete

“propagatedelet- cr

mode”
Controls the recalculation of the absolute

wrecalcabsmatrix” " “1ltruelyes| position matrices by the Manufacturing Hub

O|false|no” server

"resdoc” obsolete

"resdocattr” obsolete

“resetupdatestate” 1 for ir,jcremental update: to reset values like
new” after the next update.

"resleaf" obsolete

"resmodel" obsolete

"resmodelattr” obsolete

"resnode” obsolete

"resroot” obsolete

“stopcondition”

“stopscript”

::]Jggﬁtstateattrattach- "updatestate” ][glraljiggztlg%_rgltggg_l provides_prod attribute

"updatestateattrlink” "updatestate” {gl:eglionship_nodes attribute for update pro-

"updatestateattrobject" | "updatestate" ergocompbase attribute for update protocol

"updatestateattrrelation” | "updatestate" For future use

"useclientcache"

"ersions” ny “1)0” E_nables/disables support for VPM V4 ver-
sions

"xmlftphost" obsolete

"xmlftpscript" obsolete

"xmlftpusername" obsolete

"xmlftppassword" obsolete

"xmldir" obsolete

"xmlsrvdir" obsolete

[HKEY_CURRENT_USER\Software\Delmia\ergoplan\PPRLoader\VPM\Environments]

[HKEY_CURRENT_USER\Software\Delmia\ergoplan\PPRLoader\VPM\Aliases]

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\TRANSFER Settings]

"securetransfermode”

"0<0..ftp| 1
.. https>"

Enter O for transfer via FTP and enter 1 for
transfer via https. See File Transfer via
HTTPS, HTTP, or FTP

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\TRANSFER Set-

tings\ABF Settings]

[HKEY_CURRENT_USER\Software\delmialergoplan\PPRLoader\VPM\TRANSFER Set-

tings\CGR Settings]
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KEY

Value (default)

Value (op-
tion)

Description

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\TRANSFER Set-

tings\LXC Settings]

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\TRANSFER Set-

tings\WPK Settings]

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\TRANSFER Set-

tings\XML Settings]

Look at documentation, chapter “Configure

"xmlftphost" "<FTPHostName>" XML Settings®“. Enter the name of the VPM
database Server.

" " " " Look at documentation, chapter “Configure

xmiftpusername <FTPUserName> XML Settings®“. Enter your username.

"mlftppassword” "<FTPPassword>" Look at documentation, chapter “Configure

XML Settings®. Enter your UNIX password

"<DELMIAProcessEn-

Look at documentation, chapter “Configure
XML Settings®. Enter the pathname of the di-

"xmldir" gineerlnstall- : X )
Din\PPRClient\\data>" rectory in which you want the XML files
stored.
" Look at documentation, chapter “Configure
"xmlsrvdir" I;?;th\grSe;\I/erExport- XML Settings®“. Enter the path to find XML on
y the LCA server.
"xmllogdir” "C:\Temp” Look at documentation, chapter “Configure

XML Settings®. Enter the path to find XML.

"xmlhttpsbaseurl”

Look at documentation, chapter “Configure
XML Settings".

[HKEY_CURRENT_USER\Software\Delmia\Ergoplan\PPRLoader\VPM\ABF Fastener Mapping]

"fastener"

njointu

"jointelement"

"jointbody"

umoden

"internallexternal”

"fileextension"

"cfgfile”

"<DefaultABFConfig-
File>"

"relationship"

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\Product Structure Map-

ping]

"Resource Environ-
ments"

"RESENV"

"ENV1+ENV2
+.."

Specifies the environment(s) on the VPM
side for which relations between a product
component and a resource component shall
be created

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\Product Structure Map-

ping\PRODUCT]

(“PRODUCT” serves as example for other product structure mappings; for any defined environment
the keys must be existing and not empty)

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\Product Structure Map-
ping\PRODUCT\CATIA_MODEL]

"Plantype”

"Part"

Any valid
product plan-

"Valid" also includes parent-child constraints
resulting from the used plan type set
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Val - oy
KEY Value (default) tiznt;e (9P~ | pescription
type
"CAD File Attribute" "cadfile" Do not change

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\Product Structure Map-
ping\PRODUCT\DOCUMENT]

"Plantvoe” "Part" Arno)ij\lﬁltldlan- "Valid" also includes parent-child constraints
yp fype P resulting from the used plan type set

"CAD File Attribute" "cadfile" Do not change

"Document Attribute” "nameshort” Do not change

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\Product Structure Map-
ping\PRODUCT\PART_LIST]

"Plantvoe” "Subassemblv" Apo)::l\ljiltldlan- "Valid" also includes parent-child constraints
yp y tpype P resulting from the used plan type set

[HKEY_CURRENT_USER\Software\delmia\ergoplan\PPRLoader\VPM\Product Structure Map-
ping\PRODUCT\Roo0t]

Any valid . . . .
" " " " "Valid" also includes parent-child constraints
Plantype Product tp);gguct plan- resulting from the used plan type set
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