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Foreword

This manual provides an introduction to the basic operations and functions of
the IPD Server.

While developing these functions we have made every effort to create a
clearly organized, easy-to-understand program structure.

A user-friendly interface as well as a clear menu guide will enable you to
quickly learn how to operate the program and to get familiar with its functions
so that you can carry out your planning tasks in a quick and reliable way.

Nevertheless, there will certainly be some things that we could do even better.
If you have any suggestions for improving our software, please be sure to let
us know.

We look forward to receiving your constructive feedback. It helps us to make it
even easier for you to work with the Process Engineer functions.

The same holds true for the manual that you are now reading. If, at any point
when using these instructions, you feel you are not being provided with the
clear, unambiguous, and proper guidance necessary to work with this applica-
tion, please be sure to let us know. We look forward to receiving your com-
ments and tips.

Please feel free to call, send us an E-mail, or contact our user hotline.

Please Send your Suggestions to:
DELMIA GmbH

Raiffeisenplatz 4

D-70736 Fellbach

Phone: +49/711/27 300-0
Fax: +49/711/27 300-599

E-mail: delmia.de.info@3ds.com

User Hotline:
If you have problems when using DELMIA products, please contact our user
hotline at:

Phone: +49/711/27 300-400
Fax: +49/711/27 300-599

E-mail: delmia.de.support@3ds.com

No Liability or Guarantee

Our programs and manuals have been compiled with great care and to the
best of our knowledge. They have also been tested in a production setting.
However, we assume no liability and provide no guarantee that the software
and related descriptions are free of error or are suitable for special purposes.

DELMIA assumes no liability for any damage that may arise from the use of
this software. By using this software, the user acknowledges this exclusion
from liability and shall hold DELMIA exempt from all claims.
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Copyright

The information in our documents may be copied and distributed for internal
purposes provided it is done free of charge and the contents are not altered or
distorted.

Any other form of usage, especially the sale on CD-ROM or in any other publi-
cation in whole or in part is only permitted after prior written consent by
DELMIA.

Some parts of this software are owned by Unigraphics Solutions Inc. and are
copyrighted © 2010. All rights reserved.

Some parts of this software are owned by combit® GmbH and are
copyrighted. Report-/Print module List and Label® Version 8.0: Copyright
combit® GmbH 1991-2010.

Modifications
Moreover, DELMIA retains the right to make modifications and improvements
to the product described in this manual at any time without prior notification.

DELMIA and the 3DS logo are registered trademarks of Dassault Systémes or
its subsidiaries, in the United States or other countries.

© 2001-2010 Dassault Systémes - All rights reserved
Thank you for your interest in our products

DELMIA GmbH
Raiffeisenplatz 4

D-70736 Fellbach, Germany
Phone: +49 (-400)711/27 300-0
Fax: 49/711/27 300-599
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Introduction 1

1.Introduction

This manual explains how to use the Process Engineer IPD- Server for your
planning purposes.

It shows how to install and set up the IPD-Server so you can use it when work-
ing with DELMIA software.

Change Management Controlled (CMC) deals with constraints regarding data
consistency. The functionality is necessary to mark objects being under the
CMC control and to ensure, that the data consistency according to the Change
Management is never broken.

The versions can represent the evolution of an object through successive
stages (revisions) or parallel alternatives (variants). The versioning services
capture the history of modifications by tracking different versions as affected
objects to actions managed by ENOVIA. The configuration services evaluate
version selection rules over modification history, in order to control the visibility
of the versioned obijects.

Note

The Change Management Control options are enabled only when the
Manufacturing Hub project is Change Management (CMC) controlled.
Otherwise, these options are shown in a disabled state.

The availability of the Change Management Control options functionality is
controlled by a separate license. You must have this license installed to open a
project which is Change Management (CMC) controlled.

The configuration services allow to:

= Label projects to be CMC versioned
=  Work with CMC in detached mode
=  Perform CMC related consistency checks

= Perform filtering necessary for displaying of versioned objects

1.1 How to Use this Manual

N

This manual enables you to get familiar with the operation and functions of the
Process Engineer. This manual briefly describes:

=  |PD- Server Functions
Note

When handling the IPD- Server functions, please also refer to the general in-
troduction to Process Engineer in the General Introduction Manual.

m‘ Click General Introduction to access the manual.
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Introduction 2

1.2 Documentation Conventions and Symbols

N
! i

LE

The symbols used in this manual are intended to provide you with keys to the
contents in an immediately understandable manner.

This symbol is used to introduce key concepts that are covered in the sections
immediately following this symbol. As a result, this symbol most frequently ap-
pears at the beginning of chapters or sections.

Note

This symbol is used to mark notes, which provide you with additional informa-
tion you need to have for further work. You will either find the Note sign at the
beginning of a chapter or in a particular text passage in the chapter. Texts
bearing this sign are additionally marked with Note. The text is always in ital-
ics.

Caution

This symbol indicates that the text that follows describes particular circum-
stances that you must avoid to avoid potential errors with the operation of the
program or harm to data. You will either find the Caution sign at the beginning
of a chapter or near a particular text passage in the chapter. Texts that are in-
troduced by this sign are additionally marked with Caution. The text is always
in italics.

This symbol marks examples which serve to illustrate a certain situation.

This symbol marks the individual operational steps involved in a particular op-
erating instruction. Operating instructions describe operational steps, for ex-
ample, how to open a menu or execute a function.

This symbol marks listed subjects. The symbol for listed subjects can be either
used to structure a continuous text or to list main subject keywords.

This symbol marks list inside a bulleted or numbered list.

This symbol marks cross reference information that is available in another
manual.

1.3 New Functions in IPD Server

No new functionality has been added for this release.
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2.Customization

This chapter provides you with information necessary to customize the Manu-
facturing Hub to properly support the Change Management functionality.

The entire customization is done within a plantype set. Furthermore, the para-
graph will include additional information about how Default-PRO-DPM-
IGRIP_V5 CMC has been prepared.

2.1 Customizing Plantypes

This paragraph provides you with information necessary to customize the
Manufacturing Hub to properly support the Change Management functionality.
The entire customization is done within a plantype set. Furthermore, the para-
graph will include additional information about how Default-PRO-DPM-
IGRIP_V5_CMC has been prepared.

For each plantype that is in scope of Change Management the property ‘Has
versions’ has to be set to ‘Yes’. Only versionable plantypes are tracked by
Change Management; in order to modify them, an action and a modification
statement are required. Non-versionable plantypes are not in scope of Change
Management, and for them the property ‘Has versions’ has to be explicitly set
to ‘No’. It is especially important for product-plantypes not to be versionable in
order to allow their import through the Bridge.

Note

For plantypes in R15 this property is usually set to ‘Yes’, therefore the focus
should also be on those plantypes, which are not in scope of Change Man-
agement, especially products:

In Default-PRO-DPM-IGRIP_V5_CMC only processes are versionable.

The property ‘Is Configured’ describes the kind of effectivity the object ob-
tains.
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By Category ] Alphabetical
[] Basics
Process Compaonent [ergocomppracessdefault]
Caption singular Operation
Caption plural
Plantype ULID 2793bchd-ac27-4d159-9495- 230005 34
Description
3 Displap
Bitmap process
Attributes per row 1
Dialog Type Property Sheet
Special attribute
Depends on values Mo
[3 Flags
Has wersions Yex
s searchable Ho
Iz abstract Ho
Haz attachments Mo
5 relevant Ho
Owin rights Inherited from parent type
Dizplay parent/child relations in dbeditor Inherited from parent type
‘ Iz configured Max, Configured
Diefined by Customer

Figure 1:Configuration
We distinguish:
= No (Not configured)

= Yes (Standard configuration mode)
= Max. Configured (maximum configuration mode)

= Notes to Configurable

ml Note

In Default-PRO-DPM-IGRIP_V5_ CMC processes are Max. Configured and the
plantype Manufacturing Assembly (non-versionable) applies the standard
configuration.

= |f plantypes are not configurable, no effectivity is applied on them. In case
of standard configuration we distinguish whether plantypes are versionable
or not.

= For versionable plantypes, the newly created objects or checked-out ver-
sions obtain the effectivity from the modification statement.

= While checking-in a version, the effectivity of any version with a planning
state equal to that is cut with the effectivity from the selected modification
statement. There is a special handling for non-versionable plantypes that
are configurable. This requires a modification statement to be selected
when these objects are created. Their effectivity is then again obtained
from the selected modification statement.

= Maximum configuration means plantypes hold either “always” or “never
valid” effectivity.
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=  When these objects are created or checked-out no effectivity is applied on
them; when they are checked-in, the effectivity of any predecessor version,
which has a planning state equal to that, is set to ‘never valid’. The maxi-
mum configured plantypes don’t support parallel versioning.

2.2 Customizing Parent Child Relations

Only the parent child relations that have an owner, which is a versionable plan-
type, are in scope of Change Management.

Before the parent child relation is customized for Change Management, it
should be first overwritten in the plantype set. This has to be done for each
plantype which participates in the relation. It also has to be done for the so
called reverse relation.

2.2.1 Examples

An example on how to customize the parent child relation “proc-
ess_implements_requirements” is described here.

The relation is customized such that the operation is the owner.

First step is to overwrite the relation, which is described in the figures below.
For this purpose, the ‘overwrite’ on the source plantype has to be selected in
the context menu, and then the target plantype is selected.

Oper e, Notes | Veni = Gparsion Noter | Version infom]
= Bage Type: Process Component (ergocompprocessdel sul) Vahoe Added - Baza Type: Process Conporert (srgoconpprocsssdeta) Vil Added E¥ech]
¥ Bace Type: Graphic Component (ergocompgraphic) Gorerdd | Teve Foaen Towe 02 by . Benesd | 1 2
+ Ldtors + Baca Type: Graphe Compotent (arguconpgy i) 3 | Tee | o
. Nerbtes Trnsamos + Edtors S
o Uyt Shodber < Wit Tmestangs
= Parert Onkd Relations v Lot 2
¥ 3dtateipeocess_has_cortest_Mdstate Cregar = Parert Chld Pieabions Wodker
* dstate: process_has_eod Mdstate Oresed 4 . “ A 4 Ve Coomtx
+ 3anae; process s _execitn _Mate + Mstatecprocess has corbent Mstte >
o Uetge grOCeRs - nodes_reverie Modhed & Mdtate grocess has snd dase Creded
» erguoompplantdel st mard schurnconcegts ¥ J0mate Jrovess s _eoode Jtee
* erguoomoplantdel s proc_sunningon_plst Process Nome P OBCEIH SR PO ek Madbed
+ ergooomppiantdel sl proc_uses gl . z =
+ aeguocmppiartint w2 Grocess_attaches_resource Frocess Numbas * eegocompplantaef ok man Sctrngrondests
& aegoeimeplantdel m: grocess detaches resource Ossalicaton * eagocompglantdefack - proc_rumningon plst Prices: Name »
o erguoomigr oesidel s R rodes o egocongpistdsad peoc e st -
Qe oSl 3R | rodes_severse has Process G o erqreomeeitilad process_saces e Eue Nrte M
* erguoompgr ocessdel sk proc_sle proc Alowarce 4 s . =~
+ ergoconpgrocessdel ok groc_sle peoc reverse i b  ergecoecplytasad:prockss_dekacdes tesouce Select Chid
+ eegocongerocensdef e groc feedy proc Premees * SrpRCongoronessan ek Ndes Supcot M
¥ ergecomeorodesidel sk seoe ool prot reveess Pol Curve ergocompprocessdefack: nodes reverse 5;?"”:(' -
v eQooomEpr ocestiel wR ! Jrocess_Gateenative_ Drocess - o oess ~ y
e guoomppr ocessdel sk pH00ess_ISSRematve_Lrocess teve \Wirte Charge Pr o :nmmzzz_a:‘:z'ﬁz e :""v'*”"'
+ ergooomporocessdel ks grocess_mustirecede_process . Calordate Aowsr P TR Subacmth
+ aegueompgrocessdnf ak: Srocess suRreceds process n o + erqocompprocessdel ak: prix feedy proc Pradut
o ergroonggrocesidel sk rocess  Jrocess_n 5 & engueongprocessdelak; proc_feedby prod_reveess Al
v ergeeonigeoiesidel a R Jeoiess_muRseecede process reve " + eegocomoprocessiel adk: Drooess_saheenative Srooess Pydeindon
» erguoomggrocessdel sk grocess_ruretel ore_process + egcompprocessdefadt: prooess_sabemaive peoces; seve

* eegooompgrocessdel sk eocess_Turctefore_process peven Waredadarg Zzieatly
+ eguoomgproductdef ok proc_crestes prod Pracianti
* aegoomeproductdel adk: groc froprocetses prod + espocompprocssadel ad: rosss_Sustiesed® SO 15 ek g (2 hegocongeandad|
v ergemiprodutdel ak: geoe_seoorsies srod >
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Figure 2: Example - process_implements_requirements

We now have to customize the relation for Change Management. Properties
marked red are important. The first three of them turn off some functionality
that conflict with Change Management. We have to set them always to these
values; otherwise Change Management won’t work properly.
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The property ‘Copy link to child (Change Management Controlled)’ has
to be set to ‘Yes’ for all relations that are copied when a new version is
created.

For relations that are in scope of Change Management, ‘Yes’ is manda-
tory.

The property ‘Owner type’ specifies how the owner plantype is related to the
relation.

We distinguish among:

No Owner

Source Owner

Target Owner

Explicit Owner
Common Parent Owner

If the relation does not have an owner, it's not in scope of Change Man-
agement.

‘Source owner’ and ‘Target owner declare source or target plantype re-
spectively to be owner of the relation. This information can be deduced at
the runtime, and the owner doesn’t have to be specified explicitly, if the re-
lation is created using API.

Explicit owner can be an object of any valid plantype. DPE is not able to
deduce this information, so the reference to the explicit owner has to be
passed to API, when the relation is created.

‘Common Parent owner’ refers to the direct common parent of source and
target according to the relation nodes (BOM). DPE is not able to deduce
this information, so the reference to the common parent owner has to be
passed to API, when the relation is created.

Copy Link to Child
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Figure 3: Example Copy Link to Child
We have to repeat this procedure for the reverse relation.
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Figure 4: Example Reverse Relation

We use the same settings except for ‘Owner type’ in the case that the owner
is the source or target plantype. If so, we have to use the opposite value, as

the Figure 5 shows.

IPD Server

Version PE 5.19



By Categny | Alphabeticsl |

Ondd lat PIOCO3T_mplements_feqQuEement_reverse
Prorpt Requecert it mplemanted by process
Ohid et
PPR - telation PPA Reverse Relston
Irbectance Irkwed o o
Relaton class XDORelsonthpProcessinplementsReqaremert
Chid paert redston
cake I
Detctpton
3 Flogs
15 redevard No
I3 ensbled Yes
I+ auporelston No
[Change r risgate e Yes
,D\m N releae state Yes
1lrt¢d elfectiviy No
‘Qhow n graphe No
15 Lrmgon foe patent and chdd Yes
15 urwque foe pavent No
Is autorelstionpath No
Loop check No
Copy ek 10 chdd No
Is sysham rtemsl No
jCcoy frk 10 chid [Change Managament Conticlled) Yes
.Ctvy Ik 10 chid |versiceing] No
15 & serpls selabonche No
Muszt have unsoporad cbpect for socrce No
Must have unespored cbisct for targest Yes
Defined by Dera
[ Enum
T > ]

Figure 5: Example Owner type

In Default-PRO-DPM-IGRIP_V5_ CMC following relations are customized to be

in scope of Change Management:

Parent Child Relation Involved Plantypes Owner
noges”’ Process liew - Process Plan Mo Owner
Nodes Process Plan - Workokn Target Qwner
MNodes Workplan - Operation Target Qwner
QLORESS. DS belore Iy oness. Operation - Operation Commentarant, Owner
roGJocesses. .omnd. Operation - Part Source Qwner
DO S OCesSes. g, Operation - Subassembly Source Qwner
BEOGES S ADIEments Lequie Operation - Part Source Qwner
meat

[rovess. implements. requite Operation - Subassembly Souroe Qwner
ment

DHORES S ARIernents Laauive Waorkplan - Part Source Owner
ment

QreRess.implements. raauine Waorkplan - Subassembly Source Qwner
Lerl=7

Figure 6: Table of Change Management

Limitation 1

Mixed Mode (Interaction of objects created under Detached Mode and Non-

Detached Mode) is not supported.
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Limitation 2
Versioning of Ergoitems is not supported by CMC.

Limitation 3
Only non-versionable components (products and resources) can be trans-
ferred through the Bridge.
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