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Foreword

While developing these functions we have made every effort to create a
clearly organized, easy-to-understand program structure.

A user-friendly interface as well as a clear menu guide will enable you to
quickly learn how to operate the program and to get familiar with its functions
so that you can carry out your planning tasks in a quick and reliable way.

No Liability or Guarantee

Our programs and manuals have been compiled with great care and to the
best of our knowledge. They have also been tested in a production setting.
However, we assume no liability and provide no guarantee that the software
and related descriptions are free of error or are suitable for special purposes.

DELMIA assumes no liability for any damage that may arise from the use of
this software. By using this software, the user acknowledges this exclusion
from liability and shall hold DELMIA exempt from all claims.

Copyright

The information in our documents may be copied and distributed for internal
purposes provided it is done free of charge and the contents are not altered or
distorted.

Any other form of usage, especially the sale on CD-ROM or in any other publi-
cation in whole or in part is only permitted after prior written consent by
DELMIA.

Some parts of this software are owned by Unigraphics Solutions Inc. and are
copyrighted © 2011. All rights reserved.

Some parts of this software are owned by combit® GmbH and are
copyrighted. Report-/Print module List and Label® Version 15.0: Copyright
combit® GmbH 1991-2011.

Modifications
Moreover, DELMIA retains the right to make modifications and improvements
to the product described in this manual at any time without prior notification.

DELMIA and the 3DS logo are registered trademarks of Dassault Systémes or
its subsidiaries, in the United States or other countries.

This clause applies to all acquisitions of Dassault Systemes commercial com-
puter software by or for the United States federal government, or by any prime
contractor or subcontractor (at any tier) under any contract, grant, cooperative
agreement, or other activity with the federal government. By accepting deliv-
ery of this software, the United States government hereby agrees that this
software qualifies as “commercial” computer software within the meaning of
the acquisition regulation(s) applicable to this procurement. The terms and
conditions of the Dassault Systémes standard commercial end user license
agreement shall pertain to the United States government’s use and disclosure
of this software, and shall supersede any conflicting contractual terms and
conditions. If the Dassault Systémes standard commercial license fails to
meet the United States government’s needs or is inconsistent in any respect
with United States Federal law, the United States government agrees to return
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this software, unused, to Dassault Systémes. The following additional state-
ment applies only to acquisitions governed by DFARS Subpart 227.4 (October
1988): “Restricted Rights — use, duplication, and disclosure by the Govern-
ment is subject to restrictions as set forth in subparagraph (c)(I)(ii) of the
Rights in Technical Data and Computer Software clause at DFARS 252-227-
7013 (Oct. 1988).”

© 2001-2011 Dassault Systemes - All Rights Reserved
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Introduction 1

1.

Introduction

This manual explains how to configure the Process Engineer for your planning
purposes. The operations, functionality, and menu layout described in the ma-
nual helps system administrators to configure the Process Engineer without
any hassles.

1.1 How to Use this Manual

This manual enables you to get familiar with the operation and functions of the
Standard Time Management. This manual briefly describes:

=  The simplified data model of the DELMIA Process Engineer
= Adapting the Software

= QOperating the Software

Note

When handling the Administrative functions, please remember that there is a
general introduction to the Process Engineer in the Basic Manual.

Click General Introduction to access the manual.

1.2 Documentation Conventions and Symbols

The symbols used in this manual are intended to provide you with keys to the
contents in an immediately understandable manner.

This symbol is used to introduce key concepts that are covered in the sections
immediately following this symbol. As a result, this symbol most frequently ap-
pears at the beginning of chapters or sections.

Note

This symbol is used to mark notes, which provide you with additional informa-
tion you need to have for further work. You will either find the Note sign at the
beginning of a chapter or in a particular text passage in the chapter. Texts
bearing this sign are additionally marked with Note. The text is always in ital-
ics.

Caution

This symbol indicates that the text that follows describes particular circum-
stances that you must avoid to avoid potential errors with the operation of the
program or harm to data. You will either find the Caution sign at the beginning
of a chapter or near a particular text passage in the chapter. Texts that are in-
troduced by this sign are additionally marked with Caution. The text is always
in italics.
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m This symbol marks examples which serve to illustrate a certain situation.

1 This symbol marks the individual operational steps involved in a particular op-
erating instruction. Operating instructions describe operational steps, for ex-
ample, how to open a menu or execute a function.

« This symbol marks listed subjects. The symbol for listed subjects can be either
used to structure a continuous text or to list main subject keywords.

»  This symbol marks list inside a bulleted or numbered list.

E This symbol marks cross reference information that is available in another
=4 manual.

1.3 Overview

The description of the functions is based on a Standard Configuration of
Process Engineer 5.21 The customer-specific application which allows the
customer to configure the functions according to his own specific needs is one
of the main advantages of the Process Engineer.

Effects of different configurations of version 5.21

Possible consequences of a customized configuration are, for example, that
you deactivate functions which you do not need for your work or that you want
to create a completely different user interface for the Process Engineer. The
overall functionality and the individual functions of version 5.21 are explained
in detail based on the standard configuration. This will help you to apply any
other configuration quickly and efficiently.

When should this manual be read?

All functions described below should be, but must not be known to every user.
Most of the functions described below have to be executed before starting the
actual planning process. Other functions accompany the planning work.

Before you start reading the manual and you are not familiar with older
versions of the DELMIA Process Engineer, you should first read the General
Introduction Manual, the PPR Navigator, the Project and System Library
Manuals and the Settings Manual. It is also an advantage to read all the other
manuals.

1.4 New Administrator Functions

No new functionality has been added for this release.

A. Adapting the Software
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Working with ERGO Compone

2. Working with ERGO Components

2.1 Introduction

This section contains all the information required for adaptation of the software
to your running processes (business processes).

This includes the configuration and adaptation of the data model with the aid
of the types and plantypes, as well as the settings that you can make in
Process Engineer. Additionally, you can also find information for user man-
agement.

For more information, Please refer to the User Management Manual.

2.2 ERGO Components Basic Rules

2.2.1Base Objects

2.2.1.1 Ergoproject

All objects in a database belong to a project. An exception are those objects
which you can find in the library (for example the system items). Against this
background it could be assumed that each object knows to which projects it
belongs.

This is not always possible, however, since many objects are not assigned an
attribute containing a direct reference to the project. This can be remedied
however using a script. Using the call

Data.GetAttributebyId(object id, "ergoproject")

You can obtain the desired information about every object in the project and
the Project Library area.

Using the script from the example below you can verify the aforementioned
information.

sub main (id)
project id = Data.GetAttributebyId(id, "ergoproject")
name = Data.GetAttributebyld (project id, "name")

MsgBox ("The project name reads: " + name)
end sub
Ergocompbase

The ergocompbase (XDOErgoCompBase) class is the base class for all
ERGOComponents.

Each ERGOComponent
= Assigned to a planning type (ergoplantype)

= Contains a list of ergoitem (XDOErgoltem), for example, ShowGraphics,
Cost analysis, Ergonomic analysis etc.

= Contains a list of attributes (XDOAttributeValue)

The attribute list contains for each attribute defined in the configuration for the
assigned planning type the current valid value for the ERGOComponent (for
example for the attribute “responsible” the value “Meier”).
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Ergocompbase is an abstract class, i.e. this class does not directly
create objects.

One basic principle in the DELMIA Process Engineer is the organization of
data in a database (Manufacturing Hub).

Many parts belong to the product, process, and resource areas. The base type
of these areas is ergocompbase. Of course, products, processes, and
resources have different properties and are therefore organized in technical
and organizational components.

Technical Components
= ergocompproductdefault (XDOErgoCompProductDefault)

= ergocompprocessdefault (XDOErgoCompProcessDefault)

= ergocompplantdefault (XDOErgoCompPlantDefault)

Organizational Components
= ergocomporgproduct (XDOErgoCompOrgProduct)

= ergocomporgprocess (XDOErgoCompOrgProcess)

= ergocomporgplant (XDOErgoCompOrgPlant)

2.2.1.3 ErgoPlanTypeSet
2.2.1.3.1 Plantype Pool

The plantype pool principle is characterized by the fact that the plantypes are
no longer administered in the project-specific plantype sets as before, but as a
plantype pool in the Project Library that is independent of projects.

Besides the plantypes, this plantype pool contains parent-child relations of the
plantypes, too. The plantype pool is referenced by the projects and is not co-
pied to the project when a new project is created.

Instead of the plantype sets plantypeproxy sets have been introduced on the
project level. They do not contain plantypes, but project-specific plantypeprox-
ies (plantype substitutes) to be able to define user rights with regard to plan-
types within a project, for example, and to be able to configure plantype-
dependent folders in the Project Library.

2.2.1.3.2 Plantype

Each project created within the DELMIA Process Engineer® must be assigned
a plantype set. The assigned plantype set defines the project structure
according to the included planning types i.e. the three hierarchical levels
below the three planning areas, product, process, resource, and the
arrangement of the hierarchical levels.

Using the parent-child relations, which you can define between the plantypes,
you can organise the planning process.

All objects in the Project Library shown at one level as children of a plantype
(folders) belong to the ergocompbase type. Please refer to the Figure 1.
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22.1.4

=] 'ﬁ Product Components
) "ﬁ Design View
o] "ﬁ Production Yiew
&3] "ﬁ Product View
= "ﬁ Welding point group
=] "ﬁ Subassembly
r}_] ﬁ Subassembly00, 1
ﬁ Subassembly01, 1
] ﬁ Subassembly02, 1
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= 'ﬁ Support Material
= -’ﬁ Raw Material
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Figure 1. Project Library Section
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Therefore Project Library objects are:

Base Type - Ergocompbase
Derived Type Ergocompproductdefault
Plantype Subassembly

To obtain information using the script about whetheritis a
plantype or a type?

Call
Information = Data.GetAttributebyId(object id, attribute)

Table 1: Attributes and Information

Attributes Information

Ergoplantype The object ID of the plantype of this
base object

Plantype_name The plantype name of the base object

Plantype_area The plantype area (product, process, or
resource) of the base object

Pprtype A whole number with the values 0,1,
and 2
0 = Resource
1 = Product
2 = Process

Typename An unambiguous character

combination (GUID), for example
"6fff3887-675d-4631-8724-
cfc4alb4792e" which serves for
identifying the plantype of the object

Attribute

Generic and Non-Generic Attributes

Each attribute is characterized by a special set of attributes. Many attributes
are generic. Generic means that the attribute value is stored directly in the
database.

Attributes whose value is not directly stored in the database, are hon-generic
attributes. Non-generic attributes are mostly transient attributes (see below:
Persistent and transient attributes).

The attributes 1,2,3 for example have the values a, b, and c.
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2.2.1.5

The sum of attribute 1(a) and attribute 2(b) is the same as attribute 3(c). Thus,
there are two possibilities:

= |f the value c of the 3" attribute is directly stored in the database, this
attribute is a generic attribute.

= [f attribute 3, however, is defined by the sum function and by its relations to
attributes 1 and 2, then attribute 3 is non-generic.

Configured Name/Physical Name

Nearly all attributes are determined in the configuration. Each attribute in the
configuration has a configured name and a physical (internal) name.
Exceptions are the transient (temporary) attributes. The configured attribute
name is represented by the "m_name" attribute.

Persistent and Transient Attributes
Most of the attributes are persistent, i.e. their current value is stored in the
database and is not subject to changes.

The value of a temporary (transient) attribute is stored during the program
runtime; this information, however, is lost when exiting the program. The value
of a transient attribute is only visible and usable for the current user. Transient
attributes can but needn’t have a physical name.

Inheritance

One principle of modern programs is inheritance. Inheritance means inheriting
particular properties from so-called base objects. This can be made clearer
using the attribute “name” as an example:

The “name” attribute owns almost every component. If other components
inherit this attribute from the base class, then all these components have a
“‘name” attribute. Using Overwrite you can change the value of this attribute in
the corresponding components, however, you cannot change the attribute
itself. This process is called overwriting the basic class attribute.

2.2.2Ergoitems

2221

The objects in the Project Library that do not belong to the PPR area, belong
to the ergoitem or dodefaultimpl type. They form their own class, additional
information and extensions.

An example for an ergoitem is the Script or SA-Codes type.

Referencing or Associating Base Objects
The most important links between plantypes are:

= Subcompitems

= Relationships

2.2.3Subcompitem: relationship_nodes (XDOSubCompltem)

B ﬁ Subassembly_a, 1
- 8 part_at, 1
B ﬁ Subassembly _aa, 1
F\ﬁ Part_aal, 1
[ ﬁ Part_aaz, 1
- d® Part b, 1
- ¢ Support Material_at, 1

The class relationship_nodes (internal name XDOSubComp-Item, heading
plural) is the basic class for all bill of materials entries (BOMs).

A typical example to explain this term is a subassembly that can consist of
parts and of other subassemblies (product, plantype).

The children of a parent are called subcompitem. This term is independent of
the area.
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a

Do these children also belong to the ergocompbase type? They belong to
both types.

subcompitems and ergocompbase are different objects between which a
link exists. subcompitems and ergocompbase have different positions in the
PPR Navigator.

As soon as an abject from the Project Library is linked to the corresponding
Product, Process, or Resource View, a subcompitem type is generated. If
you link a subcompitem with more than one parent, you have two
subcompitems representing the same ergocompbase. The Figure 2 serves
to illustrate this process.

Bill of materials entries of processes and products have additional properties
and are therefore classified in their own sub-classes of SubCompltem (Sub-
CompltemPro and SubCompltemProcess).

The basic class of all Ergo Components (ergocompbase) has a list of bill of
materials entries. Therefore a bill of materials entry consists of data relevant to
bills of materials along with a reference to a ERGOcomponent. The Ergo
Components that can be referred to is defined via the plantypes. The Ergo
Components can be a part of the same project or a part of the system library.
Please refer to the Figure 4.

Note

If an attribute of a subcombitem changes, then the attribute in the Project
Library changes as well.

=4 Product View, 1
=%+ Production View 1. 1
- Subassembly 1a, 1
C m- & Partal.i
&= ﬁ Part a2, 1
= ﬁ Part a3, 1
S Pt I
= Subassembly 1b. 1 Part b2 is a subcompitem within
C?] ‘; & Part b1,y1 the Product view P
CoEe S
= ﬁ Subassembly c. 1
= 'ﬁ Production View 2, 1
= "’ﬂ Process View, 1
= @ Resource View, 1
=144 Project Library
4 Allowance Sets
<=3 Balancings
&8 Calculation Models

<= Change Orders
<3 Coderules
<y PoT Curves
'a Resource Components
-ﬂ Process Components
= 'ﬁ Product Components
3| 'ﬁ Design Yiew
- ﬁ Production View
= 'ﬁ Product View
= 'ﬁ welding point group
=+ "E Subassembly
= -*ﬁ Part
& Pata
& Partal1
& Pataz. 1
& Partaz 1

ﬁ Bart1.1 Part b2 is a subcompitem within
s %—’ the Product view

ﬁ Partc2. 1

ﬁ Part c3. 1

& Partccl. 1

ﬁ Copy of Part ¢3, 1

Figure 2: Relation between ergocompbase and subcompitem

(- () - ) - [ )

o ] ) - - )

CRCRCRoR:
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2231

To find ergocompbase-subcompitem (relationship_nodes)
relations using a script
Use the call:

call base_id =

PE 5.15
base_id =

Data.GetAttributebyId(sci_id, "ergocompbase")

Data.GetAttributebyId(sci_id, "relationobject2")

On the subcompitem node you will receive the desired ID. When calling an
ergocompbase node, you will only receive its ID.

Note

Since an ergocompbase can have an unlimted number of subcompitems
(relationship_nodes), it is not possible to display them as well. You can have
the ID of the parent (not the ergocompbase or re’ationobject?) assigned
with the following call.

Parent_base_id =
Data.GetAttributebyId(sci_id, "ergocompbase_parent")
PE 5.15

base_id = Data.GetAttributebyId(sci_id, "relationobjectl")

Using a call as shown in you will receive, for example, the “subassembly aa”
ID or the “subassembly b” ID; this depends on which “Part b1” (subcompitem)
this script command has been executed.

Relationship

Relationships (links) are associative objects. A link links exactly two objects
from the ergocompbase type. All object links between the PPR Navigator
views are relationships as well, for example, between the Product and the
Resource Views; these relationships are of the plant_provides_prod type
(resource provides product) or of the proc_uses_plant type (process uses
resource).

) -4 Handbook_project
549 Product Wiew, 1
- %5 Producticn View, 1
S Subassebly_s, 1 %
- @ Support Material_al, 1
@ P Pat_at, t
5 fa Subsssanbly_ss, 1
@ &P Pat_aal, 1
@ P Pat_asag, 1
- 2 Pat bl, 1
- fad Subassembly b, 1

e Resource provides Product lﬁ“‘am,‘
a‘ L bly -~

relatidnshp of type “plart_provides_pra
betwgen
R and Subassembly 1

5-%5] producticn View_2, 1
- ﬁ Procass View, 1
= @ Resource View, 1
= aﬁnmeﬂm. 1
= 5 Marnsfachiring ConceptOia t
! Resorca000, 1 -«
<3} Resource00], 1-4f
#-P Resourcetn, 1
&Y Resourcetns, 1

Tt
J
-

¥~

Figure 3: Relations in List View

In the standard configuration the relations between the objects are not
displayed directly. Instead the linked components and their properties are
shown in the list view.

The relation between the objects is of the relationship type.
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The objects linked to this relation are of the relationobject type.
Using the script you can obtain the relation name:

relationname = Data.GetAttributebyId(rel id, "relationname')
. To receive the linked object (relationobject), use the following call in a script:
% relationobject 1 id = Da-

| ta.GetLinkedObjectAttributebyld(relationship id, relationob-
ject 2 id, "oid")
In the following figure the object structure is displayed graphically. Connection
lines ending with an arrow indicate an inheritance. Thus ErgoCompGraphic
inherits all properties from ergocompbase. Please refer to the Figure 4.

2.2.3.2 SubCompView

An instance of this class defines a view on the bill of material entry (BOM) of
the Ergo Components.

An example is the BOM view and the BOM view of a graphic element. This
class contains a list of instances of the class XDOSubCompViewltem which
also belong to the class XDOSubCompViewltemltem or XDOSubCompViewl-
temList. This allows for the creation of any arbitrary Sub-BOM structure. An
instance of the class XDOSubCompViewltemltem contains a reference to a
BOM entry (XDOSubCompltem) of the Ergo Components.

To hide the bill of materials entry in the resource view:

>

1) Inthe Configuration Manager select the ERGOcomponent entry:
ergocompbase (XDOErgoCompBase)

2) Inthe parent-child relations select the entry:
subcompview:: subcompview and in the parent-child information in
the Tree view and in the list set the display value to No.

'| elationship I

ISubCompltem I

E*gnltem

org
I _I Paris list enlries -

Consists of reiation

Figure 4: Simplified data structure in the DELMIA Process Engineer®
2.3 Language Settings

Language settings are exclusively changed by the administrator with access
rights to the server.
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For all languages set additionally, a translation file (RLG-file) must be created
before.

To Set Languages:

In Process Engineer German and English are set as standard; you may select
these from the general settings. To set another language proceeds as follows:

1) Edit the language directly in the registration editor, or

2) Create a registration file with the file extension “.reg”. You may create the
file in a standard text editor.

» The Values (valuen) correspond to the number of languages to be set.
The registration file should contain the following.

REGEDIT4

[HKEY LOCAL MACHINE\SOFTWARE\DELMIA\ergoplan\option-

configuration\common\languageid]
m "default"="1033"
"functiongroup"="0"
"globaldata"="0"
"label"="Select Language:"
"ordernumber"="80"
"pagenumber"="15"
"type ":"4 "
"valuel"="1033|English"
"value2"="1031|German"
"value3"="1036]|French"
"valued"="1055|Turkish"
"valueb5"="1034 | Spanisch"
"value6"="1049 | Russian"

Figure 5: Registration File with Six Values

The composition of the value includes the decimal value and the name of the
respective language. In the registration file shown, the character string values
valuen are identified by the figures Figure 1 to Figure 6. A further language
would thus be identified by the string value 7, etc.

The corresponding values can be extracted from the table below. Please refer
to the Table 2.

m Examples for String Values
For Afrikaans
"valuen"="1078|Afrikaans"

For Greek
“valuen”="1032|Greek

RLG File

In the RLG file all terms are translated for the respective language. To create
an RLG file it must be accessible and identifiable. For identification of the RLG
file always use the respective hex value of the language listed in the table.
This hex value is included once at the beginning of the RLG file.

In the example shown the term for Login is translated. The hex value for
French is 040:
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040C

french
 User authorization
Connecter

Figure 6: Example for the Structure of an RLG File

11

Caution
) Contact DELMIA Support if you wish to create RLG files in other languages.
You will be advised on which files need to be used.

Table 2: Table of Values for Language Codes

Local Descriptions Sh9rt AlTEE Decimal Value
Strings
Afrikaans af 0x0436 1078
Albanian Sq 0x041C 1052
Arabic — United Arab Emirates |ar-ae 0x3801 14337
Arabic - Bahrain ar-bh 0x3C01 15361
Arabic - Algeria ar-dz 0x1401 5121
Arabic - Egypt ar-eg 0x0C01 3073
Arabic - Iraq ar-ig 0x0801 2049
Arabic - Jordan ar-jo 0x2C01 11265
Arabic - Kuwait ar-kw 0x3401 13313
Arabic - Lebanon ar-b 0x3001 12289
Arabic - Libya ar-ly 0x1001 4097
Arabic - Morocco ar-ma 0x1801 6145
Arabic - Oman ar-om 0x2001 8193
Arabic - Qatar ar-ga 0x4001 16385
Arabic - Saudi Arabia ar-sa 0x0401 1025
Arabic - Syria ar-sy 0x2801 10241
Arabic - Tunisia ar-tn 0x1C01 7169
Arabic - Yemen ar-ye 0x2401 9217
Armenian hy 0x042B 1067
Azeri — Latin az-az 0x042C 1068
Azeri — Cyrillic az-az 0x082C 2092
Basque eu 0x042D 1069
Belarusian be 0x0423 1059
Bulgarian bg 0x0402 1026
Catalan ca 0x0403 1027
Chinese - China zh-cn 0x0804 2052
Chinese - Hong Kong S.A.R.  |zh-hk 0x0C04 3076

Administrative Tasks

Version PE 5.21




Working with ERGO Component 12

Local Descriptions Shgrt Al Decimal Value
Strings

Chinese —Macau S.A.R zh-mo 0x1404 5124
Chinese - Singapore zh-sg 0x1004 4100
Chinese - Taiwan zh-tw 0x0404 1028
Croatian hr 0x041A 1050
Czech cs 0x0405 1029
Danish da 0x0406 1030
Dutch — The Netherlands nl-nl 0x0413 1043
Dutch - Belgium nl-be 0x0813 2067
English - Australia en-au 0x0C09 3081
English - Belize en-bz 0x2809 10249
English - Canada en-ca 0x1009 4105
English — Carribbean en-cb 0x2409 9225
English - Ireland en-ie 0x1809 6153
English - Jamaica en-jm 0x2009 8201
English - New Zealand en-nz 0x1409 5129
English — Phillippines en-ph 0x3409 13321
English - South Africa en-za 0x1C09 7177
English - Trinidad en-tt 0x2C09 11273
English - United Kingdom en-gb 0x0809 2057
English - United States en-us 0x0409 1033
Estonian et 0x0425 1061
Farsi fa 0x0429 1065
Finnish fi 0x040B 1035
Faroese fo 0x0438 1080
French - France fr-fr 0x040C 1036
French - Belgium fr-be 0x080C 2060
French - Canada fr-ca 0x0CO0C 3084
French - Luxembourg fr-lu 0x140C 5132
French - Switzerland fr-ch 0x100C 4108
Gaelic — Ireland gd-ie 0x083C 2108
Gaelic - Scotland gd 0x043C 1084
German - Germany de-de 0x0407 1031
German - Austria de-at 0x0CO07 3079
German - Liechtenstein de-li 0x1407 5127
German - Luxembourg de-lu 0x1007 4103
German - Switzerland de-ch 0x0807 2055
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Local Descriptions Shgrt Al Decimal Value
Strings

Greek el 0x0408 1032
Hebrew he 0x040D 1037
Hindi hi 0x0439 1081
Hungarian hu 0x040E 1038
Icelandic is 0x040F 1039
Indonesian id 0x0421 1057
Italian - Italy it-it 0x0410 1040
ltalian - Switzerland it-ch 0x0810 2064
Japanese ja 0x0411 1041
Korean ko 0x0412 1042
Latvian Iv 0x0426 1062
Lithuanian It 0x0427 1063
FYRO Macedonian mk 0x042F 1071
Malay - Malaysia ms-my 0x043E 1086
Malay — Brunei ms-bn 0x083E 2110
Maltese mt 0x043A 1082
Marathi mr 0x044E 1102
Norwegian - Bokmal no-no 0x0414 1044
Norwegian — Nynorsk no-no 0x0814 2068
Polish pl 0x0415 1045
Portuguese - Portugal pt-pt 0x0816 2070
Portuguese - Brazil pt-br 0x0416 1046
Raeto-Romance rm 0x0417 1047
Romanian - Romania ro 0x0418 1048
Romanian - Moldova ro-mo 0x0818 2072
Russian ru 0x0419 1049
Russian - Moldova ru-mo 0x0819 2073
Sanskrit sa 0x044F 1103
Serbian - Cyrillic Sr-sp 0x0C1A 3098
Serbian - Latin Sr-sp 0x081A 2074
Setsuana tn 0x0432 1074
Slovenian sl 0x0424 1060
Slovak sk 0x041B 1051
Sorbian sb 0x042E 1070
Spanish - Spain es-es 0xOCOA 1034
Spanish - Argentina es-ar 0x2COA 11274
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Local Descriptions Shgrt Al Decimal Value
Strings

Spanish - Bolivia es-bo 0x400A 16394
Spanish - Chile es-cl 0x340A 13322
Spanish - Colombia es-co 0x240A 9226
Spanish - Costa Rica es-cr 0x140A 5130
Spanish - Dominican Republic |es-do 0x1COA 7178
Spanish - Ecuador es-ec 0x300A 12298
Spanish - Guatemala es-gt 0x100A 4106
Spanish - Honduras es-hn 0x480A 18442
Spanish - Mexico es-mx 0x080A 2058
Spanish - Nicaragua es-ni 0x4COA 19466
Spanish - Panama es-pa 0x180A 6154
Spanish - Peru es-pe 0x280A 10250
Spanish - Puerto Rico es-pr 0x500A 20490
Spanish - Paraguay es-py 0x3COA 15370
Spanish - El Salvador es-sv 0x440A 17418
Spanish - Uruguay es-uy 0x380A 14346
Spanish - Venezuela es-ve 0x200A 8202
Sutu SX 0x0430 1072
Swabhili sw 0x0441 1089
Swedish - Sweden Sv-se 0x041D 1053
Swedish - Finland SV-fi 0x081D 2077
Tamil ta 0x0449 1097
Tatar tt 0X0444 1092
Thai th 0x041E 1054
Turkish tr 0x041F 1055
Tsonga ts 0x0431 1073
Ukrainian uk 0x0422 1058
Urdu ur 0x0420 1056
Uzbek — Cyrillic uz-uz 0x0843 2115
Uzbek - Latin uz-uz 0x0443 1091
Vietnamese vi 0x042A 1066
Xhosa xh 0x0434 1076
Yiddish Vi 0x043D 1085
Zulu zu 0x0435 1077

To Select a Lanquage:
1) Start DPE in German Language.
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2) Right-click 0100 — Verschlussstopfen, select properties and make selec-
tion of checkboxes in DPA tab.

Neu »

Anderungsprotokol

Skript ausfihren

Suche

Zekandlyse bearbeken (erzeugen)
I Bawehenprojekte Montageplanung Additional document »
4 % Prozess-Standardbiblothek, oPY »
44 Betriebsmitel-Standerdbiblothek Enhanced Functions 4
¥ &% Ressource-Randardbibliothek Erwekerte Funktionen b
35 Produtscht Find Usage '
) @ Prozesssicht Fidlsxge e

@ B C166, Mlasse, Tuscalooss, 138
#) 8 C171, SLK-Klasse, Bremen, 067
&) W8 C172, SLK-Klasse, Bremen, 067
o R €197, AMG-Hlasse, 050
{#)- 98 C204, C-Klasse, Sindeffingen, 050
{#-98 C204, C-Klasse, Bremen, 067
¥ 98 C204, C-Klasse, China, 104
(¥ 48, C204, C-Class, East London, 175
[ 18, €207, CLK:Klasse, Bremen, 067
% ) Logistksicht (Prozess)
€ €207, Planungspramissen, Bremen Bau 3
- B €207, Produkionsplane (Zeken)
=, €207, Produbtionsplaner (Ablauf)
- &8 Fertigungslei, Bremen Bau 53
- @ Inneneinbau
= [ 207 H93 1B Bd 14 Kar. 0110 FA, FA
topfen 1xin

8| 0110, 0120 - Verschlussstopfenn

#) (& 0160 - Verschiusstopfen (1x) ini
-] 0170, 0190 - Verschiusstopfen |

<0100 - Yerschlussstopfen 1x in Fussraum vorne re. einsetzen *, F

el AlIgemein' Detailsl Zeilenl EHFV] Elgonomie] AdminDaten DPA | Anhang

~ Klappenposition

Klappenposition

Stellung_Heckdeckel| geschlossen

(] Stellung_Heckdeckel_mitte
[]Stellung_Heckdeckel_affen
Stellung_Motorhaube_geschlossen

(] Stellung_Motorhaube_mitte
[]Stellung_Motorhaube_offen

(] Stellung_Rueckwandtuer_geschlossen
[]Stellung_Rueckwandtuer_mitte

(] Stellung_Tuer_hinten_links_mitte
[]Stellung_Tuer_hinten_links_offen
[]Stellung_Tuer_hinten_rechts_geschlossen
[]Stellung_Tuer_hinten_rechts_mitte
[5tellung_Tuer_hinten_rechts_offen
[]Stellung_Tuer_vome_links_geschlossen
[]Stellung_Tuer_vome_links_mitte
[]Stellung_Tuer_vome_links_offen

Figure 7: German Language Settings — Checkbox Selection

3) Open Tools > Settings >Change.

4) Select English Language and press OK.

5) Close DPE in German language and start again in English language.

6) Right-click 0100 — Verschlussstopfen, selects properties and open DPA

tab.

7) The checkbox selection made in German language settings is lost.
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New »
Change Protocol
Edit (Create) Time Analysis
Execute Script
3 4 Baurehenprojekte Montageplanung Find
4 % Prozess-Standardbiblothek, Addtional document »
¥ &Y Betriebsmittel-Standardbibliothek DPY »
+- & Ressource-Standardbibliothek Enhanced Functions »
t 5 :z‘:::: m:; : W AYO <0100 - Yerschlussstopfen 1x in Fussraum vorne re. einsetzen *, FA,F(}
Find »
: : Z::‘:' ::meh;a:::z? m::rmmn » Generall Delails' Analysis Linesl Value Added | Ergonomics | Admin Data DY
% C171, ) ,
i »
5 W C172, SLK-Klasse, Bremen, 067 R°°°“:"“" 4 e ot
+ B C197, AMGKlasse, 050 o -
- W, C204, C-Klasse, Sindelfingen, 050 Reporting ; Flap postion  E*Toq rear cap, closed
¥ W8 C204, C-Klasse, Bremen, 067 ey ! [1Jog_rear_cap_middle
5 R C204, C-Hlasse, Ching, 104 Cut Q“g-’ea'.—cap—wen
2 ["1Jog_engine_hood_closed
+ 8 C204, C-Class, East London, 175 C°PY [JJog_engine_hood_middle
(- g €207, CLX-Klasse, Bremen, 067 Paste ["]Jog_engine_hood_open
=R Logistiksicht (Prozess) Paste Referen [1Jog_rear_panel_door_closed
® [] Bremen, Montage PP, Aktueller 5t 9t Insert Point ["1Jog_rear_pane|_door_middle
8 Co, Poungapriusen, Brenengay DSE 1o e prel do e
. |Jog_door_rear_left_close
i C207, Produbtionsplaner (zeken) ﬁ::; ey DJo&door_lear_leﬂ_middle
=)« C207, Produitionsplaner (Ablauf) Hodify sortndex [JJog_door_rear_left_open
e % Fertigungslrie, Bremen Bau 93 A E]Jongoor_rear_right_cl_osed
5 {7 Inneneinbau A i 5 UJog_door_lear_r!ght_mddle
= () 207 H93 16 8d 1A Kar. 01 . ["1Jog_door_rear_right_open
N & ' DJongoor_ironl_Iefl_cl_osed
[1Jog_door_front_left_middle
4[] 0110, 0120 - Verschl [1Jog_door_front_left_open
% (& 0140, 0150 - Verschk! []Jog_door_front_right_closed
[ 0160 - verschiusstop [1Jog_door_front_right_middle

Figure 8: English Language Settings - Checkbox Selection

) Caution
Language restriction feature is available in DPE. Changes made to the
settings in DPE opened with German language for first time will not be
available in the DPE opened with English language for next time.

For Example, the checkbox selection in multiselection list box of any attribute
in the properties dialog of any component in the PPR tree in German will not
be available in the DPE opened with English language, due to mismatch
between English and German text in the database.

2.4 Minimum Necessary Access Rights for Users

The following are the minimum access rights for users.

Table 3: Minimum Access Rights for Users

Access Comment Directory of
Directory Rights Client or Server
(C/S)
..\data read C,S
Data\DatenkartenES read C.S
data\help read S

everyone who uses S
data\lsegrim read layout planning or
creates WSCs

everyone who uses S

read and write layout planning or
data\Koerper creates WSCs
read everyone S
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Access Comment Directory of
Directory Rights Client or Server
(CIS)
read S
data\poolingsrv
read and write for administrators S
data\pprclientdata read S
data\scripts read S
data\Temp read and write S
data\view_bitmaps read and write everyone who uses E5 |S
graphic
read everyone
data\Bitmaps everyone who is al- Cc
read and write lowed to create bit-
maps
read everyone
data\Bitmaps_Overlay everyone who is al- CsS
read and write lowed to create overlay
bitmaps
everyone who wants to |C,S
read view CAD data files in
data\pprclientdata\cadpath ES
data\cadpath everyone who wants to |S
read and write create and store CAD
data files using E5
data\pprclientdata read S
data\Formulare read S
data\help read S
everyone who wants to [C
. use the import scripts
data\pprclientdata\lmport read included in the demo
projects
read C
data\Misc Depending on the cus- |C
data\PPRLoader tomization at the cus-
tomer side
everyone who wants to |C
read view CAD data files in
E5
data\product_cadpath
everyone who wants to |C
read and write create and store CAD
data files using E5
read C

Datalrlg

read and write

for administrators
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2.5 Saving User Profiles in a CITRIX Environment

DELMIA Process Engineer® saves the setting of the individual user profiles of
a client workstation in the key “HKEY_CURRENT_USER” using the Windows
registration editor. If DPE is used in a CITRIX environment, the current user
profile in the registration editor is reflected by CITRIX. To save the user-
specific settings of the registration editor centrally, a dedicated profile server
may be configured additionally in CITRIX. However, if more than one CITRIX
login with the same DPE user name is registered and profile servers for DPE
installations are running, management and saving of user profiles with the
Windows registration editor turns out to be complicated and prone to produce
errors.

To avert this, user specific data is served in the Oracle database as of the re-
lease DPES5.16SP4.

The user profile “DELMIA\ergoplan” is saved in the E5 Oracle database in-
stead of the Windows registration editor key “HKEY _CURRENT_USER”.
Since the user profile is saved by a database transaction, only “saved” pro-
files can be read by a different CITRIX login. The user profile is saved for the
DPE user and not for the Windows user as is the case in the registration edi-
tor.

To be able to save user settings for individual user profiles in the DPE data-
base, asynchronous saving for the PPR Client has been implemented. During
asynchronous saving, the data is collected every 20 seconds and then saved
to the DPE database.

You can switch over between the two saving options.

Since some settings need to be available prior to accessing the Oracle data-
base, some settings continue to be saved in the Windows registration editor.

2.5.1Activate and Deactivate the Save Mode

To enable the user profile in the database, a DPE administrator must enter the
following settings for the entire DPE installation. Use the maintenance tool to
do this, then, by way of the Global tab select the root directory 'Ergoplan’

1) Open the maintenance tool in Tools < Settings < Maintenance.

2) Select the ErgoPlan root directory from the Global tab. There cannot be
an existing key ergoplan present.
Notice the user profile saved in the registry of the Current User tab.

Global |User ] LocalMachineI Current Userl Current User ‘
[=- ErgoPlan
063dd7bb-8a2-4542-2d3b-24941171d373 &1 dbeditor
(- compeditor &) Frame
cusl:mtzahon MainFrame
graphic 1
graphic_editor e ‘ .
fayout Traxmngspro,ek(
¥ Bray 'WLB Demo Project
¥ ppr-navigator [ MuliUser
printing UserMngDlg
unitsandcurrencies UserPropDlg
[=1- PPR-Navigator
(- BrowserConfigurationl

Figure 9: Global Tab
3) Select ErgoPlan root directory from the Global tab.
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4) To create a new key, click New Key button.

5) Enter the following values in the open dialog:
In the Key field: ergoplan/EPSessionDataMng
In the Name field: UserProfileSDMStorage
In the Value field: 1

CTTEE—— X

Key:

lergoplan/E PSessionDatatdng

Name

IUsetPtofileSDMS!orage

Value:

]1

0K I Cancel |

Figure 10: New Key
6) Click OK to close the dialog.

7) Select the EPSessionDataMng entry and create two new values, by
activating the New Value button. Enter the following values:

Newvaiue x|

Name

lUsetF’rofiIeSDMDBWriteMode

Value:

]1

OK I Cancel
Figure 11: New ValueA
Newvalue x|
Name
lUserF‘rofiIeSDMAsyncWriteIntewd
Value:
]20
0K I Cancel |

Figure 12: New ValueB
Once again a summary of the three values:

= The value UserProfileSDMStorage: Enter the following value in
maintenance tool to activate the synchronous storage mode:
ergoplan\UserProfileSDMStorage = '1'. By default, the entry is off, setting
“0”. The synchronous storage mode will now save all modifications.
Activating this option, may cause a decrease in performance.

= The value UserProfileSDMDBWriteMode: To activate the asynchronous
storage mode the following value must be entered in the maintenance
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tool: ergoplan\UserProfileSDMDBW riteMode = '1' .Default is
asynchronous mode, setting “1”.

=  The value UserProfileSDMAsyncWritelnterval: This value indicates
how often the user profile is saved under asynchronous storage:
rgoplan/EPSessionDataMng/ UserProfileSDMAsyncWritelnterval = '20'
The default setting for the value is 20, which means the user profile is
saved every 20 seconds. This value can vary in the range of 3 to 120. If a
value smaller than three is entered, the user profile will be saved every
three seconds. If a value larger than 120 is entered, the setting will be
reset to save the user profile every 120 seconds. The default setting, 20
seconds, has proven to be the most effective setting.

Global 'User | Local Machine | Cunent User |

[=)- ErgoPlan Name | Walue
063dd7bb-8af2-4542-ad3b-2434117fd373_newl | userprofilesdmasyncwriteinterval 20
(- compeditor userprofilesdmdbwritemode 0
userprofilesdmstorage 0

i customization
[=)- ergoplan
epsessiondatamng

araphic
araphic_editor
layout

[+ library

[+ ppr-navigator
printing
unitsandcurrencies

Figure 13: UserProfileSDMAsyncWritelnterval Setting

After the setting has been made; notice that the entries saved in the database
are displayed under the <[hkcu]> key in the User tab. The Current User tab is
empty. Please refer to the Figure 14.

Global |LocalMachine| EunentUserl Globall Benu!zer] Local Machine CurrentUserI

[=)- ErgoPlan w Name
=8 <[hkcu]>
[=1- ergoplan
[#- classxfinder
[+~ common
[+ dbeditor
epconfigtool
epdbupdate
- frame
araphic
araphic_editor
araphic_other
[+ library
- multiuser
ppr-navigator
printing
processaraph

K (S
Figure 14: User Tab

If save setting for the database is deactivated, the user profile will once again
be displayed in the Current User tab.

Global settings can be overwritten by local settings when saving the user pro-
file. The local settings, found at HKEY _LOCAL_MACHINE, can be used inde-
pendently of the global settings. When using local settings the global settings
are disregarded. If the user profile for a single client is saved in the database,
the global settings are no longer active.

0> Caution
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These settings are only to be used in case of repairs or during the setup
phase. After those actions have been completed, the global settings should be
reactivated. If the settings are incorrect, the DELMIA Process Engineer® may
not function properly.

The maintenance tool is also used to make local settings:

1) Create three new values by selecting the ErgoPlan root directory by way
of the Local Machine tab.

» The value UserProfileSDMStorage: Enter the following value in the main-
tenance tool to activate the synchronous storage mode ergop-
lan\UserProfileSDMStorage = '1'

By default, the entry is off, setting “0”.

» The value UserProfileSDMDBWriteMode: To activate the asynchronous
storage mode the following value must be entered in the maintenance tool
ergoplan\UserProfileSDMDBW riteMode = 1"

Default is asynchronous mode, setting “1”.

» The value UserProfileSDMAsyncWritelnterval
This value indicates how often the user profile is saved under asynchron-
ous storage UserProfileSDMAsyncWritelnterval = '20'
The default setting for the value should be set at 20.

Global | User  Local Machine | Current User |

w Name l ‘wert
i commaon bitmaps E:ADELMIAAPPRClient\datatt
configmanager bitmaps_overlay E:ADELMIANPPRClient\dataht
dialogs bombroct'{vser E:tggm:ﬁ:gﬁgg:@enttprogm
3 compeditor X ient\progra
Egggﬁlglogd ergomas_temp E:ADELMIAAPPRClient\temp
peals £1gopro E:ADELMIANPPRClient\progra
ergocheck grid_alignment
ExtendedPrimitive ipdserver PCEKODEG
Graphic isegrim_system E:ADELMIAAPPRS erver\data'
[} graphic-configuration isegrim_zeit E:\DELMIANPPRClient\temp
- Option-Configuration ppiclient_data EADELMIA\PPRClient\data
piinting pprclient_home E:\DELMIANPPRClient
startpage ERGOCheck_Frame_|e.html
processgraph texture_path
QuickCam et 0
[+ stm-configuration UserProfileSDMAsyncWiitelnterval 20
i yaluation UserProfileSDMDBWriteMode 1
UserProfileSDMStorage 1

Figure 15: UserProfileSDMAsyncWritelnterval Settings

While switching the user profile from the registry to database, only some of the
entries will be copied into the database. But, you may add these values later, if
required.

2.6 Basic Rules for the Configuration of Types and Plan-
types

2.6.1Types Basic Rules

In the DELMIA Process Engineer you have extensive configuration
possibilities. Using the type and plantype configuration you can individually
configure the following:

You can configure the design of the dialogs almost without any restrictions.

You can add additional attributes.
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In the following chapters the basic rules for the configuration of types and
plantypes are explained.

A type contains all data relevant for the configuration of a data object. A type
contains a list of pages, groups and attributes defining the “look” and “feel” of
a data object in the user interface.

TJee j
P;ge I
| |

Group I Group Group | Group I

¥
Page I

Attribute Attribute Attribute Attribute
Attribute Attribute Attribute Attribute
Attribute Attribute Attribute Attribute
Attribute Attribute Attribute Attribute

Figure 16: Types Schematic
In Figure 16 the schematic structure of a type is displayed.

Page 1 | Page 2 1 Page 3 1 Page ..n W

[Group 1

\ Attribute 1
\ Attribute 2
[ Atribute 3 v

[ Aftribute 4
\ Attribute &
[ Attribute 6

Figure 17: Dialog Layout using Pages and Groups and Attributes

Using pages tabs are created in the user dialog for entering data object
properties. In the tabs groups can be defined, in which multiple attributes can
be combined according to subject.

ml Note

In the DELMIA Process Engineer types are valid cross-module or cross-
project. Therefore changes on the type level have effects on the whole
program and on all existing projects.

0’ Caution

Improper changes on the type level can lead to a total loss of data. Therefore,
changes should only be made by trained administrators.

2.6.2Plantypes Basic Rules

Plantypes are classes derived from types (Configuration Manager) that can be
created and configured by users. For this reason, each plantype has pages,
groups, and attributes of the parent type (Configuration Manager). In addition,
the following can be configured for a plantype by the user:
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Attributes, groups, and pages

— Plantype
— Type

Page 1 H Page 2 H Page 3 H Page ..n

— Group 1
‘Altribute 1 ‘

[Attribute 2 |

‘Attribute 3 ‘

— Group 2
‘Attribute 4 ‘

[Attribute 5 |

[Attribute 6 |

N

PT-Group
‘ PT-Attribute

‘ PT-Attribute ‘

‘ PT-Attribute ‘

Figure 18: Types and Plantypes in the DELMIA Process Engineer®

Each plantype refers to a specific planning area. At present plantypes can be
defined for the following areas.

Resource Plantype

Resources are all technical and organizational objects necessary for
production. Typical resources are machines or tools, typical organizational
resources are production lines or workstations.

Process Plantype

Processes are all actions or tasks necessary for the production of a product or
of its subassemblies or individual parts. Processes are defined using: process
name — process number — process time.

Product Plantype
The product view looks at the product or the manufactured item. In this view
bills of materials of the products are referenced.

Products represent on the one hand complete structures which contain: Sub-
assemblies, parts, and auxiliary materials.

Individual subassemblies, parts, or auxiliary materials can also be products.
Products are unambiguously defined by name, number, planning code, code
rule etc. The Process Engineer enables the planning of variants controlled by
code rules. Within the areas a distinction is made between technical and
organizational objects.

A Technical Object describes a planning item (for example a part, work
sequence, operating resource).

Technical objects can be defined in such a way that additional objects can be
created under this object.

These objects are called technical structure items.

An Organizational Object describes a project structure item (for example a
plant structure, department, planning structure). They serve the purpose of
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mapping the planning, process or manufacturing structure within a project,
among other things.

These objects are also called organizational structure items.
2.6.3Import and Export Plantype Sets

For more information on importing and exporting plantype sets, Please refer to
m the System Library Manual.
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3. Creating Plantype Set and Plantype Structures

o

A plantype set defines the project structure according to the planning types
included. To create an object in a project it is necessary to first create the
corresponding plantypes in a plantype set and to link them. By linking the
plantypes you can define hierarchies that preset the planning structure like a
form of a template.

This is performed in three steps:

= Step 1: Creating a plantype set
= Step 2: Creating a plantype
= Step 3: Linking plantypes

A plantype set does not only provide information regarding the structure. If you
create a new component in the PPR Navigator, a sequence of queries is
started:

=  Which view does this component belong to?

= What type should be created?

= What pages and groups are to be displayed how and where?
= What attributes does it have?

= Where are the attributes determined, in the configuration or in the plan-
type set?

The plantype set contains all the information and provides the PPR Navigator
with the information, which then creates a component. Plantypes are important
for describing component properties.

For information on how to generate and edit plantype sets please refer to the
following sections.

Caution

Since version 5.10 the project plantype set has only one reference to the
plantype set of the General Library. This means that the changes can only be
made in the plantype set of the General Library.

3.1 Plantype Set for System Elements

The WSC plantype set has an exceptional position within the plantype sets.
This plantype set cannot be structured.

The plantype set for system elements is found in the system library under
Work System Components < Plantype Set for System Elements and not in
the plantype set file. Please refer to the Figure 19.
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= m Library
-4 Datacards
{3 Plantypesets
-4 Planning States
43 Raw Materials
[+-43 Global Regular Types
E] 43 Scripts
SR} /ork System Components

& &“ Electrical Installation Components

Etfq Fixtures

ﬁ MBC Profiles

@ Machines

2] E Partsbins

4 pivot Chairs

424 Pneumatic Tablepresses

*13 Standard WSCs

& @ Tools

[_i] 2 {3 WSC Plantypeset

WSC Electric Installation Component
WSC Fixture
WSC MGE Profile
WSC Machine
T & 'WSC Partsbin
&3] I:J P-arts Paste Reference WSC Pivot Chair
& iﬁ Pivot e e ‘WSC Pneumatic Table Press
e Preu  Delete WSC Standard
-4 3 Stanc  Reload WS5C Tool
- & Tools Refr'esh SurF s WSC Workplace Tllumination
5% work  Modify sortindex WSC Workkable
& ,i—:j work  Permissions..
Print »
Properties

Figure 19: Creating a New Plantype Set for System Elements

New plantype sets are created in the general library Work System Compo-
nents < Plantype Set for System Elements < Plantype for System Ele-
ments. Since this plantype set is referenced by all projects, any changes
made on the WSC plantype set will affect all projects.

Creating and editing plantypes for system elements does not differ from “nor-
mal” plantypes. That is why the following paragraphs will not discuss plan-
types for system elements explicitly.

3.1.1 Create Plantype Set Structure

To create a plantype set open the General Library and right-click on the
Plantypesets folder in the library. In the following contextual menu select the
“‘New Plantypeset” option.

The PlanTypeSets are
administered in the plantype

= (] ubrary set nodes of the library.
[#-{Zy Datacards
=23 New Plantypeset
i =i %y Copy of
(3} 'ﬁ Re:

- pre
w- S e Paste Reference
E-ZH S° Set Insert Point
E-33 5S¢ Delete
#-4Zy Tet  Reload
)% Standan  Refresh Sort Index
© @ {9 standan Modify sort index
i @43 Standan Permissians:,
57 { % Defaut-  Print >

[The PlanTypeSets are
administered in the plantype
set nodes of the library.

Properties
Figure 20: Creating a New Plantype Set

In the following Properties dialog you can enter the Typeset Name of the
plantype set and its abbreviation.
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Using a simple editor you can enter general remarks regarding the plantype
set in the “Notes” tab.

Il Plantypeset <New ERGOPlan Typeset> i

General I

Typeset Name INew ERGOPlan Typeset

Abbreviation

T
Modified
Created

INew Typeset

03.07.2006 11:54:50
03.07.2006 11:54:50

oK I Cancel | Apply | Preview Print

Figure 21: Plantype Set Properties

3.1.2Create a Plantype

After you have created a plantype it is now time to animate the plantype set,
i.e. in this case to create plantypes. For this purpose three plantype areas
(views) are available. Please refer to the Table 4.

For more information, Please refer to the PPR Navigator Manual.

=  The “Resource plantypes®, used, for example, to create a plantype for

resources.

27

= The “Process plantypes®, used, for example, to create a plantype for a

work sequence.

=  The “Product plantypes®, used, for example, to create a plantype for a

subassembly.

1) To create a plantype, right-click one of the plantype areas (Resource,

Process or Product plantype).

2)
New option.

= mu;wv

= (3 Plantypesets —»|Plantypes area

(% Demo PTS engish

In the following contextual menu you can create a new plantype using the

= standerd PRO deutsch
£4 Resource Plantypes

484 rocess plceyoe | T -

41 & Product Plertype W— Buffer

-G Savt Adrs. Circulation

- Tenplate Interlaced Transport
i3 ~5 Handbook_P15
i & Demo P15 deutsch Paste Reference O e
8 efaut-PROOPIIG St Tnsert Print Rl
(& oefautprO-0PIIG [ Station _|Context menu for
o (8 Copy of Defaut PTS S Transport 'ithe creation of new
(8§ codett P15 Transport Tool LDlantVDESA
15 () Copy cf Defat TS Refresh Sort Index ol

8 Defadt-PRO-DPMIGH  FEMTISEIONS:,
® (& DefatpRODPMIG  Print
] Plarring States

I 5 Raw Materials Fropertics

*-3)

Figure 22: Creating a Resource Plantype
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Depending on the plantype area the following plantypes can be created:

Table 4: Plantype Overview

Plantype area

Plantype

Comment

Plantypes
Resources

Area

Buffer

Circulation
Interlaced Transport
OrgResource
Resource

Station

Transport

Transport Tool
Worker

Area

Using this plantype you can structure areas (for
example supply areas and transport areas,
etc.).

Worker

Using this plantype, you can define workers as
Resource (this is applied, for example, in the
Manufacturing Concept).

OrgResource

Using OrgResource you can create
organizational structures, to which resources,
such as stations or operating resources, can be
assigned during the planning process.

Buffer

Buffers are used, for example, in the Manufac-
turing Concept of the DELMIA Process Engi-
neer.

Resource

Using this plantype you can create plantypes
for your operating resources (for example, drill,
screwer)

Station

Using this plantype you can create plantypes
for workstations.

Transport

You can set the type of transport with the help
of this plantype (e.g. chained transports, or for-
ward and back transports).

Circulation

Using this plantype, for example, you can
structure single conveyor sections.

Transport Tool

Using this plantype you can create plantypes
for transport trolleys etc.

Interlaced
Transport

Interlaced (chained) transports (e.qg. lines) are
defined with the help of this plantype.

Plantypes
Process

Behavior
OrgProzess
Prozess

Simulation Feature
Timeanalysis
Timeanalysis AZB
Timeanalysis FOR
Timeanalysis MEK
Timeanalysis MOST
Timeanalysis MTM1
Timeanalysis MTM2
Timeanalysis RWF
Timeanalysis SAM
Timeanalysis STD
Timeanalysis UAS
‘Work Instruction

Behavior

Behavior processes are used in V5 and can
contain further processes.

OrgProcess

Using OrgProcesses you can create
organizational structures to which processes
such as plans can be assigned during the
planning process.

Process

Using this plantype you can create plantypes
for processes (e.g., workplans, main and sub-
processes).

Timeanalysis und
Timeanalysis AZB

Plantypes for process analysis and all analytical
methods can be created using this.

Work Instruction

Work instructions are used in ENOVIA.

Plantypes
Product

Fastener
OrgProduct
Product

Using OrgProducts you can create
organizational structures to which

OrgProduct subassemblies and parts can be assigned
during the planning process, for example.
Using this plantype you can create plantypes

Product for products (e.g. modules, subassemblies,
parts).

Fastener Using this plantype you can create plantypes

for fasteners.
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ml Organizational plantypes can contain non-organizational (technical) plantypes.

Organizational plantypes can be generated only via organizational nodes.

3.1.2.1 Plantype Properties
After you have created a new plantype the Properties window is opened
automatically; here you can enter the type name, the abbreviation, etc.

The Properties window offers you tabs where you can enter “General”
Properties, “Notes”, and “Additional” information.

Il Station <Assembly Station> ;.I_DJ)ﬂ
General | Notes ] =
Type Name lAssemny Station
Abbreviation { st
Sorting Criterium ] LI
Sort Number l 0
Recursiv v
Top Level a3
Show in Graph v
Bitmap for Graph lstalion_mc_sld.bmp
Use for Work System Comp. [
Parent of Work System Comp. [V
Identifier ALE |Station
Identifier WLE lStation
Owns Behavior I~
Hide in System Editor o
Is physical o =
Timestamps
Modified |14.07.2005 13:58:09
Created |06.08.200317:19:13
=
[TI Cancel | Apply | Preview | Print ] Next Prev l

Figure 23: Plantype Properties (Technical Resource)

The tabs of the Properties dialog are described in detail below.

The “General Properties” of a plantype

Table 5: Plantype Properties

Properties

Description

Type Name

The name of the plantype.

Abbreviation

The abbreviation of the plantype. The short name of a plantype
must always be unambiguous. If you execute the following tip,
you should display the short name only when it is write-protected
and you should not change the existing short names.

mJ If the abbreviation is not shown by default, you could set it
to default. Proceed as follows:

Open the configuration manager (Tools / Database Utilities /
Configuration tool).

search for the ,ergoplantype” entry in the “List of Types”.
search for the “nameshort” entry in the “List of Attributes”.

Enable here at least the “Show in editor” and the “Show in
browser” options

Before leaving, save the changes in the Configuration Manager.
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Properties Description
Sort number With this number the place is determined where the Plantype is

shown in the tree structure of the PPR Navigator. The higher the
sort number chosen, the further down the plantype is displayed in
the tree structure.

Sorting criterium

&B
AAAI

Specify here the sorting criterium of the plantype in the Project
Library. There are four possibilities:

A-B: The components of this type are saved in folders from A-Z
depending on the first letter.

AA-Al: The components of this type are saved in folders from AA-
ZZ (AA-Al, AJ-AR, AS-AZ etc.) depending on the first letter. Using
this option you can achieve the highest sorting density.

AA-AM: The components of this type are saved in folders from
AA-ZZ (AA-AM, AN-AZ etc.) depending on the first letter.

none: no folders are created

Top Level

If a plantype is defined as Top Level, the objects created with this
plantype appear on the highest hierarchical level of a project.

The top level property of a plantype has to be defined in the plan-
type set of the project. To modify it, open the project and open
therein the plantype set. Right-click on the plantype and select
'Properties' in the contextual menu."

Recursiv

Here it is determined whether a plantype is defined recursive, i.e.
a plantype can contain children of the same plantype. A
subassembly can, for example, contain further subassemblies.

Show in Graph

This option determines whether a plantype is shown in the
DELMIA Industrial Engineer Process Engineer.

Bitmap for Graph

Here you can define a bitmap to be shown in the Process Graph.
If no bitmap is defined, a standard bitmap is shown. The bitmap is
scaled to 84 x 36 pixels.

Use for Work System
Comp.

This option determines whether a plantype for automatically
created system items can be used. If you link a system item with
a product or with process objects, a BOM object is created
automatically under the plantype in the Project Library with the
system item name that activated the checkbox.

Q Caution

This is only valid for resource objects. In the case of product or
process objects this enabled option has no importance. This
checkbox can only be activated with a plantype. If it is enabled
with another resource object, an entry set previously is disabled.

Parent for Work System
Component

Q Caution

This applies only to resource objects.

With this option you can set whether a work system component
can be assigned to this plantype. This is necessary only whenev-
er you drag a work system component to a resource by using
drag & drop.

If, for example, you want to use work system component in a sta-
tion graphic you have to activate this option on the plantype sta-
tion. The same applies to all resource plantypes to which you
want to assign work system component.

Identification ALB

The description is found in the chapter Configuring Automatic
Line Balancing: Attribute identifieralb (Identification ALB).

Identification WLB

The description is found in the chapter Configuring Work Load
Balancing: Attribute Identifierwlb (Identification WLB)
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Properties

Description

Owens Behavior

This applies to technical resource objects only.

This option defines whether it is possible to create a behavior
process for this plantype. The checkbox can be set for one plan-
type only. If activated on a different resource object, the previous
entry is deactivated.

V5 uses behavior processes, which can contain further
processes. In the process view, a plantype of the behavior type
must exist. If this is not the case, an error message will appear.
To stop error messages, create a plantype of the behavior type.

Mew 4 Assembly Operation

Behavior

Biv Operation
Element of Work Curle

Always, only one behavior process can be created on a resource.
Behavior processes are bound to the resource on which they
have been created. When the resource is copied or deleted, the
behavior process is copied or deleted as well.

Access rights, planning status or filters cannot be allocated to be-
havior processes.

If this option is activated, the contextual menu of this resource will
contain an entry, which can be used to create a behavior process.

Create Behavior Process

Hide in System Editor

e) Caution

Only for resource objects.

With this option configure whether to show (deactivated) or hide
(activated) this plantype in the system editor of V5.

Is physical

ml Note

The “Type Name” and the “Abbreviation” of a plantype must always be
chosen unambiguously within a plantype set.

“Notes” tab

In the “Notes” tab you can create commentaries using a simple editor.

3.1.3Edit a Plantype

By right-clicking a contextual menu appears with the following options to edit a

plantype:
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’3 Default-PRO-DPM-IGRIP_YSR10_1
9 New ERGOPlan Typeset
= {3 HE_Plantypeset

2144 Resource Plantypes

- # station

i 3] 'ﬁ Worker

A% proces  Edit

] 6 Produc  Permissions >

4 Templ: Copy

< Planning States ..

(-3 Raw Materials  paste Reference
Set Insert Point
Delete
Reload
Refresh Sort Index
Permissions. .

Print >

Properties

Figure 24: Editing a Plantype

3.1.3.1 Plantype Contextual Menu
Table 6: Plantype Properties

Properties Description
Edit By clicking the “Edit” option the plan-
iriutesE rupstpoges X type editor is started. In the plantype

editor you can define additional

Listof Atrbues | List umeupsl Listof Pagesl Chid Listl Edtor Listl Pltype \nlarmatmnl attributes groups an d pages

Name Type Patent Grou Prampt New Atibute
Delete
Praperties
[Copy & Paste
Overwrte

Cancel oy
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Eingabe der zusatzlichen Rechte

Properties Description
Transferring rights to other types.
Permissions Using this menu item you can transfer
Add Rights rights of a selected plantype to other
Overwrite Rights plantypes. Please refer to the User
Remove Rights

[E3

Name ‘ Beschieibung |
Qﬁasle bieschrankte Rechie

Zugiffsart: Kein Zugrif

0K I
Ducken
Cancel
Hinzufiigen
Entfemen

Management Manual.

You have three possibilities to deter-
mine the rights of children:

Remove rights: Using this menu item
you can remove user rights from mul-
tiple types. In the first step you should
determine which rights are to be re-
moved. In the next step you can speci-
fy the plantype where the previously
selected right should be removed.

Add rights: Using this menu item you
can add user rights to other types.
This change affects all selected types.

= Overwrite rights: Using this menu
lantypes of products Plantypes of processes Plantypes of resources . .
Baougpe bt lge item all rights of the selected types are
Bk telsioge Stanco transferred to the selected types in the
dialog that is opened.
Produkt Halle
Produkt Sicht Ressourcenplan
Versionen (Teile) Ressourcen Sicht
Puffer
Maschine
Transport System (FWw)
Transport System (BW)
Transport System (Fw/BW)
Transportmitte!
Werker
Circulation
Cancel

Copy Using this menu item you can copy a
plantype to add it again as reference.

Paste Reference You can create a link using this menu
item if you have copied a plantype
before. Copy and Paste reference
are only possible within one view.

Set Insert Point Using the “Set Insert Point” option
you can determine the order of the
sub-objects displayed in the object list.

Delete Using the “Delete” option, the plantype

x| is deleted after confirmation.

( "‘?\ Really delete <Station 2> ?
Yes No |
Reload Using the “Reload” option the display

area of the object properties is
refreshed.

Refresh Sort Index

Please refer to the PPR Navigator
Manual for more details.
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Properties

Description

Permissions

Data Type Permissions 3

Name | Description

‘ Type of Access:

Using the “Permissions...” option you
can determine the access rights to
plantypes. Please refer to the User
Management Manual.

Print

Preview
Print

Printing plantype information using the
“Print“ option. You have the possibility
to show the plantype in a preview or to
directly send it to a printer.

A requirement is the existence of a
corresponding print form.

Properties
+Station <Station 2 ) [a] 3]
General | Notes | =
Type Mame: Lation
Abbreviation INEW Type
Sarting entenum I j
Sort Number ID
Top Level ir2
Recursiv u
Show in Giaph u
Bitmap for Graph I
Use for Wwark System Comp. [~
Timestamp: B
Modfied |2310.2002 11:41:57
Created 23102002 11:15:25
-
< | M

Using the “Properties” option you can
open the dialog described before to
define or to change object attributes.

3.1.4Create Plantype Hierarchies

In the following example it is explained how you can create a hierarchical
structure in your plantype set. The goal of this chapter is to replicate the
following hierarchical structure in a plantype set.

Figure 25: Example for a Hierarchical Structure

Since DELMIA Process Engineer views a plant as a resource, you have to
select a resource plantype for plant. For this purpose by right-clicking on the
“‘Plantypes Resource” folder you can create the following resources using the

New < Station option.

Plant (define as Top Level), Line, Conveyor section, and Station

Afterwards link the plantypes using drag and drop as follows:
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For more information on drag and drop, Please refer to the PPR Navigator

Plantype Link With Plantype
Line ——— Plant
Conveyor section e Line
Station ——— Line
= “3 gw Jipesst Plant I Type Name I Sort Number]
8 rce Flantypes el 5
E ¢ s S 2] ﬁ Station 0
: 'ﬂ i ﬁ Line 0
& 'a Conveydti ﬁ Conveyor belt section 0
o
5 'ﬁ Facton 'ﬂ Factory 0

@ 4 Pracess Plantypes

'ﬁ Product Plantypes drag and drop.

The resources are linked using

Figure 26: Linking Plantypes using “Drag and Drop*“
Depending on the sort index specified, the completed plantype set in the

library looks as follows:

2% New Typeset =% New Typese

= 'ﬁ Resource Plantypes Bl d urce Plantypes
- 'ﬂ Station B iy
= 'ﬁ Line B 'ﬂ Line
' 'ﬁ Station h 'ﬂ Station
-#4 Conveyor belt section H ﬂ Conveyor belt section
-ﬂ Station B tﬁ Line
-4 Conveyor belt section 54 Conveyor belt section
#4 Station i L. 44 Station
B 'ﬂ Factory 'ﬁ Station
B \ﬂ Line - #4 Conveyor belt section
#4 Station ; 44 Station
'ﬂ Conveyor belt section A ﬁ Station
[+ @ Process Plantypes & *ﬂ Process Plantypes
&) xﬁ Product Plantypes ) "ﬁ Product Plantypes

Figure 27: The Completed Plantype Set Example

If you now create a new project the plantype set that you have just created
appears in the plantype set selection. Select your plantype set and confirm by
clicking “OK”. In the project you can now map a plant using the plantype set

you have just created.

Plantypesets = _j:

f Standard-SME
RO-DPM-IGRIP_VSR14
Default-¥SR16_CMC

DF_PD100

Standard-SME

v

The selected plantype
set is used in the new
project by clicking "OK".

Standard-SME_hoppe
Standard-SMEemg

MCM Project

Figure 28: Plantype Set Selection

List of available plantype
sets

For more information, Please refer to the PPR Navigator Manual.
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3.2 Creating Attributes, Groups, and Pages

You have the possibility to define additional attributes, groups and pages for
each plantype. This enables you to adapt the program to your individual
needs. Using new attributes you can add as many data fields to a plantype as
you want, which can then be filled with information by the DELMIA Process
Engineer user during the planning process.

In the DELMIA Process Engineer you have the possibility to add new
attributes, groups and pages to a plantype, as well.

In the plantype set area of the library: Right-click a plantype and select the
Edit option from the contextual menu. Please refer to the Figure 29.

=) Ubrary
= 3§ Plantypesets
+) {#§ Demo PTS english
® standard PRO deutsch The area of the plantype
® Handbook_PTS sets in the library.
’5 Demo PTS deutsch
% Default-PRO-DPM-IGRIP_YSRI_2
{#§ Default-PRO-DPM-IGRIP_VSRI_1
#§ Default PTS
+ 44 Resource Plantypes
- ‘ﬂ Process Plantypes
& 22 Production Plan
3 _':'_a Process Plan
+ “iﬂ Process View

(1) ) -

ﬂ!l
e S s ﬂay clicking the Edit
BT 2 option the plantype editor
1 4= Operation Permissions > :
e el =0 is started.
+ "ﬂ Cycle 4 J
+ f_’ﬂ Process Stru
¥ "5 Product Plantype
+ 4 Script Acbions
+ {§ Template
%1 % Cockpit PTS Set Insert Point
% Copy of Default P15 Delete
4 (% Default-PRO-DPM-1G  Reload
+ (% pefault-PRO-DPMIG  Refresh Sort Index
+ % New ERGOPlan Type  Permissions..
4% HB_Plantypeset Print »
& {3 Planning States s = T 1 h
¥ 3 Raw Materials
44y Scripts
+ {2y Work Station Components

Gut
Copy
Fas

Paste Reference

Properties

Figure 29: Calling the Plantype Editor in the General Library

Once you have selected Edit in the contextual menu of the plantype, the Con-
figuration tool dialog opens. In this dialog, the plantype set and the plantype,
which have been selected in the system library, are always shown. Please re-
fer to the Figure 30.

In the Configuration tool dialog you can edit attributes, groups and pages as
well as the plantype information of a plantype.
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p iy | Hg | <
= o e -
& c\’—?ngfaafypesets i Wersion Information I 3DView | Effectivity | 2] [ ByCategoy IAIphabetlcal]
(- Standard PRO english General | Investment | Simulation I Notes | 2] m;
[+ Buffer Description
(- Building Resource Name {New Resource o
(- Circulation Resource Number [— g
[#- Cycle Altributes per row
£ Deskon View Length EU'UU & Base class type name
[+ Factory Width ;W -
[+ Interlaced Transport System (BW) s : Bitmap
[#)- Interlaced Transport System (FW) Height [0.00m Defined by
[+ Interlaced Transport System (FW/E 1 Allowance Set ['
- Line s ) Depends on values
[+ Machine Premises Dislog Type
E’ Machine (nqn Yale-2dding) bl Wit Change Protocol [~ Display parent/child relations in dbeditc
[#)-Manufacturing Concept
[+]- Operation 8 Use Block Layout v Has attachments
[+ Operation {non value-adding) Graphi —I .
(- Part 5 ' Has versions
- Partial Workplan b|  Sottindsx |0,0000000000 Is abstract
[#- Partversions . s relevant
[#)- Pracess Plan b i
[#- Pracess Structure Modifier "— Is searchable
[#-Process View Own rights
- Product Creator
[#)-Product Yiew Modified [7 Plantype Name
[#- Production Plan (S Plantype of
- Production View Created [ o e
[5-Pvassembly Plantype UUID
(- Pvdefinition Special attribute j
- Raw Material B
[#-Resource % =
T o L | S -

Figure 30: Configuration Tool Dialog with Selected Plantype Set

The functions listed below can be edited using the configuration tool:
Read chapter concerning this Working with Configuration Manager.

Attributes: New attributes can only be created from the plantype set. To
edit the plantype-specific attributes of a plantype. Please refer to the Edit
Attributes of a Type and Attributes.

Groups: To edit plantype-specific groups. Please refer to the Edit Groups
of a Type.

Pages: To edit plantype-specific pages. Please refer to the Edit Pages of
a Type.

Child list: Settings of the PPR relations, in which views they are dis-

played or what they are called. Please refer to the Configuration of Par-
ent-Child Relations.

Menu items: The contextual menu entries of this plantype are controlled
in this list. Overwrite displays all available menu entries. You can change,
display, or hide these contextual menu entries for the plantypes as well as
set them as standard entries. New contextual menu entries cannot be
created here. Please refer to the Editors for the Contextual Menu.

Plantype Information: Here you can assign an icon to a plantype. You
can also determine whether a change log should be created for objects of
this plantype. Please refer to the Editing the Properties of Types.

3.2.1Attributes

o

Caution

Attributes added after starting a new project do not only have an effect on
newly created objects, but also have an effect on existing objects.

Self-defined attributes, defined on the plantype level from Version 5.10
onwards can be shown as search criterion in the “Finder”.
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3.2.1.1

By Category | Alphabetical |

“External ID* attribute

The External ID attribute with the attribute designation externalid and the
internal name m_strExternalld plays a central role while importing data using
the PPR Loader and has been implemented exclusively for the import
process. Since only the unambiguous identification (ID) of the objects is stored
in this attribute, this attribute should only be used for the data import.

Overwrite

You have the possibility to overwrite existing attributes, defined with types
(configuration manger). Thus, for example, you can display an attribute on
another page or you can limit the entry length, etc.

Note

There are unused attributes for all components (special or free attributes).
These attributes are for overwriting. For more information, Please refer to the
Edit Attributes of a Type in the Configuration chapter

Copy

Attributes can be copied. It is thereby important to assign a new attribute
name. This is a special case of creating new attributes, so to speak. The
setting of the existing attribute are transferred. In the case of newly created
plantpye attributes this attribute is completely independent of the original
afterwards. In the case of overwritten attributes you have to distinguish
between two cases:

= If the overwritten field is identified by the server through internal attribute
names (that is the case with the minority of the attributes, for example,
with modifier or creator), then these two attributes are dependent on each
other afterwards. Therefore, only one of the attributes must be overwrite-
able.

. The majority of the attributes, however, is identified in the DELMIA
Process Engineer by its attribute name. As the name has to be changed
when copying, these attributes are completely independent of the original
afterwards.

Create a New Attribute

If you cannot find suitable attributes with the type (Overwrite), you can create
your own attributes (= plantype attributes).

1) Select the plantype in the plantype set and open the contextual menu by
clicking with the right mouse button.

2) Select New < Attribute. New attributes are also stored permanently in the
database and you can search for them if you have assigned values to the
attributes.

3) The properties of an attribute can be displayed according to category or
alphabetically and can then be edited. Click on one of the tab in the
properties window.
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[=)- ConfigDB

[=)- Plantypesets

[=)- Standard PRO english

(- Buffer

[+ Building
. [ Circulation

[#-Cycle

[+ Design View

[+-Factory

[#- Interlaced Transport System (BW)

[#- Interlaced Transport System (FW)

[#- Interlaced Transport System (F\W/BW)
T T

3-Ma Copy Editor

EMa pagte

- Op

#-Op Delete

S 23' Sort Attributes By »

B P:: Sort Parent Child Relations By  »

Figure 31:

Creating a New Attribute via the Contextual Menu

4) Set the properties for the new attribute.

For a description of the fields, Please refer to the Table 14.

If no attribute exists as yet for the plantype, a new folder attribute is created for
the plantype.

E] Line

[#- Base Type: Resource Component
[=]- Attributes
‘o {new attribute)

Figure 32:

New Folder for Attributes

3.3 Configuration Examples

The following chapter contains examples on how you can configure the
interface and the database in the DELMIA Process Engineer using plantypes.

3.3.1Configuration of Plantypes

The following chapter contains examples showing what you can achieve with
the configuration of plantypes.

3.3.1.1 Create an Attribute

This example shows how you can create an attribute. Create a plantype set as
m described in chapter Create Plantype Set Structure.

Create a project using the plantype set you created and create a plant. By
right-clicking on the plant and by selecting Properties in the contextual menu,
the following window is opened:
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iWerk <Troy, 1> | = Il:llll

General Inves!mentl Simulationl Motes I Version Infotmationl BD-Viewl Effectivityl Attachmenll B¢ I 2 —

Komponentenname lTroy

Nurnmer l

Length {0.00m
Width j0.00m
Height {0.00m

Allowance Set [
Premises [DELMIA =
‘Write Change Protocol [~
Use Block Layout =

Graphic l _I =
=
Modifier {eko

Creator l
Modified |27.10.2003 13:04:32
Created |01.02.2001 12:43:37

oK I Cancel I Apply | Preview I Print I

Figure 33: Plant Properties Example

As you can see, the entry of the plant site (for example, Unterttirkheim,
Ingolstadt, Wolfsburg, etc.) has not yet been included. For this purpose we are
now going to define a new attribute on the plantype set level. To do this, exit
the Plant Properties dialog and open the node “New ProjectPTS” in the
project.

1) Open the node “Plantype Resources®.
2) Right-click on the plantype “Plant”.
3) Select the “Edit” menu item to open the Configuration Tool.

- {#§ Default-PTS

= 'ﬁ Resource Plantypes
= -ﬁ Line

-ﬁ Station

= a Building

Sigm
A ——
#4 or  Permissions »

w4 or Gt

e Copy

AR poie

w4 St Paste Referenice
- Process et Insert Point

o} ﬁ Product  Delete

45 seipta Reload

(-4 Seript © Refresh Sort Index
45 Templat Modify sort index
-5 Value & Permissions. .

] \3 StandardpRe YNt ¥

Properties

Figure 34: Editing the Plant plantype

The Configuration tool dialog opens with the plantype set you have selected
in the system library.
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B anfigDB = By Category  Alphabetical l
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[#- Buffer Base class type name Resource Component (ergocompplantdefault)
[#- Building = "
& Circulation Bitmap bitmap_anlage
- Cycle Defined by Customer
- Design View Depends on values No
[#-Factary —
[#- Interlaced Transport System (BW) Description
[#- Interlaced Transport System (FWw) Dialog Type Property Sheet
[#- Interlaced Transport System (FW/BW) 3 % — i
B-Line Display parent/child relations it Inherited from parent type
[+ Machine Has attachments No
[#- Machine (non value-adding) H T Inheiited f “
5 Manufackuring Concept q as versions nherited from parent type
[#- Operation Is abstract No
[#- Operation (non value-adding) z T Talevant No
(- Part ]
[#- Partial Workplan — Is searchable No
- Partversions Own rights Inherited from parent type
(- Process Plan
[ Process Structure Plantype Name Factory
[#)- Process View Plantype of Resource Component (ergocompplantdefault)
[#- Product
- Product View Plantype UUID edec0bBB-c320-42a8-3399-078cf1486318
[#- Production Plan Special attribute
[#- Production Yiew
[ Pvassembly bl
(- Pvdefinition
Raw Material LI ﬂ

Figure 35: Configuration Tool Dialog

4) For the plantype Factory create a new attribute with the following

properties:

-Ink Copy
Paste

—
=]
g

Lin
Delete

T T

Editor
Page
Parent Child Relation

= =
oo

Sort Attributes By 4
Sort Parent Child Relations By »

=
ar

- @..!..E B-E-E
o
=]

=) Factory

v

[+ Base Type: Resource Component {ergocompplantdefault)

[=- Attributes

‘o {new attribute)

Figure 36: Creating a New Attribute
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5) Enter the following for the properties of the new attribute. Figure 53 shows
the input for the properties.

6) Save your entries by clicking on the Save icon.

7) Open the Plant Properties again. You have now added a simple editor for

entering a site in the Properties dialog. Please refer to the Figure 37.
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General I Investmentl Notes I Vexsion!nformationl 3D-View| Example_Sitel Effecti _‘_l_’J
Component Name ITroy
Number I
Length j0.00m
Width j0.00m
Height j0.00m
Realizes MC for Process I
Allowance Set |
Premises |DELMIA =l
‘Wiite Change Protocol [
Example_Site _AJ
=
Ti p
Modifier | eko
Creator |
Modified |27.10.2003 12:08:07
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0K I Cancel I Apply | Preview I Print |

Figure 37: Properties Dialog with “Example_Site“ Input Field

The aim of the following example is to optically delimit the newly created input
field “Example site” from the other input fields with the help of a frame. In the
DELMIA Process Engineer such a frame is called group. This group should
furthermore be displayed on a new page (under a new tab). Proceed as
follows:

1) First create a new page.

2) Create a new group for the page.
Create a New Page
1) Inthe configuration tool, select the plantype Factory.

2) Open the contextual menu using the right mouse button. Select New <
Page.

B Attribute
[+-E Editar
& Copy Page
Inter  Paste Parerit Child Relation
[#)- Inte
Inte: Delete
Line  sort Attributes By 4
Mact  sort Parent Child Relations By »

[#)- Macl

Figure 38: Creating a New Page via the Contextual Menu

3) The new page is shown in the Layout directory. Select the new page and
set the following properties:
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By Category  Alphabetical I

Attributes per row 0
Caption Site
Defined by Customer
Description

Display in browser Yes
Display in editor Yes
Display order 0
Number 11000
Visible usage datas Yes

Figure 39: Properties of the “Site” page

m 4) To display the attribute site in the properties dialog of the plantype Factory

- Layout
[=- Page::11000 (Standort}
‘- Group:: 10100 (Standort)

in a separate group, create a new group for the new page (Please refer to
the Figure 39).

5) Open the Layout directory and select the new page site.

6) With the right mouse button open the contextual menu. Select New <
Group.

B Factory

[+- Base Type: Resource Component {ergocompplantdefault)
[+- Attributes

[=)- Layout

[+ Interlaced Transy
(- Interlaced Transf  Copy »
(- Interlaced Transp  pocte Group

[+-Line
[*
[

- Machine Delete
- Machine {non value-adding)

Figure 40: Creating a New Group via the Contextual Menu
7) The new group is displayed in the Layout directory under the page Site.
8) Select the group and set the following properties:

By Category  Alphabetical |

Site
Defined by Customer
Description

Display order 1]
Number 10100

Page Page::11000 (Site)
Figure 41: Properties of the “Site” Group

» Assign the Group/page site to the attribute Site previously created
(Please refer to the Figure 37) in the field group of the properties dialog.

lGroup Group::10100 (Site)-Page:: 11000 (Site)
Figure 42: Assigning the Group/Page to the Attribute Site

9) Right-click to open the “Plant” properties. The “Site” input field is now
displayed in a separate tab.
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iPlant <Troy,, 1> i =] ]
General | Investment | Notes | Version Information | 3Diew Example_Site lEffecli >
~ Site
Example_Site =
Example
t
0K | Concel | Appk | Preview | Pint |

Figure 43: The “Plant” Properties Dialog with the “Site” Register

3.3.2Configuration Example for Advanced Users

3.3.2.1

In the following example it is shown what configuration possibilities you have
using the inheritance mechanism in the DELMIA Process Engineer.

As already described in the chapter “Basic rules for the configuration”
plantypes are derived from types. This means that they inherit the properties
and the attributes of the type.

If you want an attribute of a plantype to have different properties than defined
in the type you have to create an attribute with the following properties:

= “Attribute name” on the plantype level must match with “Attribute name”
on the type level.

= “Physical name” on the plantype level must match with “Physical name”
on the type level.

= “Data type” must be identical.

All other properties can be changed without restriction. This procedure is also
designated as overwriting attribute properties on the plantype level.

Inheritance in the DELMIA Process Engineer®
The following example shows how you can overwrite attributes in a simple
manner.

The target is too hide the “name” for a certain plantype — in the example, the
name for the plantype Factory is hidden.

1) To open the Configuration tool dialog, click the plantype Factory in the
system library using the right mouse button, then select the menu item
Edit in the contextual menu.
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=44 Plantypesets
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Figure 44: Open the Configuration Tool on the Plantype Factory
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2) Open the hierarchy of the plantype until you find the attribute to be
overwritten in the Attribute directory. In the example, the attribute name is

defined in the base type: dodefaultimpl.

=) Factory
[=)- Base Type: Resource Component (ergocompplantdefault)
=} Base Type: Graphic Component (ergocomparaphic)
[=)-Base Type: Ergo Component {ergocompbase)
=) Base Type: Version (version)
=1 Base Type: relationobject (relationobject)
=) Base Type: configuredobject {configuredobject)
=)~ Base Type: dodefaultimpl {dodefaultimpl)
Editors
= Attributes
Change Protocol {changeprotocol)
Created (creationdate)
Creator {(creator)
External Id (externalid)
Modified {modificationdate)
Modifier (modifier)

N o) TR
MNew >

MNotes {note)
Number (nam:

Object UUID {
QEMOhisctl Yalue Lt Entry:
Original Objec ——— — — |
Owner {(owne
Sortindex (soF

Copy »

Table Name (tat
Type Name (typ
user owner (use
Write Change Pr
[+ Parent Child Relatior
- Attributes
Attributes
[+ Editors
- Attributes
Layout
i #- Parent Child Relations
| @ Editors
- Attributes

- Layout

| @ Parent Child Relations [+ Attributes

Motes {note)
MNumber {nameshort
Object LUID {object
OEM Object ULID (¢
©Original Object UUIC
Owner (owner)
Sortindex (sortinde>
Table Mame (tablen:
Type Name (typena
user owner (userow
‘wWrite Change Proto

[+ Parent Child Relations
Attributes

- Attributes - Editors
- Layout Attributes
& Parent Child Relations [#- Layout
[+ Editors [#- Parent Child Relations
Attributes [#- Editors
[#- Layout - Attributes
[+~ Parent Child Relations [#-Layout
= Attributes - Parent Child Relations
Site (new attribute) Attributes
Layout
#{Parent Child Relations
Editors
Attfibutes
[+ Layjout
Parent Child Relations
= Attributes

MName {name)
Site {new attribute)

Figure 45: Plantype Hierarchy
3) Select the attribute name.

4) Open the contextual menu using the right mouse button. Select Overwrite.

Upon overwriting, the attribute name is immediately assigned to the Attribute

directory of the plantype Factory.

Thus the attribute name has been passed on to Factory and can be changed

here. These changes do not influence the original attribute.

5) Now select the overwritten attribute.

6) Inthe properties, set the value for Display in editor to No.
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By Category | Alphabetical |
[=] Display and Position :J
Display in editor ﬂ

Display in browser Yes

Display in finder Yes

Position in editor 0

Paosition in browser 1}

Paosition in finder 0

Paosition in tree 1

Length confined to 1]

[3 Flags

Figure 46: Properties of Attribute Name

7) Save the new data in the configuration tool.

From now on the name is no longer shown in the Object Properties dialog of
this plantype. To stay with the example, the field name is no longer shown in
the properties dialog of the plantype Factory.
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4. Working with Configuration Manager

4.1 Browser-based Configuration Manager

The most important to begin with: All settings made in the Configuration Man-
ager are adopted online upon saving. It is not necessary to close the Configu-
ration Manager to activate the changes, as was required in the previous ver-
sion.

Thus you may leave the Configuration Manager open as long as you are mak-
ing changes and immediately continue working in Process Engineer with the
changed configuration. Changed configuration data will only become visible in
Process Engineer when the view is refreshed.

B configuration Tool g B[]
B M | g
= Types :J

[+ 3dstate (3D State) ;

- 3dstatefolder (3D State) Attibutes per row

AE SRS Information

[#- 3dstatepositionobject (3D SI Base class type name
[#- 3dstatepositionobjectfolder MName iNew 3D State Bitma

[#- allowance (Allowance) P

[#- allowanceprocess (Process ¢ Caption plural
[#- allowanceproduct (Product ¢ Caption singular
[#- allowanceresource (Resourc
#- allowanceset (Allowance Set | Defined by
[#- allowancesetfolder {Allowan ‘L Depends on values
[#- allowancesetprocess (Proce: 4
[#- allowancesetprocessfolder {
[#- allowancesetproduct {Produ
[#- allowancesetproductfolder { |2
[#- allowancesetresource (Reso
[#- allowancesetresourcefolder
- alphabeticbufferfolder (alph
- alphabeticcirculationfolder (s
- alphabeticinterlacedtranspol Is abstract
[#- alphabeticorgprocessfolder 1
[#- alphabeticorgproductfolder 1
[#- alphabeticorgresourcefolder Is searchable _'J
alphabeticprocessfolder {Alp
[#- alphabeticproductfolder {(AlF « b=

Jd > < | i |
Figure 47: Configuration Tool

Ty (N

3D State properties I By Category  Alphabetical ]

Description

Dialog Type
Display parent/child relations in ¢

Has attachments

Has versions pesl

Is relevant

Operating Modes

Operation and function have been improved substantially. The user guidance
has been changed to the generally familiar browser technique, completely re-
placing the guidance by dialogs used in the previous version. Also, the func-
tions are now easier to operate. All changes are displayed in one interface. It
is no longer necessary to jump from dialog to dialog. The browser-based Con-
figuration Manager still offers the same scope of functions.

The Configuration Manager is subdivided into three areas. Each of the three
areas serves a particular function. The three areas:

= Inthe left area all types that may be used for configuration are listed. De-
pending on the type selected, additional information will be displayed in
the other two areas. The types are sorted alphabetically.

. In the center area an abbreviated preview of the attributes, groups, and
pages (layout or page) is displayed, comprising the most important prop-
erties of the respective type selected.

= Inthe right area all properties are listed explicitly.
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The layout of the three areas can be pre-defined with Tools / Settings /
Change.../Configuration Tool / Window Layout (key combinations Ctrl +
F7).

Configuration of the Types

Besides the plantypes, it is possible to configure types directly in the DELMIA
Process Engineer as well. This is useful if a change should have an effect on
all projects and on all plantypes derived from one type.

The Configuration Manager is provided for this purpose; you can use it to edit
types in multiple ways.

Configuration Manager

The Configuration manager is a tool independent of project types and plan-
types used for editing of types, and especially of all ErgoComponents.
Changes made here have an effect on all projects and all plantype sets.

Caution

Improper changes on the type level can lead to a complete loss of data.
Therefore, changes should only be made by trained administrators.

4.2 Opening Configuration Manager

The Configuration Manager is started in the PPR - Navigator via the menu
Tools < Database Utilities by selecting the menu item “Configuration Manag-
er’ or by pressing the keys [Ctr] + G,

File Edt | Tools Wiew Window Help
Settings >
Ctrl+w

Change Password...
Print Form >

Store List Properties

Delete Project Menu item for starting the

Merge Tool... Configuration Manager

STM Time Update... l

Import 4

Database Utilities

Configuration Manager

User Management. ..
Conyert EP4 Database

Ctrl+4

Consistency >

Figure 48: Opening the Configuration Manager

The Configuration manager offers a large set of utilities for editing of confi-
gurations. The individual tools for editing configurations and types are de-
scribed in detail below. Please refer to the Figure 47 and Table 8.
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Icon

Description

=g

—

Insert configuration

This allows opening an INI or XML file for viewing
and editing. These two file types are used to
check a configuration before importing it; e.g.
when changing from Process Engineer version
PE 5.xxx to 5.yyy

Prior to the import, such configurations have no
effect on the current configuration.

Close configuration

Close an INI or XML file using this icon.

Save

This icon is used to save the changes to the cur-
rent configuration to the database and in the INI
or XML file.

This icon is active only when changes have been
made in the Configuration Manager or in the INI
or XML file.

5

Undo

Undoes the last change or deletes the entry last
made.

Redo, restore

Is active only when the button Undo has been
pressed once before.

Undoes the action that has been triggered by
pressing the button Undo.

4.3 Working with the Browser-based Configuration Man-

ager

The new Configuration Manager offers the same scope of functions as the
previous Configuration Manager. However, the operation has changed consi-
derably. If you have worked with the previous Configuration Manager, you will
know the operating steps. Nonetheless, the following brief summary repeats
the operating procedures used in the previous Configuration Manager.

1) Open the Configuration Manager.

2) Choose the type to be edited from the list of types.

3) Depending on the operation to be performed on the type, select the
corresponding tab (list of groups, list of pages, list of attributes, editors for
the contextual menu or list of parent-child relations).

4) Call up the page to be edited, select the attribute etc. and open it for

editing.

5) To activate the changes, all dialogs had to be closed and the Configuration
Manager had to be terminated.
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Summary

All functions that could be edited in the previous Configuration Manager are
also available in the new Configuration Manager. The next section explains
the new user interface of the Configuration Manager.

4.3.1Use Configuration Manager

The user interface of the Configuration Manager puts a powerful tool for the
administration and editing of types, and especially all ERGOComponents, at
your disposal.

1) For all types in the directory you can select the corresponding functions of
the selected type via contextual menus.

Prompt pressing the right mouse button.

Physical Mame

Sort Types 6y > [PRETAT 2) Open a contextual menu by selecting the type in the directory and then
i Base Type

3) You can sort types in the directory. To select sorting, open the contextual
menu on the top node.

4) From the contextual menu select ConfigDB <Sort Types By. For
instance, if you select sorting by Type Name, the listing in the directory will
correspond to the order in the previous version of the Configuration
Manager. Please refer to the List of Types.

0} Caution
“Browser” is used for intemal purposes only and is deactivated in the standard

version of DELMIA Process Engineer.

5) Inthe center area of the browser a preview of the configured types is
shown. You can select the preview options about the contextual menu:
- Sides of this type
- Sides of this type and additional the inherited sides

6) Sides of this type and additional also this one inherited

7) Inthe left area the properties of the selected type are shown. Please refer
to the Editing the Properties of Types.

8) The plus sign | +| next to the type indicates that sub-objects for this type
exist in the directory.

» New in the editing of types is that the pass-on hierarchy is displayed.

» For instance, if you open a type in the directory, it will also be indicated
from which base type the opened type has been derived. The base type
always is the type from which the selected type is derived. This always is
the type of the next higher hierarchical level.

» You may continue this indefinitely until you have found the type from which
all objects of this type have been derived.

9) The attributes, contextual menu entries, parent-child relations and the
layout of the selected type can be edited as in the previous Configuration
Manager, however, without having to open a new area - this is new.

10) Compared to the previous version (Configuration Manager), the Overwrite
function has been simplified considerably; only the attributes existing in the
base type can be overwritten: For example, you can use this function to
overwrite attributes, parent-child relations, pages or contextual menu
entries (Overwrite contextual menu). Please refer to the Use a Value List.

Administrative Tasks Version PE 5.21



Working with Configuration Man

N

51

11) Changes of the configuration take effect immediately after saving.

You do not need to close the Configuration Manager to continue working in
PE.

Note

In the new Configuration Manager it is no longer possible to copy the
properties of an attribute.

4.3.2 List of Types

After the initial start of the Configuration Manager, you will see the entry Con-
figDB in the left browser area.

Under this entry the current configuration is displayed.

Under all types (objects) of the Configuration Manager that are identified by a
further types (sub-objects) are listed.

1) Click the plus sign[+]to display these types.
Opening the configuration
2) Click the plus sign | +|to open a configuration for editing.

» Under the entry ConfigDB < Types you will find a list of all types. (This list
of the browser is used for internal purposes only and is deactivated in the
standard version of DELMIA Process Engineer).

4.3.3The Contextual Menu

Typ
Globales Attribut

Most functions of the Configuration Manager are selected from the contextual
menus.

MNew 2
Open ...

Close

Paste Type

Save

Save As »
Import >
Compare

Sort Types By 2
Sort Parent Child Relations By »

Figure 49: Contextual Menu

New

The menu item New allows to create a new type or global attributes. Please
refer to the Global Layout Design. This function should be used only by an
administrator. As a rule, you should not create any new types on your own.

Open ...

The menu item Open allows opening an INI or XML file for viewing and edit-
ing. These two file types are used to check a configuration before importing it;
e.g. when changing from Process Engineer version PE 5.xxx to 5.yyy.
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Prior to the import, such configurations have no effect on the current configu-
ration. This function is also available via an icon in the tool bar.

Close
Close an INI or XML file using this menu item.

Save
The menu item Save is used to save the changes made in the current configu-
ration to the database and in the INI or XML file.

The menu item is active only when changes have been made in the Configu-
ration Manager or in the INI or XML file.

Save as
This menu item is used to export the configuration.

Exporting a configuration

With the help of import and export mechanisms configurations can be ex-
changed between different computers.

Note

It is recommended to perform an export before changing a configuration.If the
configuration is damaged, the original status can be restored.

Caution

The ini files should not be changed manually (for example, using a text editor).
If an unadmissible change has been made, this can lead to an incomplete im-
port.

In the DELMIA Process Engineer configurations can be saved in text files. The
Configuration Manager offers a series of functions enabling the DELMIA
Process Engineer database to be administered.

Two export formats are available: ANSI and Unicode:

ANSI: The ANSI format is used for standard installations.

Unicode: The Unicode format is used when additional characters are needed;
e.g. if you need Japanese or Chinese characters for your work.

1) Once you have selected the export format, determine the export path and
filename for the export file.

2) Click “Open” button to save the configuration of the database in a
configuration file. The file set in the input field of the Configuration
Manager in the first step is used for this.

Contextual Menu Import
Importing a configuration

Note

The text files must correspond to the format of the DELMIA Process Engineer
for configuration files and end in “ini” or “xml”.

A standard ini file named “ergoplan.ini”is located in the directory ...<
IPDClient < Program < Bin. A standard configuration can be created with the
aid of this file (e. g. in case of emergency, when the database configuration
has been damaged).
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In the first step the path and name of the import file are set.

1) Open the contextual menu on the top node of the Configuration Manager
and select Import.

2) Select the update mode.

» More information concerning the update mode is found in chapter Update
Mode.
3) Select the file to be imported in the file selector.

4) Once you have specified the update mode and the configuration file, the
selected file can be imported.

5) With the left mouse button click the Open button; the update procedure is
started.

6) After completion of the update, quit the Configuration Manager by clicking
Close.

Thereafter terminate the IPD client. After restarting the IPD client the new con-
figuration is available.

Update Mode
The Configuration Manager can be used to update an existing configuration.

1) For this purpose, in the input field of the Configuration Manager enter a
configuration file containing update information.

In the Configuration Manager different update modes are offered:
Customer Update

In this mode the existing configuration is preserved. The new functions con-
tained in the update, such as new attributes, pages, groups, and parent-child
relations are added to the configuration.

Customer Update - Make Entries Invisible

As in the first case, the existing configuration is preserved. However, the func-
tions contained in the update are imported but not shown.

Update All

In this mode the existing configuration is overwritten completely.

Contextual Menu Compare

Different configurations can be compared to one another in version PE 5.12.
The changes are displayed when two configurations are compared, but they
cannot be edited.

The compare function only allows comparing configurations files, but not plan-
type sets.

It makes sense to compare the configurations, before importing a new or
another configuration.

= You have several configuration files for import available and want to test
them in advance.

=  You want to compare the changes in the current configuration with an
older version.

Starting the Comparison

1) Click the menu item Compare.
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A dialog opens in which you can select the two configuration files to be com-
pared with the two input fields From and To. Please refer to the Figure 50.

-0 x|
From IConVigDB _v_] E“J Start Differences in objects IU
To | :] E] Differences in properties lo
Legend: c: changed + addition - deletion Legend: c: changed + default value-to - default value-from d: default value
Object kind | Obiject name | Property Name | Value from I Walt
4| 2 | 2
Corc

Figure 50: Compare Dialog when Opened for the First Time

2) After you have selected the configuration files, start the comparison with
the Start button.

» The number of changed objects is displayed in the Differences in objects
field. All changed objects of the initial configuration file are displayed in the
left half of the dialog.

The type of change is shown in the first column c: changed / +:addition, / -:
deletion.

Three change criteria are relevant:

C: Object has been changed.
+: Object is new in contrast to the initial configuration.

-. Object has been removed in contrast to the initial configuration. This object
is no longer available in the comparison configuration.

3) To view the changes (c in the change column), select the object.

» The number of changes to this object is displayed in the Differences in
field.

» These changes are shown in the right half of the dialog.

In Figure 51, a configuration file from version 5.11 is compared to one from
version 5.12. One can very quickly see the differences between both versions.
For example, all types have is abstract as a new property and all attributes
have length confined to as a new property (fixedsize). The original value is
displayed in the second column on the right side, and the new value in the
third column.
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4) In order to display only the changed properties of an object on the right
half, right click in the field and enable the contextual menu item Hide
Unchanged Properties.
» Only the changed properties are displayed.
5) In order to display all properties again, deactivate the contextual menu
item.
PRT=TE
From  [ConfigDB | g Stat ’ Diftatences in objects |31
To | IO.\Plogramne\DELMIA\PPﬂCien(\p(oglam\bm\evgoplan ni _:Jg Differences in propertes IU
Legend: c: changed +: addibon - deletion Legend: ¢ changed +: default valueto - default valus-from d default value
| Obyect kind | Obiect name «| [__I Property Name | Value from [ vah
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¢ alinbute allowance;-operatar aftrbutebitmapname
¢ altibute ergacompplant.: simulationtype baseclasstypename dodetaulbmpd doc
¢ athibute ergocompplantdetault. simulationtype bitmapnams frk_deful Ik
c  attibute ergocompprocessdefault: simulationtype caplionphual : Allowances Al
¢ attnbute ergocompprocessdefault: tp_distrbutionfu captionsingula Allowanca Allo
c attibute ergocomptimeanalysis: tepartspercalcperic ;'°'“"“;fg°" g g
¢ atribute ergocomplimeanalysis: tetepart hener: ’h"'"‘ o 0
o attibute ergocomptimeanalysis tetgpart hafal'a-; i 5 i
o atnbute etgocomptimeanalysis. tetrpart O;“r:"::n' 2 &
¢ altibute relationship_proc_runningon_plant:: static olanl.gvbf.;l =
[ allebule talat?msh@p_ptoc_usm _plant: nfo teatypename XD OANkwanse ¥DI
¢ attibute relationship_proc_uses_plant: lotsize talaionedion 0 0
[ altnbute relationship_proc_uses_plant: pattsatsam: relevart 0 0
¢ altribute relationship_proc_uses_plant: paitsiale +  scope
¢ atinbute telationship_proc_uses_plank:processbime sesschable 0 0
c  atnbute relationship_proc_uses_plank: rejectiate simpledisiog 0 0
c  atibute relationship_proc_uses_plant: relevant Wpename showarce allo
c  atbute relationship_proc_uses_plant: unningnun s userdelined 2 0
¢ atmbute relationship_proc_uses_plant: setuptime
o athibute relationship_proc_uses_plant: sharedusac
o attnbute relationship_peoc_uses_plant: staittime
¢ athibute telationship_proc_uses_plant: ipquantity ==
¢ aftribute timeanalysisevaluation: tetepart
¢ aftnbute timeanalysisevaluaton telaparn
¢ attibute trneanalysisevaluation: tetrpart
¢ peinfo ergocompplantdelaull ergocompplantdef: »
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Figure 51: Compare Dialog

Contextual Menu Sort Types By
Via the contextual menu Sort Types by you can select the criterion for sorting
of types in the browser of the Configuration Manager, selectable are:

Type Name, Prompt, Physical Name, or Base Type

The selected sorting criterion always will be displayed in first place in the re-
spective line. The components are displayed in the browser according to the
selected sorting. Sorting is alphabetic.

YNl v Type Name
Prompt
Physical Mame
Base Type

Figure 52: Context Menu “Sort Types By”
Sorting by Type Name

If you select Type Name, these will be sorted alphabetically. The Type Name
identifies the name of the respective type. The name of the respective type is
shown in the properties, that is, in the right display area in the Configuration
Manager.

Sorting by Prompt
If you select Prompt (Heading), sorting is by the prompt (external value) of the
attribute. External prompts include, for example, process components such as
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process or operation, product components such as subassembly or part, and
resource components such as machine, line, or employee.

Sorting by Physical Name

If you select Physical Name, sorting is by the internal physical name of the
attribute. The physical names of attributes include, for example, ergocomppro-
cessdefault, ergocompgraphic, premisesfolder or types beginning with XDO.

Sorting by Base Type

Types are normally derived from base types (base class). The base type is in
first place in the respective line, the corresponding type is always put in paren-
theses. Types that appear merely in parentheses in this sorted listing do not
have a base type.

4.3.4 Editing Types

Contextual Menu
For a type you can define new attributes, sides, editors and parent’s child rela-
tions.

This function should be used only by an administrator.

Attribute

- Editor
Page
Parent Child Relation

UEetE

Figure 53: Contextual Menu for Types

Note

Deletion of types is deactivated as standard in the customer version of
DELMIA Process Engineer.

It is not possible to delete new pages and parent-child relations. Attributes and
editors cannot be created via the contextual menu.

To Edit a Types

1) E) edit a type, open the list by double-clicking the entry Types, or click the
sign.

5 =
[+]- Browser
[=- Typen

[#]- 3dstate (3D State)

[#]- 3dstatefolder (3D State)
3dstatepositionobject (3D State Position O
2dstatepositionobjectfolder (3D State Posit
allowance (Allowance)
allowanceprocess (Process Allowance)
allowanceproduct (Product Allowance) ]
allowanceresource (Resource Allowance)
allowanceset (Allowance Set)
allowancesetfolder (Allowance Set)
allowancesetprocess (Process Allowance S
allowancesetprocessfolder (Process Allowa
allowancesetproduct (Product Allowance S
allowancesetproductfolder (Product Allowa
allowancesetresource (Resource Allowance
allowancesetresourcefolder (Resource Alloy
alphabeticbufferfolder (Alphabeticbufferfolc

.. alphabeticcirculationfolder (Alphabeticcircul.
:.... alphabeticintedacedtransportfolder (Alphab
[#]-- alphabeticorgprocessfolder (Alphabeticorgp

o [ (- ) () (D )

Figure 54: List of Types
2) Inthe list select the type to be edited.
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£ ergocompplantcirculation (Circulation Component)
= ergocompplantdefault (Resource Component)
| [+-Base Type: Graphic Component (ergocomparaphic)
. [-Edtors

| [ Attributes

f L+_ Layout

| [ Parent Child Relations

) ergocompplantinterlacedtransport (Interlaced Transporl
o ergocompplantstation (Station Component)

[+)- ergocompplanttransport (Transport Component)

'fJ ergocompplanttransporttool {Transport Tool Component

Figure 55: Select Type

Each type may have up to five sub-entries. These are:

= The base type: The base class of the type is specified in this field. The
base class is the type from which the selected type was derived. When
you open the base type, its base class is displayed. You may continue
this indefinitely until you have found the type from which all objects of this
type have been derived.

. The editors, list of menu items: This list is used to control the contex-
tual menu entries of this type. From the base types, you can display all
available menu items for this type with Overwrite. You can change, dis-
play, or hide these contextual menu entries for the plantypes as well as
set them as standard entries. New contextual menu entries cannot be
created here.

= List of attributes: Here, you can edit the attributes of a type.

= Layout, pages and groups: In the list of pages you can edit or create
type-specific pages and groups.

= Parent-child relations: All pre-defined parent-child relations (PPR rela-
tions) are displayed here. A parent-child relation is a relation between two
types. You can edit existing relations (in which view and under what name
they are to be displayed) or define new parent-child relations. These rela-
tions determine which types can be assigned to one another.

To configure DELMIA Process Engineer®, not all types must or should be
edited. The editable components most frequently used begin with the type de-
signation “ergocomp”. Ergoitems are an exception from this rule.

All editable components start with the type name “ergocomp”.

In the following table the most frequently used components are listed and
explained again.

Table 9: Editable Process Engineer Items

Type Name Physical Name Meaning

ergoitem XDOErgoitem Ergoltem, item for short, is a class,

which stores additional information be-
longing to a component (XDOErgo-
CompBase), project, and a BOM entry
(XDOSubCompltem).

ergocompbase XDOErgoCompBase The class XDOErgoCompBase is the
base class for all so-called ERGO-
Components, components for short.
Each component references a plan
type (XDOErgoPlanType), the project it
belongs to and has a list of ERGOItems
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Type Name Physical Name Meaning
(see XDOErgoltem) such as cost ana-
lyses, work positions etc.
ergocompgraphic XDOErgoComp All attributes of the graphic are defined
Graphik here (for example, system items).
Ergocomporgplant XDOErgoCompOrg Attributes of the organizational
Ressource resources are defined here.
Ergocomporgprocess XDOErgoCompOrg The organizational processes are
Process defined here.
Ergocomporgproduct XDOErgoCompOrg The organizational product nodes can
Product be edited here.
Ergocompplantdefault XDOErgoComp Attributes of a resource are defined
PlantDefault here.
Ergocompprocessdefault XDOErgoComp Attributes of a process are defined
Process Default here.
Ergocompproductdefault XDOErgoComp Attributes of a product are defined
ProductDefault here.

4.3.5 Work with Types

Attribute

Editor

Page

Parent Child Relation

New
For a type you can define new attributes, sides, editors, and parents child rela-
tions.

Overwrite
If you have used the previous version of the Configuration Manager, you will
be familiar with the Overwrite function.

= Init the attributes and relations of groups, pages, and editors could be
overwritten directly.

= The Overwrite button was always active.

» Clicking displayed a list of all objects available for overwriting.

This function has been changed:
In the new Configuration Manager you need to:

= Select the object to be overwritten from the base type or the base types

= Open the contextual menu and select Overwrite

The result is displayed under groups, pages, or editors

Change
Changes can be undone

» However, this is possible only if you have not saved between individual
changes.

» Undoing works like stack management. Please note here as well: As long
as one action does not exclude another, the stack can be processed.

Processing
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The contextual menu functions are available in the browser on different hierar-
chical levels.

I You can open the contextual menu only on an individual object. The

contextual menu is not available for individual directories of the respective
types in the browser, such as for the sub-entries of the types for attributes,
editors, parent-child relations.

= Edit the properties of an object in the right display area of the
Configuration Manager.

= Objects of both types and base types can be edited.

= Newly created pages or parent-child relations are displayed in the
respective directories of the types in the browser and can be edited there.

4.3.6 Edit the Properties of Types

To display the properties of an object, select the respective object in the
browser. The respective properties of the selected type are shown in the right
display area of the Configuration Manager.

Altributes per row 0

Base class type name relationobject [relationobiect]
Bitmap

Caption plural Wersions

Caption singular Yergion

CCZ Membership Inherited fram parent type
Defined by Delmia

Depends fram values Ma

Description

Dialog type Froperty sheet

Dizplay parent/child relations in  Inherited fram parent type

Has attachments Mo

Hasz versions Ve

|z abstract ez

| corfigured Inherited from parent type
|5 relesant Mo

Iz searchable Mo

Log at project Inherited fram parent type
Mame wErzion

Own rights Inherited fram parent type
Phwysical name #DOVersion

Special attribute
Figure 56: The Properties of a Type

Description of the Properties
Table 10: Description of Type Properties

No. Property Meaning
Attributes per row Number of rows in the Properties dialog of an object of this
1 type. You can enter values in this field if you have selected “Di-
alog” as the value for “Dialog type”. Also see No. 10 under di-
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No.

Property

Meaning

alog type in the table.

Base class type name

The base class of the type is specified in this field. Clicking
once in the field opens a drop-down menu, from which the base
class may be selected by clicking with the mouse.

N

Note: This function is disabled in the standard version of
DELMIA Process Engineer.

Bitmap
=

Standard icon that is used for objects of this type in the tree
structure. Change the bitmap by clicking the button Select with
the left mouse button. (Details see chapter “Assign Bitmaps”).

Caption plural

Caption in plural (e. g., “resource components”). This caption is
used for screen output when several of the objects of this type
exist.

Caption

Caption (e. g. “resource component”). This caption is used for
screen output.

CCZ Membership

[Inherited from parent tupe
No

CCZ Dwner

CCZ Member

Inherited from parent type = undefined, the state of basetype is
deciding.
No = Default setting is No, new versions can be created.

CCZ Owner = You can only create versions for PPR-
components, which are indicated with option CCZ Owner or No
CCZ Owner. With creating a new version of a CCZ Owner, new
versions of its CCZ Members are created automatically.

CCZ Member = When a component is customized as member
of a CCZ, attempts to check out this component, delete, or
modify its planning state will be rejected with an appropriate er-
ror message.

The standard versioning behavior with/without Manufacturing
Change Management will retain unmodified. Please refer to the
Has versions.

Defined by

Specifies whether this type or plantype has been created by a
user. Needed to distinguish from internal program types or
plantypes.

This is especially important for an upgrade since user-defined
plantypes are not changed for a software upgrade, plantype set
update, or import, depending on the setting.

|& This function is disabled in the standard version of
DELMIA Process Engineer and it is executed by the program.
The value for new plantypes is always set to 'customer".

Depends from values

If a special attribute has been selected for display properties,
define here, whether it is to be used (Yes), or if the standard
sections are to be used (No).

Description

This field can be used to enter a description of the configuration
of this type or plantype. It can be used as a documentation field
for these types or plantypes.

For example, who created this plantype and why it was created
can be set here.

Or you can use the description field as a log of changes.

10

Dialog Type
Propertu 5

Defines the type of Properties dialog.
Selecting “Dialog” results in a “simple” dialog.

Selecting “Property Sheet” results in a dialog with multiple
“Properties” (with multiple tabs).

11

Display parent/child rela-

Using this function you can display relations visible in the object
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No.

Property

Meaning

tions in dbeditor

Inherited from parent type

listin the Properties dialog of an object, too.

No = do not display

Yes = display

Inherited from parent type = display relations as defined in
the base type

12

Has attachments

"

If “Yes” is selected, an attachment page is added to all objects
of this type.

If “No” is selected, no attachment page is added to all objects of
this type.

13

Has versions

Specifies whether this type is allowed to have versions or not.

Whether the property version is created or not can be inherited
by the respective parent type or parent plantype. The property
Has versions must be set to "Inherited from parent type".

Only plantypes that can have versions are taken into considera-
tion in the change management. If a plantype is to be taken into
consideration by the change management, the property Has
versions must be set to "Yes".

When using the Engineering Hub to Manufacturing Hub Con-
nection (EH to MH), the product plantypes must not be version-
able. The property Has versions must be set to "No" for these
plantypes. The consequence of this is that the change man-
agement no longer takes these product plantypes into consid-
eration.

If Only Planning State Support is selected, you can set plan-
ning state outside from versions mechanisms.

The settings you make under Has versiosn take immediate ef-
fect on the function Is configured.

14

Is abstract

2

Marks this type as abstract class. This mark is used for internal
purposes and should not be changed.

N

Note: This function is disabled in the standard version of
DELMIA Process Engineer.

15

onfigured

| C

Max. Configured

This function refers to the change management and specifies if
and how the type or planetype for the change managementis
used.

Following possibilities are available:

No= no change management

Yes= for change management; standard configuration mode

Max. Configured = for change management; maximal configu-
ration mode

Besides the function Is configured, the function no.12 Has ver-
sions Owns Version is also important.

If planetypes are not configurable, so an extended effectivity
cannot assign to them.

In case of standard configuration we differentiate between plan-
types, which are versionable or not.

For versionable plantypes new objects or checked out version
receive the validity from the instruction for modification.

During check in of a version, the extended effectivity is sub-
jected to each possible version with a planning state, which
agrees with effectiveness from the selected instruction for mod-
ification. There is no special operation for not versionable plan-
types, but which are configured. This requires a modification
assignment, which is selected when these objects are created.

Maximal configuration means, that plantypes have either “al-
ways “ or “never valid“ extended effectivities.

Maximal configured plantypes don’t support parallel versions.
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No. Property Meaning
Is relevant When this option is marked, a protocol of changes for objects of
16 this type is created (Yes), or not created (No).
Yes
Is searchable You can specify here whether you can search for this type us-
17 ing the Finder.
.
Whenever an object is created or deleted, it is checked whether
a change entry has to be added to the change protocol of the
project. This check consists of two steps:

e  Check whether the change protocol is activated for

the current project (either in the customization at type
18 Log at project “ergoproject” or at the particular project itself).

e [f the change protocol is activated for the current
project, check whether logging of object crea-
tion/deletion is activated at the object’s type. This can
be switched on/off at type/plantype level by setting
the property “Log at project”

The designation of the type is indicated here.
19 N _I . L . . .
ame Note: This function is deactivated in the standard version of
DELMIA Process Engineers. Only for new types or plantypes a
new name can be registered.
Using this function you can see whether rights have been as-
signed for a type.
Own rights There are three different options for the checkbox:
20 : No = no rights can be assigned or linked to this type.
; Yes = rights are assigned to this type
Inherited from parent type Inherited from
parent type = undefined; the status of the base type deter-
mines the setting.
Here, the physical name of the type is specified.
21 Physical name I]—II
Note: This function is disabled in the standard version of
DELMIA Process Engineer.
Special i Using this function you can select an attribute with special
Special attribute properties and an own bitmap. If you have created an attribute
? ; with a value list and have assigned a bitmap to every entry in
Created [creationdate) the value list, you can specify the attribute here. The corres-
22 Modified [modificationdate] . . ) . .
Name [name) ponding bitmap is then shown in the object structure of the PPR
Number (nameshort) Navigator depending on the entry in the attribute.
gg:t?rfc};‘:t[i]omndex] In this way, for example, it is possible to display the status of a
data object in the object structure.

4.3.7 Assign Bitmaps

If you do not like the bitmaps used to display objects of a certain plantype in
the tree structure, you can assign different bitmaps to this plantype in the
“‘Plantype Information” tab. To do this, click the Select button (Please refer
to the Table 10 by bitmap). The “Select icon” window opens, where you can
select or import a bitmap. The same applies to the Manufacturing Concept.

When creating or importing a bitmap the following must be observed:

Small bitmaps must have the size 18 x 17 pixels (width x height), large
bitmaps must have the size 30-90 x 30-90 pixels.
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= The bitmaps must be saved with up to 256 colors. If the number of colors
exceeds this value, then it is not possible to perform the import; if the
number of colors is smaller than this value, only the file name is displayed
and not the icon.

iSelect Icon Agl]
@AF # bitmap_tainumber 3 folder_empty @i_hiwsealanlappli... & Smalllcons
Tanaysisfolder (O bitmep_weldpoirt &folder_label &4 biwspotglinga.. ¢ Using these buttons you can
Bandabschnit_B... &8 bimap_werk /5 Geschob &3 biwstationactivty * Change between large and stmall
IR Bandabschnit_P... )’ﬁ bitmap1 m araphicgroup @ i_biwstudwelding... £ bitraps.
2 G B Large lcons
¥4 bitmap_anlage ‘?} box fEPHale i_biwunclamping... §
EEE bitmap_area H boxfolder (I Halle_blau i_biwunloadingac... f
HEEbilmap_baIancing %calcmodel >'i_actandin (0) i_biwweldingacliv...‘1
E bitmap_bom 'E calcmodefolder =& i_actandout @ i_bwunloadingact. 4
i bitrap_label 1; chair @] i_actdeliver Q_I dnbigpsimmove... ‘ —
."t‘,z bitmap_line ﬁ:; chair_pink P> i_actfeeder Q| dnbigpsimmoveto ¥ Impat. | > ,BY Clle{ng the Import buttan you can
bitmap_locator "ﬂ chairfolder @ i_activity T i_dnbigpsimtextmsq & e import bitmas,

Afile selection window is automatically

{@i_crbigpsimvien.. |: opened.

@| dnbigpsimvisibility F
| i_dnbsimdelay

as i_dnbsimgrab J

iﬁi_dnbsimmovecart P

rbitmap_process_... *ﬁ chaifolder_pink ~ 7i_actorin
hitmap_process_. @ Clock_green I i_actstart
bitmap_process. ... i{‘ﬁ coderule | i_actstop
bitmap_product_... W CROSS_BLUE  <7i_actswitch

i bitmap_product_... '}Q default @ i_biwactweldinga...
bitmap_product_r... %] electiic @ i_biwadhesiveact...

| Lo

By clicking OK the bitmap is assigned
to the plantype and by clicking Cancel

.@i_dnbsimmoveho.“ { | ; i
lb'hilmap_proiekt Eelectliefoldex @i_t' chesiveap... ki dnbsi ints ! ihe vandofy s closed,
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ﬁrbilmap_resource... :EFablikslruklurRes...i_biwclampingacli...' | gotohyperlink ¢
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Figure 57: Select Bitmap Dialog
Import Bitmap i E 21
Lockin Iﬂ Bitmaps_Overlay _'J & & ek Er
5 bitmap_readonly.bmp
¥ readright_overlay.bmp
relation_overlay.bmp - -
In this area a preview
: of the selected bitmap
AR y
file is shown.

File name |re|ation_ovellay. bmp

Open j——’ In this area a preview

of the selected bitmap
iﬂle is shown.

Cancel |
4

[

Fies OF %8 [Ginap Fies b

Figure 58: Importing a Bitmap

4.3.7.1 Transparent Colors

=4

Caution

The firts pixel of a bitmaps is the pixel at the LOWER LEFT. The color of the
first pixel of a bitmap is interpreted as a transparent color. This means that all
pixels with this color will be displayed in DPE with the respective background
color of the program. In the standard configuration "magenta” is defined as the
transparent color in DPE. The following example as well as the section
EPBitmapChanger provide more detailed information on this topic.

Table 11: Example for Transparent Colors
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Bitmap Display in Browser
=] =0
[= +a
a =0

4.3.7.2 EPBitmapChanger

ElEPBitmapChangerSZ.exe

The program EPBitmapChanger replaces the first pixel (lower left) with the
color "magenta” in all bitmaps that are saved in a pre-defined directory.

An image is scanned and saved line by line. This is started in the lower left
corner. The image files contain the number of the palette entry (except for 24
bits) -- this means that it is impossible to know anyrhing about the colors with-
out knowing the palette. In 24 bit bitmaps, the information consists of one pixel
with 3 individual bytes each -- they immediately specify the corresponding col-
or intensities (red, green, and blue values). Therefore, 24 bit bitmaps do not
contain any transparency information.

If bitmaps are saved as 24 bit bitmaps, the transparency of the bitmaps will not
be displayed correctly.

Executing the program EPBitmapChanger

1) Open the directory your DELMIA Process Engineer® Client installation.
\\DELMIA\PPRClient\program\bin

2) Start the application EPBitmapChanger32.exe.
3) The EPBitmapChanger opens.

.. EPBitmapChanger 3 x|
This application will set magenta to be the transparent color of all your bitmaps.
Your original bitmaps will be stored in Image Backup Directory
. Transparent Color State:  Waiting fo input ...
i~ Select Directorie:
Image Directory
Image Backup Directory
Change I Close I
Copyright (C) by DELMIA GmbH 2005

Figure 59: EPBitmap Changer

In the standard configuration "magenta” is defined as the tarnsparent color in
DPE.

The current program step is displayed under State. The following program
steps are possible:

» Waiting for input...: Waiting for the selection of the bitmap and backup di-
rectory.

Backup images: A backup of the bitmap directory is created.

Changing images: The bitmaps from the bitmap directory are cycled
through and the first pixel of every bitmap is set to "magenta”.
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Operation successfully done: The process has been successfully com-
pleted.

Errors occurred: Errors have occurred.

Select the directory of which the bitmaps are to be changed. The standard
directory for bitmaps can be found under
\\DELMIA\PPRClient\data\Bitmaps\.

Select the backup directory.

m Note
J Before starting the EPBitmapChanger, check to ensure that the following
prerequisites for execution have been fulfilled:

1)
2)

3)

Change | 6)

>

>

Close | 7

The backup directory must exist and must not be write-protected
(complete access is necessary).

Complete access to the bitmap directory is also necessary (all bitmaps in
the bitmap directory must not be write-protected).

There must be enough storage space on the drive with the backup
directory in order to accommodate the entire bitmap directory.

Use Change in order to start changing the bitmaps.

All bitmaps that are located in the bitmap directory are changed.

All bitmaps from the bitmap directory are copied to the backup directory
before they are changed. If the path is not specified, a backup of the origi-
nal bitmap is not created.

The transparent color is set to "Magenta".

Subdirectories are not taken into consideration.

Leave the EPBitmapChangers via Close.

4.3.8Editors for the Contextual Menu

The menu items for a contextual menu are defined for the types, under the
editors, in the Configuration Manager. Note, that contextual functions are not
provided for all types, and that for such types there will not be an Editors direc-
tory. In Process Engineer, contextual menus are listed in the tree structure
and in the lists for editing of objects.

=1 ergocompargplant {Organizational Resource)

1)
2)

[=1 Editars

sepcompeditor-component: :Edit Graphic

3)
4)

Open a contextual menu by right-clicking the selected object.

To edit the contextual menu items, first unfold the type and than the editors
in the browser.

All objects displayed in the Editors directory can be edited.

Select an object. In the right display area of the Configuration Manager the
properties are shown.
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Browser ID

Browser on multi select
Browser on single select
Command

Default for this type
Default new editor

Defined by

Description

ergoexplorer-projectlibrary
No
No
Assign OrglDs to children
No
No

Delmia

| -

Menutext Assign OrglDs to children
Open in new frame No
Program 1D ERGOEXPLORER.ERGOEXPLORERView

Properties dialog remains open~ No

Figure 60: Properties of the Editors for Contextual Menu Items

Description of Properties - Contextual Menu

Table 12: Contextual Menu Properties

Property Meaning
Determines in which program area (browser) the menu item is
available.

Browser ID

N]

Note: This field is disabled in the standard version of DELMIA
Process Engineer.

Multiple select: When the function is activated, the function ap-
pears in the contextual menu and in the list view.

Whereas the single selection can be enabled independently, the
multiple selections are always enabled together with the single
selection.

Browser on multi select

Single select: If activated, the function is displayed in the contex-
tual menu of the object structure and in the list view (only one
item selected).

You can specify, whether the menu item is to be displayed in the
contextual menu.

Browser on single select

Example:

1) Select ergocompprocessdefault from the List of Types.

Open' Open in IGRIP

2) Select the item from the “Editors for Popup Menus”.

3) Depending on what is enabled you will see in the contextual menu.
4) For a work sequence that either is:
» no entry (no checkmark is set)

» disabled entry, (You have only enabled the “single selection”, but you have selected
several entries) or

» the “Open in IGRIP” entry. (You have activated “Multiple selection” and you see the en-
try for each type of selection)

1 2 3
Export to IGRIP Export to IGRIP Expart to IGRIP
Open (new frame) Open (new frame) Open (new frame)
Open (this frame) Open (this frame) Open (this frame)
Openin Y5 Operin IGRIP.
Openin YNC Openin V5
Open in YNC

Open in IGRIP
Openin Vs
Open in YNC

A fixed menu text is used within the software to clearly identify the
functionality to be performed.

Command

Al
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Property

Meaning

Note: This field is disabled in the standard version of DELMIA
Process Engineer.

Default for this type

Default for this type

Using this option you can automatically determine, whether the
editor should be started automatically by double-clicking the ob-
ject, and whether the editor is to be opened in a new frame.

Default new editor

With this option you can specify whether the editor entry should
be started automatically when New is selected while the object is

selected.

Specifies whether this type has been created by a user. Needed
to distinguish from internal program types.

Defined by ml
ote: This function is disabled in the standard version of DELMIA
Process Engineers.
This field can be used to enter a description of this contextual
_ menu's configuration. You can use this field for documentation
Description . . -
purposes regarding this contextual menu as well as any possible
changes.
Menutext The text displayed in the contextual menu.

Open in new frame

N

Note: The function “Open in new frame”is disabled in the stan-
dard version of DELMIA Process Engineer.

Program ID

The editor to be executed when selecting the menu item is en-
tered here.

N

Note: This field is disabled in the standard version of DELMIA
Process Engineers.

Properties dialog remains
open

This function is normally disabled. It is only enabled if another di-
alog is called from a properties dialog opened via the contextual
menu item.

What is the effect of this function?

For example, if you enable the “Car Body Position” button in the
properties dialog of a process, another dialog in which you can
set the car body position opens.

If the function “Properties dialog remains open” is activated, the
properties dialog of the process remains open. After leaving the
car body position dialog, you will be returned to the properties di-
alog of the process.

If the checkbox “Properties dialog remains open” is not enabled,
only the dialog for setting the car body position will be opened
and the properties dialog of the process will be closed. Both di-
alogs are closed upon exiting this dialog.

4.3.9Edit Attributes of a Type

The list of attributes of a type is identical with the list already described on the
plantype level. Please refer to the Creating an Attribute.
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[=)- Product Component {ergocompproductdefault)
. [#-Base Type: Graphic Component {ergocompgraphic)
[ Editors
(SR - tributes
(rawmaterial)
Allowance Set {allowanceset)
Area (firsttargetarea)
i Assembly Costs (assemblycosts)
Attribute 1 {attribute_1)
Attribute 10 (attribute_10)
Attribute 11 (attribute_11)
o Attribute 12 (attribute_12)
- Attribute 13 (attribute_13)
Attribute 14 (attribute_14)
Attribute 15 (attribute_15)
Attribute 16 (attribute_16)
Attribute 17 (attribute_17)
Attribute 18 (attribute_18)
Attribute 19 (attribute_19)
- Attribute 2 (attribute_2)
i Attribute 20 (attribute_20)
Attribute 21 (attribute_21)

Figure 61: Configuration List of Attributes

New Attributes
The following restrictions apply to editing new attributes of a type:

= Editing of a “Physical name” is disabled
=  Editing of “Defined by” is disabled
= Editing of “In AVSet“is disabled

Free Attributes
The following restrictions apply to editing attributes of a type:

= Editing of an “attribute name” is disabled

= Editing of a “Physical name” is disabled

= Editing of a “Data type” is disabled

= Editing of “Is read only for scripts” is disabled
= Editing of “Defined by” is disabled

= Editing of “In AVSet” is disabled

In Figure 61 you can see the attributes with the names attribute_1 to
attribute_55 and designations attribute 1 - attribute 55. These are the so-

called “free”, “unused” attributes.

Free Attributes

These attributes are designed to be overwritten in a plantype. Apart from the
string attributes attribute_1 to attribute_ 55 there are also the double attributes
dbl_attribute_1 to dbl_attribute_10, i.e. all attributes which, for example, be-
long to the type ergocompprocessdefault.

As standard, these attributes belong to a technical process object. In the data-
base all these attributes are listed in one table. These attributes are automati-

cally read when process data is to be accessed, for instance, to get the name

and number. The number of attributes varies among the different types. These
attributes can and should be configured arbitrarily.

Since process objects can vary (e.g. test process, process non-value adding,
process value adding, etc.), you have the opportunity to overwrite the attribute
previously configured on the type ergocompprocessdefault when editing the
plantype set. New attributes on the plantype must be defined only if more
attributes are required than are available as free attributes in the type.
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E Constraints

Is jenerated key
Is key

Key Scope

4.3.9.3

No
Yes

Advantages of Overwriting of Free Attributes
You need to edit the attributes only once and then can re-use them in the vari-
ous plantypes at any time.

Database access to the overwritten attributes is faster than access to newly
defined attributes, since newly defined attributes are saved in a separate table
in the database. Therefore, two tables must always be accessed whenever a
process object with new attributes is accessed.

Unique Keys

One or several attributes where the property ‘Is Key' has the value ‘Yes’ and
the key scope is defined. The key for an object in DELMIA IPD consists of all
key attributes of the plantype and is unique in its scope. User-Defined
Attributes can NEVER be key attributes.

Conditions
You can define the effectivity of a key attribute via the property Key Scope.

= Global: The value of the attribute of this type must exist only once in the
database.

= Project: The value of the attribute must exist only once in the project.

= Parent: The value of this attribute must exist only once for all objects of
this plantype.

There can only be defined one key scope per object type.

Key Attribute

The key concept is customization based. This means you can customize
which objects and which attribute(s) must be unique. On the other hand, the
key concept is type based. This means, only the objects of the same type can
be checked for uniqueness. The maximum scope ‘global’ are all objects of a
specific type.

In order to define a key attribute, select an attribute and set the property "Is
Key" to 'Yes'. You thus have an attribute that is unambiguous for either all ob-
jects of this type in the database, all object of this type in the project, or all ob-
jects of this plantype.

This key attribute is always checked when an object of this type is created or
the object is changed.

Whenever you create an object without modifying the key attribute, the key
attribute has a standard value. This works only when an object is created for
the first time; you cannot again create an object of this type or plantype since
the value (default value) already exists in the database.

In this case you can either modify the key attribute or you can set the property
"generated key" to 'Yes'.

A key attribute is generated when
- creating or

- copying

an object of this type .

You can define several attributes as key attributes (by enabling the isKey-
Flag).

The key then consists of all the attributes taken as a whole. To guarante the
uniqueness of the key, only one attribute has to differ between objects.

Whenever you copy or create a supply project, the objects keep their existing
key with the defined keys and meaning "Project".
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If the defined key scope is “global” and there is a key attribute defined as gen-
erated key attribute, new keys will be generated.

What is the scope "Parent" exactly and what is the difference to
"Project"?

The meaning of scope 'parent’ depends on the type at which the key attribute
is defined.

For components, the scope parent means 'all components of this plantype in
this project’ beginning with DPE 5.15.

For components, the scope project means ‘all components of this type (e.g. all
products) in this project’.

In previous releases the scope ‘parent’ was undefined and behaved like scope
‘project’.

Example:

For example: overwrite the attribute 'name’ at plantype 'Part’ and at plantype
'‘Assembly’, both productdefault.

At part set it to it ‘is Key’ = true and scope to ‘project’. At assembly it ‘is key’ =
false.

If you modify the name at an assembly, there is no check at all.

If you modify the name at a part, there is a check done on uniqueness over all
parts, assemblies and other products in the project.

Now at plantype 'Part' set the scope of key attribute ‘name’ to ‘parent’. If you
modify the name at a part now, there is a check done on uniqueness over all
parts.

Restrictions of the Key Mechanism
When the project name (and the same applies to other entities and attributes)
is defined having properties "Is Key= Yes but "Is Generated Key" = False,

then it is actually possible to create entities with the same default attribute val-
ue.

Reason
On creation of a new entity, the properties of the new entity are initialized by
the application server without checking key constraints.

Then initially the properties sheet in the client opens and if you do not change
any property and just press OK, actually nothing is stored, because nothing
has changed on the client side.

The properties sheet compares the old and new values and stores only the dif-
ferences!

How to overcome the problem?

a) Set "Is Generated Key" = true: Then the server computes a unique value for
the attribute, before the properties sheet is opened.

b) Set "Mandatory Value" = True and Default Value = " (Empty).

This forces the user to provide a non-empty value in the properties sheet,
which in turn means a difference between old and new value.

This difference has to be stored by pressing OK - and hence the constraint
check (again server-side) will be applied.

Table 13: Properties of an Attribute
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Attributes Properties
[ Basics
1) Name attribute_1

(2) Physical name

m_strAttribute_1

3) Prompt Attribute 1
(4) Data Type String
(5) Control type Edit

(6) Group

Group: 2400()-Page::2100 (Details)

(7) Description

(8) Use master No
[ Data Type Definition
9 Length 32
(10) | Precision 2
(11) | Unit category
(12) | Unit
(13) | Validation Pattern
(14) | Validation Pattern
Description
(15) | Integer min 0
(16) | Integer max 2147483647
(17) | Double min 0.00000000000000

(18) | Double max

9999999999999.99990080000000000

(19) | Default value

(20) | Copy prefix

[ Data Type Reference (Pointer)

(21) | Type Attribute Name

(22) | Value scope

(23) | Target

[ Display and Position

(24) | Display in editor Yes
(25) | Display in browser No
(26) | Display In finder No
(27) | Position in editor 2401
(28) | Position in browser 0
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Attributes Properties
(29) | Position in finder 0
(30) | Positionin tree 0
(31) | Length confined to 0
(32) | Fixed height 0
[] Flags
(33) | Isread only No
(34) | Is read only for scripts | No
(35) | Is printable Yes
(36) | Change inintegrate No
state
(37) | Change in release No
state
(38) | Istransient No
(39) | In AVSet No
(40) | Mandatory value No
(41) | Is relevant No
(42) | Is Multi Lingual No
(43) | Exclude from MCM No
(44) | Own Rights No
(45) | Extended Copy No
(46) | Extended Copy to No
Supplier Integration
(47) | Hide in 3D Live No
(48) | Constraint [09AZ] Yes
(49) | Defined by DELMIA
[ Permission
(50) | Used for permission No
(51) | Mask value
[ Key Constraints
(52) | Is generated key No
(53) | Is key No
(54) | Key Scope
[] Assigned Buttons
(55) | Can have Macro as- No
signed
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Attributes

Properties

(56)

Position

Bottom

Table 14: Properties of an

Attribute

Property

Meaning

Basics

Name

This value always must be unique. If the “Attributname” is already
used in the database, you cannot save the properties of this
attribute.

Special characters as well as blanks shouldn't be used for new
attributes. Should a name or an attribute have two or more words,
these words should be linked with an underscore ,, _ .. For example:
Floor_4711

Physical name

This field is always disabled and is used for internal purposes by
DELMIA Process Engineer®.

Prompt

Is the prompt of an input field in the properties dialog of an object.

Data Type

With this property you can define the data type (string, integer, float
value, etc.) of the attribute.

The single data types are explained in the Appendix Data Types.

Control type

Display type of the input field: Selection list, option field, etc. The
single types are explained in the Appendix Control Type

Group

Group in which the field will be shown in the properties dialog (only
already existing group can be selected).

Description

In this field you can enter a description for this attribute. The de-
scription is also displayed in the properties dialog as a tool tip.

Please refer to the Extend the Text Information for Description

Use master

You can define a manufacturing concept as the master for multiple
usage.

Using the Use master function you can determine whether this
attribute is to be used for multiple usage (slave) or not.

If you set this field to Yes, the value of the master ERGOcomponent
is used. This attribute is disabled in the slave manufacturing con-
cept and cannot be changed. If the value of this attribute is changed
in the master manufacturing concept, it is also changed in the slave
manufacturing concept.

If you set this field to No, you can change the attribute in the mul-
tiple usage.

@ You cannot define a key attribute and an attribute with the use
master property at the same time.

Data Type Definition

Length

Maximum length (character string:) Number of characters.
Numbers: Number of figures.

10

Precision

In the case of float values: number of decimal places.

11

Unit category

Here it is determined which units belong to the data type (e.g.
currency, angle, density, power, etc.).

12

Unit

Is depending on the selected unit category. Only if a unit category
was selected, the unit can be indicated. The standard unit can be
defined in a list <(e. g. unit category = time ->unit is minutes (min)).

13

Validation Pattern

This string stores the regular expression against which the value
entered by you is compared.

14

Validation Pattern De-
scription

This string stores the description for the Validation Pattern provided.
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Property Meaning

15 [ Integer min The minimum value of an integer attribute is determined, here.

16 Integer max The maximum value of an integer attribute is determined in this
field.

17 | Double min The minimum value of a float attribute is determined, here.

18 | Double max The maximum value of a float attribute is determined, here.

19 Default value Specifies a_default valug; this value is entered into the input field
when creating a new object.

20 Copy prefix Prefix that is automatically added to the name of the attribute when

copying an object of this plantype (for example, “Copy of”).

Data Type Reference

21

Type Attribute Name

Determines that the available values for this attribute are calculated
dynamically at runtime. If, for example, “ergocompprocessde-
fault.name” has been selected, the names of all processes are of-
fered in a list box.

22

Value scope

Here it is specified whether the names of all processes in the data
base are offered, the names of all processes in the current project
or the names of all processes under the current parent node.

23

Here you specify which attribute will be evaluated as the target.

~Walue:

Time |1 1,00 in
Ivestrment |100,00 Euro
Area ID,DU t
Valued  [000
Valued (0,00

Display and Position

24

Display in editor

If you set this field to Yes, the attribute is shown in the properties
dialog of the plantype.

25

Display in browser

If you set this field to Yes, the attribute is shown in the browser
(Listview).

26

Display In finder

If you set this field to Yes, you can search for this attribute.

27

Position in editor

Specifies the position / order for display in the group of the Proper-
ties dialog of an object (ascending order).

28

Position in browser

Specifies the position / order for display in the group in the object
properties area (ascending order).

29

Position in finder

Specifies the position / order for display in the finder (ascending or-
der).

30

Position in tree

Specifies the position / order for display in the group in the object
properties area (ascending order).

31

Length confined to

With this function available in version PE 5.12 you can set the
length of the input field. In this way you can control the appearance
of your input fields.

What needs consideration?
The Datatype must be String, Int, Float or Pointer.
The type of control must be Edit or RTF Edit.

The character sequence length (point 31) can be longer than the
length of the input field. The text which is not displayed can be dis-
played by moving the mouse or keyboard (see example: The cha-
racter sequence length is 32; length is 5).

32

Fixed height

Stores the height of the variable height control associated with the
attribute.

Default value is 0. Can be any valid positive integer value.
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Property Meaning
If this value is 0 then the height of control is considered to be varia-
ble.
Flags
Is read only The attribute is disabled in the properties dialog and values cannot

be entered.

34

Is read only for scripts

Attributes in which this function is enabled can only be read by
scripts. The attribute value cannot be changed by scripts.

35

Is printable

It is specified here whether the attribute is printable or not. Only for
new attributes is it important that the name of the new attributes
hasn’tincludes a sign with a special character.

36

Change in integrate state

If you set this field to Yes and the Status Complete has been as-
signed, you can still change this attribute.

37

Change in release state

If you set this field to Yes and the Status Released has been as-
signed, you can still change this attribute.

38

Is transient

The value of a temporary (transient) attribute is stored during the
program runtime; this information, however, is lost when exiting the

program.
Project Name IHB_FHZ

Project Number Zeichenfc

39

In AVSet

This field is processed internally. This field records the assignment
of the newly created attribute to the plantype.

N

Note: This field is disabled in the standard version of DELMIA
Process Engineers.

40

Mandatory value

If you select this field, the attribute is marked as relevant for
changes. Therefore, as soon as the user makes a change to this
attribute (by entering a new value), a change protocol is created for
the object.

41

Is relevant

If you select this field with yes, the attribute is marked as relevant
for changes. This means that as soon as the user makes a change
to this attribute (by entering a new value) a change log is created for
the object.

42

Is Multi Lingual

If you select this field with yes, you can store the attribute value in
multiple languages.

43

Exclude from MCM

If you select this field with yes, you can use attributes, which are not
subject for MCM. This option can be used for all attributes.

44

Own Rights

Determines whether this attribute can be controlled by user access
rights or not. If you set this field to yes, the entry Permissions... is

activated in the contextual menu for this attribute.

Via Permissions you can assign users and groups to this attribute
and thus design user-specific layouts. Please refer to the User
Access Rights for Pages, Groups, and Attributes.

45

Extended Copy

Possible values :

0=>No

1 => Set to default

2 => Set to empty or zero

3 => Inherit from parent type
4 => Set to dynamic value.
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Meaning
Copy Options El
Please select a copy option.
Mormal = Parent Component Only
Desp = Parent and Child Companents

& Marmal " Deep
=
Available attribut.. | Setto default | Set to blank or Zero ‘ Iiwherit from parent attrib..
< bd

0k | Cancel |

When set to 0, attribute will not be considered for enhanced copy
Clicking the Advanced button offers users an expanded dialog box
that includes a plantype field and a grid selection table. In the plan-
type box, a list appears containing the plantype names of the copied
objects on which enhanced copy can be performed.

The user can select a plantype. Depending on the plantype, the grid
selection table is populated with those attributes whose property
“Extended copy” is set to true.

Inherit from parent attribute: The attribute value of the resultant
object/s will be inherited from its parent object attribute. If the parent
attribute does not exist then the existing default copy mechanism
will work for that attribute.

Set to default: The attribute value of the resultant object/s will be
set to default value.

Set to blank or zero: The attribute value of the resultant object/s
will be set to blank/ zero.

For data types that are neither "String" nor "numeric” the effect will
be blank (empty). Except for Date\Time type the effect is it displays
Current System Date\Time.

Set to dynamic value: The attribute value of resultant object/s will
be set to dynamic value give by the user.

Extended Copy to Sup-

lier Integration
46 P 9

Used for Supplier integration solution.
0=>No

1=>Set to default

2=>Set to empty or zero

Hide in 3D Live

47

This property at the attribute can be set and unset. The default is
FALSE, which means the attribute is migrated. This property can be
set automatically for all attributes in database to match all visible
attributes in DPE by executing the command ‘dbmigration.exe
/once’. This command should be executed only once for each IPD
database, since it sets the property ‘Hideln3DLive’ for all attributes
and overwrites all manual customization which was made at this
property.

Constraint [09AZ]

In the Properties window you can enter all letters, numbers, and
special characters.

48 If an attribute property Constraint (09AZ) is “YES, the lower case
letters are converted to upper case letters.

Defined by Specifies whether this attribute has been created by a user. Is used
to differentiate internal program attributes and should therefore al-
ways be set to ‘customer’ for new attributes. This is important, es-
pecially for an upgrade, since user-defined attributes are not

49 changed when upgrading.

N

Note: This function is disabled in the standard version of DELMIA
Process Engineer and it is executed by the program. The value is
always set to 'customer’ for new attributes and overwritten
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Property

Meaning

attributes.

Permission

50

Used for permission

Is not used at this time

51

Mask value

Is not used at this time

Key Constraints

52

Is generated key

If you set this field to Yes, this key attribute is used when creating or
copying.

If you have assigned several key attributes to a type, the key
attribute of which the function Is generated key is activated is used
whenever this type is created or copied.

If there are several key attributes, only one attribute may be se-
lected as the Is generated key. The attribute must be of data type
‘Integer’ or 'String' and of the control type 'edit, and it must have a
length of at least 6 characters as well as an internal name

Note: One attribute must have put "Is Generated key", the error
message ,No key found which can be generated. New object is not
unique.“ otherwise appears. Please refer to the Unique Keys.

53

Is key

A key attribute determines the unambiguousness of the uses or
contents. The key attribute must be considered in the contextual of
the entries of the field "Meaning".

Limitation: The unambiguousness of the key cannot be guaranteed
if several objects with the same keys are created at the same time
(Multi-user environment).

|&The creation of an object is completed only after the saving fi-
nishes. Please refer to the Unique Keys.

54

Key Scope

parent
project

Where is the attribute used:

Global: The attribute value should only be available once in the
whole system.

Project: The attribute value should only be available once in the
project.

Parent: The value of this attribute must exist only once for all ob-
jects of this plantype. Please refer to the Unique Keys.

Assigned Buttons

55

Can have Macro as-
signed

Determines whether a script can be assigned to this attribute by
means of script assignment. If a script action is defined for this
attribute, a new button appears next to the attribute. The position of
the button is determined by the Position property.

56

Position

Top
Right
Left

If a script is to be executed on this page, define the position of the
button here.

4.3.10 Use a Value List

For all attributes a value list can be created. A value list may have an indefinite
number of entries. Attributes for which a value list has been created are identi-
fied by a plus sign (+) in the browser.

A value list is generally created for a radio button, a list box, or a combobox.
Always proceed in the same way: The selection is available in the properties
of an attribute in the field Control type.
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Control type Combabox

Combobox

Figure 62: Properties of Attributes — Select Control Type

4.3.10.1 Create a Value List

The value list determines the individual entries to be displayed in a list of se-
lectable values. You need to create each entry of a value list individually. The
meaning of the individual entries can be selected freely.

A value list is created via the contextual menu of an attribute.

1) Inthe Attribute directory of a type or base type select the attribute that
you wish to create a value list for.

» A new entry is created below the attribute.

Yalue List Entry

Figure 63: Create Value List Entry via the Contextual Menu

Editing the properties of a value list entry
3) Select the entry to edit the properties.

=] Basics
Item name harme
Item valus
Deszcrption

[E] Display
Dizplay order 1]

[] Flags
|5 hidden Mo
Defined by Customer

Figure 64: Properties for a New Value List Entry

Description of the Properties
Table 15: Description of the Properties of a Value List Entry

Property Meaning

In this field write the name for the value list entry to be dis-
ltem name played in the value list.
The item name is case sensitive.

The item value for the field depends on the data type of the
attribute for which the value list entry is created.
The item value is case insensitive.

item value If the attribute is of the data type String, for instance, any
value (figures and letters) can be used; for the data type
Integer only figures can be entered as the item value.
- In this field write the description for the value list entry.
Description
Display order In this field enter the order of the entry for display in the

value list; e. g., if you enter zero, the value will always ap-
pear as the first entry, for instance when displayed in a
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Property Meaning

combobox. The numbering is ascending.

This field allows to assign a bitmap to the entry.

To do so, click into the field and then click the button

Bitmap to select the bitmap.
Concerning use of bitmaps see Table 10 field 15.
This field controls the display of the entry in the value list,
e. g., for display of entries in a combobox. As default, the
field is set to No, the value is thus displayed.

The selection list allows you to hide the entry. To do so se-
lect Yes.

Specifies whether this value list entry has been created by
a user. Needed to distinguish from internal program types.

Defined by ml
ote: This function is disabled in the standard version of

DELMIA Process Engineer.

4.3.10.2 Define a Value List Entry to Display an Empty Field

For all attributes an empty value list entry can be defined which is to be dis-
played as empty in the value list. An empty value list entry allows to assign an
empty, or undefined, value (even later on), although there are defined value
list entries for the attribute as well.

The empty entry is independent of the display order; it is always displayed as
the first entry for the attribute.

Define an Empty Value List Entry

To define an empty value list entry, enter EMPTY in the field Item name in the
properties of the entry. For an empty entry it is not required to enter an item
value.

Proceed exactly as outlined in the previous section, when creating an empty
value list entry. Please refer to the Creating a Value List.

ﬂtonﬁguration Tool R =0 x|
g i [ Hg [ )

Attribute 16 (attribute_16) ;‘ Alphabetical ]

Attribute 17 {attribute_17) x

Attribute 18 (attribute_18) Bitmap

[=1- Attribute 19 (attribute_19) = Defined by Customer
EMPTY 3
Valie 2 Display order 0
" Yalue 1 Is hidden No

Attribute 2 (attribute_2)

Attribute 20 {attribute_20) :
Attribute 3 (attribute_3) i || tem value
Attribute 4 (attribute_4)
Attribute 5 (attribute_S)

Attribute 6 (attribute_6) = =
-—‘-l Akbviba nl-] T L abbvibiba T "I_l IT
Figure 65: Properties of Empty Value List Entry — Display in Browser

Item name: EMPTY

Display of an Empty Value List Entry

In the example shown, three values are assigned to the attribute Sample val-
ue list. If you select none of the defined values (Valuel, Value2), the attribute
is displayed with the empty field.
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Beispiel einer Werteliste

Display of empty
field

Figure 66: Empty Field for Display of an Attribute in a Combobox
4.3.10.3 Copy Attributes

In order to copy an attribute, select it and then open the contextual menu.

1) If you select copy in the contextual menu, you can choose between
copying the attribute itself and copying the attribute with an added value
list in a submenu.

Mew 4 I Attribute 5 (attribute_S)
= . =8 Attribute 50 (attribute_50)
e oy
Paste Yalue List Entry, With Subitems — et 2
—‘-——ﬁg Attribute 50 (copy of copy of attribute_S0)
Delete & .. copy of Attribute 50 (copy of attribute_50)
... Attribute 51 (attribute_51)
Permissions. .
Propagate Own Rights

Figure 67: Select Copy in the Contextual Menu

2) In order to add the copied attribute, select a type or a plantype and select
add in the contextual menu.

» The copied attribute is added under the selected type.
4.3.11 Extend the Text Information for Description

If you enter text in the description field of an attribute, page, or group, this text
appears as the tool tip in the properties dialog when the mouse is moved over
the designation of the attribute, page, or group.

Example for an Attribute

Attribute21 l
1 l.l(n AncLsialonnc Al dad
Grsphic Hier kinnen Sie eine Beschreibung des Attributes eintragen .E
Sort ind >Press F1 for more info...

Figure 68: Attribute

If the tool tip should not or may not become excessively large (the tool tip can-
not become larger than the storage space of the attribute; that is max 1000 to
4000 characters), or if a detailed description shall be added to the attribute, an
additional text can be added.

How to add text information to the description
Define the storage location of the text information:
Enter the path to the additional text in the maintenance tool.

1) Open the maintenance tool via the menu Tools < Settings <
Maintenance.

2) Select the entry ErgoPlan on the Global page and create a new key wih
the following entries:

Key: customization
Name: contextualHelpOnCustomizationObjects
Value: The path, for the file with the additional information.
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Key:

Icustomiza!ion

Name

IcontextH elp0OnCustomizationDbjects

Value:

IThe path, for the file with the additional informatior|

I 0K I Cancel I

Figure 69: New Key

This key may be overwritten by an entry on the Local machine tab. Itis
important for it to exist.

Publishing the information about the additional text in the description

= Next to the normal tool tip text the following entry must be made:
<document>Infotext.htm</document>. Enter the filename instead of
Infotext.htm.

= Next to the tool tip text the following will appear now: “Press F1 for more
info...”. If you press F1 now, the additional text will open. For the file to be
opened, a suitable program must be installed on the computer. HTML
pages, for instance, are opened with Internet Explorer.

Attibute21 |
i =) V=Y TH VTV NV =T=T= V=T Tur oy
B Hier kiinnen Sie eine Beschreibung des Attributes eintragen '
Sort inds >Press F1 for more info...
e p—
/— == = o = o oo o 201 < = - 2 i
A Press F1 /A Dies ist ein Beispieltext fiir eine zusatzliche Information - Microsoft Ii -10f x|

\

)
&___—/4 Datei Bearbeiten Ansicht Favoriten Extras 7
| A = i LW
K Zurick e g [ﬂ @ e ! pa ! Suchen ‘i/é*Favoriten -6}?| i ] | ﬁ 3

Adresse @ \ipcekodegiHandbiicher|R 1 7\ADMIN\Hilfetexteihilfetext.mht :_I ‘Wechseln zu ‘ Links > i @ -

3
| &

Dies ist ein Beispieltext fur eine zusatzliche Information. I
Um diesen Infotext zu sehen, missen Sie die Maus Gber die Attributhezeichnung bewegen.
@ Erscheint ein Infotext und der Hinweis Ober die F1 Taste zusatzliche Informationen zu

erhalten, kdnnen Sie Ober die Taste F1 diesen Text hier sehen. |
[&] Fertia [ [ [ [ &3 Lokales Intranet 7
Figure 70: Press F1 for More Information

Note

ml The settings allow to specify the size of a tool tip and set the delay until the
tool tip appears.

4.3.12 Edit Pages of a Type

New pages can be created for types and base types, which can then be dis-
played in the browser, editor, and list view. The data to be displayed on a
page is exclusively defined by means of groups, which in turn must have
attributes assigned to them. Groups are always created in conjunction with a
page. You can use attributes that are available for the respective type or base

type.

ml Note
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To display pages in a PPR Navigator (browser, editor, list view), at least one
attribute per page must be configured. Pages for which no attribute has been
configured are not shown in the PPR Navigator.

4.3.12.1 Create a New Page

The new page is
shown in the Lay-
out directory as
Page:: xxxx
(Page). In the ex-
ample it is desig-
nated:

Page:: 12000
(Page).

New pages are created via the contextual menu. The contextual menu is
available for types and base types. Proceed as follows:

1) Open the contextual menu, select New and then Page.

The new page is displayed at the center area of the Configuration Manager
and is listed under the Layout directory in the browser of the Configuration
Manager. Please refer to the Table 16.

Pa
Parent Child Relation

)

(- Attributes

- Layout
[#-Page::1 (General)

[ Page:: 1000 (Matter Properties)

[+ Page:: 1060 {Details)

[+ Page::1070 (More details)

[#- Page::1090 (Simulation)

[#-Page::1100 {Notes)
Page::2000 (Page)

Figure 71: Creating a New Page via the Contextual Menu

4.3.12.2 Copy Pages

In order to copy a page, select it and then open the contextual menu.

1) If you select Copy in the contextual menu, you can choose from a
submenu between copying the page itself and copying the page with
assigned groups.

2) In order to insert the copied page, select a type or a plantype and select
Add in the contextual menu.

3) The copied page is inserted under the selected type.

4.3.12.3 Overwrite Pages

Only existing pages for a base type can be overwritten. These pages are
saved in the Layout dictionary of the respective base type. Overwriting copies
the page. The copied page is exclusively assigned to the type selected in the
browser. The pass-on hierarchy is disregarded when pages are overwritten
(several hierarchical levels of base types).

Thus, it does not matter from which hierarchical level of the base type you
overwrite a page, the page will always be assigned only to the type that is se-
lected.

= The page overwritten is then shown in the Layout directory of the selected
type and can be edited individually. Changes only apply to the page that
has been overwritten.

=  The page thus created can be displayed for this type either in the editor,
browser, or list view.

Proceed as follows:

1) Inthe browser first select the type in which you want to overwrite a page
derived from the base type.

2) Select the base type.

3) Open the Layout directory, then open the contextual menu on the selected
page.

4) Select the menu item Overwrite. The page is assigned to the selected
type and is located in its Layout directory.
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(=) Praduct Component (ergocompproductdefault)
[=)- Base Type: Graphic Component (ergocomparaphic;
[=)-Base Type: Ergo Component (ergocompbase)
[ Base Type: Yersion (version)
[+ Editors.
e
T [#- Page::10000 (Plantype Information)
[ Page::9999 (Effe M =
- Parent Child Relations  pew »
[ Attributes
(- Parent Child Relations Delete
Figure 72: Overwriting Pages — Contextual Menu
Defining the properties of a (new) page. Please refer to the Table 16.
Attributes per row 1
Can have Macro assigned No
Caption Plantype Information
Defined by Delmia
Description
Display in browser No
Display in editor No
Display order 0
Number 10000
Own Rights No
Position Bottom
Figure 73: The Properties of a Page
Table 16: Description of the Properties of a New Page
Property Meaning
Alignment In this field you can enter a description of the group. You can docu-
ment additional notes and changes in the description.
Attributes per row Determines the number of columns of the group displayed on the
pages.
Can have Macro as- Determines whether a script can be assigned to this page by means of
signed script assignment. If a script action is defined for this attribute, a new
button appears next to the page. The position of the button is deter-
mined by the Position property.
Caption Title of the page (register title).
Defined by Specifies whether this page has been created by a user. Needed to
distinguish from internal program pages.
Description In this field you can enter a description for this page. The description
is also displayed in the properties dialog as a tool tip.
Please refer to the Extend the Text Information for Description
Display in browser Specifies whether this page (except in the properties window) is to be

shown in the object properties display area as well.

Display in editor In this field you can enter a description of the group. You can docu-
ment additional notes and changes in the description.

Determines the order of the pages. The default value must be identical
to the number (page number) for already created objects.

Display order In older versions, page positioning followed the page number. In order
not to change the existing display order, the same value as in the
page number should also be found in the display order field.

Number Number of the page. In older versions this number controlled the dis-
play order. The higher the number, the further to the right the page
was displayed in the “Properties”.

As of version PE 5.13 the number is assigned by the system exclu-

sively. When a new page is created, its number is generated automat-
ically.

Own rights Determines whether this page can be controlled by user access rights
or not. If you set this field to yes, the entry Permissions... is activated
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Property

in the contextual menu for this page.

Via Permissions you can assign users and groups to this page and
thus design user-specific layouts.

Position

If a script is to be executed on this page, define the position of the but-

4.3.13 Edit Groups of a Type

To be able to display the contents of a new page, groups must be created,
and then attributes must be assigned to these groups. The attributes define
and name the respective fields of a group. At least one attribute must be as-
signed to a group. Groups may be shown in a frame, for instance, when dis-
played in the editor. To allow for this, you need to define a caption. If you do
not define a caption, the group is displayed as an individual field in the editor.

4.3.13.1 Create a New Group

Groups for a new page are created directly on the hew page via the contextual
menu. The new pages are always saved in the Layout directory. Proceed as

follows:

1) Select the type or base type and open the Layout directory.

2) Inthe Layout directory select the (new) page and open the contextual

menu.

3) Select Group in the contextual menu. The new group is created and

displayed below the page in the browser.

=) Product Component {(ergocompproductdefault)
[#}- Base Type: Graphic Component (ergocomparaphic)

[+-Editors

[+- Attributes

[=]- Layout

[+

Figure 74: Creating a New Group for a Page

» The new group is displayed below the page.

[+ Page::
[+-Page::
[#]-Page::
[#-Page::

1000 {Matter Properties)

1070 {More details)

[#-Page::
] Page::
[+ Page::
[+-Page::

» If agroup is hidden, that is, if it is not assigned to a page, it appears in the

- -Page::12000 (Page) browser as an un-assigned group.

- @Group::2000 {Group)

4) To edit the properties of the group, select the group. Please refer to the

Table 17.
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Alignment

Attributes per row

Can have Macro assigned
Caption

Defined by

Description

Display in browser
Display in editor
Display order
Group

Number

Own Rights

Page

Paosition

Vertical
1
No

Delmia

9001
No
Page:: 10000 (Plantype Information)

Bottom

Figure 75: The Properties of a Group

Table 17: Description of Group Properties

Property

Meaning

Alignment

In this field you can enter a description of the group. You can docu-
ment additional notes and changes in the description.

Attributes per row

Determines the number of columns of the group displayed on the
pages.

Can have Macro as-

Determines whether a script can be assigned to this group by means

signed of script assignment. If a script action is defined for this attribute, a
new button appears next to the attribute. The position of the button is
determined by the Position property.

Caption Title of the group.

Defined by Specifies whether this field has been created by a user. It is necessary
to distinguish user-defined from program-internal groups and should
therefore always be selected as a default.

Description In this field you can enter a description of the group. You can docu-

ment additional notes and changes in the description. The description
is also displayed in the properties dialog as a tool tip. Please refer to
the Extend the Text Information for Description

Display in browser

Specifies whether this page (except in the properties window) is to be
shown in the object properties display area as well.

Display in editor

In this field you can enter a description of the group. You can docu-
ment additional notes and changes in the description.

Display order

Group order on the page. The higher the number, the further down the
group is displayed on this page.

Group

Group in which the group is displayed - the group must already have
been created or overwritten. If this property is set, it overwrites the
Page property. Please refer to the Creating a Group under a Group.

Number

The number is assigned by the system and cannot be changed.

Own rights

Determines whether this group can be controlled by user access rights
or not. If you set this field to yes, the entry Permissions... is activated
in the contextual menu for this group.

Via Permissions you can assign users and groups to this attribute and
thus design user-specific layouts

Page

Page on which the group is displayed - must already have been
created or overwritten. If a script is to be executed on this page, define
the position of the button here. If this property is set, it overwrites the
Group property.

Position

If a script is to be executed on this page, define the position of the but-
ton here.

4.3.13.2 Create a Group under a Group
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Groups may contain further groups. There are two ways of defining a group in
a group.

1) Groups for a group are created directly in the group via the contextual
menu. The new group is always saved in the Layout directory.

Proceed as follows:
» Select the type or plantype or base type and then open the Layout folder.
» Inthe Layout folder select the (new) group and open the contextual menu.

Kopieren
Paste Group

Lschen

e and displayed below the group in the browser.

Eigene Rechte verbreiten

» Select New < Group in the contextual menu. The new group is created

If several groups exist, select a group and change to the properties of that
group.
Select the Group property and select a different group.

» Any settings for the Page property are thereby overwritten and the group is
moved below the group currently selected.

= Layout
[=)-Page::1 (General)
Group::12500 (Group 1)

[3]- Group::12600 (Group 2)
[#- Group::12700 (Group 3)

Group 1|
Group:: Group 1_2)

Group::5000 (Design Stamp)
[ Basics
Nummer 12800
Oberschrift Group 1_1
Anzeigereihenfolge 0
Seite Page:1 (General)

Beschreibung

Attribute pro Zeile 0

Group:: 10000 (Timestamps)-Page::1 (Gener: ﬂ
Group::10100 (General)-Page:: 11000 [Requi
Group::11700 (Relative Bounding Box)-Page
Group::11800 (Absolute Bounding Box)-Page
Group::11900 ()-Page:: 12000 (Miscellaneous

G D ata)-Page::14000 [ENOVIA
Group::12500 [Group 11-Page::1 (Generall

[=)-Page::1 (General)

= Group::12500 (Group 1)

Gr e

[ Group::12600 (Group 2)

[ Group::12700 (Group 3)
Group::12900 (Group 1_2)
Group::5000 (Design Stamp)

Page::1000 (Matter Properties)

Figure 76: Group in a Group

r~Hauptgn

r~Gruppe 1
~Group 1_1
Attribut 12 |
Attribut 13 |

~Group 1_2
Aibut 16 |
Attribut 17 |

~Gruppe 2 ~Group 3
Group 2_1 Group 2_2

Group 3.1 Group 3 2
Attribut 21 Attribut 23 Attribut 25 Attibut 27
Attrbut 22 Attribut 24 Attribut 26

Atibut 14 | Atribut 18 |
Attibut 15 | Attribut 19 |

Figure 77: Example for Grouping of Groups

4.3.13.3 Assigne Attributes to a New Group

An attribute can belong to and be assigned to only one group.
Proceed as follows:
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1) To assign an attribute to a (new) group, select the attribute in the

Attributes directory of the type or base type. The attribute Cost Center is
shown in the example.

2) Select Group in the list of properties for the attribute. Assign the attribute

to a group via the combobox. In the example it is the (new) group 2000.

3) This way you can assign any number of attributes to a group. These

attributes are used to design the display of the (new) page.

s g
& Generierter Schliisse Nein ;]
- Aitribute 7 (attribute_7) Group::2000 (Group) ~|
- Attribute 8 (attribute_8) Im Browser anzeigen| Greup::11 (Group 1) A

- Attribute 9 {attribute_9)
- Bulk Density {bulkdensity)

- Code Rule {coderulestring_crIf)

Im Editor anzeigen

In Status Freig. Ande

Group::12 (Group 2)
Group::13 [Costs of Subproducts)

Group::14 ()
- CAD File {cadfile) Im Sucher anzeigen | Group::50 (State)
Calculate (calculate) ™ Group::99 ()
- Code Rule {coderulestring) Iatats phigesindel Group::100 ()
Group::200 ()

Group::201 (General Attributes)

Color Cade (colorcode) Integer max Group:: 202 (Graphic Attributes)
- Component Name (name) - Group::1100 [].
- Component number {nameshort) Integer min Groupzf1200 [Timestamps)
- Cost {firsttargetcost) st druckbar Gtoup:. 1400 [Group)

Group::1400 (Group)

- Cost Center {costcenter) Group::1500 [Group)

Ist ein Schliisselattit Group-1600 (Group)
Group::1700 (Group)

Ist transient

= e Group::1800 (Group)

Lange p:l

Lange begrenzt auf [ Group::6200 [Version Information)

N Group::3000 (Effectivity) -
amg Group::3001 (] pd

Nutze Master Nein

Figure 78: Assigning an Attribute to a New Group

4.3.13.4 Overwrite a Group

Al

Page::1000 (General)

New Page
Same Page

Page::1001 (Investment)
Page::1005 (Organisation)
Page::1010 {Targets)
Page::1040 (Area)
Page::1045 {Simulation)
Page::1050 (Details)
Page::1060 {Graphic settings)
Page::1100 (Notes)
Page::2000 (Example)

Note

When you overwrite a page, the groups listed under it are not overwritten with
it.

When overwriting a group you always need to indicate the page to which the
group is to be written.

4.3.13.5 Copy a Group

For copying of a group proceed as described for copying of pages and
attributes.

The only difference is adding of the copied group. The Add group entry is
found in the contextual menu opened on a page or group.

4.4 Layout Editing for Pages, Groups, and Attributes

4.4.1User Access Rights for Pages, Groups, and Attributes

In user manual administration you have already learnt in description of proper-
ties for pages, groups and attributes that starting from Version DPE 5.17 you
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can define own user rights for these display elements. Description of pages,
groups, and attributes can be pre-defined for any individual user.

For more information on the user access rights for pages, groups and
attributes, Please refer to the User Management Manual.

4.4.2Layout Editing in General

Starting from version PE 5.17SP2 you can edit attribute notation, attribute en-
try and group headline with a background and arrange them in color. The
modifications of configuration are saved in database and are available for all
users.

Therefore you have two possibilities:
= You configure directly the type or plantype and adjust it to your needs.
= You define global rules which are dependent on attribute properties and

then apply to all types and plantypes. Global rules have always priority
before the local settiings.

4.4.3Local Layout Design

Group |

Fonts Colors »

Prompt
Prompt (readonly)
Control

Control{readonly)

[=J- Customer Department {customerdepartment)
[=JFonts and Colors

Customer Wi Delete Lerworkshop)

The aim of local layout editing is to highlight certain groups or attributes and to
extend the overview of dialogs or to direct the attention of user on important
elements.

1) Select the group or attribute which you want to edit and choose in
contextual menu New < Font Colors.

» If you have selected a group you can only edit the notation that means the
group headline. Please refer to the Figure 79

> If you have selected an Attribute then you have the choices between no-
tation of an attribute (Prompt) and input field (Control). With both proper-
ties readonly and not readonly attributes are not distinguished.

All four options can be edited. If a property is already configured you cannot
select it any longer during renewed opening of contextual menu. Already
created layout assignments can be edited or deleted. In order to delete an en-
try select the entry and choose in contextual menu Delete.

In the following example the groups Organizational Data and Timestamps in
project node were indicated in each case with different color notations. The
modifications are visible directly in the middle part of configuration manager
after saving.
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Kl —

=0/
Production Program (composed) (mainproductionprogra & Al | ByCategon i
Praduction Pragram (productionprogram) J Generdl | Fiter | Notes | = g-y INphabalcall
[#)-Production Program (productionprogramfolder) g : (] Basies
[=)-Praject (ergoproject) Pioect Natme New Profect Name Arial
Base Type: dodefaultimpl (dodef aultimpl) Project Number 2 7
Editors v i St 15
Attributes Hibti ] r Stye Nomal
(- Layout Automatically Synchronize Autorelations [ _],
[=)-Page::1000 {General) z
- Group::1001 () Alow Paialel Versions u Background Color
[=)- Group::1300 (Organizational Data) Allow Time Update o

[=)-Fonts and Colors
Prompt
- Group::1400 {Assignments)
[ Group::3000 (Timestamps)
[=)-Fonts and Colors
Prompt
[#)- Page::1010 (Filter)
[#- Page::2000 (Boundaries)
[¥)- Page::2100 (Details)
[#- Page::3000 (Notes)
[#)-Parent Chid Relations
Project (projectraot)
Project Companents (projectcomponentfalder)
Project Filters and Variants (projectfilterandvariantsfolc
Project Library (projectiibraryfolder)
Project Premises (projectpremisesfolder)
Project target (projecttarget)
Project team (projectteam)
Project utilities (projectutiitiesfolder)
Proxy configuration elements (proxycfgelement)
Proxy parent child (proxyparentchild)
Raw material {rawmaterial)

o

~Organizational Data

Customer Shotname
Respansible Depattment

Inquiry Nurber ﬁ
Quotation Number ﬁ
Order Number ﬁ
Project Type ﬁ
Delivery Address [—

Customer Department
Customer Workshop

rTimestarmps
Modfied
Created

>

Figure 79: Example
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4.4.3.1 Properties of Fonts and Colors

Table 18: Properties of Fonts and Color

Berlin Sans FB Demi Fett

I :-i Sans G Feu
Bemard MT Condensed

C |Blackleu=resgET

atang
Bauhaus 93
Bell MT

Bodoni MT Poster Compressed
Book Antiqua

Bookman Oid Style

Bookshelf Symbol 7

Bradley Hand ITC

Britannic Bold

Broadway

Broadway BT

Brush Script MT Kursiv

Californian FB o

Property Meaning
Name
m

Specifies the font.
Select in field Name a font.

The number of fonts is dependent on the number of fonts installed on
the client.

Size

Specifies size of font.

Edit the size of font of text and figures. Give a size of font in field Size.
The indicated size of fonts indicated in field Size is dependent on se-
lected fonts in field Name and on the active printer.

Specifies style sheet.
Select the style sheet which is to be used.

Specifies color of the text.

Formats the entry in color which you have selected. Select in field
Color a color. With the button Other...you can add new colors:
1) Click on the field Color and then on the scroll bar arrow.

» It opens a color menu.
2) Click “Other..."

» It opens dialog “Color” in which you can select more colors and
create them by yourself.

Background Color

Specifies background color.

Formats the background of entry in the color which you have selected.
Select in field Color a color. With the button “Other...” you can add
new colors:

» Click field Color and then on the scroll bar arrow.
» It opens a color menu.
2) Click “Other...*

» It opens dialog “Color” in which you can select more colors and
create them by yourself.

- Created {creationdate)

=) Fonts and Colors
Control
Prompt

[=)- Customer Department {customerdepartment)

[5] Basics
Name Arial
Size 13
Style Normal
Colr E—

Background Calor ] !-l

Customer Depatment

IArea 24

Figure 80: Example of a Configured Attribute

4.4.4Global Layout Design

The aim of global layout editing is to display certain properties of an attribute.
The global layout design is specified directly in configuration manager. In or-
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der to extend DPE for these functions starting from version 5.17SP2 new ob-
ject classes were introduced:

You can create global attributes on the highest node (ConfigDB) of your confi-
guration.

1) Select the node and choose in contextual menu New < Global Attribute.

IS8 ConfigDE
[+ Brows
[#- Types

Save As »

Import: >
Compare
Sort Types By »

Sort Parent Child Relations By »

Figure 81: Global Attributes

» It opens a list with the possible properties of an attribute which are appli-
cable for the layout design.

Global Attributes

displayinbrowser Select a property for which
displavineditor you want to create a global
displayinfinder » attribute group.

inavset

ischangeable

ischangeableinrelease

isgeneratedkey [=)- ConfigDB *

iskey ] » [ Browser

isprintable - Types

isreadonly [=- Global Attribute Groups

isreadonlyscript
isrelevant
istransient
mandatoryvalue
uppercase
usedforpermission
usemaster

. Display in finder

Figure 82: List of Attributes
Select a property for which you want to create a global attribute group.

In order to edit the new created group entry you select it and choose in con-
textual menu New.

[=- ConfigDB *
Browser
Types
[=- Global Attribute Groups

Delete Prompt {readonly)

Control

Control{readonly)

Figure 83: New Group Entry

» As inlocal layout design you have here also the choice between notation
of an attribute (Prompt) and input field (Control). With both properties you
can also distinguished between readonly and not readonly attributes. All
four options can be edited. If a property is already configured you cannot
select it any longer during renewed opening of contextual menu. The edit-
ing is the same as in local layout editing.

» All attributes which own the selected property are displayed in property di-
alog according to the made settings.
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Since there are certain properties of an attributes which can occur multiple
times you can specify with a prioritization which property is to be displayed
first. The properties of an attribute are described in chapter Edit Attributes of a
Type. So it is possible that there are attributes which can be displayed e.g. in
finder and also in browser and are a key attribute in addition. If global attribute
groups are created for these three properties you have to decide which prop-
erty is more important.

In order to check the priority of an entry, select the entry.

» Inthe properties you can see the priority assigned by system. The highest
priority is O.

[ Basics
Property ID displayinfinder

Figure 84: Specify the Priority
You can only change the priority if there are several properties in the group.
Note

Settings which are made for global attribute groups have always priority before
local settings.

Example for Editing of priority:
isMandatory has priority O and isPrintable has priority 1
Priority of isMandatory is changed manually to 1.

» The program recognizes the new priority of isMandatory and change the
priority of isPrintable to O.

Already created group entries can be edited or deleted. In order to delete an
entry select the entry and choose in contextual menu Delete.

Properties of Fonts and Colors for Global Attributes

Groups
The properties are the same as described in local layout design. Please refer
to the Properties of Fonts and Colors

Overwrite of Attributes and Groups with Configured

Layout Properties
With overwriting of attributes and groups layout properties are also overwrit-
ten.

4.5 Configuration of Parent-Child Relations

4.5.1Specify Relations

A parent-child relation is a relation between two types. Using this relation you
can determine which types can be assigned to each other.

Child

Type A >—Parem Child Relauonshup—>< Type B
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Figure 85: Parent-Child Relations

The partners in a parent/child relation are often not equal. Thus, as shown in
Figure 85, for example, type A can have multiple relations to type B. This
means that there are multiple possibilities to assign objects of type B to type
A. On the other side it must not necessarily be possible to assign objects of
type B to type A. This is only possible, if a parent/child relation is defined.

The parent-child relations are shown and edited in the browser of the Configu-
ration Manager in the directory Parent Child Relations of a type.

New Parent-Child Relation

To create a new parent-child relation, proceed as follows:

1) Before creating a new parent-child PPR relation, create a new type. The
type name should match the format relationship_child list name.

2) On anew created type open the contextual menu and select New <
Parent Child Relation.

IS Organizational Product {ergocor

[#- Base Type: Organizational SI

[+ Editors

[#- Attributes

[#-Layout

[=)-Parent Child Relations
allowance::

Figure 86: New Parent-Child Relations

» From the list select the type to which the parent-child relation is to be es-
tablished.

Select Child
ergoplantype_mgeprofile
ergoplantype_orgplant
ergoplantype_orgprocess
ergoplantype_orgproduct
ergoplantype_partsbin
ergoplantype_pivotchair
ergoplantype_plant
ergoplantype_plantarea
ergoplantype_plantbuffer
ergoplantype_plantcirculation
ergoplantype_plantinteracedtransport
ergoplantype_plantstation
ergoplantype_planttransport

ergoplantype_planttransporttaol
ergoplantype_plantworker
ergoplantype._pneumnatictablepress
ergoplantype_process
ergoplantype_product
ergoplantype_standard
ergoplantype_timeanalysis
ergoplantype_timeanalysisazb
ergoplantype_timeanalysisfor
ergoplantype_timeanalysismek.
ergoplantype_timeanalysismost
ergoplantype_timeanalysismtml
i i 2

ype._|
ergoplantype_timeanalysisrwf
ergoplantype_timeanalysissam
ergoplantype_timeanalysisstd

=
ergoplantype_work placeillumination
ergoplantype_worktable
ergoplantypeset
ergoplantypeset_wsc
ergoplantypesetfolder
ergoplantypewsc

ergoproject

“mrdabel

Figure 87: Selecting a Parent-Child Relation

The new parent-child relation is shown in the directory Parent Child Relation.
In the next step, edit the properties of the new parent-child relation. Please re-
fer to the Table 19 and Table 20.
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4.5.2Properties of a Parent-Child Relation

o
E Parent type balancing
‘z Child type allowancesetprocess
E Child list allowancesetprocess
II] Prompt process allowance sets
E Child set m_p&llowanceSet
E] PPR - relation No
Inheritance Inherit to all
Relation class
E Child parent relation
oo I
E Description
@ Loopcheck group Nao loopcheck

[3 Flags
@ Is relevant No
Is enabled Yes
@ Is autorelation No
Change in integrate state No
Change in release state No
Inherit effectivity Yes
Show in graphic No
Is unique for parent and child No
E Is unique for parent No
Is autorelationpath No
Copy link to child No
Is system interal No
@ Copy link to child (Change Management Controlled) No
Copy link to child [versioning) No
Is configured No
Is a simple relationship No
Must have unexposed object for source No
Consider for Activation by Link No
@ Exclude from Manufacturing Change Management and CCZ No
@ Must have unexposed object for target No
Defined by Delmia

Enum

Owner type No Owner

Figure 88: Properties of a Parent-Child Relation
Table 19: Properties of a Parent-Child Relation

Property Comment

Basics

Here, the parent type is displayed.
Parent type

Note: This function is disabled in the standard version of DELMIA
Process Engineer.

Display field:
2 | Child type Here, the child type is displayed. Via this function you can later
change or replace the type.

Write a name for the child list here. Between identical parent and
child types the name must match the child type name. The name
Child List may be used only once in this relation for this (child) type or plan-
3 type.

If a parent-child relation exists with several different plantypes
and types, the same name for the child list can be used for these
relations.

In the PPR Navigator in the object properties display area the re-
lations between the objects of different types are displayed. You
can enter the description (Prompt) of the tab in the object proper-
ties display area of the PPR Navigator.

4 | Prompt
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Property

Comment

Child set

This function is intended for internal use only, to add, remove ge-
neric implementation (parent knows its children).

i

Note: This function is disabled in the standard version of DELMIA
Process Engineer.

PPR - relation

You can determine here, whether it is a product, process, or
resource relation.

Inheritance

a all ]
Inherit ta hone

The inheritance property determines whether a parent-child rela-
tion is also passed on to the types and plantypes derived from the
present type.

Relation class

You can determine a relation class here. This function is intended
for internal use only; it describes the relation class that is to be
created, if it is a relation.

Child parent relation

Specification of the parent-child relation. See also Child set, how-
ever. the child knows its parents, but not vice versa.

(i

Note: This function is disabled in the standard version of DELMIA
Process Engineer.

10

Color

EEE
L I
|
N
| Il

Other...

Define the color for relations in the process graph and the manu-
facturing concept.

Existing relations in the process graph and manufacturing con-
cept can be highlighted by the color selection. The color selection
is based on the respective relations selected: for example, for the
relations process runs before process or process must precede
process, etc.

11

Description

In this field you can enter a description of the relation. You can
document additional notes and changes in the description.

12

Loopcheck group

Loopcheck group is an extension of the function “Loopcheck”.
With the Loopcheck group multiple relation types can be checked
for loop developments, whereas the “simple” check could ex-
amine only one relation at a time. In order to combine relations to
a group, all relations that belong to the same group must have the
same group name entered. Currently three groups are available.
Further groups can be created. For more information on creating
further groups, please refer to DELMIA Support.

Note: The loopcheck group can affect the performance.

The following must be considered when configuring the loopcheck
group:

Only relations that combine the elements of an area are allowed
in a group.

Both directions of a parent-child relation must be covered with the
check consistently, meaning that the “_reverse” relation must be
included in the same group.

Examples:
ergocompprocessdefault:: process_mustprecede_process

ergocompprocessdefault:: process_mustprecede
_process_reverse

ergocompprocessdefault:: process_runsbefore_process
ergocompprocessdefault:: process_runsbefore _process_reverse
A correctly created relation

ool —foroa]

An error message appears while creating the relation 4.

Administrative Tasks

Version PE 5.21




Working with Configuration Mané

96

Property

Comment

Op 010 |2 030
Op 020

An error message appears while creating the relation 4.

[opoio}-+— L foroa]

P=No Loopcheck: Using this relation development of loops will
not be checked.

P=Simple: This Loopcheck occurs between components of the
same type only (process_runs_before_process). Example: Pre-
venting a Rell - Rel2 - Rel3 - Rell.

P=Group 1 etc: Defines the relation as part of a group, which is
checked for development of loops together with other relations
that were assigned to this group as well.

Flags

13

Is relevant

You can specify here whether a change log is to be created if a
type B object is assigned to a type A object.

14

Is enabled

You can hide relations on plantype level here.

N |

Note: This function is disabled in the standard version of DELMIA
Process Engineer.

15

Is autorelation

PPR relations are automatically created.

N |

Note: This function is disabled in the standard version of DELMIA
Process Engineer.

16

Change in integrate state

Defines whether the relation can still be changed after the status
“integrated” has been assigned.

17

Change in release state

Defines whether the relation can still be changed after the status
‘released” has been assigned.

18

Inherit effectivity

If this function is enabled, effectivities for code rules / line num-
bers are inherited. This function is relevant only for the following
relations:

PROC_FIRSTPROCESSES_PROD
PROC_CREATES_PROD

PROC_CREATES_PROD
PROC_PROCESSES_PROD
PROC_REMOVES_PROD
PROC_FIRSTPROCESSES_PROD
PLANT_PROVIDES_PROD

Enabling this function has no effect on other relations.
For details Please refer to the Inherit Effectivity.

19

Show in graphic

If the checkbox “Show in Graphic” is enabled, the graphic of the
children is displayed depending on the relation. For more detailed
information Please refer to the Autorelations.

20

Is unique for parent and child

This relation can be generated only once with this parent and
child (with this parentname, childname, childlisthame and config-
name).

Functions as in PE 5.11.

1 2
P1 'L P1
P2
P1

|A This function is disabled in the standard version of DELMIA
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Property

Comment

Process Engineer.

21

Is unique for parents

This relation can be generated only once with this type

1 2
Em iPl

P2

Ll

Note: In order to do this, the function must be enabled on both re-
lations (relation and Relation_reverse).

Using standard PTS create Process structure with two Workplans
(workplan A and workplan B) under "process plan" and a "Testo-
peration" under workplan B.

g~ TEST Project
=A% Process View, 1
S| Process Plan, 1
A siarkplan &, 1
. workplan B, 1

o Testoperation, 1
+ (9 Default-v5R20
+-45) Project Library

1 e TEST Flu|ectJ

1) In configuration Overwrite relationship Workplan - Operation:
nodes

2. Overwrite relationship Workplan - Operation: nodes_reverse
3. Set "Is unique for parent" to Yes on both relations
4. Create a new Operation as a child to Workplan A.

5. Create a second operation as a child to Workplan A - not al-
lowed (throws up warning message "The parent already has a
relation with the given type").

Note:

When you try to create a second operation under "Workplan A",
system checks for all the nodes relation on Workplan type, since
an operation is already created (in step 4) under workplan A sys-

tem does not allow to have more than one operation as child for
workplan type.

6. Create TestOperation as a child to Workplan A.
Note:

N |

Except “operation” system allows to create multiple TestOpera-
tions. Reason "Is unique for parent" is only set on Operation rela-
tion.

7. Create an operation as a child to Workplan B.
Note:

N

There already exist a plantype "Test Operation" under Workplan

Administrative Tasks

Version PE 5.21




Working with Configuration Man

98

Property

Comment

B. now when you try to create a “Operation” under “Workplan’,
system checks for all the nodes relation on Workplan type and
throws up warning message (The parent already has a relation
with the given type). Since "TestOperation" and "Operation" both
are of type "ergocompprocessdefault” and "Is unique for parent”
check is at type level. Hence it does not allow to have more than
one child for Workplan type.

8. Create a Testoperation as a child to Workplan B.
Note

N]

Except “operation” system allows to create multiple TestOpera-
tions. Reason "Is unique for parent" is only set on Operation rela-
tion.

22

Is autorelationpath

If the function “Is autorelationpath” is enabled, an autorelation is
created. For more detailed information Please refer to the Autore-

lations.

23

Copy Link to Child

If a component is copied, a link to its children is created.

24

Is system internal

If a relation is only valid for system-internal areas like versioning
or autorelations, then this checkbox must be enabled.

25

Copy link to child object
(Change Mangement)

If a component is copied, then a link is created to its children. This
applies only to change management.

26

Copy link to child (Versioning)

If a component is copied, then a link is created to its children. Ap-
plies only to versions without change management.

Max. Configured

This function refers to the change management and specifies if
and how the relation for the change management is used.
Following possibilities are available:

No = no change management

Yes = for change management; standard configuration mode
Max. Configured = for change management; maximal configura-
tion mode

Besides the function Is configured, the function no.12 Has ver-
sions Owns Version is also important.

If planetypes are not configurable, so an extended effectivity can-
not assign to them.

In case of standard configuration we differentiate between plan-
types, which are versionable or not.

For versionable plantypes new objects or checked out version re-
ceive the validity from the instruction for modification.

During check in of a version, the extended effectivity is subjected
to each possible version with a planning state, which agrees with
effectiveness from the selected instruction for modification. There
is no special operation for not versionable plantypes, but which
are configured. This requires a modification assignment, which is
selected when these objects are created.

Maximal configuration means, that plantypes have either “always*
or “never valid“ extended effectivities.

Maximal configured plantypes do not support parallel versions.

28

Is a simple relationship

L

Note: This function is disabled in the standard version of DELMIA
Process Engineer.

29

Must have unexposed object for
source

N

Note: This function is disabled in the standard version of DELMIA
Process Engineer.
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Property Comment

30 | consider for Activation by Link | Consider for Activation by Link

If this property is set to Yes, relations that have an owner with a

version count are not considered in the MCM and Configuration

31 | Exclude from Manufacturing Control Zone.

The property must be adjusted consistently for both directions of
the parent-child relation.

32 | Must have unexposed object for m_J

target Note: This function is disabled in the standard version of DELMIA
Process Engineer.

Specifies whether this relation has been created by a user.
Needed to distinguish from internal program types.

33 | Defined by mJ

Note: This function is disabled in the standard version of the
DELMIA Process Engineers.

Enum

A relation is taken into consideration in a Change Management
Controlled (MCM) project only if the relation has an owner and if
this owner is a 'versionable' component. Set the owning relation-
ships of the relation under the function Owner type.

The following settings are available:
No Owner

If a relation does not have an owner, it is not within the range of
applicability of the change management.

Source Owner

The source PPR component is the owner of the relation.

Target Owner

The target PPR component is the owner of the relation.

The ‘Source owner’ and ‘Target owner’ specify the source and
target plantypes with regard to the owner of the relation. If the re-
lation of the API (application programming interface) is

34 created, the information can be derived during the runtime and
Owner Type the owner does not need to be explicitly specified.

Explicit Owner

The owner of the PPR component can be freely defined.

An explicit owner can be an object from any valid plantype. In
DPE itis not possible to derive this information if the relation is
created, and therefore it is necessary to make a reference to the
explicit user for the API.

Common Parent Owner

The owner is always the direct parent of the linked source and
target components (common parent). The target according to the
relation relationsship_nodes (BOM), DPE is not able to derive
this information, so the reference to the common parent owner to
the APl must be made when the relation is created.source — and
target component (common father). The aim, according to the re-
lation relationsship_nodes (BOM), DPE is not in the position to
derive this information, therefore the note to the common parent
must be led to API, when the relation is created.

4.5.3The Parent-Child Information

The information concerning the parent-child relation first determines, whether
it is to be displayed in the tree view and in the list view of the PPR Navigator;
and second it determines how the parent-child relation is to be displayed.
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Create the information concerning the parent-child relation via the contextual
menu of the type or plantype of the parent-child relation.

1) Open the contextual menu and select New < Parent Child Information.

[=]- Organizational Product {ergocomporgproduct)
[+]- Base Type: Organizational Structure {ergocomporg)
[+ Editors
[+ Attributes
[#- Layout
E)-Parent Child Relations
allo

[#)- Organizations ~ Delete

Figure 89: Create Information for Parent-Child Relation via the Contextual Menu

2) To edit the properties of the parent-child information, select the parent-
child relation in the browser.

» The parent-child information is found in the browser under the type or plan-
type of the parent-child relation. Please refer to the Table 20.

=1~ Parent Child Relations
=)~ allowance::

Figure 90: Selecting the Parent-Child Information in the Browser

By Category  Alphabetical |

Browser ID ergoexplorer-projectlibrary

Default relation  No

Defined by Delmia

Description

Folder name

Is in listview Yes
Isintreeview  No

Is read only No

Program D ErgoE xplorer. EPAdvancedD ataComponent

EEREEEEEE

d

With a 'new’ ent §8fs]

Figure 91: Parent-Child Information
Table 20: Description of Properties

Property Comment

ur

Browser ID Note: For pre-configured relations this function is disabled
1 in the standard version of DELMIA Process Engineer.
It is active only for new parent-child relations. For a new

relation, via this function define the location in which the
relation is to be displayed.

Determine via this function, whether this parent-child rela-
tion is to be activated as the default in the relations selec-

2 | Default relation tion dialog of the PPR Navigator.

Specifies whether this relation has been created by a us-
er. Needed to distinguish it from internal program types.

3 | Defined by m

|A This function is disabled in the standard version of
DELMIA Process Engineer.

In this field you can enter a description. You can docu-

4 | Description ment additional notes and changes in the description.
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Property Comment

Note: This function is disabled in the standard version of
DELMIA Process Engineer.

Is in listview Determine via this function, whether the parent-child rela-
6 tion is to be shown in the Listview of the PPR Navigator.

Determine via this function, whether the parent-child rela-
tion is to be shown in the Treeview of the PPR Navigator.

i

Note: This function is disabled in the standard version of
DELMIA Process Engineer.

7 |lIsintreeview

8 |lIsread only

=

9 | Program ID ote: This function is disabled in the standard version of

N
DELMIA Process Engineer.

10 | With a ‘new’ entry in menu —J

Note: This function is disabled in the standard version of
DELMIA Process Engineer.

4 5.4Delete Parent-Child Relations

Caution
0} You should not delete existing parent-child relations. When such relations are
deleted, information may be lost, such as existing autorelations.

You may, however, delete new parent-child relations that you have created
yourself.

Deleting Parent-Child Relations
Parent-child relations and corresponding information are deleted via the con-
textual menu.

[=I- Parent Child Relations

B »
ergc New

; ergoplal
Figure 92: Delete Parent-Child Relations
Deleting Parent-Child Information

Additionally, you can delete parent-child information individually, without hav-
ing to delete the type or plantype.

1) To do so, in the browser select the parent-child information and open the
contextual menu.

2) Click Delete.

Configuring Relation
For every relation 2 PCs (parent/child) and 1 type are needed in the configura-
tion.

Example Parent/Child Relation: Childlisthame pprelationtype relationclassname au-
torelationpath (Yes =1, No = 0) autorelation (Yes =1, No = 0))

PCs in the case of relations with different types
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Type
A Name Relation RealTypeName set
A B childlist pprrelation XDORelationship 10
B A childlist pprreverserelation XDORelationship 00

Is only allowed to be in one direction=1 maximum! Must be 0 in the case of
non-autorelations!

XDORelationship or derived class (exception: not in the case of "nodes" or
"refnodes"!!)

PCs in the case of relations with different types

A A  childlist pprrelation XDORelationship 1 0
A A  childlist_reverse pprreverserelation XDORelationship 0 0
Type:

Name: relationship_childlist (in both cases)

RealTypeName: XDORelationship or derived classes

Parent type relationship or derived type

4 5.5Autorelations

4.5.5.1 Introduction to Autorelations
Autorelations are special relations that are automatically created and deleted.

Autorelations are created if a chain of relations with an enabled autorelation
path checkbox is generated between 2 components for which an autorelation
is defined and if the autorelation has not been created before. The autorelation
object remembers ALL paths that are “valid” for it.

If a chain is interrupted, which belongs to one (or multiple) autorelation paths
or to one (or multiple) autorelations, the sub-path is removed from the
corresponding autorelation object. If an autorelation object does not have any
more sub-paths, the object is marked as deleted. It is not actually deleted
because it is necessary for moving or using during Versioning.

A “chain” can be created if

a) a child component is created.

b) a relation is created.

€) a component is moved.

b) a relation is moved.

€) a new version of a component is used.
f) a new version of a relation is used.

A “chain” can be interrupted if

a) a child component is deleted.

b) a relation is deleted.

C) a component is moved.

b) a relation is moved.

e) a new version of a component is used.
f) a new version of a relation is used.
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: Subassembly <AF 20, 1> i

General |Ma!ter Ptopertiesl Simulationl Glaphicl Notes ] Versionlnformalionl 3D-LL’_J

—lojx|

Designation and number

Component Name I!AF 20

Component Number |73051 221

Level |0

Paosition ID

Quantity ]1 Ja]

Allowance Set l

Premises | DELMIA,

PoT-Curve l

Lef L] L«

Planning Yariant l

YPM Id |
‘Wite Change Protocol [~

L

i~ Cost

Material Costs |0.00 Euro

Subproducts Material Costs |0,00 Euro

~Ti

Modifier [ eko

Creator [

Modified |06.02.2004 10:37:31

Created | 31.01.2001 14:26:38

0K | Cancel |

Apply Preview

Print

Figure 93: Autorelation

m Example

You assign a parts container to a product (which has its own graphics).

103

This product is made by means of a process running on a resource.

Thus, a chain is established. The purpose of chaining is to ensure that the

product and the parts container are displayed in the resource.

Parts bin Product

& B

Process

Resource (station)

Figure 94: Chain Structure

)

You can directly link the product to a resource. The product is visible in the re-
source view, the container is not. No autorelation has been created.

However, if you create the following links:

Parts container to product

Product to process

Process to resource, an autorelation results (product and container be-

come visible in the resource view).

Autorelations always depend on the type and the parent-child relation defined.
Concerning parent-child relations, the following functions are pertinent

The function is autorelation
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= The function is autorelationpath

= The function show in graphics

Caution

) Autorelations are bidirectional: If the function “Show in graphic” is enabled in
both directions, an endless loop will result. If components of an autorelation
(parents) are deleted, the underlying components are deleted as well.

The following example shows how autorelations need to be configured for giv-
en requirements.

= Some autorelations cannot be re-configured in the standard installation.
You can only influence the display of graphics.

=  The setup of the autorelations can also be seen in the example "Inherit
effectivity".

The graphic & opened either from the plant or from an organizational resource node
(OrgPlant).

In addition to the cwn graphic, the graphics of the resources linked by autorelatiors are
gPlant o ;
then visible (see colored lines).

The corresponding configuration

wyphnt nmy Ergoco mp- autol (#RP=0, AutoR ebthn=1, ShoutnGraphic=1)
redin_syprc E
Ergocomp e DARP ergocomp | autol_reveras (9F P=0, AutoReBtion=1,

orgplant ShownGraphic= 0)

B JnnmEn_pRm

plntprsises el
AR Y

€190 Gom p-
produddefautt |

ergocomg-
plantdefault

prc_oe phnt

FW'(:

auto2(ARP=0, AutoF elation=1, ShowtnGrphic=1]

Ergoco mp-
plantdefault

auto2(2FP=0, AutoFi elation=1, ShoutnGrphicz0)

AR P: futoR el to npath
0= Yes, 1= Mo

Figure 95: Autocorrelations Configuration

4.6 Configuration Samples

The following chapter contains examples on how you can configure the
interface and the database in the DELMIA Process Engineer using types.
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Even though you cannot create attributes on type level, various possibilities
for configuration are offered, however. The configuration on type level is
suitable above all if a change in the configuration should have effects not only
on the plantype, but also project-wide on entire plantype areas. In the
following chapters some of the configuration possibilities are shown as an
example.

0 Caution
\,) Changes on type level have effects beyond the limits of projects and plantype

sets. Therefore the configuration should be made with great care and only by
trained administrators.

4.6.1 Create a Group on the Type Level

The following example illustrates how a group is created on the type level.

The aim of this exercise is to create a group for the designation and the num-
ber of a product component. You will notice that creating a group on the type
level hardly differs from the procedure followed on the plantype level.

1) Open the Configuration tool in the “Tools < Database Utilities” menu.

2) From the list of types select the type “ergocompproductdefault” and then
open the Layout directory.

Erg ocompp roductdefault (IProduct Component (ergocornpproductdefault) ])
= the type from which the product plantypes are derived.
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g e [ By | 2

ergocompprocessdefault (Process Component) ;I By Category Alphabetical
[=)- ergocompproductdefault (Product Component) " =
Base Type: Graphic Component (ergocomparaphic) Altnbutes pet fow 2 —
Editors Base class type name ergocompgraphic (Graphic Companent)
Mrhiges Bitma roduct
Layout R P
Parent Child Relations Caption plural Product Components
ergocompproductfeature (Product Feature Component) Caption singull Pioduct Comporert
ergocompproductfeatureclampingpoint (Product Feature - -
ergocompproductfeaturefastener (Product Feature Faste Defined by Delmia
ergocomppraductfeaturefastenercurve (Product Feature Depends on values No
ergocompproductfeaturefastenergroup (Product Feature T
ergocompproductfeaturefastenerpaint (Product Feature F Description
ergocompproductfeaturelocationpaint (Product Feature Lc Dialog Type Property Sheet
ergocomptimeanalysis (Time Analysis) ; z I
ergocomptimeanalysisazb (Time Analysis AZE) Disply parent/chid feations i o Yes
ergocomptimeanalysisfor (Time Analysis FOR) Has attachments No
ergocompt,meanalysysmek(T|me Analys; MEK) e vero Vs
ergocomptimeanalysismast {Time Analysis MOST)
ergocomptimeanalysismtmi (Time Analysis MTML) Is abstract Yes
ergocomptimeanalysismtm? (Time Analysis MTM2) [Sialvant No
ergocomptimeanalysisraf (Time Analysis RWF)
ergocomptimeanalysissam (Time Analysis SAM) Is searchable Yes
ergocomptimeanalysisstd (Time Analysis STD) Name ergocompproductdefault
ergocomptimeanalysisuas (Time Analysis UAS) rheited
ergocompweldpoint (Fastener) rheried from parent type gl
ergoitem (Item) Physical name XDOErgoCompProductDefault
ergoitemdefault (Default item) RREOE =
[+1- eraoitemaraphic (Graohic item) oo e “J

Figure 96: The Type “ergocompproductdefault”

: Subassembly <AF 20, 1> o =175

General l Matter F'vopel!iesl Simulalionl Graphicl MNotes I Yersion Iniormatiunl 3D-V_‘_‘_L

Level o
Component Name |AF 20
Component Mumber I?305‘1 221
Position IlJ
Quantity 1.00
Allowance Set LI
Premises | DELMIA Ll
PoT-Curve | Ll
Planning % ariant
VPM Id ~1
Wirite Change Protocol [
—Costs

Material Costs ]CI,DD Euro

Subproducts Material Costs ]0,00 Euro

=

todifier |eko

Creator I
Modified |28.01.2004 13:05:30
Created |31.01.2001 14:26:38

oK I Cancel I Apply I Preview | Print |

Figure 97: Properties of an Assembly before the Changes

As shown in Figure 97, the first eleven attributes of a group are put together
without a caption. The component name and the component number are now
to be put together in a separate new group. To achieve that, you need to as-
sign a caption in the properties of the new group. In the example it would read
“Designation and number”.

1) Inthe Layout directory select the page General and select New / Group
from the contextual menu.
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» You have created a new group.
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2) Select the new group (it has the highest number and is designated Group)
and enter the properties shown below (you cannot change the number):

Caption
Defined by

Display order

Number

Page

Designation and number
Customer

]

1300

Page::1 (General)

Figure 98: Properties of the Group “Designation and Number”

3) To assign the two attributes Component name (hame) and Component
number (nameshort) to the new group, open the Attribute directory.

4) Open the two attributes and change the values in the input field “group” as
follows:

Group

Figure 99: The Input Field “Group”
5) Now open any product in a project.

Group::1 ()
Group::2 ()
Group::3 [Organization)
Group:5()
Group::6 ()
Group::7 [Configuration)
Group::10()
Group::11 [Group 1)
Group::12 (Group 2)
Group::13 [Costs of Subproducts)
Group::14 ()
Group::50 [State)
Group::33 ()
Group::100 ()
Group::200 ()
Group::201 (General Attributes)
Group::202 (Graphic Attributes)
Group::1100()
1200 Tlmeslams

Group:: B2UIJ [\/ersnon Information)
Group::3000 (Effectivity)
Group::9001 ()

v

» “Number” and “Designation” of the product are now put together in the

group “Designation and number”.
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0,00 Euro
Subproducts Material Costs 0,00 Eura

4.6.2Examples for Attributes per Row and Display Order

Attributes per row

4.6.2.2

i i
=TT

Designation and number

Component Name IAF 20

Component Number l?305‘| 221

Cost:
|( Material Costs

-Ti

Modifier [eko

Creator l

Modified |06.02.2Dl]4 10:37:31

Created y31.m.2001 14:26:38

Lef el Ll

Level IE
Paosition |D
Quantity l1 Joa
Allowance Set l
Premises I DELMIA
PoT-Curve l
Planning ¥ariant |

YPM Id |

Wite Change Protocol [~

Ll

oK I Cancel Apply Preview

Print

Figure 100: The Group “Designation and Number”

Note
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: Subassembly <AF 20, 1>

General ] M atter Properliesl Simulali-:mI Grap

— Designation and number

Component Name th 20
Component Number |73051 221

Level IEI

Position 1]

Quantity 1.00 _
Allowance Set l——
Premises lDELT—
PoT-Curve [——
Planning Variant [——
VPM Id [

‘Write Change Protocol [

— Costs
M aterial Costs

fﬁ Euro

Subproducts Material Costs  |0,00/ Euro

2

Modifier  [eko

Creator f
Modified |06.02.2004 10:37:31
Created |31.01.2001 14:26:38

0K I Cancel I |

If you find the designations of groups, pages or attributes displayed in English
in the Configuration Manager, but not in the properties dialog, this is caused
by an internal translation mechanism. Familiar terms, that is, terms that are
used frequently in DELMIA Process Engineer®, are translated internally.

Define the Attributes per Row
If you set the number of Attributes per row higher than 1 for a page (this de-
fines the number of columns for the layout of the properties dialog), the layout
of the page will change substantially, as illustrated in Figure 101. Please refer
to the Defining the Display Order.

Figure 101: The Group “Designation and Number”
Define the Display Order

To achieve the page design shown in Figure 101, the display order of the
groups also had to be changed. The display order determines the sequence in
which the groups are arranged in the columns.

The display order was changed as follows:

Table 21: Schematic for the Definition of the Display Order

Group Designation

Display Order, Old

Display Order, New

Designation and number

1

1

Group without caption

2

3
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Costs 3 2

Timestamps 4 4

4.6.3Hide an Attribute

This example shows how you can hide an attribute in a properties dialog. To
do so, start the Configuration Manager and select the type “ergo-
compplantdefault”, for instance.

1) Inthe list of attributes search the attribute with the type designation
(name of attribute) nameshort (Number). Change to the properties of the
attribute.

P configuration Tool i P =] 2
g Mg | My | 2 2
Production distribution {productiongre _A_J [ By Category  Alphabetical |
Production volume (productionvolume
Protect Effectivity (coderule_is_safe;
Realizes MC for Process {mcforproces Change in release state No
Representation file {tp_representatic N
= traint N
Required space (1) (requiredarea_1) Constaii137) a
Required space {10) (requiredarea_1 Cantrol type Edit
Required space (2) (requiredarea_2)

Change in integrate state No =

Copy prefi
Required space (3) (requiredarea_3)
Required space (4) (requiredarea_4) Data Type Stiing
Required space () (requiredarea_S) Default value
Required space (6) (requiredarea_6) - -
Required space (7) (requiredarea_7) Defined by Delmia
Required space (8) (requiredarea_8) Description
Required space (9) (requiredarea_9) - .

Display in browser Yes

Resource Name (name)
Resource Number (nameshort)
Route Logic (routelogic)
Schedule file (tp_schedulefile)
Setup time (setuptime) Double max 9999993939.995300800000000

Figure 102: The Attribute “nameshort”

Display in editor :‘

Display in finder Yes

2) Set the entry Display in editor to No. Save the change.

The number is now hidden in the Properties dialog of the resource. The num-
ber or short name can be shown again at any time, by setting the entry Dis-
play in editor to Yes. As you see, it is not necessary to delete an attribute to
remove it from a dialog.

4.6.4Configuration of “Free” Attributes

m In DELMIA Process Engineer so called “free” attributes have been defined.
Free attributes can be recognized by their designation, which is structured in
the following way:

attribute_xx: String attributes, freely configurable by the user.
dbl_attribute_xx: “Float” type attributes, freely configurable by the user.

The following example shows how you can use the free attributes for your
purposes.

Suppose, for example, that your superior wants a responsible person to be de-
fined for every resource object. The name of the responsible person is to be
printed on corresponding print forms. It is also to be possible to use the name
of the responsible person as a search criterion in the Finder.

1) Start the Configuration Manager and select the type
“ergocompplantdefault”.
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2) Inthe list of attributes search the attribute with the type designation
(name of attribute) attribute_10 (Attribute 10). Change to the properties
of the attribute.

B _inix
3 H.|:’_'3 G
[=)- Attributes ﬂ By Category Alphabetical |
Allowance Set (alowanceset) -
. frea (targetarea) Change in integrate state No 2
i Attribute 1 (attribute_1) Change in release state No
Attribute 10 (attribute_10) :
- Attrbute 11 (attribute_1) | || conseantosezy Na
- Attribute 12 (attribute_12) Control type Edit
- Attribute 13 (attribute_13) Copy pref
Attribute 14 {attribute_14)
- Attribute 15 (attribute_15) Data Type Stiing
. Attribute 16 {attribute_16) Default value
- Attribute 17 (attribute_17) - -
. Attribute 18 (attribute_18) Defined by Delmia
. Attribute 19 {attribute_19) Description
i Attribute 2 (attribute_2) S
- Attribute 3 (attribute_3) Displa inbrowser No
. Attribute 4 (attribute_4) Display in editor Yes
i Attribute 5 (attribute_S) TR
Attribute 6 {attribute_6) Displayinfrvle i ﬂ
- Attribute 7 (attribute_7) v B
4 | LI_‘ ¥

Figure 103: The Free Attribute “attribute_10”
Change the properties according to Figure 104.

For instance, identify the name of Attribute 10 as Responsible Planner.

L«

By Categary IAIphabellcaI | By Category IAIphaheticaII

[5] Basics I —-IDE| Display and Position
Name attribute_10 Dizplay in editor Yes
Phusical name m_strdsttibute 10 Display in browser ez
Prampt Responzible Planner Display in finder ez
Diata Tppe Sking Pasition in editor 1010
Control type Edit Pasition in browser 12m
Group Group: 1001 [)-Page: 1000 [General] Pasition in finder 12m
Drescription the infarmation Pasition in tree o
Use master Na Length confined ta 1]

[F] Data Type Definition [E] Flags
Length an l5 read anly Mo
Precisian 2 I5 read only for seripts Mo
Unit categary e Is printable Mo
Unit Change in integrate state Mo
Walidation Pattern Change in release state Mo
Walidation Pattern Desc |5 transient Mo
Integer min 0 In A4S et Mo
Integer max 2147483647 Mandatory value Ma
[rouble min 0.000000000000000 |5 relevant No
Drouble max 9533993353, 933300200000000 Conshaint[0942] Mo
Default value Disfined by Delmia
Capy prefix copy of [E Key Constraints

[F] Data Type Reference [Point |z generated key Mo
Type Attribute Name Is key Mo
Walue scope Key Scope
Target

[F] Display and Position _i

Figure 104: Properties of the Attribute “Responsible Planner”

1) Save the configuration.

» The new attribute is now available in the resource properties.
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: Work Place <Work Place, 1> —1oi x|

General l Graphic Sellingsl Notes l Examplel Mersion Iniormalionl 3D-Viewl Effecti :_L_'J

Name liw’cuk Place

Number of Waorkplan ]New Plant

Worker Type IDivecl L]
Shift Model [

Allowance Set |

Premises |

Speed Busy ICI,EID misec
Speed Empty ID,UD misec
Performance [%] |1 13.00
Wage Group |

Rejected Parts Concerned [

Realizes MC for Process |
Wite Change Protocol |
IHesponsible Planner IHr. Meyer 3]

Ti
todified I 26.01.2004 10:32:01
Created ‘ 26.11.2003 18:31:40

oK I Cancel I Apply l Preview Print

Figure 105: Resource Properties

4.6.4.1 Value Lists and Special Attributes
Suppose your superior is satisfied with this configuration, but while using the
Navigator, he now wants to see at a glance which person is responsible for
what resource. To allow you achieve that, he hands you a list of all persons
that might be involved. Also, he wants to be able to display resources to which
no responsible person has been assigned.

1) Again select the attribute Responsible Planner.

'|tn:|I type Combobox

2) Change the Control type from Edit to Combobox, picking the
corresponding entry from the list.

3) Now create a value list with the following entries. Please refer to the Use a
Value List.

Table 22: Value List Entries

Item Name Item Value Order Bitmap
Mr. Meyer ME 10 ﬁg
Mrs. Muller MM 20 ﬁ
Mr. Perry PG 30 ﬁl
Mrs. Schmitt SM 40 ﬁ
Mr. Jackson JA 50 e
EMPTY 60 ﬁ

The bitmaps can be created using any graphics program (e.g. Paint). The bit-
maps must have a size of 18 x 17 pixels (width x height) and must be saved in
256 color mode.

|

a
Intemal shelf planning data [alb_shelfpl"

Responsible 0)

Special attribute

Planner (attrbute

Allowance Set [allowanceset)

Attibute 1 (attribute 1
Responsible Planner (attribute 10
Attribute 11 (attibute_11)
Attribute 12 (attribute_12)
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4) Now select the type ergocompplantdefault and change the properties of
the type.

5) Search the entry Special attribute. From the list now opening select the
attribute Responsible Planner.

- - | 6) Search the entry Depends on values. Enter Yes for it.

epends oh values

7) Save the changes.

» In the PPR Navigator the resources are now shown with different icons.
The assigned icons identify the individual employees. Thus, your superior
can with the help of the colored icons quickly get an overview of who is re-
sponsible for a plan, without even having to read the individual names.

= Q-- Temperature Sensor AF20
=] -;L'_’u Process View, 1
] *ﬁ Product Yiew, 1
= @ Resource View, 1
# @ Resource Plan, 1
= a Site plan, 1
E ﬁ Troy, 1
3] ﬁ Customer Goods Manufacuri
SR v Building, 1

- Y Default PTS

Figure 106: The Result of the Configuration
4.6.5Display a Folder in the Project Library

The arrangement of the folders in the project library has changed as of version
PE 5.14. This may lead to some folders not being displayed.

The folder Tools will be displayed in the following example. The folder Tools
contains two subfolders: Scripts and VBA projects. This folder is deactivated
as a standard since in a productive environment scripts are not constantly
created in the project library.

1) Start the Configuration Manager and select the type with the heading
Project Library and the name projectlibraryfolder.

2) Look for the entry projectutilitiesfolder in the List of the parent-child
relations.

3) Set the entry Tree view to Yes in the parent-child information. Please
refer to the Figure 107.
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B by | By | D

[Z-Project Library {projectibraryfalder) Al By Category I dlphabetical |
[+]- Attributes "
[ Parent Child Relations [ Basics 4]
[+ 3dstatefolder:: 3dstatefolder Browser 1D ergoesplorer-projectibrary
[+ 3dstatepositionobjectfolder:: 3dstatep
[#- changeorderfolder::changeorderfolde
[#)- mfgreviewfolder: :mfgreviewfolder Folder name Ltilities
[#- notificationfolder: :natificationfolder
4
4
4
4

Program D ErgoE splorer. EPFolderCompaonent

Description
+- planningstatefalder: :planningstatefalc

- projectcomponentfolder::projectcomp [3 Flags

- projectfiterandvariantsfolder::project |4

- projectpremisesfolder: :projectpremise—J

|2 projectutilitiesfolder: :projectutilitiesfof i
. ergoexplorer-projectlibrary

[+ templatetodafolder: :templatetodofold

With a 'new' entry in mel No

Is read only Yes

Is in treeview :ﬂ

I in listview No

[#- Project Premises (projectpremisesfolder) il

[#- Project target (projecttarget) Default relation No

[#- Project team (projectteam) Nisfined i i _vJ

[#- Project utilities {projectutilitiesfolder) & %
‘ ' - . SRS ! . an —)JJ -v'

Figure 107: Display Folder in Project Library
4) Save the changes in the Configuration Manager.
5) Update the project library (e.g. key F5).

» The folder Tools is displayed in the project library. You can also hide the
folder in the same way.

4.6.6Display a Contextual Menu Entry

As of version PE 5.14 the contextual menu entry Execute Script was deacti-
vated as a standard. This is to prevent the execution of scripts on components
which are not designed for this purpose. Scripts can be executed on the cor-
responding type or plantype by means of script assignment. The contextual
menu entry can be re-activated in a pilot project or in a test phase.

ml Note

The contextual menu entry 'Execute Script' should always be set to the stan-
dard value - not activated in the productive environment.

Since the contextual menu entry 'Execute Script' applies to all types it is de-
fined on the lowest level and is inherited by all objects derived from it.

1) Start the Configuration Manager and select the type with the heading
and the name dodefaultimpl.

2) Look for the entry ScriptEngineLoad-
er.ScriptEngineLoaderManager::ergoexplorer-projects::Execute
script in the List of editors.

3) Set both entries to Single selection in the browser and Multiple selec-
tion in the browser to Yes. Please refer to the Figure 108.
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B8 Configuration Tool - : =] |
g g | Hy | ) O
1= dodefaultimpl (dodefaultirmpl) | By Category ]Alphabeﬁca[l
= Editors .
ErgoExplorer. EPDataComponent:: B} Basics
ERGOEXPLORER.ERGOEXPLORERY Program ID ScriptEngineLoader. ScriptEnginel oaderM anager
RGO ORER ERGOPYPIORERY Browser ID ergoexplorer-projects
ScriptEngineLoader. ScriptEnginelt
ScriptEngineLoader. ScriptEngineLs Command Execute script
ScriptEngineloader. ScriptEngineLoaderManager: :ergoexplorer-projects: Execute script |
CrpTENgINeL0ader. SCptENgIne’: =
ScriptEngineLoader. ScriptEnginels Description
ScriptEngineloader. ScriptEnginel: @ Flags
- Attributes -
- Parent Child Relations ‘ Detsulifonthisype Mo
- ecanalysis_to_blob (relationship_ecanalys | Open in new frame No
[#-Ergo Component (ergocompbase) 5
) ErgoCompPlant (ergocompplant) 4 Browser on single select  Yes|
[#-ErgoCompPlantArea (ergocompplantarea Browser on multi select  Yes
[#- Ergonomic Analysis (ecanaly_sis) Dtaik e adtor No
[#-Fastener (ergocompweldpoint) ——— -
- Fastener (ergoplantype_weldpoint) Properties dislog remains No
[ Fastener on product (relationship_weldp Defiried by Delmia
[#- Fastener overrides fastener (relationship_

[#-Function (functionname) =

. . Granh fnv:\jr\\ —'|_._| TJ
Figure 108: Display a Contextual Menu Entry

» You can call up the contextual menu entry on all objects of the PPR navi-
gator.

4.6.7Inherit Effectivity

V¥ Inherit effectivity  IN version PE 5.11, the process inherited the effectivity from the product every
time a relation between a process and product was generated. In order to pre-
vent this, the "protect effectivity" checkbox on the target object has to be
enabled. Furthermore it was not possible to permit inheritances of certain
types.

As a consequence, whenever a relation between a process and a product or
between a resource and a product is generated and the "inherit effectivity"
function of the process or resource has not been enabled, the code rule of the
process or resource is replaced by the code rule of the product. The inherit-
ance of line numbers behaves identically and is also affected by the "Inherit ef-
fectivity" checkbox.

In version PE 5.12, an additional functionality for the inheritance of effectivities
(code rule / line numbers) was introduced with the Inherit effectivity function.

Since the inheritance of effectivities for code rules/line numbers is sensible on-
ly for relations between product/process and resources/product, it should be
used only for these relations.

The function is enabled in the default configuration. The DELMIA Process En-
gineer behaves identically to version PE 5.11 whenever the checkbox is
enabled.

Caution
\) The settings take effect only for relations between product/process and
resource/product. The settings are ignored by all other relations.

The function must always be identical for both directions.

If, for example, the function for:

Ergocompprocessdefault, Ergocompproductdefault, Proc_creates_prod

is enabled, then it must also be enabled for the opposite direction

Ergocompproductdefault, Ergocompprocessdefault, Proc_creates_prod.
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The code rule/line number effectivity is tested only for product/process and re-
source/process relations. Therefore only the functions of the following rela-
tions take effect.

PROC_FIRSTPROCESSES_PROD
PROC_CREATES_PROD
PROC_CREATES_PROD
PROC_PROCESSES_PROD
PROC_REMOVES_PROD
PROC_FIRSTPROCESSES_PROD
PLANT_PROVIDES_PROD

Initial Situation
A line with three stations (= resource)

Three processes (Proc 1-3)
Two products (Part 1 and Part 2)

The following relations are generated:  The following code rules are assigned:

. Proc 1 firstprocesses Part 1 = Proc 1: +a/b.

= Proc 2 processes Part 2 = Proc 2: +d+c.

»  Part 1 provides Resl = Part 1 +a+b.
= Part 2 +c.

= Proc 2 uses Res 2
= Res 1: +d.
. Proc 3 uses Res 3

. Line 1 runningon Proc 1

= Line 1 runningon Proc 2

autol

The "Inherit effectivity” function is not enabled for all of the following relations.
PROC_FIRSTPROCESSES _PROD
PROC_CREATES_PROD
PROC_CREATES_PROD
PROC_PROCESSES_PROD
PROC_REMOVES PROD
PROC_FIRSTPROCESSES_ PROD
PLANT_PROVIDES PROD
Thus all effectivities which could take effect are switched off
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You have to restart the Process Engineer in order for the changes to take ef-

fect.
Casel
Garbage collection
Rebuld Coderes 1) On the project node call up the contextual menu Coderules < Rebuild
eparse Coderules
Replace Codes Coderules

The result will look like the example
Comp.. T I W | Coderul... ] Object .., ] Old Coderule I New Coderule | Status I

Station 3 1 CR C coderule unchanged
Station 2 1 CR C ; 3 coderule unchanged
Station 1 1 CR [ +d, ok
proc 3 1 CR c i ok
proc 2 1 CR & +d+c, ok
proc 1 1 CR C +ah, ok
Line 1 1 CR C . . coderule unchanged
Factory 1 CR C ok
Cycle 1 CR C ok
Building 1 CR C ok

Figure 109: Example of "Inherit Effectivity"; Case 1

» The code rules for process 1 and 2 as well as for station 1 have been de-
leted.

Case 2

1) If you now enable the "Inherit effectivity” function for
ROC_FIRSTPROCESSES_ PROD (for both directions),
the following statement is made when the code rule is formed anew:

Cornponent l W I Codendl... l Object .., l Old Coderule l New Codenule ] Status

proc 2 1 CR C +d+c, ok
proc 3 1 CR C ok
Cycle 1 CR C . ok
proc 1 1 CR C +ajb, +a+b, ok
Factory 1 CR C ok
Building 1 CR C ok
i 1 CR C : ok
Station 1 1 CR C +d, ok
Station 2 1 CR C . . coderule unchanged
Station 3 1 CR G i coderule unchanged

Figure 110: Example of "Inherit Effectivity"; Case 2

» The code rules for process 1 and the line have +a+b as a hew code rule.

Case 3

1) If you now enable the "Inherit effectivity”" function for
PROC_PROCESSES_ PROD (for both directions),
the following statement is made when the code rule is formed anew:

A new product part 3 was previously generated. Its code rule is +d+e.

Part 3 is linked to Proc 1 with the relation "processes"
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[~ Effectivity
Begin
End
Labels

Planning Code

Coderule

+a+bld+e.

Protect effectivity [~

Frequency |1 00,00 %

Line numbers I

Component [ v | Coderul... I Object ... | o
proc 2 1 CR C .
proc 3 1 CR C
Cycle 1 CR [of a
proc 1 1 CR C +a+b&a+b,
Factory 1 CR C .
Building i CR C .
Line 1 1 CR C +a+h,
Station 1 1 CR C .
Station 2 1 CR C
Station 3 1 CR C

+a+bad+e,

+a+bld+e

+c,

117

ld Coderule New Coderule Status
+c ok

ok

ol
coderule unchanged

coderule unchanged

Figure 111: Example of "Inherit Effectivity"; Case 3

> The code rules for the line have been created.

Case 4

1) If you now enable the "Inherit effectivity" function for
PLANT_PROVIDES_PROD (for both directions)
the following statement is made when the code rule is formed anew:

A new product part 4 was previously generated. Its code rule is +e.

Part 4 is dragged to the line by drag and drop.

Component I s | Coderul.., I Object .., I 0Old Coderule

I New Coderule l Status

proc 2
proc 3
Cydle
proc 1
Factory
Building
Line 1
Station 1
Station 2
Station 3

1

1
1
1
1
1
1
1
1
1

Figure 112:

CR

OO0 00

+,
+a+h@d+e

+athid+e
+a+h,
+C,

+, coderule unchanged
ok
ok
+a+hd+e, ok
ok
ok
+edathdd+ede, ok
+a+h, coderule unchanged
+, coderule unchanged

codenule unchanged

Example of "Inherit Effectivity"; Case 4

» The code rules for the line and the station were generated.
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5. Configuration of Work Load Balancing

You can start the configuration of Work Load Balancing via the contextual
menu of the project node; Extra < Balancing WLB Configuration.

Mew »

Change Protocol
Create Supplier Project
Execute Script

Find
Save Stpplier Project
Coderules »
1 Extended effectivities
[+ Balancing ALE Configuration ]
#-  Line Number 4 Balancing WLEB Configuration
- Permissions »  Show PoT-Curves
Project 4 Update Autorelations

H

Figure 113: Open Balancing Configuration

The configuration of Work Load Balancing should always be started using the
contextual menu of the project node.

It is, however, still possible to start Work Load Balancing from another node.
Therefore you will be shown two possibilities for configuring with which you
can start Work Load Balancing on plantypes in the contextual menu of which
the starting of the Work Load Balancing was not planned.

5.1 Configuration of the Contextual Menu Entries

Configuration Manager

In a new installation, the process described in the following is not necessary
since the entries have already been configured. You must create two new con-
textual menu entries if they are not available.

If the two entries are to appear in the contextual menu of every resource,
choose the Configuration Manager for configuring.

1) Open the Configuration Manager and select the entry
ergocompplantdefault.

2) Open the folder Editors and search for the entries for the menu text
Balancing\Open Workload Balancing (WLB), the command open
balancing
Balancing\Utilization utilization, the command utilization.

The contextual menu entry is listed in the Balancing folder which is
likewise found in the Editors folder of the type ergocompplantdefault.
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& Configuration Tool 2 — =10l x|
e s
A P e e
[=)- ergocompplantdefault (Resc;l Alphabetical l
[+]-Base Type: ergocomp:
[=)-Editors Browser ID ergoexplorer-projects

DELTAGraphic.DE
DELTAGraphic.DE
DELTAGraphic.DE
DELTAGraphic.Dl
DELTAGraphic.DE

Browser on multi select  No
Browser on single select Yes

Command open balancing
DELTAGraphic.DE R et

L
Iepbalancing.epbalancionainManagev::evgoexplover—projects::open balancingl

epbalancing.epbal Default new editor No

EPBOMBrowserv 4 N s

epBOMBrowserts || || Defined by Deimia

ERCompEditony Menutext Balancing\open workload balancing

EPCompEditorMa ﬁ

EPCompEditora New Frame No
EPCompEditorMa - - -
EPCRSynch EPC Program ID epbalancing.epbalancingt aint anager

i..EPCRSynch EPC
EPCRSynch EPC

EPCRSynch EPC o -~
o £
Figure 114: Configuration Tool: Opening the Balancing Process

Properties dialog remains No

3) Enter a call text in the menu text input field, for example open workload
balancing and activate Browser on single select.

4) Save the changes.

Plantype Set

If the contextual menu entry is to be opened only with a certain plantype, you
must overwrite the entry in the plantype set. To do this open the plantype set
in the system library for which the entries will be made:

1) Select a plantype, e.g. the line and open it via the contextual menu Edit.

» The Configuration Manager opens.

2) Inthe list of editors of the base type you can now search again for the
aforementioned entry. Overwrite the entry. The procedure is the same as
that previously described.

After closing and saving, the contextual menu entries will appear only on
the line level.

the Configuration for Work Load Balancing

Caution

The Work Load Balancing configuration is linked to certain boundary condi-
tions which should be absolutely observed. If these conditions are observed,
no error messages will occur.

1) Open the balancing configuration using the contextual menu of a project.

=4 S
- New »

RO}

Change Protocol

& @‘ Create Supplier Project:
8 Execute Script
® Find
B save Supplier Project
B Coderules >
& Extended effectivities  »
&3} Balancing ALE Configuration
[#  Line Number il Balancing WLE Configuration
[+  Permissions »  Show PoT-Curves
Project »  Update Autorelations

[

Figure 115: Open Balancing Configuration

The dialog for configuring the Work Load Balancing is opened.
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WLB Configuration Manager J

Available WLB Configurations in this project: New

Edit
Capy
Delete
Import

Export

Fle e[ e

Close

Figure 116: WLB Balancing — Configuration Manager

If you have already worked with older versions of DPE and have created a
configuration for Work Load Balancing, the system will first inform you that the
work load balancing configuration is no longer current and the administrator
should open the work load balancing configuration so that it is automatically
updated.

x|

,;i—_.) Found fragments of an old balancing configuration. Trying to recycle this informations.

oK

WLB Configuration Manager = > n

Available WLEB Configurations in this project: New

Copy |
Delete I
Import I
Export I
Close I

Figure 117: Work Load Balancing Configuration

i ecycledB alancingConfiguration

The previously available configuration is adapted to the new version, i.e. if a
valid and previously functioning configuration is available, it is updated.

Numerous new settings options have been included in the work load balancing
configuration since version PE 5.15. When updating, the previous settings are
transferred and standard values are set for the new settings. You should
check the set standard values.

Note

Before starting a work load balancing with an updated configuration, you
should re-check the configuration and, if necessary, adjust it to your
requirements.

You can create several configurations. The description of the dialog is as fol-
lows:

New

You can create a hew configuration using the New button.

Edit

A previously existing configuration can be edited and changed using the Edit
button.

Copy & Paste
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You can duplicate the selected configuration with the Copy button.

Delete
You can delete the selected configuration with the Delete button.

Import
You can import configurations using the Import button. Only files of the type
Balancing Configurations Files with .bal extensions can be imported.

Export
Either all or only the selected configurations are exported using the Export
button.

A dialog for selecting the saving location is opened. If the place and name of
the export file were set, you can select between all configurations and those
selected.

Export WLB configurations © x|
("“? Do you want to export all available configurations?
.
Yes No I

Figure 118: Export WLB Configuration

The exported file is saved with the extension .bal. All previously existing confi-
gurations are exported.

Close
Closes the dialog.

Note

If you use the material provision view, the automatic synchronization of the
autorelations on project level must be switched off.

M Project <WLB_HB>

General IFiIter I Notesl

Project Name wWLE HB
Project Number WLB

\Write Change Protocol 2
Automatically Synchronize Autorelations [
Allow Parallel Versions v
Allow Time Update v

Figure 119: Automatic Synchronization of the Autorelations

5.3 Adjusting the Plantype Set

In the Work Load Balancing Manual the various possible types of work load
balancings are described, such as 3 level balancing, tentative work load ba-
lancing, area work load balancing, and fine work load balancing. As you al-
ready know from the Work Load Balancing manual, there are several possibili-
ties for the work load balancing. In order to be able to use all the types of work
load balancing, changes must be made to the plantype set. Therefore, these
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adjustments to the plantype set will be discussed before the actual configura-
tion is described.

For more information, Please refer to the Work Load Balancing Manual.

5.3.1Create New Plantypes

5.3.1.1 General Information
A plantype must be created specifically for the non-balanced processes of the
work load balancing. This plantype is of the type ergocompplantdefault and
it must be a child of the plantype on which the work load balancing is started.

’Start object (line, system, or every plantype on which a work load balancing is started)

L—{Pool ergocompplantdefault I

Figure 120: Plantype ergocompplantdefault

5.3.1.2 Processes
If you want to combine processes into groups in order to use these groups for
a first tentative work load balancing, you must also create a new plantype or
use a previously existing one. But this is not absolutely necessary. Nothing
changes in this case with regard to the prerequisites.

[e.g. work plan, sequence... l

Process group ergocompprocessdefault I

»|Process or procedure

Scheme of the setup of the tentative work load balancing

‘__V:VPmcess Groups D

Level 3 ‘\:;Erocessv_/: or

==

5.3.1.3 Three Level Balancing
If you want to use 3 level balancing, you must extend your plantype set.

All 3 levels are unambiguously dependent on each other. For the configuration
of level 3, this means: for every level a separate configuration has to be
created, and it must build on the respective previous configuration.

= Level 1 work load balancing: tentative work load balancing e.g. of
stations of a line with processes or process groups.
The level 1 work load balancing is the prerequisite for the level 2 work
load balancing.

= Level 2work load balancing: area work load balancing — is the man-
agement of processes that are distributed in groups in an organizational
structure. A prerequisite is a level 1 work load balancing. In this way you
could, for example, align the capacities, which could then lead to a re-
structuring of the processes.
Level 2 work load balancing is the prerequisite for the level 3 work load
balancing.

= Level 3work load balancing: Group work load balancing — e.g. the work
load balancing of the individual workplaces of a group. A prerequisite is a
level 2 work load balancing.
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An organizational structure must be available or must be created for the 3 lev-
el work load balancing. The structure must be organized as follows:

. Instead of OrgLi s .g. other
l Orgline ergocomporgplant ‘ name. £9 SIS YRRLEAN 50 Bee &R Areq oAty

Group ergocomporgplant ‘

The following are used for
creating the plantypes:

OrgRessource
ergocormporgplant and
the

resource compaonent
ergocompplantdefault

L.‘Suhline ergocompplantdefault

Inputfolder i
Output folder ‘
Usage folder

are bill of materials entries

folders.

~ | (links) to the respective
(

ergocompplantdefault l

‘*1 Input folder

Output folder

ergocompplantdefault I

P

Usage folder ergocompplantdefault ]

Figure 121: Organizational Structure for 3 Level Work Load Balancing

Workplaces are not visible in the tree structure and they are created per
work load balancing (they are a part of the work load balancing).

In the plantype set there must be an organizational plantype for the
workplaces.

[Workplace

=

ergocomporgprocess

Im] The plantypes for processes and process

groups must be linked to the plantype
worknlace.

Figure 122: Organizational Plantype for the Workplaces

For every group under the organizational node OrgLine,

- one output folder,

- one input folderinput, and output folders of the group must be linked to
the intermediate level (subline) of this group as a bill of materials entry.
Precisely the same usage, input, and output folders must also be linked in
the bill of materials exactly below the OrgLine (for which the line work
load balancing was created, and one usage folder must be set.

The usage, input, and output folders of the group must be linked to the in-
termediate level (subline) of this group as a bill of materials entry. Pre-
cisely the same usage, input, and output folders must also be linked in
the bill of materials exactly below the OrgLine (for which the line work
load balancing was created). Only one usage, input, and output folder
may exist for the group fine work load balancing. This means that the line
work load balancing has one usage, input, and output folder per group.

The stations for which the workplaces are balanced must always be as-
signed to the intermediate level.

The stations beneath the group must be a portion of the stations that are
used for the tentative work load balancing.

A group can have several intermediate levels (sublines), however it may
have only one usage folder, one input folder, and one output folder per
group. Please refer to the Subline.
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=GR oralinetns, 1
- oY AUSGANG0030002, 1
) AUSGANGL, 1 |
+ @ EINGANGO3002, 1

EINGANGI, 1

.2l Groupooz002, 1

-2l
= @ Zwischenebene 1, 1
'
L Station021, 1
[ Station022, 1
% Station0z3, 1
|
oA @ Zwischenebenez, 1
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9 Station027, 1
- Station030, 1
[ F8 VERWENDUNG030002, 1
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Figure 123: Organizational Node OrgLine

Subline
Between the group and the station there must be one intermediate level, in the
example it is the Subline, which contains the cycle time.

Attributes

i

IL‘,E

[

Table 23: Subline

Attribute Meaning Type |Range Comment
cycletime Cycle time Float cycle time
Input Folder

The processes of the group assigned to the stations in the tentative work load
balancing are assigned via the input folder in the level 2 work load balancing.
The processes are assigned via the input folder of the group.

The processes are assigned to the workplaces via the input folder of the group
in the level 3 work load balancing.

Output Folder

The processes that were not planned or could not be planned in the fine work
load balancing are marked via the output folder. The level 2 work load balanc-
ing is thus instructed to move the processes to another input folder of a group.

In the level 3 work load balancing, the processes that could not be assigned to
any workplace in the group are assigned to the output folder and then re-
distributed via the level 2 work load balancing.

Usage Folder
The usage folder has only an informative function in the level 2 balancing.

In the level 2 work load balancing, the processes which are assigned to the
workplaces via the input folder of a group are also displayed in the usage fold-
er for informative purposes.

The objective is that all processes are displayed in the usage folder.

Table 24: Usage Folder

Attribute Meaning Type |Range Comment
Name Name of the String
folder
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Nameshort Short name of  |String
the folder
Materialareawith double
Length double
Width double

Additional Comments

1)

2)

3)

4)

5)

6)

7

The groups must be in a bill of materials beneath the line of the line work
load balancing. An unlimited number of intermediate levels can exist
between the line and the groups. It is, however, important that bill of
materials are always used ("relationship_nodes").

The standard configuration name is read from the
"balancing_customizationname" of the starting object (line, group, ...). If
the "balancing_customizationname" is empty, the standard algorithm for
determining the work load balancing configuration starts. Please refer to
the Attribute "balancing_customizationname".

Valid work load balancings can be saved only if the objects used in them
(lines, stations, processes, starting object) are temporally valid via the
entire time range of the work load balancing.

If valid work load balancings are saved, the planning status of the objects
used in it (lines, stations, processes, starting object) are set to valid
(integrated).

In all objects set to 'valid', relations can be changed only if their child lists
are configured correspondingly (change in integrate state). This affects
both of the relations proc_runningon_plant and
proc_runningon_plant_reverse between the standard stations and
processes used in the work load balancing.

Starting a level 2 work load balancing from the PPR-Navigator is not
possible and it leads to an error message.

Starting a level 3 work load balancing from the PPR-Navigator is not
possible and it leads to an error message.

Additional information on attributes can be found under Additional Attributes.

5.4 Configuring Work Load Balancing

Before starting with the configuration, you should check the prerequisites de-
scribed in the following.

5.4.1Basic Prerequisites for a Raw Balancing

A structure consisting of three hierarchical levels must be available.

The third level (not the last) must be able to be linked via a relation to a
process or a process-like type.
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o N
( Process )
e = g

Figure 124: Three Hirerchical Level Structure

=  The selected relations must be set to no in the Configuration Manager
under the tab of the parent-child relations (the entry "unambiguous for
parents") if variants of the work load balancings are created and their
multiple use is to be allowed. Please refer to the Specify Relations.

= Araw balancing is started on level 2.

5.4.1.1 The Balancing Configuration Dialog
If you observe the above- mentioned conditions, the configuration should
present no problems.

The default structure is as follows:
conveyor section,
Lline,
Lsstation,
O corresponding processes.
There are four tabs available to you for configuring Work Load Balancing.

5.4.2General Settings

o Caution
) A configuration that is saved and used for the work load balancing should not

be changed afterward. Changes to an existing configuration that is being used
can lead to errors in the execution of the work load balancing. If you want to
change an existing configuration that is being used, copy the configuration and
then make the changes.
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Level 1 Workload Balancing Configuration ! ! ﬁ

General Settings IViews | Plantype forms | Relationsl

~ Nurnber of Waorkplaces - Effectivity representation

Configuration Name tecycledBalancingConfiguratiord
" Days
Input folder I j min. 1 3: (+ Wigeks stating on
Master Configuration I NONE _'J mat | 6= Monday R
~Yalidity settings Balance -Process settings
[™ Valid balancings possible (% technical stations " Balance process aroups
State Integrate _'J (" workplaces (% Balance single processes

[™ MC Collaboration
[V Wiite araphic station offsets to database for layout

I Multiple process usage s allowed

0K Abbrechen

Figure 125: Balancing Configuration

5.4.2.1 General Data

Configuration Name: Enter the name of the configuration here. This
name is shown to you when you open the Work Load Balancing
configuration.

= Input Folder: - For a level 1 work load balancing and a raw balancing,
select the plantype you will use for the non-balanced processes here. The
selection field is available only if you have configured a plantype for it (tab
views: Display Additional Grid View and tab: Plantype forms).
- For a level 2 work load balancing select the plantype which you will use
as a input folder or output folder here. The correct entry is available to
you in the selection field only if you have already configured a plantype
for it (tab Views: Display Additional Grid View and tab: Plantype forms).
- For a level 3 work load balancing select the plantype which you will use
as a input folder or output folder here. The correct entry is available to
you in the selection field only if you have already configured a plantype
for it (tab Views: Display Additional Grid View and tab: Plantype forms).

=  Master Configuration: Select the master configuration here. You must
not select a master configuration for a level 1 work load balancing and a
raw balancing. The entry must be NONE.
For alevel 2, select the corresponding level 1 work load balancing. If you
have selected a corresponding name for the configuration name, the se-
lection will be easier.
For alevel 3, select the corresponding level 2 work load balancing.

= State Working: Here select the working state that applies to this
workload balancing configuration. In case there are multiple working

&€ Project Library

(1453 3D Stake position objects
- Orders

- B states in the system, the right state for this workload balancing can be

selected here. Only existing working states will be shown in the
combobox.
There are two further fields available for a level 2 work load balancing

= Use Cycle time from First Level associated Balancing Configuration:
This field must be activated if the cycle time of the starting object of the
corresponding level 1 work load balancing is to be applied.
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Save Working Balancings, which begin in the past is allowed: This
field must be activated, if changes to a previously existing work load ba-
lancing of which the starting date is either in the past or today are made.
If the field is not activated, the work load balancing cannot be saved, if the
starting date is in the past or is today.

There are also two further fields available for a level 3 work load balancing

Use Cycle time from first level associated balancing configuration:
This field must be activated if the cycle time of the starting object of the
corresponding level 1 work load balancing is to be applied.

Allowed number of planning balancings in the same group and pe-
riod: Here you can set the maximum number of level 3 work load balanc-
ings for the same group and same effectivities range. A number of 1 to 10
is possible.

MC Collaboration: This field must be activated if you want to start a work
load balancing from the manufacturing concept. If the contextual menu
entry for opening the work load balancing is not available in your manu-
facturing concept, it must be configured. Proceed as follows:

1) Open the Configuration Manager and select the entry ergocompplantde-
fault.

2) Create a new editor via the contextual menu of the type ergocompplant-
default.
The following must be specified in the properties of the editor:
Program ID ErgoPro.ErgoProManager
Browser ID graph resources (selection from Combobox)
Command Open Balancing
Menu text ~ Open Workload Balancing (WLB).

3) Activate the single and multiple selections in the browser.

4) Save the changes.

g my | My |
). er It (Resource C ‘_‘J Nach Kategorie lAl;hdJehs ch'

[#]- Basistyp: ergocompgraphic (Graphic Cor
(=] Editoren

... DELTAGraphic,DELT AGraphicManz
DELTAGraphic DELTAGraphicManz
DELTAGraphic DELTAGraphicManz
DELTAGraphic DELTAGraphicManz

i DELTAGraphic.DELTAGraphicManaFI
DELTAGraphic DELTAGraphicManz
epbalancing.epbalancingMainManag
epbalancing.epbalancingMainManag

... EPEOMBrowseranager EPBOMB

i EPBOMBrowservlanager.EPBOMBE
EPCompEditorManager.EPCompEc
EPCornpEditorManager.EPCompEc

... EPCompEditorManager,EPCompEc

.. EPCompEditorManager EPCompEc
EPCRSynch.EPCRSynchManager.:
EPCRSynch EPCRSynchManager.:
EPCRSynch EPCRSynchManager.:

i.. EPCRSynch EPCRSynchManager.:
EPCRSynch.EPCRSynchManager::
EPMultiUser EPMultiUsertanager::
EPMultiUser,EPMultiUserManager::

=

[5] Basics
Programm 1D ErgoPro.ErgoProManager
Browser ID gaph-resources
Befehl Open balancing
Open Workload Balancing (WLB)
Beschreibung
[F] Flags

Standard fuir diesen Typ Nen
Open in new frame Nen
Einfach Selektion m Browser Ja
Mehifach Selektion im Browst Ja
Standard Neu-E ditor Nein
Eigenschaltsdialog bleibt gedl Nemn
Defniert von Delmia

[EraoPro ErgoPromt araph

es::Open balancing 1

Figure 126: Configuration Tool: Editor for Opening the Work Load Balancing in
the Manufacturing Concept

Write Graphic Station Offsets to Database for Layout: Activate this

field if you want to save a graphic of the station for layout editing.

Multiple Process Usage is Allowed: Activate this field if you want to use
the same process several times in your work load balancing.
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=  Enable Show Tools: If you wish to activate the contextual menu entry
Show Tools in the table view, activate this field. Once this field is active,
the process or the process group can be selected in the table view (the
same applies to the Enable Show Parts field) and the contextual menu
entry Show Tools can be called up (in case tools are linked). Please re-
fer to the Figure 127. Links to parts or tools are displayed in a dialog. This
dialog cannot be edited.

=  Enable Show Parts: If you wish to activate the contextual menu entry
Show Parts in the table view, activate this field. Select in the table view,
the process, or the process group and then open the contextual menu.
Links of the processes or between the process assembly and parts will be
shown in a dialog. The dialog cannot be edited.

No. Name Short name Time [min] ::::‘: Freq. [%]
Station001  techresource _— :
1 Groupl : Process Group 0.58 0.58 100

Process
Proge

3'Pro  Findusage » [Group 0.81 081 100
4 Pro Group 0.41 0.41 100
5P onowParts  Jai 037 037 o0
cale  Show Tools ! :
G Movefom b 3 o :
P [MovEED Group 0.95 095 100
7 Pro  Movecancel  |gion 0.77 077 oo
8P oete Group 0.47 0.47 100
P IGroup 0.65 0.65 (100

Figure 127: Enable Show Tools and Parts

¥ Enable Paisbinmanacement «  Enbale Partsbinmanagement: This field is active only if no material pro-
vision view is activated. WLB takes over the relation management (Sta-
tion >> parts bin, parts bin >> part and process >> part) if the material
provision view is activated.
Activate this field, if you want WLB to take over the relation management
even if the material provision view is switched off. The autorelation func-
tion must be switched off so that part bins are not shown repeatedly.

= Enable Toolmanagement: Activate this field, if the relation
balancing_resource_uses_resource is to be created between tool and
station. Usually, a tool is linked to a process and the process is linked to a
station. The tool will be linked to the station, if the tool management is ac-
tivated and the tool and the relation are configured correctly between tool
and process.

= Enable Locking: This option is available for Level 1 workload balancing
only. This option must not be deactivated in the workload balancing levels
2 and 3. This field is active by default and must not be deactivated. If a
workload balancing is opened for editing, then all processes that are used
in the workload balancing are locked and cannot be changed by other us-
ers. If this option is deactivated, another user could edit or even delete
processes that you use in the workload balancing.

5.4.2.2 Validity Settings

Here you can select the planning status that you want to use for the work load
=1 balancing. In the selection list you can select an entry only if you have created
one or more complete planning states in the project library. Deactivate the en-
try Valid balancings possible if there is no valid planning status.

5.4.2.3 Number of Workplaces

Walidity setting:

[V Valid balancings possible

State Ir tegrate Al
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Enter the number of workplaces here. If you open a level 3 work load balanc-
ing, you will be asked for the number of workplaces. Only the range that you
set here is available to you as a selection in the work load balancing.

5.4.2.4 Balance

Here you can set whether the work load balancing is executed for technical
nodes or for workplaces. A work load balancing for workplaces is sensible only
for a level 3 work load balancing or a raw balancing.

5.4.2.5 Effectivity Representation

The period of time for the effectivities of a work load balancing can be set as
days or calendar weeks. If you select calendar weeks you can additionally
specify the starting date of the week.

Weeks Starting on: Set the start of a calendar week here. You can select
between Sunday and Monday.

5.4.2.6 Process Settings

= Balance Process Groups: Activate this entry if you only want to balance
process groups.

= Balance Single Processes: Activate this entry if you only want to bal-
ance processes.

5.4.3Views

The Work Load Balancing generally provides four views for the processing of
the work load balancing:

Balancinglist with balanced processes: Standard Grid View
Non-balanced processes: Additional Grid View

Column diagram: Diagram View

Material provision view: Area View

The views you want to see in your work load balancing are set in the first col-
umn. In the other columns you can then set additional options for the respec-
tive view.

A view must always be displayed.

Level 1 Workload Balancing Configuration ) ﬂ
General Setings  iews |Planlype Fnlmsl Helalmnsl

Gereral——————— Mame i Effectiyi Status— - Config.— - Filing
Display Maowe Drop Delete Display  Edit Display ~ Edit Display Displap Display
¥ Standard GridView | I I v I v v v I v
I~ Additional Grid View | 7 F F ~ [ F [ ~ F I
¥ Diagram Yiew 2 2 2
I~ AveaView ~ I3 i

|
0K Cancel

Figure 128: Balancing Configuration

5.4.3.1 General Information
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If you want to edit a view, you can set the editing level here. Selections include

= Moving within the view
= Inserting into the view by using drag and drop
= Deleting components from the work load balancing (not the object itself)

If you have not selected an option, you can use this view for displaying pur-
poses only.

Name
Set whether the name of the work load balancing is to be displayed, and if it is
displayed, whether it can be edited.

Effectivity
Here you can set whether the effectivities time period of the work load balanc-
ing is to be displayed, and is it displayed, whether it can be edited.

Status
Shows the planning status.

Config

Shows the name of the currently used Work Load Balancing configuration.
Filling

Is an additional attribute ("balancing_additional_data_01") on the type
XDOBalancing, which you can use for displaying additional information.

5.4.4Plantype Forms

x|
General Setlingsl Wigws  Plantype forms |Helatiuns|
Component type Attribute Walug Aftribute Lists

(W nle | ergocompplantdefault Iidentilierw\b .ll |Buwlding ﬂ
Line Ielgocompp\antdefault ;i Iidentilierw\b .ll |L\ne ﬂ
Station std. Iergocompp\antstalion ;] Iidentilierw\b j |Stali0n ﬂ
Process Ialgocompprocessdefault ;l Iidantilierw\b j |Dperatiun ﬂ
Station add. Ie:gocompp\antdefault j I:dentlherw\b j |E.fA-Uldne: ﬂ
Part Ie:gocomppmdu:ldefau\l j Iname j IParl ﬂ
Partz Bin IElgncomDpiantdefault j Iname _j |F'arlsh|n ﬂ
Wwarkplace Iergo:nmporgpmcess ;i Iname j |W’c.rkplace ﬂ

0k | Cancel I

Figure 129: Balancing Configuration, Tab Plantype Forms
5.44.1 Component Type

Enter the types in here. All types of the Configuration Manager will be offered
in a pop-up menu.
Attribute

In this field you can define the attribute that is to be used for the identification
of the plantypes. All attributes of this type will be offered in a pop-up menu.

Value
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In this field you can define the value of the attribute that you have selected in
the field Attribute. Please refer to the Value Input Field.

Attribute Lists
= By using the button Attribute Lists you set the attributes of the previously se-
argeccmepanistaton lected type which are to be displayed in the work load balancing form. This

ergocompplantiransport

smcemenimrrsrcnteel | attribute list refers only to the plantypes. Please refer to the Attribute Lists.

ergocompprocessdefault
ergocampproductdefault
ergocomptimeanalysis R R
Secrmenr | Attribute Input Field
§§§Ei§ﬁ} A plantype and its properties are described with multiple attributes. You can
secemetmenabsives — - @nter the attribute for the identification of the plantype, here.
ergocampweldpaint

§§:m§u ) All attributes of the type Plantype (XDOErgoPlanType) will be offered in a
e pop-up menu.

ergoplantype

s e | 3> Here you can enter the attribute you wish to use to identify the plantype.
ggigggggg?i' To identify this plantype, you still need the value of the selected attribute.
eroorlantybe_oigprochcl You can get this value from the plantype set or its plantype. In the example
pceleei o of a station below, the value of the attribute nameshort is determined.

ergoplantype_plantares
ergoplantype_plantbuffer

ergoplantype_plantciculati 'I

Value Input Field
This is the value for identifying the attribute.

Example [

The Station type has an attribute with the attribute designation nameshort
and the designation (displayed name) Abbreviation. The value that can be
assigned to this attribute depends on the attribute definition. In this example
you can enter any character string (string data type). Thus, the plantype
Station assigns the attribute nameshort with the value st.

In order to use several plantypes at the same time in the balancing list, the
identifying characteristic (value of the identification attribute) must be the
same. Attributes such as nameshort, which are unique for each plantype, are
therefore not suitable as identifying characteristics.

1) This value is necessary when configuring the balancing process.

2) Open the resource view in the plantype set of your project.
3) Open the plantype “Station”.

» The abbreviation st corresponds to the value needed in the Work Load Ba-
lancing process. If the abbreviation is not displayed, proceed as described

below.
General | Notes | Exra | Displayed name Physical name
Type Name = hame
Type Name e
Abbreviaion = nameshort
Abbreviation st —_— X : i
The other attributes (sorting criterium, sort
Sorting criterium number, TopLevel...) are not suitable for an
exact identification.
Sort Number 2
Top Level L]

Recursiv B : }
nameshort 2

Use for Work System Comp. [~ |

Figure 130: Attributes of the Station Resource Type

Attribute Lists
In the List of Attributes you will find all attributes which are displayed as a
default in the balancing form. Some of theses attributes are necessary to
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enable the balancing to function smoothly and therefore cannot be deleted.
You can add additional attributes to these Lists of Attributes or you can
change and hide existing attributes.

X
Attribute Name [ Name in arid | data type ] No in Grid | from DB [ Meaning I Edit
double 0 tue  Time 2
integer 0 tue  Calc mode new
balancing_alterna...  Alternating Color string 1 tue  Altenating Color
balancing_update... Aktualisierungsf... string 1 tue  Update Color Del
coderulefrequency Freq. [%] double 5 tiue  Frequency cele
hame Name string 1 tiue  Name
nameshart Short Name string 2 tue  Short name
time double - te  Time 1
time_tg_attribute Time [min] double 4 false  Time used
time_tg_cal_attrib... time with freque... double 1 false Time considers Frequ.

i

Cancel

Figure 131: Process Attributes
To add a new attribute proceed as follows:

1) By using the “New” button you start the Insert Attribute editor where you
can define the properties of an attribute.

CITrE—— F
Attribute Name Idbl_atlribute_w ﬂ [V Database attibute
Data Type In:lmuble Cancel |

[V Show Attrbute: in Grid

(3rid configuration
Name in grid I Grid col width I4g j
Col no. in grid ]no display j Align text I left _,J
Format sting | Dutput factor |1

Figure 132: New Attribute

OK button

Using this button the attribute is permanently saved in the database.
Cancel button

Using this button you can exit the dialog without saving the changes.
Table 25: New Attribute Dialog Description

Properties Type Comment

Attribute name Input field Enter the name of the new
attribute here. You can find
the correct name in the
configuration or in the plan-
type set

Data type Selection field Here you can see the data
type of the selected
attribute. The data types
are described under Data
Types in this manual.
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Properties

Type

Comment

Database attribute

Checkbox

Database attributes are
saved permanently in the
database. If this checkbox
is enabled, the attribute is
a database attribute. All
new attributes that you are
creating should be data-
base attributes. In the raw
balancing configuration
there are two attributes
that are not database
attributes. The value of
these attributes is calcu-
lated using other attributes.
These attributes should not
be changed.

Show Attribute in Grid

Checkbox

By selecting this checkbox
you can determine whether
this attribute should be
displayed in the table (ba-
lancing list) or not. The
subsequent properties are
only visible after enabling
this checkbox

Name in grid

Input field

Enter the name here that
should be displayed in the
balancing list

Col no. in grid

Rotating field

Select the column number
of the balancing list where
the attribute should be dis-
played. If the same num-
bers are used with multiple
attributes, the attribute val-
ues are separated in the
balancing list by an un-

derscore ’ .

Grid col width

Rotating field

You can set the column
width for the balancing list
here.

Align text

Selection field

You can specify the text
position here: left, right or
center.

Format string

Input field

This field is dependent on
the data type. With it you
can influence the output
format of the attribute. En-
tries you can make here
are described in more de-
tail under Data Types. If
you make wrong entries
here, severe errors can
occur.

Output factor

Input field

This field is dependent on
the data type and is only
displayed when selecting a
double data type. An entry
in this field is multiplied by
the attribute value as in the
case of time conversions
from minutes to seconds,
for example
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Deleting Attributes
To delete an attribute, select it and click the “Delete” button.
5.4.4.2 Attribute Identifierwlb (Identification WLB)

In order to balance plantypes of the same kind simultaneously, these plan-
types must be identifiable for balancing.

For this reason a new attribute for Work Load Balancing and a new attribute
for Automatic Line Balancing were introduced in version PE 5.12.

The attribute identifierwlb is used to balance several plantypes of the same
kind (for example in processes: test process, process non-value added,
process value added). The allocation of this attribute calls the plantype for the
balancing process. This is illustrated using an example:

Example PE 5.12:

Ex ample To balance several process types:

In the first step you have to show the attribute identifierwlb in one or in all

plantypes.
1) Select the plantype in the Configuration Manager and show the attribute
identifierwlb.
MName identifierwlb
Interner Name m_stridentifierw/LB
Bezeichnung Identifier “WLEB
Datentyp String
Typ des Controls Standard
Gruppe Group::1001 [)-Page:: 1000 (General]

Beschreibung

MNutze Master Nein

Data Type Definitior

Display and Position

Im Editor anzeigen Ja

Im Browser anzeigen Nein
Im Sucher anzeigen Nein
Position i Editor 105
Paosition im Browser 105
Position im Sucher 1]
Position im Baum o

Lange begrenzt auf n

Attribute Properties I Advanced Properties I

Type Name [eraoplantype I Is relevant

Wlb

Attribute Name deem’r.h I Is Printable

Physical Name Im,Str|I’J'r?"--'4""11"-:'-‘-1-5: I Use master

Prompt IWLB

Copy Prefiz I
Defined by [Detmia =1

Group - Page | noo1) - (1000] General > |

Display

Position in tree ID

Position in Editor [100 ¥ Display in Editor

Position in Finder I‘:’ I Display in Finder

Position in Browser '1 oo IV Display in BErowser

Figure 133: Attribute identifierwlb

2) Enter the same value (e.g. "wlb") in the attribute identifierwlb in all
plantypes (system library / plantype sets) to be used for balancing
processes.

3) Inthe configuration of Work Load Balancing you must now select the
attribute identifierwlb and enter the previously entered value for the
process configuration.
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» All plantypes with this value (wlb) in the attribute identifierwlb are used for
balancing.

5.4 5Additional Attributes

5.4.5.1 Attribute "balancing_update_identifier"
The attribute (data type: String) "balancing_update_ identifier" can be used
for highlighting or marking individual processes. The process is then shown in
the work load balancing in color (red). You can find the attribute under the type
XDOErgoCompProcessDefault.

How do you use this attribute?

1) In your plantype set select the process or process group plantype and
select Edit in the contextual menu.

2) Inthe open Configuration Manager overwrite the attribute
"balancing_update_identifier" of the base type
ergocompprocessdefault for the plantype.

3) The attribute must be displayed on a page and must be able to be edited.

4) Save your changes in the Configuration Manager.

» You can find the new attribute in the properties of a process.

As long as the attribute is empty, the process is not marked.

» If you enter a value into the attribute, the process is marked for the work
load balancing. The value is shown in the work load balancing and the
process is highlighted in color. Plese refer to the Figure 134.

Nl.| Name Process number Time [min] :':::ﬁ | Freq. [%] | Aktualisierungsfarbe| A“%’:la‘::ng
37 Process084 TechRes.Process 0,02 0,022410:100
38 Process085  TechRes.Process 010 0,100461:100
39 Process086 TechRes.Process 012 0,115469:100
40: Process087 TechRes.Process 0,05 0051907100
41 :Process088 TechRes.Process 0,08 0,082434 100
42 Process089  TechRes.Process 015 0147445 100
43 Process030 TechRes.Process 0,04 0,042468:100

45 Process092  TechRes.Process 0,07 :0,065237 100

Figure 134: Attribute Updating Color

5.4.5.2 Attribute "balancing_alternating_identifier"
The attribute (data type: String) "balancing_alternating_identifier" can be
used for grouping processes. The processes marked as such are then shown
in the work load balancing with alternating colors whenever the value changes
(green). In Figure 135 the attribute was used to show the group affiliation of
the processes. You can find the attribute under the type XDOErgoCompPro-
cessDefault.

How do you use this attribute?

1) In order to show the attribute, proceed exactly as described for the
attribute "balancing_update_identifier".

» In the properties of a process you can now find the new attribute

Balancing &ltemating Color Identifier !ProcessGroupUélS

» If you enter a value into the attribute, the process is marked for the work
load balancing. The value is shown in the work load balancing and the
process is highlighted in color. Please refer to the Figure 135.
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Nr.| Name | Process number E:T:] :'::z Freq. [%] ﬁ:lt Alternating Color
37 Process084 :TechRes.Process (0,02  :0,022410:100

38 Process085 :TechRes.Process 010  :0,100461:100
39 Process086  TechResProcess 0,12 0115463 100
40 Process087 TechResProcess 005 0051907 100 ProcessGroup0dd
41 Process088  TechResProcess 008 0082434100 ProcessGroupdd
42 Process083 ‘TechRes.Process 015 0147448100  ProcessGroup045

43 Process030 :TechResProcess 0,04 :0,042468:100 ProcessGroup045
45 Process092 :TechResProcess 007 0068237100 ProcessGroup046

46 Process093 ‘TechRes.Process (0,13  :0,187672:100 ProcessGroup047
A7 Process034  TechRes.Process 007 0068236 100 ProcessGroupd7
48 Process035 TechRes.Process (006 0084157100 = ProcessGroup0ds
49:Process096 :TechRes.Process 0,02  :0,022474 100 ProcessGroup048
50:Process097 ‘TechRes.Process 0,08  0,080680:100 ProcessGroup043
51 Process098 ‘TechRes.Process ‘0,20 :0,197533:100 ProcessGroup043

52 Process093 TechRes.Process 0,06  ©0,058821 100 ProcessGroup050
53 Process100 :TechResProcess 012  :0,120113:100 ProcessGroup050

Berechnete Z
_ AUSGANGOD TechRes. Dutput-Fol
Berechnete 2.

Figure 135: Attribute 'balancing_alternating_identifier'

In contrast to the attribute "balancing_update_identifier" with which individual
processes are highlighted, the attribute "balancing_alternating_identifier" is
filled with different values of several processes, so that the color of the hig-
hlighting of the processes changes whenever the value is changed.

5.4.5.3 Attribute "balancing_number_of workplaces"

The standard number of workplaces per station is taken from the attribute ba-
lancing_number_of _workplaces (data type: Integer) of the starting object of
the level 3 work load balancing (here group) (only the part with whole num-
bers).

If the attribute is not configured or the value of the attribute is not within the in-
terval defined in the configuration for the number of workplaces, a dialog is
opened with the help of which the number of workplaces is set in the work
load balancing.

You can find the attribute under the type XDOErgoCompBase.
How do you use this attribute?

1) The attribute must be configured on the starting object of the level 3 work
load balancing (e.g. group). In order to show the attribute, proceed exactly
as described for the attribute "balancing_update_identifier".

2) The attribute should be write-protected and given a standard value. It does
not have to be visible on the screen.

» As soon as this attribute is set, the prompt for the number of workplaces
no longer appears when the level 3 work load balancing starts (Figure 136)
and the work load balancing is started with the previous value.

Define workplaces _ x|

The default number of workplaces defined in the start
object iz out of range defined in the configuration. Please
select a new value.

MNurnber of warkplaces:
I B _I:: Cancel |

Figure 136: Dialog for Specifying the Number of Workplaces

5.4.5.4 Attribute "balancing_customizationname"
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If you have started a work load balancing on an object in the resource view,
the Work Load Balancing takes note of the names of configuration and upon
the next opening it starts the work load balancing with the same configuration.

In order not to display the selection dialog when there are several dialogs, use
the attribute "balancing_customizationname". Proceed as follows:

1) If you always want to start with the same configuration in PPR-Navigator or
for a new work load balancing in the resource view, you must configure the
attribute "balancing_customizationname" (data type String) on your
starting object and enter the name of the work load balancing
configuration.

2) You can overwrite the attribute in the Configuration Manager of the
Process Engineers of XDOErgoCompBase.

For a level 3 work load balancing you have e.g. three starting objects (line, or-
ganizational line, and group), and three different configuration names for the
respective starting objects.

5.4.5.5 Attribute "graphicname”
Graphic macro for displaying the station in the layout

This is configured on the plantype Station. This attribute is not shown on the
screen and it cannot be edited.

M balancing_stationarea_default must be entered as a standard value. This
is the name of the macro.

5.45.6 Attributes of the Station

The macro accesses the data of the station. Therefore, the following attributes
must be available at the station:

Table 26: Station Attributes

Attribute Meaning Type Range Comment
Materialareawith double
Length double
Width double

If the attributes are incorrect or contain incorrect values, the interplay between
material provision view and the layout is incorrect (stations are then shown in-
correctly and parts bins are not shown at the right places).

5.4.5.7 Cycle Time

If no cycle time is specified in the resource to which you open the balancing
process, a message will indicate this. Even if a cycle time is not defined, you
can still open the balancing process.

1) Confirm the message with OK. The balancing process will then be opened.
As a default, the balancing process then uses a cycle time of one minute.

Loading line o X|

0 No cycle time is defined for the follawing line section: Halle Konsumgiterherstellung. Cycle time is set to 1 min,

Figure 137: Message whenever no cycle time has been specified

2) First check the properties dialog to see if there is a “Cycle time” input field.
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» If not found, you must create a “Cycle time” input field using an attribute.
You can show the attribute in the plantype set or in the configuration manager.
The following attributes can be used as the cycle time:

All double attributes

The attribute « cycletime »

The attribute “cycletime” is intended as the default for the cycle time. Now you
just need to show it on a page.

3) Then open the configuration of the balancing process.
4) Open the attribute list of the line (Level 2 = line).

» For example in your configuration, the attribute dbl_attribute 10 is pre-
defined for the cycle time. This attribute is the attribute shown on Level 2
(the line in the example).

Altribute Name: I Name in glid] data typel Noin Gridl from DB l Meaning I new I
hame sting 2 tue  Name
nameshort sting 2 true Delete |
cycletime Taktzeit double 3
Insert Attribute = x|
Attribute Name lcyclelime :] [V | Database attribute
Data Type Istring El Cancel I
[V Show Attribute in Grid
Grid configuration
Name in grid I Grid col width I 40 j
Col no. in grid Ino display :'.I Align text ILelt L‘

Format string I

Figure 138: Attribute Configuration

5) Open this attribute.

6) In the selection field for attribute name select the attribute cycle time.
7) Click OK to leave the dialog.

You can use any double attribute for the cycle time, but you have to assign
this attribute to the meaning 'Cycle Time' in the configuration of the balancing
process.
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5.4.6Relations

X
General Settings | Views | Playpefoms - Relations |
Relation description Attribute Lists

Process »» Station std / Station add,  [CERUITNRRNEE j

Station ¢td. »» Parts Bin Ibalancing_rexource_cunmstscf_resuurce j ﬂ

Parts Bin »» Pait Iplant_mowdes_plod j ﬂ
Process »» Pait Iploc_ﬁlstprocesses_prod j j
Workplace »»  Balancing Ibalancing_awns_wmkp\ace_revelse j ll

Line »» Balancing |Dalancing_uses_plant_revelse :] ﬂ

Workplace »»  Station / Line |Dalancing_pmc_iunningnn_p\ant :] ﬂ

aK Cancel |

Figure 139: Balancing - Configuration; Tab Relations

5.4.6.1 Relation Description
Select the relation to be used in the selection list. Only the relations that are
possible between the two plantypes and which have been created in the sys-
tem are offered.

The following relations are used specially by Work Load Balancing:

balancing_owns_workplace] and balancing owns_workplace reverse]|
Relation from work load balancing object to the workplace.

» In Status complete change: Yes

balancing_proc_runningon_plant: |Relation from the workplace to the re-
source (e.g. station).

» In Status complete change: Yes

balancing_resource consistsof resource: |Relation of station, usage
folder to the parts bin.

» In Status complete change: Yes

balancing (ergocompplantdefault - balancing): |Relation from the balanc-
ing object to the resource.

» In Status complete change: Yes

balancing (ergocomporgplant - balancing): |Relation from work load ba-
lancing object to the organizational resource.

» In Status complete change: Yes

balancing_uses_plant and palancing_uses_plant_reverse: Relation from
the balancing object to the resource.

» In Status complete change: Yes

balancing| resource consistsof resource: |Relation from Tool to Station.
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» Change in the status complete: Yes

Using the script action below (AFTER), you can have the internal name of a
relation displayed.

= function sa_link(parent_id, rel_ids, listhame)
Y relname = Data.GetAttributebyld(rel_ids(0), "relationname")
MsgBox(relname)

end function
5.4.7Use Change Management with Work Load Balancing

E For more information, Please refer to the Appendix in the Work Load
Balancing User’s Manual.

5.4.8Error Messages in the Configuration of Work Load Balancing

If a configuration is left by clicking OK, the Work Load Balancing checks its in-
tegrity. If the Work Load Balancing recognizes an error in the configuration,
you will be informed of this.

Attention: Error in configuration!

This configuration is not walid. Do not uze it for a balancing project, =
there might occure an eror. Even a program crazh and a losz of

data iz pozzible. To get a valid configuration, revize the following
remark[s]:

PROBLEM:
Some enabled combo-boxes are empty.

DETAILS:
General Settings / Integrated State [empty text-baox],

ADNICE:

take sure, that all enabled texst boxes are filled. An emply text box

iz always a zign, that zomething iz not configured properly. &n

empty drop-list iz alwaps a sign, that there is a conflict between the
global configuration and the balancing configuration, ;|

Canicel | Continue I

Figure 140: Message if an Error Appears in the Configuration

The message from Figure 140 indicates to you that 'Valid balancing possible’
is activated, but no planning status has been selected.

1) By clicking abort you return to the configuration and you can rectify the
error.

If you leave the configuration despite the error warning, you will not be able to
execute the work load balancing without errors. You will receive an alert when
starting the work load balancing.

5.4.9Three level Work Load Balancing

There is a process structure with 12 process groups.
These process groups are distributed amongst five stations.

1) You can link the process groups to the stations in the PPR-Navigator or
start the work load balancing on the line as shown in the example.

T @ wem.,om,l If you create the links in the PPR-Navigator, the WLB configuration is not
+] wib PGroupp002, 1 .
LB o cavemions. | called up and error messages may appear when opening the work load ba-
- wib
i ;’,2:::;:222 ie Tasks Version PE 5.21

- wib PGrouppo07, 1
= E wib DGmuppons 1
= i FSruppSSs,

-4 wib PGrouppo10, 1
&4 wib PGrouppo11, 1
=4 wib PGrouppni12, 1


file:\\guarddei\e5doc\Industrialisierung%20E5\Dokumentation_Handbucher\Handbuch\Manuals%20R22\R22%20GA\WorkLoadBalancing.pdf
file:\\guarddei\e5doc\Industrialisierung%20E5\Dokumentation_Handbucher\Handbuch\Manuals%20R22\R22%20GA\WorkLoadBalancing.pdf
file:\\guarddei\e5doc\Industrialisierung%20E5\Dokumentation_Handbucher\Handbuch\Manuals%20R22\R22%20GA\WorkLoadBalancing.pdf
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lancing. The multiple usage of processes could be used as an example. If you
have deactivated them in the WLB configuration, but have linked the same
process several times in a station via the PPR-Navigator, you will receive an
error message when opening the work load balancing and only one process is
shown in the balancinglist.

The corresponding configuration - for level 1 or raw balancing - looks like this:

Level 1 Workload Balancing Customization 3 7 x|

General Settings |Views | Plantype forms | Relations |

Configuration Name |Leve| 1 Balancing Configuration r~ Number of Workplaces  Effectivity representation
& Days
Input folder IPUDl L‘ min, 1 53 € Weeks starting on
Master Configuration {NONE | max. = ISunday Y
State Working IWDrking L]
[~ Balance ~Process setting:
Walidity setting: %' technical stations % Balance process gioups
™ Valid balancings possible " workplaces " Balance single processes
State Integrate Spproved .ll
[” MC Collabration

IV Wite graphic station offsets to database for layout
I~ Multiple process usage is allowed

V' Enable Show Tools

[V Enable Show Parts

I” | Enable Partshinmanagement

I Enable Toolmanagement

V' Enable Locking

oK Cancel I

Figure 141: Work Load Balancing Configuration
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Level ¥orkload Balancing Customiz.

-:g{gﬂ_
4 [ogocomppandeodt 7] EEE—
_,r
. [ogocompplntseat ] frome [ el >

Figure 143: Level 1 Work Load Balancing Configuration B
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Level 1 Workload Balancing Customization i 7 ll

General Settingsl Views I Plantype forms ~ Relations I

Relation description Attribute Lists

Process > Station std. / Station add,  |{ieleMulgels o=l ﬁ
Station std. »>> Parts Bin Itnalanc,mg_resuurce_cons‘stsol_reswrce j d
Station std. »>> Tool It-alancmg_resource_uses_lesource L] ﬁl
Paits Bin >> Part Iplanl_provides_plod l] _;il
Process »> Part Iploc_filslprocesses_plod j ﬂ
Process >> Tool Ipmc_uses_planl :] 2]
‘Workplace >> Balancing IbaIanmng_-awr<s_l.A:orkaace_leverse ;J d
Line >> Balancing Ibalaru:ing,uses_planl_reverse ﬂ 2]
‘Workplace >> Station / Line Iba|3nCiﬂg_DmC_ltmmnan_plan' 2 ﬂ

0K Cancel I

Figure 144: Level 1 Work Load Balancing Configuration C

The work load balancing is started on the line.

s
. He  New » '
: E M8 attributes at Same Time
s HB change Protocol
: g HB  Execute Script
; g HB  show Graphic
: E HB  Wersions
Open Automatic Line Balancing (ALE)

Calculation > Open Workload Balancing {WLB)
» Utilization
1

Figure 145: Work Load Balancing Started

If there are several configurations, the corresponding one should be selected

Choose Configuration

More then one configuration seems to be compatible
with your balancing. Choose one configuration or ask
your administrator for help.

Level 1 Balancing Configuratioffid

Figure 146: Choose Configuration

The four views of the work load balancing open.

The processes can now be assigned to the stations from the PPR-Navigator.
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B Austaktung: Linie0o1 | Area View e P[] P3| 58 Austaktung: Linie001 | Standard Grid View 3 o [=] ]
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Figure 147: Four Views of Work Load Balancing
Save the work load balancing.

In the next step, a level 2 work load balancing is to be created. To do this,
several objects must be created and linked to one another.

An additional organizational node is created in the resource view.
This organizational node should contain two groups.

If it has two groups, an output folder, input folder, and a usage folder must al-
so be created for both groups. The structure then looks like the following fig-
ure. Please refer to the Figure 148.

e

i @ Output-Folder &, 1
@ Output-Folder B, 1
. Input-Folder &, 1
. Input-Folder B, 1
A Usage-Folder &, 1
4R Usage-FolderB, 1

Figure 148: Work Load Balancing Structure
Every group must receive at least one intermediate level (Subline).

Every one of the intermediate levels (Subline) must be linked to an output
folder, input folder and a usage folder as a bill of materials entry.
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€3 He orgline, 1
=] .#j Group A, 1

= @ Subline A, 1
] @ Qutput-Folder &, 1@
. Input-Folder &, 1 @

[ G4# Usage-Folder &, 1 [ inked

=] .J:_: Group B, 1
{2y Outp Ider B, l

- @ InpueFoicire, 1 Linked] Relate Subline <Subline B, 1> To Usage
@ Qutput-Folder A, 1

@ Qutput-Folder B, 1
# . Input-Folder &, 1
- . Input-Folder B, 1

Name

Figure

The stations that should be under the group must be a part of the stations of
the level 1 work load balancing. Therefore, the stations of the level 1 work load
balancing must also be linked as a bill of materials entry in the groups. Please
refer to the Figure 150.

B = - e HE Orgline, 1

: i HE Pool, 1 E}"—.:Jj Group &, 1
- £2% HB Station_1, 1 - €Y Subline A, 1
?: HB Station_2, 1 B Output-Folder &, 1
. T3% HB Station_3, 1 1 @ InputFolder &, 1
: a HB Station_4, 1 4R Usage-Folder &, 1
H g HE Station_5, 1- > ;: Station_wlb_1, 1

>+ g Station_wlb_2, 1

=€)
B @ Outpi der B, 1
. Input-Folder B, 1
i

P+ Station_wib_3, 1

»F T'.. Station_wib_4, 1

> g Station_wlb_5, 1
@ Output-Folder &, 1
. @ Output-Folder B, 1
[+ . Input-Folder &, 1
- . Input-Folder B, 1
F4# Usage-Folder &, 1
5% Usage-FolderB, 1

Figure 150: Link stations with the Subline

The resources view is now opened on the organizational node. (Contextual
menu on HB OrgLine > Open in > Process Engineer).

Create a new work load balancing on the organizational node; (Contextual
menu on HB OrgLine < New < Work load balancing).

The corresponding configuration of a level 2 work load balancing looks like the
following:
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Level 2 Workload Balancing Customization [] 7 5]

General Settings IViews I Plantype forms | Relations |

Cordgiteion Nare |Leve| 2 Balancing Configuration ~Number of Workplaces - Effectivity representation
" Daps
Input folder I Input-Folder l] min | = | (5 Weeks starting on
Master Configuration ILeveI 1 Balancing Configuration j may. | E:ﬁl Sunday j
State Working IWleiNQ ,ﬂ
Balance———————— [ Process settings

Yalidity setting: (% technical stations " Balance process gioups
[V Valid balancings possible " workplaces (% Balance single processes
State Integrate Approved j

[~ MC Collaboration
[V Use cycletime fiom firstlevel associated balancing configuration IV \Wiite araphic station offsets to database for layout
I™ Save working balancings, which begin in the pastis allowed I~ Multiple process usage is allowed

IV Enable Show Tools

[V Enable Show Parts

I™ | Enable Partshirmanagement

[™ Enable Todimanagement

[V Enable Locking

0K Cancel

Figure 151: Level 2 Work Load Balancing

The level 2 work load balancing can be executed with process groups or with
processes. If process groups were used in the level 1 work load balancing, the
processes of this process group are used for the work load balancing in the
level 2 work load balancing; assuming Balance single processes was acti-

vated.

If Balance single processes has not been activated, only process groups are
balanced.

The input directory is dependent on the plantype and must be selected there-
fore.

Level 2 workload Balancing Customizatin x|

General Settings  Views |Plan!ype formsl F\elalions]

- General Name Effectivity - Status— - Config.— - Filing——
Display Move Drop Delete || Display  Edit Display ~ Edit Display Display Display
IV Standard Grid View | [~ [Z = v I v I v v [
IV Additional Grid View | V' v v 2 v v v v v | |

J™ Diagram Yiew I~ i I
I [ =

™ freaifiew

=

Figure 152: Level 2 Work Load Balancing Customization A
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Level 2 Workload Balancing Customization e _)5]

Generel Sengs | Views  Plaiype foms | Relaons |

Cornponent type Attribute Yalue Attibute Lists
Line sequence |6 EET v Inarne j IBuiIding ﬂ
Line. | ergocomporgplart | fname | |orgline .2]
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Process | eidocompprocessdefaul ] [name =] [Process ﬂ
Station add. Iergocompplantdelaull _'_I Iidentifielwlb _'J II/D Folder EJ
Tool |ergocompplantdetaull :I Iname j ITool ﬂ
Pat |ergocomppraductdefaul 2] [name =] [pa »|
Parts Bin Iergocompplantdefaull _'J Inarne _VJ |Pallsbin ﬂ
Workplace [<igocompoigpiocess 7] [rame ] [Wakece )

0K I Cancel

Figure 153: Level 2 Work Load Balancing Customization B

Level 2 Workload Balancing Customization il 5]

General Settingsl Views I Plantype forms ~ Relations |

Relation description Attibute Lists

Process > Station std. / Station add. | CeBONAegMAIER ﬂ
Station std. »> Parts Bin Ibaiancing}resource_consistsaf_lesoufce LI 2]
Stationstd. »>> Tool Ibalanc<ng_resouvce_uses_lesource j ﬂ
Parts Bin >> Part lplanl_provides_pwd Z' ﬁ
Process »> Part Iproc_firslprocesses_plod ll >_>]
Process » Tool Iproc_uses_planl L] 2]
Workplace »> Balancing Ibaiancing_owns_workp]ace_leverse _v_| 2'
Line >> Balancing | _'J 2]
Workplace »»> Station / Line I L] _>>J

0K Cancel I

Figure 154: Level 2 Work Load Balancing Customization C

The two views of the level 2 work load balancing are opened.
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R 5t 00 | st i ~ioix]
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10 Process022  TechResProcess 00 0026592 100
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|| 13 Process023  TechRes Process 017 0169044 100
14 Process024  TechRes Process 000 0003326 100
15 Process001 TechRes Process 007 0072331100
16 Process002  TechRes Process 008 0075487 100
17 Process007  TechRes Process 020 0197620 100
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Figure 155: Level 2 Work Load Balancing for Processes

For information on how to work with the level 2 work load balancing, Please
refer to the Work Load Balancing Manual.

Save the work load balancing.

If when saving the work load balancing you receive the following error mes-
sage, the link either to an input, output, or usage folder is missing. The work
load balancing can therefore not be saved. Only after all folders have been

linked correctly can the work load balancing be saved.

X

Could nat find a folder for the processes used in the 2nd-level-balancing. Ensure, that this folder
is connected to the start abject of the Jid-level-balancing and the configuration is conect.

Figure 156: Error Message

In the next step, a level three work load balancing is to be created. No further
objects must be created for this.

1)

menu on group A < Open in < Process Engineer).

2)

group A < New <Work Load Balancing).

The resource view is opened on a group, e.g. Group A. (Contextual

Create a new work load balancing on group A; (Contextual menu on
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Figure 157: Create a New Work Load Balancing
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The corresponding configuration looks like the following (a level 3 balancing or

fine work load balancing):

Level 3 Workload Balancing Customization i ;

General Settings I\/iews | Plantype lcnmsl Helalionsl

Configuration Name |I.eve| 3 Balancing Configuration ~Nurber of Workplaces - Effectivity representation
" Daps

Input folder ]l“W"Fdde' _'_l i, I 1 3: ¥ ‘Weeks starting on
Master Configuration ILevel 2 Balancing Configuration j max. | B:Cj Sunday L‘
State Working IWolking j

Balance Process settings
Validity setting " technical stations () Balance progess gioups
IV ¥alid balancings possible  workplaces ' Balance single processes
State Integrate Approved j

[V Use cycletime from first level associated balancing configuration

Albweq number of planning balancings in the same group

and period:

=

[~ MC Collaboration

[V Wiite graphic station offsets to database for lapout

™ Multiple process usage is allowed

[V Enable Show Tacls

[V Enable Show Parts

I” Enable Partshinmanaaement
I™ Enable Toolmanagement

[V Enable Locking

0K I Cancel

Figure 158: Level 3 Work Load Balancing Customization A
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Level 3 Workload Balancing Customization il
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Display Move. Drop Delete || Display  Edit Display  Edit
IV Standard Giid View | [V = 2 2 7 7 7
IV Addtional Grid View | V' [ = v " v ] ]
[V Diagram View v Jin v
IV AreaView v I v
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Display Display Display
v v ] |
v v ]|

151

oK Cancel

Figure 159: Level 3 Work Load Balancing Customization B

Level 3 Workload Balancing Customization i
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Process | e1gocomppiocessdefaul 7| [name 7| [Process ﬂ
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Workplace. | ergocompargprocess ] [rame =] [Workglace »|

0K Cancel

Figure 160: Level 3 Work Load Balancing Customization C

3) Save the work load balancing configuration. For more information on how
to work with the level 3 work load balancing, please refer to the Configur-
ing Work Load Balancing.
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6. Configuration of Automatic Line Balancing

Automatic Line Balancing (ALB) and WLB are configured in the same dialog in
version PE 5.12. If you have already worked with WLB in previous versions,
you are already familiar with the basic setup of this dialog; the structure and
mode of functioning of the new dialog are identical. The dialog is opened using
the contextual menu on the project node.

You can customize the configuration of ALB according to your needs. In earli-
er versions certain ALB settings had to be made using the Configuration Man-
ager; they can be made more quickly in the new dialog of version PE 5.12.

You can also make these settings using the Configuration Manager, as in pre-
vious versions. The procedure for doing this is explained briefly below.

The setting for the linking process generated plantypes is no longer required; it
has been removed without a replacement.

6.1 Individual Configuration (only Version PE 5.10, 5.11)

Automatic Line Balancing is completely integrated in the DELMIA Process
Engineer®. To be able to use Automatic Line Balancing, the contextual menu
entry must be enabled before starting.

1) Open the Configuration Manager and select the entry ergocompplantde-
fault .

2) Open the Editors directory and search for the menu text entry Balancing
and the browser ID epcompeditor-component.

- Mew | 3) Enter a call text in the menu text input field, for example Start Automatic
Open Automatic Line Balancing (ALB) L|ne Balanc|ng and actlvate BrOWser on Slngle Se|eCt Save the conﬂgu-
Show All Components rati on.

Calculation »
Extra »
Find Usage Data 4
Graphic 4 4)
Manufacturing Concept »

The entry is now available in the contextual menu of a resource.

6.2 New Installation

To work with the Automatic Line Balancing module the following adjustments
need to be made in the configuration and in the plantype set after a
reinstallation:

q Open Autamatic Ling Balancng (ALE)
Calcdation  »  Open Workload Balancing (WLE)
Coderules b 7

Changing of values of car body positions in the configuration.
The module Automatic Line Balancing supports twelve car body positions,
which are listed in the table. Please refer to the Table 27:

Table 27: Car Body Positions

Name Abbreviation
Rear left HL

Rear center left HML

Front center left VML

Front left VL

Rear center HM
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Name Abbreviation
Inside rear H

Inside front v

Front center VM

Rear right HR

Rear center right HMR

Front center right VMR

Front right VR

1) To change the values, open the Configuration Manager and search the
type ergocompprocessdefault.

2) Select the attribute carbodyposition.

3) Under the attribute carbodyposition hide the values already entered in

the value list.

4) Then enter the new values as described in the Table 28.

Table 28: New Values

Item Name Item Value Order
HL 1 15
HML 2 16
VML 4 17
VL 8 18
HM 16 19
IH 32 20
\Y 64 21
VM 128 22
HR 256 23
HMR 512 24
VMR 1024 25
VR 2048 26

As a result you will get the following value list. Please refer to the Figure 161.
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Figure 161: Value list of the attribute carbodyposition
6.2.1Create New Plantypes

The Automatic Line Balancing uses shelf libraries for planning shelves. The
shelf libraries contain the respective shelves which can be used for planning.
The purpose behind shelf libraries is to be able to use alternative shelves in
the ALB. Shelf libraries must be created in templates of the project library.

Two new type resource plantypes must be created for planning shelves, de-
pending on the plantype set used:

= Shelf
= Shelf Library

The plantype shelf is a child of the shelf library and the plantype used for the
stations, e.g. in the "machine" or "work location".

The shelf library must be a child of the resource view.

Whenever the Container plantype is mentioned in Automatic Line Balancing,
this refers to the plantype used for system elements. You can also create your
own type resource plantype for the container.

To Create Shelves and Shelf Library Plantypes:
1) Open the plantype set you want to edit in the system library.

2) You can create two new resource plantypes: select the plantype "Re-
source" in the contextual menu: New/Resource and enter the name Shelf
Library and Shelves. You also must enter a name for the identification
ALB attribute.
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_lix]
General | Exra | Notes | =
Type Name lB helf
Abbreviation 'shelf
Sorting Criterium l L‘
Sort Number IU
Recursiv ]
Top Level o
Use for Work System Comp. [~
Identifier ALB fshelf
Identifier WLE l |
T
Modified |08.10.2004 12:59:13
Created |08.10.2004 12:58:15
b
| ok | cancel | apy | Pint |

Figure 162: New Plantype Shelf

Shelf
1) Link the shelf to the shelf library and the plantype which is being used as

2) Link the shelf library to the resource view.

stations.

Material Area
The Automatic Line Balancing uses the plantype material area for the layout:

155

The data model von Automatic Line Balancing can be found in the appendix.

Material area = area ergocompplantarea

The material area must be a child of the station.

6.2.2Attributes

6.2.2.1 Material Area, Ergocompplantarea
A material area must have the following attributes:

Name of the material area.

name

Number

nameshort

Overwrite the following attributes from ergocompplantdefault:

Page of the material area:

Containerareaside 0 = undefined

1=left
2 =right
Length [mm]:
Length
Width [mm]:
Width
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6.2.2.2

restricted area:
materialarea_locklength_left

Graphic macro for displaying the material area
graphicname
This attribute is not shown on the screen and it cannot be edited.
The graphic macro alb_materialarea_default must be available in the di-
rectory \DELMIA\PPRServer\data\lsegrim\Graphik.

Create Containers
A container must have the following attributes:

Possible shelves:
Internal shelf planning data (alb_shelfplanningattributes)

Number of levels of the standard shelf:
Number of levels (numberoflevels)

There should be exactly one standard shelf in every shelf library for every one
to six levels. ALB uses these shelves for the automatic balancing process.
Non-standard shelves must be added manually.

A template can contain several shelf libraries. If there are several shelf libra-
ries available (even from various templates), ALB, while loading, asks you
which shelf library should be used.

The standard shelf refers to the shelf which is automatically added in the au-
tomatic balancing process, assuming the container does not fit in any existing
shelf.

You can enter a number between 1 and a freely definable upper level limit for
the shelf levels (in the following example, the upper limit is 6 levels). In doing
this you set the number of shelf levels for the standard shelf that can be used
in the shelf library. Make sure that the container fits on its shelf.

The container can be placed on shelves of which the number of levels is spe-
cified in the attribute possible shelves.

The standard shelf should be located in the possible shelves; otherwise ALB
issues an error message when loading and ignores the shelf attributes of the
container.

2
) Basistyp: ergocompplantdefault (Resource Component)
[=}- Attribute
[+ Intemal shelf planning data (alb_shelfplanningattributes)
Numnber of levels (numberoflevels)
=} Layout
=] Page::12000 (Teilebehalter)
Group::10100 (Regalangaben)

Figure 163: Error Message

The attribute Internal shelf planning data (alb_shelfplanningattributes) in
ergocompplantdefault specifies in which shelves containers can be placed and
should be used for the number of possible shelves.

1) Overwrite this attribute for container plantypes. Then create a value list.
The values must be entered as described in the following table.
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Low-value bits (entered as an internal value) specify whether the container
can be stored in the respective shelf. 12 (= 1100 binary) therefore means that
the container fits into standard shelves 3 and 4.

In the following table you will find the values described for shelves from one to
six levels:

Table 29: Value Calculation for Shelf Levels

First Shelf Last Shelf Value
1 1 1
1 2 3
1 3 7
1 4 15
1 5 31
1 6 63
2 2 2
2 3 6
2 4 14
2 5 30
2 6 62
3 3 4
3 4 12
3 5 28
3 6 60
4 4 8
4 5 24
4 6 56
5 5 16
5 6 48
6 6 32

Formula for the evaluation
The value is calculated with the following formula:

X; = Levels of the first shelf
X,= Levels of the last shelf

X3 = Levels of the last shelf - Levels of the first shelf = possible levels +1
2,\(Ievels of the first shelf - 1)*(2,\(possible Ievels)_l)

Value =2*' x2° -1
or

Value =2°¢ — 2"

Administrative Tasks Version PE 5.21



Configuration of Automatic Line

6.2.2.3

158

You can use the values from the table Value calculation for shelf levels as
an aid in creating the following value list. The value list is created in the same

way as with the attribute carbodyposition.
Table 30: Value List

II:))Ii:)play Value (Exam- |Iltem Value Display Order
1 level 1
1-2levels 3 2
1-3levels 3
1-4levels 15 4
1-5levels 31 5
1-6 levels 63 6
2 levels 2 7
2 - 3levels 8
2 - 4 levels 14 9
2 -5 levels 30 10
2 - 6 levels 62 11
3 levels 4 12
3-4 levels 12 13
3-5levels 28 14
3-6levels 60 15
4 levels 8 16
4 -5 levels 24 17
4 - 6 levels 56 18
5 levels 16 19
5 -6 levels 48 20
6 levels 32 21

Create Shelves

Shelves must be created in templates of the project library. In order to do this,
select the plantype set in which you created the shelves and the shelf library.

The template must be opened as a new project in order for it to be edited.

For more information on “how templates are created in the project library”,

Please refer to the Project Library Manual.
A shelf must have the following attributes:

. Name: The name of the shelf

. Number: The number of the shelf

= Standard shelf: specifies whether the shelf is a standard shelf

. Number of levels: The number of levels of the shelf
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= Length, width, height: The outer dimensions of the shelf

= Inner length (inner width, inner height): The inner dimensions of a com-
partment of the shelf. All compartments have the same dimensions.

= Default shelf (isdefaultshelf): specifies whether a shelf is a standard
shelf

= Inner length (innerlength): specifies the inner length of a compartment
of a shelf.

=  Number of levels (numberoflevels): specifies the number of levels for
shelves as well as the standard shelf for containers.

The parent-child relations between containers and shelves must be specified
in the configuration tool for ALB:

albspec_Partshin_positioned_in_shelf ¢

albspec_Partshin_positioned_in_shelf_reverse between ergocomplantde-
fault and ergocompplantdefault in the relation class XDORelationship.

As of version PE 5.14SP2, new attributes have been introduced for shelves
with the same heights, angles and overhangs. To display these attributes in
the properties dialog, they must first be configured. A summary of all attributes
and plantypes can be found in the appendix. Please refer to the Data model
for Automatic Line Balancing.

6.2.3Additional Notes

= If amessage appears, the workload balancing can still be continued. This
message is only a note for used car body positions, which are not used
by automatic line balancing (attribute carbodyposition).

Whenever you start a balancing process and select a manufacturing concept,

e you must deactivate Create Groups and Create Machines.

Create Machines [~

6.3 Preparing ALB Plantype Sets

With this release, Automatic Line Balancing (ALB) produces results that can
be displayed and read in V5 for stations and workplaces that have been
created with Automatic Line Balancing. To obtain these types of results, it was
necessary to change relationships and provide new plantypes for Automatic
Line Balancing.

To get the most out of the ALB with the assistance of new plantypes, such as
the Logical Part Bin (which works as the storage medium that creates the link
between the material area and the container), or the plantype DNBBehavior
(which is used to display TSA — resource dependant processes), the appropri-
ate settings must first be made in the plantype set and in the ALB-
configuration.

6.3.1New Plantypes

With the assistance of the new plantypes, results of the Automatic line balanc-
ing can continue to be utilized and displayed in V5.

The table provides an overview of which new plantypes need configuring.
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For more information, Please refer to the sections “Configuring Automatic Line
Balancing” for ALB Configuration “Planning resource-related processes” and
“Providing data for part bin usage” in the Automatic Line Balancing Manual.

Attached is the table of the attributes, plantypes and relations that describe the
Automatic Line Balancing data model.

Table 31: Table of New Plantypes

Type Plantype
Ergocompplantworker Worker
Ergocompprocessbhehavior DNBBehavior
ergocompprocessdefault TSA

ergocompplantdefault

ALB Logical Part Bin

Important Terms

The following table defines common terms:

Table 32: Reference and Instance Objects

ALB PlanType

Meaning

Reference object

Reference objects, such as a container create the
base from which objects (instance objects) can be
directed for planning. Only a single reference object
is available in the system library.

Example: Container blue is the reference object in
the system library. All objects used for planning by
container blue are allocated to this reference object.
These are all objects (instances) that have been re-
ferenced to the reference object.

Any changes to the reference object affect all ob-
jects that are allocated to it. For instance, by chang-
ing the length of container blue all referenced ob-
jects belonging to container blue will reflect this
change.

Instance object

Instance objects are similar to processes, container
or material areas etc in that they are objects that are
used for planning. Instance objects are derived from
reference objects.

Instance objects are based on the reference objects
in the system library. The properties of the reference
objects are determined in the plantype set.

Copies of instance objects are independent objects
that are used for planning. Changes made to the
properties of a reference object do not affect copied
instance objects.

For explanations of the relationships relating to terms in this table, Please re-

fer to the Plantype Relationships.

Table 33: Plantypes for processes

ALB PlanType

Meaning

Process

Processes are created in the DPE and are the basis
for finding stations and workplaces. Processes are
part of a larger processplan/workplan. Additionally,
processes provide the basis for the TSA process.

Processplan/Workplan

Processplans and workplans are logical nodes in the
process structure that contain all of the processes
used for work load balancing.
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ALB PlanType

Meaning

Resources with behavior

Resources that are marked with the Owns Beha-
vior option are used to display TSA-processes in
V5. TSA-processes can only be assigned to re-
sources that are marked in this way.

Resources with behavior are marked with the Owns
Behavior option in the plantype set.

TSA

TSA processes (Task Specification Activities) are
copies of the processes for a processplan/workplan
that are used for work load balancing. TSA are re-
source-dependent processes that are only used for
a particular resource, such as a station or
workplace. These TSA processes enable the dis-
playing of processes for resources in V5.

The parent node of a TSA process is always a
DNBBehavior process.

TSA processes are created automatically in ALB by
work load balancing.

Behavior process

DNBBehavior processes are used in V5 to display
TSA processes.

The parent node for Behavior processes created by
ALB is always the workplace.

DNBehavior processes are created automatically in
ALB by work load balancing.

Table 34: Worker — Logical Partshin

ALB PlanType

Meaning

Logical Partsbin

A logical parts bin is a storage medium and the link
between the material area or shelf and the parts bin.

The parent node of Logical Partshin is a shelf or ma-
terial area.

Logical partbins are created automatically in ALB by
work load balancing.

Worker

The number of workers is determined during work
load balancing.

The parent node for the Worker plantype is always
the Station plantype.

6.3.2Adjust ALB for R18 (Update)

The so-called reference-instance-model is the basis for displaying the ALB re-
sults in V5. In order to display the ALB results for this model, the following
ALB-configuration settings need to be made.

6.3.2.1 ALB-Configuration Update — Overview
Along with the description of the settings described below, read the chapter
entitled Plantype Relationships in the chapter entitled Data model for Auto-
matic Line Balancing in the appendix of this user manual.

Dummy Part Bin Plantype

The Dummy part bin plantypes in the ALB-configuration must be replaced by

the Logical part bin plantypes.

Functionality

Dummy part bins are created as Logical part bin type objects. A separate
plantype is not required for Dummy part bins. The dimensions of Dummy
part bins (such as length and width) are fixed in the length and width
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6.3.2.2

attributes. Dummy part bins in a plantype set must be assigned to the struc-
ture of a Material area and a shelf with the assistance of the parent/child rela-
tion.

Logical Part Bin Attribute
The following Logical part bin attributes must be configured:

Table 35: Table of New Attributes

Attribute Meaning

Partname An attribute used to show the name of the part.
part number An attribute used to show the part number.
pracess list The process list attribute enables display of all

processes that are linked to this part and parts bin.

The TSAlist attribute enables display of all TSA-

TSAlist processes that are linked to this part and parts bin.
An attribute for the identification number (Id) of a

part Id part.

part bin Id An attribute for the identification number (Id) of a

part bin.

To insure the consistency of data from the ALB results, it is suggested that
these attributes be configured as read only.

Why? These attributes are automatically setup with the appropriate values in
the process of creating the Automatic line balancing. These results should not
be manually changeabile.

Data Model Scheme — Relationships between Plantypes

Data Structure

A Logical parts bin is created by ALB for each Part bin that is planned in for
Material area or Shelf: Material area, Shelf, Logical parts bin and Part bin are
all linked together by way of parent/child-relations. The Logical part bin is ei-
ther the child of the Material area or the Shelf. The Part bin is always the child
of a Logical part bin.

The relation “balancing_resourceconsists of _resource” is no longer created by
ALB to link a Material area with a Part bin. This relation is replaced by the par-
ent/child-relations between the Material area and Shelf and the Logical parts
bin.

The data model shows the new relationships for the R18 release of ALB:
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R18 Data model
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Figure 164: R18 Data Model — Relations
6.3.2.3 Update an Older Version to R18

The following steps must be followed when updating an older version:

Carry out a data merge in the same manner as with previous updates
Configure the new plantypes in the plantype set
Check the ALB-configuration and configure the new plantypes and attributes

Once these steps have been taken, start ALB in the same manner as with
preceding versions. Once the ALB-results have been saved, the new data
structure is created, and in addition to this the ALB-results can now be dis-
played in the Reference-instance-model of V5.

6.3.3Plantype Relationships

The relationships between plantypes should be determined in the plantype
set.

A pre-configured plantype set is available with the update for the ALB-Demo-
Project. The rest of the steps for the plantype set configuration must be carried
out manually.

The names of plantypes used in the chapter are not set or in any way manda-
tory. In other words, feel free to choose other names for plantypes. It is impor-
tant that the structures in the plantype set match those shown below.

6.3.3.1 Set the Plantype Set

Station

The Workplace, Material area, and Worker are always linked with the station
(parent node) by way of a parent/child-relation. These three plantypes are al-
ways part of the Station structure — which means they are so-called children
of the Station parent node.
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=479 Station
4 workplace
.24 Materialarea

'ﬂ Worker
Figure 165: Parent/child-relation for the Workplace

Workplace
In this example, (Machine) Station is the plantype for the workplace.

The Owns Behavior option must be activated in the properties dialog of the
plantype for the workplace — in this example it is for the (Machine) station.
Workplaces cannot be assigned to TSA processes unless this option has
been activated.

Il Station <Machine>

Owns Behavior v
Hide in MSD r
Is physical I

Figure 166: Activate the Owns Behavior Option

DNBBehavior — TSA
The DNBBehavior plantype enables the displaying of resource-dependant
TSA processes in V5. For this reason, the TSA process plantype must always
be assigned as the child of the parent node in the structure for the DNBBeha-
vior plantype.

=14 Process Plantypes

=] -@ DNBBehavior
A T5A

Figure 167: DNBBehavior — TSA

Material Area — Logical Part Bin

A logical parts bin is a storage medium and the link between the Material area
or Shelf and the Parts bin. This means that a Logical parts bin must have
the Material area and Shelf plantypes as parent nodes.

-4 Material Area
[ 'ﬂ ALB Dummy Partsbin
& 'ﬁ ALB Logical Part Bin

B -ﬁshelf
Figure 168: Logical Part Bin

Shelf — Logical Part Bin
The logical parts bin must be part of the Shelf plantype structure.

24 shelf
&3 'ﬂ ALB Dummy Partsbin
] 'ﬁ ALE Logical Part Bin

Figure 169: Logical Part Bin — Shelf
Parts bin — Logical Part Bin
The Part bin plantype must be part of the Logical Part bin plantype structure.

-4 ALB Logical Part Bin
'ﬂ ALB Dummy Partshin

ﬂpartsbin
Figure 170: Part Bin — Logical Part Bin

6.4 Update

Pertains only to an update of versions prior to PE 5.10.
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In case of an update from PE 5.10 to PE 5.11 or higher, you can skip over the
following section.

6.4.1Before Update

o

Before an update, a script must be executed that copies previously removed
attribute values to another place. For this purpose you need to generate the
following script and execute it directly in the Process View. The script brings
about the following effect:

Caution

The script only needs to be executed if you have already worked with Auto-
matic Line Balancing in the previous version. If you have not yet used Auto-
matic Line Balancing (most frequent case), for example, in PE 5.9, you should
not execute the script before the update.

= Inthe proc_firstprocesses_prod relation the values of the
dbl_defattribute_1 attribute are copied to the nameshort attribute.

= Inthe proc_runningon_plant relation the values of the m_strExternalld
attribute are copied to the sortindex attribute.

Dim iNumberOfProcs
sub update process (proc_id)
REM = 1. if the object is a process => update the attributes
tablename = data.GetAttributebyId(proc id, "tablename")
if tablename = "ergocompprocessdefault" then
REM = 1.1 update relation "proc firstprocesses prod"
REM > copy values from attr dbl defattribute 1 into nameshort
pfpp id = data.GetFirstChild (proc id, "proc firstprocesses prod")
do while pfpp_id <> "" B B B
dblNumber = data.GetAttributebyId(pfpp id, "dbl defattribute 1")
sNumber = CStr (dblNumber)
data.SetAttributebyId pfpp id, "nameshort", sNumber
Rem SOLL: numberofitems STATT nameshort
pfpp id = data.GetNextChild(proc id, "proc firstprocesses prod")
loop
REM = 1.2 update relation "proc runningon plant"
REM >copy values from attribute m strExternalld to sortindex
prop id = data.GetFirstChild(proc_id, "proc_ runningon plant")
do while prop id <> ""
strSortindex = data.GetAttributebyId(prop id, "m strExternalId")
if IsNumeric (strSortindex) then
dSortindex = CInt(strSortindex)
data.SetAttributebyId prop id, "sortindex", dSortindex

else
data.SetAttributebyId prop id, "sortindex", O

end if B

prop id = data.GetNextChild(proc id, "proc_ runningon plant")
loop
REM =1.3 increase the number of updated processes
iNumberOfProcs = iNumberOfProcs + 1

end if

REM =2.if the process has childs, update them too
proc idl = data.GetFirstChild (proc id, "nodes")
do while proc_idl <> "" B
update process proc_ idl
proc_idl = data.GetNextChild(proc id, "nodes")
loop
end sub
sub main (ap_id)
iNumberOfProcs = 0
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proc_id = data.GetFirstChild(ap id, "nodes")
REM == 1. step through all processes
do while proc id <> ""
update process proc_id
proc_id = data.GetNextChild(ap id, "nodes")
loop
MsgBox (CStr (iNumberOfProcs) + " Prozesse upgedatet!")
End Sub

6.4.2Update from R18 SPO/R18 SP1 to R18 SP2

To update the R18 SP0/R18 SP1 to R18 SP2, perform the following steps:
1) Start DBAssistant.

DBAssistant-Tools =
rExchange - Upgrade Datab Pepair Databa
 Import ¢ Repai Structure
i C Upgrade ° :
 Export & {Hepai Content
rCollect support Information— - Switch oracle instances —
¢ Collect Information " Switch

Figure 171: DBAssistant Tools
2) Select Option Repair Content under Repair Database.
3) Click OK.

6.4.3Update from any Version to R18 SP2

To update the R18 SP2 from any version, perform the following steps:
1) Adopt ALB configuration.
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Automatic Line Balancing Customization

General Settings | Plantype foms Relations

Relation description Attribute Lists
Process
Relation from process to workplace h ﬂ
Precedence relation between processes ‘pmcess_muslprecedejrocess j ﬂ
Relation from process to part ‘Dmc_iirslpmcesiesjmd ﬂ ﬂ
Relation from process to container to load containers related to a product ‘pmc_usascontainerfmmjmd j ﬂ
Relation from process to tool to load tools for the process ‘DmC_LISEEJZdam ﬂ ﬂ
Relation between processes in differert process graphs ‘ ﬂ ﬂ
Relation between stemative processes in the same process graph ‘pmcegs_isaltemaﬂvejmceis ﬂ ﬂ
Relation from process to TSA ‘Dmc_implemerﬂsjroc ﬂ ﬂ
TSA
Precedence relation between TSAs ‘mcess,muslprecede;mcess ﬂ ﬂ
Order relation between TSAs ‘Dmcesi_runsbafurejmcess j ﬂ
Relation from TSAto part ‘pmc_ﬁrstpmcesseu:md ﬂ ﬂ
Relation from TSAto worker ‘pmc_usasjlam ﬂ ﬂ
Relation from processplan to line ‘halanc\ngjmc_lshalancedhy_resnume ﬂ ﬂ |
Container

Relation from cortainer to its sheff ‘albspecjartsb\njosrtioned_in_shelf

Ll Ll
v [z

Relation from product to container to load container for the product ‘plantjrowdesjmd_reverse

Load Defautt Values | Export ‘ Import ‘ Cancel

Figure 172: Automatic Line Balancing Customization

2) Set Relation from processplan to line to
“palancing_proc_isbalancedby_resource”.

3) Click OK.
6.4.4After Update

You need to make the same adjustments in the plantype set as you would
after a reinstallation in order to be able to work with the Automatic Line
Balancing module after the update. For more detailed information Please refer
to the New Installation.

In the appendix you will find the data model for the Automatic Line Balancing.

6.5 Opening the Configuration of Automatic Line Balanc-
ing

1) Open the balancing configuration using the contextual menu of a project.
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Tew 2

Change Protocol

Create Supplier Project

Edit Action Proxy and Mod Statement
Find

Save supplier Praject

Application

Coderules

Extended effectivities

Extra

Line Murnber

Permissions

Project

STM Standard Time Measurement » T

Figure 173: Open Balancing Configuration

v

Balancing ALE Configuration

Balancing WLE Configuration
Show PoT-Curves
»  Update Autorelations

v v

The dialog has three tabs necessary for the configuration of Automatic Line
Balancing.

The configuration in Automatic Line Balancing is comparable to the configura-
tion of Work Load Balancing.

The tab Plantype forms includes the configuration of the types and their
attributes. The structure of balancing is set here, just as in Work Load Balanc-

ing.

2) The types must be set. All types of the Configuration Manager will be
offered in a pop-up menu.

3) Inthe second step define the attributes required for identifying the
plantypes. All attributes of the selected type will be offered in a pop-up
menu.

4) The value of the previously selected attribute is entered.

5) In the list of the attributes are all attributes which are shown in the
balancing form as a default. These attributes are required to enable the
balancing process to function smoothly and therefore cannot be deleted.
You can change these attributes.

6.6 General Settings Tab

Set the general valid data for the display of balancing under the tab General
Settings of the Automatic Line Balancing configuration. The user can change
the basic settings in the balancing under Options/Settings and adapt them to
the prerequisites of balancing. These changes apply only to this user. The Au-
tomatic Line Balancing configurations set in the basic settings apply to any
other users who open the same balancing.
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Automatic Line Balancing Customization L (N _)5[

General Settings | Flantype forms | Relations |

- General - Display
V' Enable Unda
[V Show restriction violation dialog when moving processes

- Description
IV Show option-dependent processes highlighted

[V Show consistency check after automatic balancing Material area:

(' Show container number

- Balancing

I” Manage unassigned stations automatically (" Show part number

IV Manage shelves automatically

~Scalng

Show 2D View scaled

i~ Logistics Planning Not scaled El

Model-Mix IDD not handle duplicate Partsbins L]

Colors
"r 8Bit color mode
i Load/Save

- Precedence graph
I™ Lock processes on startup

5 - 7 v
I” Loading of parts and containers by a parent object I¥' Show process number

Node width | 1200

I™ Cale number of parts by number of part-relations at a process I Showprocess name Node height | 500
Load Default Values | Export I Import | Cancel

Figure 174: Configuration of Automatic Line Balancing; tab 3
General
1) Check Undo, if you want to enable the Undo function.

2) Show restriction violation dialog when moving processes:
This function is activated in the standard configuration. If you deactivate
Show restriction violations on moving, the violation of restrictions will no
longer be displayed in the performance view of the balancing when the
processes are moved.

3) Show consistency check after automatic balancing:
This function is active in the standard configuration. If you deactivate Show
consistency check after doing an automatic balancing, consistency checks
will no longer be displayed after starting or re-starting the balancing.

Balancing

= Manage unassigned stations automatically: Checkmark Manage un-
assigned stations automatically to enable the functions described below
that option.

Manage shelves automatically: If you enable Automatically manage
shelves, empty shelves are removed in the balancing processes,

» When moving a process to another station to which part bins placed in a
shelf are assigned, a new shelf is generated in this station as long as no
appropriate shelf is available in this station.

Logistics planning

=  Model Mix: Determine the default value for the Model Mix. This setting is
used to start every new work load balancing. The setting can be changed
in the work load balancing.

Load/Save

= Lock processes on startap: Enabling this field, the processes used for
the balancing process cannot be edited in the PPR-Navigator. Therefore
enabling this field ensures, for example, that process times can be
changed while working with the balancing process.
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= Loading of parts and containers by a parent object: Whether you en-
able the Loading of parts and containers by a parent object function
or not depend on your configuration. If the containers are linked to an or-
ganizational node of the product structure in the configuration (Please re-
fer to the Figure 175), you must check the box. In the default configura-
tion the load containers and containers with technical nodes are linked
and you do not have to check the box.

with checkmark J
\—«IOrg. Part }—»lLoad containers, containers
~ ~ T ,'
~ s »
| without checkmark 1 .
1 without checkmark ® 4
--------- B SaPart

Figure 175: Schematic Diagram

Calc. number of parts by numbers of parts-relations at a process:

> If this option is activated, all identical parts must be linked individually to a
process - Instances model.

> If this option is deactivated, you need to link a part that is used several
times only once to a process — Reference model.

Description

= Checkmark Show option-dependent processes highlighted to visually
display processes to which special equipment parts are assigned.
Processes are assigned special equipment parts according to a code
rule.

Material Surface
= If you activate Show parts bin number, the corresponding parts bin
number for a loading unit is shown.

= If you activate Show part number, the corresponding part number of the
part for the loading unit that is assigned to this loading unit is shown.

Scaling

2D View scaled display: By default the 2D View is not displayed scaled. With
the help of the two options (Only Workplace Width, All) you can display the
2D View in other scale modes. This might be helpful if the width of the
workplace is too small so that the process cannot be displayed within the
workplace.

Color
Activate 8-bit color mode: Activate this mode only if you can display the graph-
ics on the computer in 8-bit color mode.

Precedence Graph
This area specifies data for the display of processes in the Priority Graph view.

= Checkmark Show process number and Show process name to display
the processes with the corresponding names and numbers in the Priority
Graph view.

= The Node width and Node height fields are both used to specify the size
for displaying the process in the Priority Graph view. Node width and
node height are specified in pixels.
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Caution

If you use the ALB work load balancing, the automatic synchronization of the
autorelations must be switched off.

Il Project <Project>

General IFiIter | Nates |

Project Name lProiect
Project Number |2003

wite Change Protocol [
Automatically Synchronize Sutorelations [ |
Allow Parallel Versions 2
Allow Time Update v

Figure 176: Automatic Synchronization of the Autorelations

6.7 Plantype Forms Tab

ﬂ
General Settings  Plantype forms | Relations |
Component type Attibute Value Attibute Lists

(300 =raocompplantdefaul [ name =] [tine i’_l
Station [ergocompplantstation ] [name =] [Machine _2]
Wworkplace | ergocompplantstation = [name ]| [Machine _>>_]
Material Area [ ergocompplantarea = [name | [Material &rea »|
Process [ ergocompprocessdefault = [name ~| [Operation »|
T4 [ ergocompprocessdefault =] [name =] [rsa »|
Behavior [aocomppiocessbehavion  ¥| | name | [pNBBehavior »|
wiorker [ ergocompplantworker =] [name =] [worker ﬁ]
Part | ergocompproductdefaul =] [name =] [Pat »|
Container | ergocompplantdefaul =] [name =] [Partsbin |
Logical Patt Bin [ ergocompplantdefault =] [name ~| [ALE Logical Part Bin »|
Tool | ergacompplantdefaut = [name =] [Resource »|
Shelf | ergocompplantdefault =] [name =] [sher »|
Shelf Library | ergocompplantdefault =] Jname =] [Shelf Library »|
Processplan [ ergocompprocessdefault =] [name =] [workplan ﬁ]

Load DefaultValues | Export | impat | Cancel

Figure 177: Configuration of Automatic Line Balancing; tab Plantype Forms

The data model for Automatic Line Balancing can be found in the appendix.
The data model provides you with an overview and can be seen as a template
for the standard configuration.

You can find all of the types of the data model in the dialogs of the configura-
tion (tab 2 and 3).

Button Attribute

The attribute list is displayed in its entirety and without error messages if the
type, the attribute and its corresponding value have been completely and cor-
rectly filled out.

Only attributes for the set type are displayed in the attribute list.
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1) The attribute list is be opened by clicking on the Attributes button.

Attributes Configuration il

i

Attribute Name ] data type ] Meaning I Edit
hame sting Arbeitsplatzname

nameshort sting Arbeitsplatznummer new
carbodyposition sting Arbeitsplatzbereich

lockstatus integer Sperstatus

multicyclecount integer Mehrtaktanzahl Delete |
multicyclelimit integer Mehrtaktlimit

containerareaside  sting Materialflachenseite

workarea_color integer Farbe des Arbeitsplatzber. ..

workarea_name sting Arbeitsplatzbereichsname

objectuuid sting

attribute_17 sting

0K

x|
Cancel |

Figure 178: Open Balancing Configuration

» Inthe list you can see all attributes of the selected plantypes which are
used by ALB as a default. These attributes are required to enable the ba-
lancing process to function smoothly, but they can be changed.

Displayed

= The name of the attribute (indicates the usage, important if changes are
made to the attribute; for example, if the displayed usage of the attribute
was or is to be configured under another attribute.)

The used data type

= And the meaning (example: "Setuptime" for name, and setup time for
meaning).

=  The displayed attributes can be edited.

2) After selecting the attribute click on the Edit button.

» The Configure ALB Attribute dialog will open. Editing is necessary when,
for example, the setup time is not assigned to the attribute setuptime, but
rather to a free attribute such as dbl_attribute_1. All available attributes of
this plantype can be found in the combobox of the display field attribute.

If, for example, the name of the station (Figure 179) is not read from the
attribute name, look for the attribute in the combo box which contains the
name or the meaning of the station.

Configure ALB Attribute § X
Name alb_shelfplanningattributes
Meaning; Possible shelves Cancel I

Data type: I string

Figure 179: Dialog Configure ALB Attribute

3) After you have made all the settings, you must close the dialog again in
order for the settings to take effect.

4) Confirm the entries with OK.
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Deleting Attributes
To delete an attribute, select it and click the “Delete” button.

6.7.1Inserting a New Attribute into the ALB Configuration

All attributes that by default are shown on the balancing form, are found on
this list of attributes. Most of these attributes are required to enable the ba-
lancing process to function smoothly and therefore cannot be deleted. The fol-
lowing error message will be displayed:

warning x|

'E Predefined meaning must not be deleted.
*

Figure 180: Deleting a Predefined Attribute

Further attributes can be added to this list, or existing attributes can be
changed and removed from the table.

To show fixed space in the layout, the ALB Dummy Parts bin attribute must
be configured along with the configuration for the Dummy Container plantype.
To insert a new attribute follow these directions:

New Attribute

1) Use the "New* button to start the insert attribute editor. This editor can be
used to define the properties of an attribute.

Configure ALB Attribute i x|

Name dbl_attribute_15

Meaning: LISER DEFINED ATTRIBUTE Cancel
Data type: float [V Searchable

IV Show in dialog

Iame | Example; Fload

Show on page: IUser defined attributes j

Row number: I 5 Alignment: Left 'l
Qutput factor: I 1.0 Decimal places: 3

Figure 181: New Attribute

OK button
Using this button the attribute is permanently saved in the database.

Cancel button
Using this button you can exit the dialog without saving the changes.

Table 36: New Attributes Dialog Description

Properties Type Comment

Name Selection field Select a name for the new
attribute.

Meaning Display field This field cannot be edited.
The default value for new
attributes is set on user de-
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Properties Type Comment
fined attribute.
Data type Selection field Here you can see the data

type of the selected attribute.
The data types are described
under Data Types in this ma-

nual.

Searchable Checkbox To determine whether these
Search attributes are (activate) or,
[PocessNo. are not (deactivate) to be

rocess No. v . .
Process No. used as search criterion,
1 came: Foad check this checkbox.
Example: Sting._______
Show in dialog Checkbox To determine whether these

attributes are (activate) or,
are not (deactivate) to be dis-
played, check this checkbox.
The attribute properties will
first be visible after this
checkbox has been activated.

Name Input field Enter one of the names to be
displayed in the balancing
list.

Show on page Rotary field Select the page on which the

attribute is to be displayed.

Column number Rotary field Select the column number for
the balancing list, in which
the attribute is to be dis-
played. If multiple attributes
use the same number, the
values of the attributes
should be separated by a hy-
phen "-" in the balancing list

Alignment Selection field You can specify the text posi-
Borodssewprocess X tion here: left, right or center.
St Output factor Input field This field is dependent on the
] data type and is only dis-
Processho, o Merel autometes .
—— G B played when selecting a
o | double data type. An entry in
— S‘Nm | Voe this field is multiplied by the
i attribute value as in the case

of time conversions from mi-
nutes to seconds, for exam-

ple.

Decimal places Input field This field is also dependent
on the data type. This is used
to determine the decimal
places for the attribute.

6.7.2Attribute identifieralb (Identification ALB)

Note

ml Just as in the configuration of WLB, there is a new attribute for ALB

(identifieralb) which is used to balance several plantypes of the same kind (for
example, with processes: test process, process non-value added, process
value added)
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The items station and workplace are exceptions. The attributes and values
must be set using unique defined attributes (they cannot be used twice) for
these plantypes. These plantypes are generated by Automatic Line Balancing.

Plantypes of the same kind which are to be balanced simultaneously must be
identifiable for balancing.

The new attribute (identifieralb) can be assigned to plantypes of the same
kind several times. The allocation of this attribute calls the plantype for the ba-
lancing process.

To balance several process types:

In the first step you have to show the attribute identifieralb in one or in all
plantypes.

1) Select the plantype in the Configuration Manager or the base class of all
plantypes (internal name = XDOErgoplantyp; typename = ergoplantyp)
and show the attribute identifieralb.

2) Enter the same value (e.g. "alb") in the attribute identifieralb in all plan-
types to be used for balancing processes.

3) Inthe configuration of Automatic Line Balancing you must now select the
attribute identifieralb and enter the previously entered value for the
process configuration.

4) Close the dialog or switch tabs. The items are then stored and enabled.

» All plantypes with this value (alb) in the attribute identifieralb are used for
balancing

-Pracess
Type Iergocomppfocessdefault :] Ainbute Iidentilielalb j Value |ALB| Attributes

Figure 182: Attribute Identifieralb
6.7.3Relations Tab

The procedure for configuring the relations is analogous to the plantype confi-
guration. The proper relations must be selected in accordance with the se-
lected plantypes.

If, for example, the relation proc_alike_proc is not displayed in the selection
list, the relation must first be enabled.
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Automatic Line Balancing Customization __ ] 5]

General Settings | Plantype foms Relaions |

Relation description Attribute Lists

rProcess

Relation from process to workplace  |[SieREylgemMacy s

Precedence relation between processes Ipmcess_rnuslprecede_pmcess

I I
e v e v el e lv

Relation from process to part Ipmc_lilslptocesses_prud

Relation from process ta container to load cantainers related to a product Ipmc_usesconlainerhom_pwd

Relation from process ta taol to load tools for the process Ipwc_uses_planl _'_I
Relation between processes in diferent process graphs | |
Relation between altemative processes in the same process graph Ipmcess_isaltemalive_pmcess LI
Relation from process to TSA Iproc_implements_ploc _'_|
1S4
Precedence relalon between TSAs | process_mustprecede_process = 2.'
Order relation between TSAs Iplocess_lunsbelore_process ZI 2]
Relation from T4 to part Ipmc_lilslpxocesses_prud ;I il
Relation from TS4 to worker Ipmc_uses_planl _'_I ﬂ
Relation from processplan to line | proc_runningon_plant j 2]
- Container

Relation from container ta its shelf IaIbspec_partsbin_positioned_in_sheIl

L
e v

Relation from product ta container to load container for the product Iplant_provides_prod_revexse

L«

Load Default Yalues | Export | Import | Cancel |

Figure 183: Configuration of Automatic Line Balancing; Tab Relations

Load Default Values

Use this button to load the standard settings of the Automatic Line Balancing
configuration (all three tabs are affected by this). The configuration shown in
Figure 184 serves as the basis, and the corresponding values are inserted in
the configuration.

The data model shows the relationships between the different plan types ex-
emplarily.
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R18 Data model
graph > P o lea processgraph
Concept = ol R
A dodefaultimpl 1 =
H facturingconcep %
process_
i o balancing_proc_isbalancedby_resource A mustpreceed_
e ™ process
+—w*&m
: {D
g
Station P Workpl: Behavior TSA < Operation
A
proc_ proc
'—@  Worker «— 250 ursoedscontamerfrom_ fristprocesses_
P proc
A4
albspec_
partshin_
2 Material Area positioned_ Part

P (2objects, Shelf shelf
Leaend: left and right)
egenc: A
Chid list —
Relation +“—> Logical

Partsbin

Pointer/Attribute  aeseseeress B

Resource object
— .
Processobject: [ |
: lant_provides_prod
T B ¢ 0provices
Other objects: \:I
Created/managed
by ALB

Figure 184: Default values for Automatic Line Balancing

Import

You can import an Automatic Line Balancing configuration by using the Import
button. Only files of type ALB Configurations Files with the .alb extension
can be imported. The existing configuration is overwritten.

Export

The configurations are exported using the Export button. A dialog for selecting
the saving location is opened. The exported file is saved with the .alb exten-
sion.

Showing Graphic
The Show Graphic function can only be activated at the start of a project with
the assistance of a script action. Proceed as follows:

1) Create a new script in either the project library or system library: Scripts <
New < Script.

2) Name the script and insert the following script into the source text field.
Function SA_OpenProject(id)

'‘Necessary for the Feature 'Show Graphic' in ALB.
'Shows the Graphic of the object, stored in the Registry.
‘Then deleted the entry, so the object is shown only once.
'DELMIA GmbH 17.01.2006 - MFM

Dim sOID

sOID = Data.ReadSessionData("E5Balancing”, "OID_for_ShowGraphic”,
"HKCU")

Call Data.WriteSessionData("E5Balancing”, "OID_for_ShowGraphic”,
"HKCU", ")
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If Len(sOID) > 0 Then
Call Graphic.ShowGraphic( sOID , ")
End if
End Function
3) Save the script.
4) Create a new script action in either the project library or system library:
script action < new < script action and enter the following values:

Script Action Properties __ 5'

—MName

LB Script Action|

—Script

|ALB Show Graphic Script |

— Configuration Type/Plantype

Plantype |

=
Configuration Type I ergoproject zl

—&ction Properties

Action Type IDpen Project :l
Processing Sequence |1 Before/After
’V " Before * After
Enabled v oK I Cancel I

Figure 185: Script Action Properties

» The next time the project is started, the Show Graphic in ALB function will
be available.
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7. Settings

7.1 Recommended Settings for the PPR Server

The following settings allow influencing the performance of the PPR server:

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\IPDSERVER\Ergoplan\configuration
\ReadAhead = 100

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\IPDSERVER\Ergoplan\Database\
ReadAhead = 100

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\EnableSBHeap = 1
HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\SBHeapThreshold = 1016

7.2 Recommended Settings for the PPR Client

The performance can be influenced negatively by a flood of settings which the
PPR Client writes into the registry in course of time. You may gain perfor-
mance by deleting the key HKEY_CURRENT_USER\Software\DELMIA. Note,
however, that all user-specific settings will be lost when you do so.

The following settings allow influencing the performance of the PPR client:

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\ERGOPIan\useclientcache =
1

7.3 Logging

Process Engineer provides logging functionalities to record system errors and
warnings, as well as server- and user-specific activities.

7.3.1Standard Error Logging

Standard error logging in Process Engineer differentiates between critical and
non-critical errors by categorizing them into the following error types:

= Information and warnings: Non-critical information that is helpful when
debugging client connection problems or network-related issues.

= Access Errors: Errors that occur when a client requests faulty
information, such as attempting to access an object that has been deleted
or reguesting unknown attributes for a given object type.

= Server Errors: Errors that occur in contextual of server services but allow
the continued use of the server process, such as database errors or data
consistency errors.

= Critical Errors: Errors that lead can lead from restricted usage of the
server process to no usage at all, depending on the severity of the error.
These might include critical database errors, memory issues, connection
issues, etc.

Each entry in the server error log file is in the following format:
Severity: <category> <classification>
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where <category> represents one of the following error types:
Information/W arning

Access Error
Server Error
Critical Error

and <classification> represents more detailed information about the
specific error.

Note

This functionality is effective for logs generated from IPDServer, Lock
Manager and Update Manager processes.

7.3.1.1 Customization

N

Enable/Disable Standard Error Logging
The standard error log file can be turned on or off via the “SwitchOffStan-
dardErrorLog” registry key:

[HKEY_LOCAL_MACHINE\SOFTW ARE\DELMIA\IPDSERVER\SwitchOffStandardErrorLog]
A value of “0” enables standard error logging, while a value of “1” disables it.

Error Filtering
Errors can be filtered by type to control the contents of the standard error log-
file. This is determined by the value of the “ErrorLogSeverity” registry key:

[HKEY_LOCAL_MACHINE\SOFTW ARE\DELMIA\IPDSERVER\ErrorLogSeverity]
This key can be set to the following values:

0: Everything is logged to the standard error file
10: Everything is logged except Information and Warnings
20: Only Server Errors and Critical Errors are logged

30: Only Critical Errors that force the server into the emergency mode are
logged. (In this case, the standard error log file is identical to the critical er-
ror log file.)

#:" Registry Editor

File Edit View Favorites Help

/3 PDSERVER a| | Name | Type | Dai

{20 Ergoplan [ab] (Defauit) REGSZ  [va

{23 LockMng E"jerrorloggingpalh REG_SZ [«8}

D Poet E":Iipdsewer_data REG_SZ [=3}
B+ Security [aB]LogEnabled REG.SZ O

B Updatehing [aB]LogFile REG_SZ  Ci)

8 z::!n_l?lnfnrmahnn E"jl’ﬂln\dumﬂype REG_SZ full
MultiProcessorMode REG_SZ 1

#1 Gemolus E"jPPRS ser_HOME REG_SZ C:\
-1 Google erver = '
53 Gradient E"jshu',\'ErrMessage»\\',\'ays REG_SZ [1}
B3 6TK _:E\_r_d!t_dﬂOﬁ*‘iand'r_dErmrLog REG_SZ [1}
{23 Hummingbird REG_SZ 0

JEap-—g

Figure 186: ErrorLogSeverity” Registry Key

Note

These keys do not exist in the default installation and must be created in the
proper location in the registry.
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Disabling standard error logging as described above does not affect critical er-
ror logging. Critical errors are always logged to a separate file that contains
only critical errors.

7.3.2Server Activity Logging

Server activity logging retains information regarding the start and termination
of IPDServer processes, as well as changes in the various states of the
process (emergency state, lock state, and availability state).

The resulting XML log file contains this information in the following format:

= Start of an IPDServer process: Activity (“IPDServer started”) , <date>,
<time>, <server machine>, <server process id>, <OS user name>

= Termination of an IPDServer process: Activity (“IPDServer terminated”)
, <date>, <time>, <server machine>, <server process id>, <kind of
termination> (regular, irregular)

= Change of the emergency state of an IPDServer process: Activity
(“IPDServer emergency”), <date>, <time>, <server machine>, <server
process id>, <kind of emergency> , <List Affected clients <client
machine> and <client process ids> >

= Change of the lock state of an IPDServer process: Activity
(“IPDServer lock state”), <date>, <time>, <server machine>, <server
process id>, <lock cause>, <List Affected clients <client machine> and
<client process ids> >

= Pool assignment of an IPDServer process: Activity (“IPDServer pool
assignment”), <date>, <time>, <server machine>, <server process id>,
<Kind of pool assigned to>, <List Affected clients <client machine> and
<client process ids> >

= Change of the Availability state of an IPDServer process: Activity
(“IPDServer availability state”), <date>, <time>, <server machine>,
<server process id>, <Availability state>, <List Affected clients <client
machine> and <client process ids> >

The tags shown above are defined as follows:
= <date>: The date and time when the activity is logged

= <time>: The time when the activity is logged.

= <server machine>: The computer name on which the process started,
terminated, or went in emergency mode.

= <server process id>: The process ID of the process that has been
started, terminated, or went in emergency mode

=  <0OS user name>: The user account that the started process belongs to.
Needed for evaluation of DCOM configuration.

= <kind of termination>: Regular or irregular (unexpected process
termination).

= <kind of emergency>: The following emergency causes can be logged:

> "low memory": memory too low for the IPDServer process
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>

>

“critical c exception™:critical exception of the Windows runtime lib
"system critical exception": critical exception of the DPE server system
“critical database exception": critical database exception

“critical database abort exception": critical database exception forcing
the failover abort procedure

"RPC error update manager": DCOM RPC connection to the Master
udate manager process broken

"RPC error lock manager": DCOM RPC connection to the Master lock
manager process broken

"10 error security logger": 10 operation of the security logger process
failed

"RPC error security logger": DCOM RPC connection to the security log-
ger process broken

"system abort exception": critical exception of the DPE server system
forcing the failover abort procedure

"<-generic emergency->": numeric emergency failure code

<lock cause>The following causes can be logged:

>

"locked by emergency handler, emergency state: <kind of emer-
gency>": The IPDServer process was locked by the emergency handler —
emergency cause see <kind of emergency> above

"locked by running termination": The server termination is running and
has locked the IPDServer access

"locked by application request": The server is locked by an application
request (API call)

<Kind of pool assighed to>: The following pool assignments can be
logged:

"assigned to <description of pool>":The client is assigned to an
IPDServer process of the Sub-ServerP ool described by <description of
pool>; the pool description may contain the connect option (exclusive,
shared) and/or the pool label (defined by the application or the Pool-
ingServer configuration) and/or the persistent pool flag and/or the connec-
tion mode (with or without data actualization).

"assigned to pool of uninitialized invalid IPDServer processes -
process is termination candidate™ The IPDServer is moved to the pool
of uninitialized server processes to be terminated by the IPDServer Gar-
bageCollector; cause: the IPDServer process could not be initialized.

"Periodic IPDServer check: inactive process assigned to pool of un-
used IPDServer processes (client count: 0) - process is termination
candidate"

The IPDServer has become inactive by an DCOM access timeout, access
error or internal service shutdown.
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>

"Periodic IPDServer check: inactive process assigned to pool of un-
used IPDServer processes (availability state: 'Failover task com-
pleted’, client count: <number of clients>) - process is termination
candidate": The IPDServer is moved to the pool of unused server proc-
esses to be terminated by the IPDServer GarbageCollector; cause: after
the server was set into the emergency mode the failover procedure has
closed the server services; <number of clients> is the number of current
clients still connected by DCOM and registered in the ServerPooal.

"IPDServer GC: active process assigned to pool of unused IPDServer
processes": The IPDServer is moved to the pool of unused server proc-
esses to be terminated by the IPDServer GarbageCollector.

<Availability state>: The following availability states of the IPDServer proc-

>

>

ess can be logged:

"Periodic IPDServer check: <state> - process is set into the inactive
state and cannot be connected anymore.": The availability state is
logged if any kind of availability problems occur; the server availability
state information is detailed by <state> with:

"IPDServer connection is lost by RPC”: The DCOM RPC connection to
the IPDServer process is broken

"accessing the ipdserver process has been timed out”: Invoking the
IPDServer process via DCOM has been timed out

"IPDServer process termination is running” The IPDServer process is
already terminating

"IPDServer services are terminating”: The IPDServer application ser-
vices are already terminating

"IPDServer emergency failover procedure has been completed”: The
IPDServer is removed from pool after internal emergency failover service
shutdown

"IPDServer COM connection is not initialized”: The IPDServer cannot
be accessed since the DCOM connection to that process was not initial-
ized

"unknown error occured trying to access the ipdserver process” The
IPDServer process could not be accessed caused by an unknown error

<List Affected clients <client machine> and <client process ids>: List of

client processes that were affected by the server emergency state.

7.3.3User Activity Logging

User activity logging retains information regarding user login and logout, open-
ing and loading projects, and PackNGo activities. User activity logging is a
prerequisite for “Delete non-leaf versions” (Please refer to the PPR Navigator
Manual).

The resulting XML log file contains this information in the following format for
the different activities:

User login: Activity (“‘User login”), <user id>, <ES user name>, <client
type, <client machine>, <client process id>, <OS user hame>, <server
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machine>, <server process id>, <number of user logged on server
process>, <number of user logged on server machine>, <execution time>

User logout: Activity (“User logout”), <user id>, <E5 user name>, <client
type>, <client machine>, <client process id>, <OS user name>, <server
machine><server process id>, <number of user logged on server
process>, <number of user logged on server machine>, <execution time>

Open Project: Activity (“Open Project”), <user id>, <E5 user name>,
<client type>, <client machine>, <client process id>, <OS user name>,
<retrieved project name>, <execution time>

Load Project: Activity (“LoadProject”), <date>, <time>, <user id>, <E5
user name>, <client type>, <client machine>, <client process id>, <OS
user name>, <project name>, <project short name>, <project object id>,
<node name>, <node short name>, <node object id>

Navig Load: Activity (“NavigLoad”), <date>, <time>, <user id>, <E5 user
name>, <client type>, <client machine>, <client process id>, <OS user
name>, <project name>, <project short name>, <project object id>

Pack&Go: Activity (“Pack&G0”), <user id>, <E5 user name>, <client
type>, <client machine>, <client process id>, <OS user name>, <retrieved
project name>, <retrieved node>, <execution time>

The tags shown above are defined as follows:

<date>: The time when the activity is logged

<time>: The time when the activity is logged

<user id>: The uniqgue numeric identifier for the E5 user account

<E5 user name>: The E5 user account of the connected user, as a string

<0OS user name>: The operating system user account of the connected
user, as a string.

<client type>: E5/V5, release, SP, hotfix

<client machine>: The machine on which the connecting client
application runs.

<client process ID: The process ID of client application

<server machine>: The machine name of the server connected to by the
client.

<server process ID>: The process ID of the server process connected
to by the client

<project name>: The name of the project opened by the client or
accessed for PackNGo

<project short name>: Short name of the project opened by the client or
accessed for PackNGo

<project object ID>: Object id of project that has been opened by client
or which is accessed for PackNGo.
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= <node name>: The name of the process that is accessed for PackNGo
or expanded by LoadProject

= <node short name>: The short name of process that is either accessed
for PackNGo or expanded by LoadProject.

= <node object ID>: The object id of the process accessed for PackNGo
or expanded by LoadProject

= <number of user logged on server process>: The number of users
connected to the server process at the time of login or logout.

= <number of user logged on server machine>: The number of users
connected to the server machine at the time of login or logout.

Data protection laws in some countries forbid the logging of user names (<E5
user name>, <OS user name>), therefore the logging of these is disabled by
default. It can be enabled by the registry settings described below.

Three central settings are available on the master server under the following
registry key:

[HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\Ergoplan System\UserActivityLogging]

4" Registry Editor

File Edit View Favorites Help

[]--{:l Ergoplan GenericServices ﬂ Mame | Type | Data
{1 ERGOPlan LockMng (Default) REGSZ  (value notset)
-] ERGOPlan PoolingServer Enabled REG SZ 10
[']D Ergaplan System ser'-.-'er REG_SZ  localhost
(0 security [ab)Showlseriame  REGSZ O
D ServerActivityLogging J
S
-{{]] ERGOPlan UpdateMng
[#-{] IPDSERVER
-] Ptimex

Figure 187: Key for UserActivity Logging in the Registry

= The “Enabled” setting is disabled by default (“0”). To enable User Activity
Logging, set this value to “1”.

=  The “server” value is set to “localhost” by default, where each server ma-
chine connects locally to the EPLogger process and a separate log file is
generated. A specific machine can be specified here so that logging is
done in a single log file on az central machine.

= “ShowUserName” is set to “0” by default, which means that <E5 user
name> and <OS user name> are not included in the generated log files.
To include these in the log files, set this value to “1”.

An additional registry setting specifies the location for all log files written by the
EPLogger. This registry value is named “LogPath” and is stored under the
following key: [HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\EPLOGGER]
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#" Registry Editor
file Edit View Favorites Help

j Name: | Type | Data
-] EPServerToalsll (Default} REGSZ  (value not set)
B+ ERGOPIan BblErrorloggingEn.., REG.SZ 1
2+ ERGOPIan EPServerTodls ErrorLogg\ngPaih REG_SZ  (C:\Program Files|\DELMIA\PPRServer|og'eplogger.log
[]..g Ergop\aln Genekncsemces J fa“safememo’-.r\ REGSZ 1024
- ERGOPlan LockMng . - -
iobuffersize REG SZ 25
gg :Rc’orlansmfhngse”er fa]Logpsth REG 52 C:\Program Fies\DELMIAIPPRS=rverog\EPLoggerbuni
1gapan System [bJvaslogFlssze  REGSZ 10000
(2] ERGOPlan UpdateMng -
y B)nemoryimit  REG.SZ 800
& PDSERVER Birietcos -
[ Ptimex WriteUnicode REGSZ 0
] Setup Information
- Gemplus
.7 Gnanls hd
0 | LIJ q 0

|My Computer HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\EPLOGGER

B

Figure 188: Registry Key for Location of the Log Files

When changing the location of the generated log file, either one registry or
several registries of several server machines must be changed, depending on
whether the logging is done centrally or individually.

If User Activities are to be logged centrally, the DCOM configuration for the
EPLogger process on that server machine must be configured so that it can
be accessed remotely by all server processes.

For more information Please refer to the DCOM Settings Manual.

7.4 CAA Application Authentication

N |

The EPIPDClient automatically detects whether the authentication is enabled
or not. To enable the EPIPDClient:

Set registry value
‘HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\Ergoplan
System\Security\ClientAuthenticationEnabled” to “1”.

Restart all server processes to apply the changes.

Note
If EPIPDClient is enabled then new set of connection methods is used.

If disabled (setup default) the old set of connection methods, which do not
authenticate the client application on the server, is used by the EPIPDClient.

Client applications, which do not use the EPIPDClient to connect the server,
are responsible to manage the use of the correct set of connection methods
by themselves. If the authentication is enabled and if they try to connect the
server using insecure methods, the connection process fails returning an
appropriate error code.

When using the new connection methods in the disabled authentication mode,
the connection process fails returning an error code indicating the secure
connection has been disabled.

If DPM client looses the connection and tries to re-connect, a new
authentication is required again.

Connection Process
The new secure connection consists of two steps:

Step 1: Retrieve the Public Key for encryption
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Step 2: Invoke the secure connecting methods

The authentication is done by the Server Pool, assigning IPDServer processes
to the client, the Server Pool must already be selected by the Pooling Server
in step (1) and this Server Pool selection must be transferred with the secure
connection in step (2). Figure 189 depicts how the secure connection is

established.
EPRPIPDClient PoolingServer ServerPogl
| |
set authentication \u;< % !
|
connact A ! g
—-—-—-—-—r} request public key 1 key generator map control Id [ key pair
# £ i
] select Server Pool
gf get public key i
]
H « A
| l public and private key pair from key generator
k
} public key / contral Id associate key pair with control 1d
¥ e ™ " " ™ e ™ i e
] track pending connect for selected pool by lifetime of control Id
4 public key / control Id / pool Id —?,/> pe ¢ ? y
Slaiudbdulonk i
<
§ ES
D encrypt authentication Id with public key !
H
| secure connect on selected pooll !
#
| error: pool Id invalid validate pool Id
SR SR i g v 1

forward secure connect to selected pool

%
I errar: contral |d invalid _L_D validate lifetime of control 1d
9‘& ——————————————— e

! l !> decrypt client Id with privats key
‘ !

error: access denied Iookup authorization list
& _________________________________
|
i IPDServer connection X> establish connection lo IPDServer process
PP WS WUESS S UL URCRPEINNS: U SESOE SUCAUEE WU SHE S-S VAR SEAUE WASHETOE SOE T Y N SR WSS SO S SIS WA SO SUEARSE W 8 4
- | + l

Figure 189: Secure Connection

During the first connection step, before GetNewClientld or Connect is called
for the first time, the EPIPDClient requests the Public Key from the Pooling
Server to encrypt the module authentication identifier. With the encrypted
authentication identifier and an authentication control identifier that is provided
by the Server Pool to identify the secure login process, the client connects to
the IPDServer using a new set of secure connection APl methods
implemented by the Pooling Server and Server Pool.

After the first step has been completed, the Pooling Server needs to track,
which Server Pool is part of pending connection process preventing Server
Pool to reconnect to that machine. Otherwise, the connection process could
unexpectedly fails. Since a pending Server Pool selection cannot be
prevented to reconnect for infinite time, it has a limited life-time and becomes
invalid after creation timeout configured by Pooling Server has expired. This
timeout is an already existing setting:

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\Ergoplan
EPServerTools\serverpool\ ipdserver_creation_timeout <value> in
[second]

If the timeout setting is disabled (0), a timeout of 1 hour will be used.

In the second connection step the Server Pool authenticates the client module
against the list of allowed client modules. This list is provided by the Pooling
Server configuration and contains all client module authentications identifiers.
For the look-up the Server Pool needs first to decrypt the encrypted client
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authentication identifiers using the associated private key. If one of the listed
identifiers matches the secure connection succeeds. If the client
authentication fails, a specific HRESULT error code is returned allowing the
client to evaluate the failed authentication.

For the secure connection, Pooling Server is only responsible to forward the
connection calls to the Server Pool and to provide the current list of authorized
client module identifiers in an encrypted manner. The implementation
guarantees that no other program than the Pooling Server can provide this list.
To encrypt the module identification list, the Pooling Server requests a Public
Key from each Server Pool. This encryption uses the same interface as
clients.

It is client’s responsibility to give a proper error message that authentication
has failed.

Authentication Identifier

To authenticate the client, the authentication identifier assigned to a specific
client module has to be set for the EPIPDClient instance calling a new
interface method SetClientModuleAuthenticationld. This authentication
identifier is

a) Fixed for standard clients provided by the setup or

b) Created and assigned by the administration for a new client
module/application which is allowed to access the server.

For clients of type a) the interface method SetClientModuleAuthenticationld
is called in the implementation of all client applications. The appropriate
authentication identifiers are provided during development.

For clients of type b) the authentication identifier is provided by administrators.

The method SetClientModuleAuthenticationld needs to be invoked in both
cases hefore calling GetNewClientld or Connect method for the first time.

The internal (EPIPDClient, Pooling Server, Server Pool) authentication control
identifier has a limited life-time and becomes invalid either after the second
connection step or after client connection timeout configured by Pooling
Server has expired. This timeout is an already existing setting:

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\ERGOPIan
PoolingServer\client_connect_timeout <value> in [second]

If the timeout setting is disabled (0), a timeout of 1 hour is used.

If the EPIPDClient tries to call any secure connection method with an invalid
authentication control identifier the connection process then fails and an error
code is returned.

Public Key Cryptography

The Server Pooal is responsible to create the Public/Private Key pair and the
global unique authentication control identifier being associated with this key
pair, in the first connection step.

In order to enable, the public key cryptography, three wrapper methods are
needed:

Retrieving a new public/private key pair from the operating system environ-
ment.

Encrypt a given string with a given key (the public key)

Decrypt an encrypted string with a given key (the private key).
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All three methods internally use standard Windows © API functions which
provide the requested functionality.

The key pair generation is time expensive, Server Pool creates a block of
Public/Private Keys by a background task. Each of these key pairs is used
within a configurable time span for all requested connections. This time span
can be changed by registry setting:

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\Ergoplan
EPServerTools\serverpool\ secure_connect_key_lifetime_sec <value>in
[second]

If only one key pair still exists the Server Pool starts a new key generation. Till
until generation has completed, the existing key pair is used for all connection
requests.

DCOM Settings

In order to assure that PPR-Server processes are solely launched by the
EPServerTools process running on the local machine — and thus “CAA
Application Authentication” feature is not by-passed — administrators have to
setup the following DCOM settings.

1) Inthe DCOM Configuration Tool the Properties dialog of the “DPE PPR-
Server” application has to be started.

@CompommSorvlcos

@ Fle Aion View Window Hep

DFE EPGenercServices -~
DFE EPLOgger

DFE EPSSOService

DFE Lock Manager

DFE PoolingServer
[ — R

DPE Server TC oo Window from Here
DFE Update ¥ v

< Propartes
|Opens property sheat for the current.  Help

Figure 190: DCOM Setting — Step 1
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2) On the Security tab of the Properties dialog change the Launch and
Activation Permissions.
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Figure 191: DCOM Setting — Step 2

3) The Launch Permission have to be setup in a way that “DPE PPR-Server”
processes are only allowed to be started by the user account under which
the “DPE Server Tools” process is running.
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Figure 192: DCOM Setting — Step 3

The setting:

HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\Ergoplan
System\Security\MaxNumberFailedClientAuth
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adjusts the maximum number of failed connects till the Manufacturing Hub is
locked. Once the Hub is locked no client can connect anymore even if it could
authenticate correctly. The client receives the error message indicating
pooling server is locked.

This is a security restriction to prevent hostile attacks. The lock status is
displayed in the ServerTools client:

ﬂ IPDServer - Tools

Connection  Wiew Process monitor  Window  Help

B B mE 7

= ﬁ‘ PoolingServer [LOCALHOST] locked <client authentication repetitively Failed =

2|
ol
) ServerPool [PCOLWDEG]

| 5 lncalhost

| [Object manager succesded.
Bl | menu page null succeeded.
Menultern MeszageB ar succeedad.
create abjgct EPServerToal:ULEPServerT oalsU M anager 1
create object: EPServerT oolsULEPPoolingS erverlliew. 1
11.Jun. 2008 18:15:22 PaalingS erver [localhiost] lacked far client connects. Contest: client authentication repetitively failed

Ready LM

Figure 193: ServerTools client — PoolingServer Lock Status

Whenever that lock state is reached by too many failed client authentications
the Manufacturing Hub must be completely restarted. The setup default setting
is 10.

Pooling Server Configuration

To allow third party clients, which are not installed by the setup, to connect,
when the authentication feature is enabled, the administrator can create new
client module authentication identifiers and list them in the new section
<<authorization>> within the Pooling Server configuration file. This new
section can be placed after or before other sections like <<emergencyconfig>>
or <<netconfig>>, e.g.:

<<emergencyconfig>>

<<netconfig>>

<<authorization>>

The section <<authorization>> has the following structure:
<<authorization>>

client authentication:

module ids [ ‘<authentication id>’,
‘<authentication id>", ... ]

whereas <authentication_id> has to be replaced with the real GUID string
between ‘' (apostrophe). The GUID string format is fixed with the following
HEX char sequence:
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) 9.0.9.9.0.0.0.0.9.9.0.0.9.99.0.9.9.9.0.9.99.99.99900.9
(8-4-4-4-12charsfrom0...9and A...F)

Each identifier is separated by comma; the list is not limited, as shown in
example below.

<<authorization>>
client authentication:

module ids [ ‘C6CF5F84-700B-42fe-9015-6115F0B00962",
*8A0093D1-0559-448a-A083-3BEB44B08362" ]

The format of the authentication GUID’s, being listed in module_ids, is
checked by the PoolingServer configuration parser. If it is not correct an the
PoolingServer configuration is invalid and is not be used; the error is logged.

Important Points

1) The security level, concerning hostile attacks, depends on how the client
implements the assignment of the secret Authentication Id. External
clients have to consider the possibilities for such attacks as well as the
clients delivered with the setup. On serverside particular attention has to
be paid regarding the possibilities to externally access the PoolingServer
configuration if additional authentication Id’s are listed after the setup
installation.

2) The customization setting ‘MaxNumberFailedClientAuth’ in registry key
HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\Ergoplan
System\Security
restricts the access on the Manufacturing Hub after that threshold is
exceeded by incoming connect request. Whenever parallel connects have
already passed this check successfully, they will remain valid. That
restriction is effective only for the subsequent connect trials.

3) Once the maximum number for allowed failed authentication accesses
(MaxNumberFailedClientAuth) is exceeded the Manufacturing Hub must
be completely restarted to allow to access the server again, even for
clients which can authenticate correctly. This restriction increases the
security level concerning hostile attacks.

4) The first connect may be delayed in the range of few seconds due to the
initial generation of encryption keys. Subsequent connects will not be
delayed.

7.4.1 CAA Application Authentication Failure Logging

All clients of Manufacturing Hub server authenticate themselves before
entering the server. PoolingServer.exe is the master server process which
authenticates all the clients. This master server grants or denies access,
based on the list of authorized client applications and thus prevents
unauthorized access to the database.

Starting with R21, it is easy to recognize the client applications, which are
failing to authenticate. The master server process PoolingServer.exe log
details of the failed clients to the log file (“EPPoolingServer.log®). The error log
file contains failed client information (like client executable name, client
process ID, client label name, DPE user name, client machine operating
system user name, client machine name, and client DNS machine name).
These details appear in log file only when the client application passes these
details to the server.
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The below mentioned error messages appears as message appears in the
poolingserver log file (EPPoolingServer.log) when the authentication fails.

06.Sep.2010 12:03:54 EPPoolingServer:
ERROR <Server Error (6 - 'Service fail')>:

Client Exe Name: CAA Failed Authentication Test,
Client Process ID: 7036

Client Label Name: , DPE User: admin, Client
Machine OS User: DS\AXX

Client Machine: FLORADETI, Client DNS Machine Name:
FLORADETI.ds

FILE: XEPPoolingServer.cpp, LINE: 510, MODULE:
EPPoolingServer, METHOD: XEPPoolingServer::GetServerImpl

06.Sep.2010 12:03:54 EPServerTools Server
[xeppoolingserver.cpp, 2126, EPPoolingServer,
XEPPoolingServer::GetExclusiveServer Secure]:

@Q@excep<<FLORADEI-5468-5864-1279197379-0-23014-32>> {

DELMIA EP server exception <SubSystem:
Server: :EPServerTools>

Severity: Access Error (3 - 'App. fail'),
Returncode: 0x80040C10

Error Information: The client module is not
authenticated to connect the server. Access is denied.

Time: 09/06/2010 12:03:54, Machine: FLORADEI,
Process: 5468, Thread: 2272

File: xclientmoduleauthentication.cpp, Line No.:
637, Module: EPServerTools Server, Function:
XClientModuleAuthentication: :AuthenticateClientModule

}

7.5 Customization Settings for Planning Context

The following are the customization settings for creating, deleting, and
modifying Planning Context in E5.

1) Open configuration and select type Ergo Component.

2) Set property Exclude from MCM to yes for attributes.
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3) Select parent child relation “planningcontext” and set the property.
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Figure 195: Set Property Exclude from MCM and CCz in Configuration

4) Select attribute “blob_as_string” and set the property.
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Figure 196: Set Proprty Exclude from MCM in Configuration

Note

These customization can be ignored for non-MCM Projects, but it is must to
follow these customization for MCM Projects.

7.6 Expand Action Tree

[ EPLoGoER [abJrig path REGSE
[astartneFrrame RES 57

(1 EPserverTaolUl
=1 ERGOPlan
L conmen |

] corfigrmanager

[ dialogs k

Figure 197: Key for Expand Action Tree in the Registry

The registry key “expandactiontree” is useful for the new Open Project dialog.
If you open a MCM project, the Select Modification Statement dialog opens.
With the default setting “expandactiontree”=0 the action tree will not expand. If
the key value is set to “1”, the action tree will expand up to the last used Mod-

ification statement.
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7.7 Automatic Termination for Lock and Update Manag-
ers

To help avoid excessive memory fragmentation for long processes, the Lock
Manager and Update Manager can be terminated automatically when there
are no IPD server connections. Once terminated, these processes are then
restarted when the next IPD server process is started. This allows the memory
for the Lock Manager and Update manager to be reinitialized without requiring
any manual administrative intervention.

When Automatic Termination is enabled, it is triggered when there are no IPD
server connections and either of the following conditions is true:

» Five Check Client Alive periods occur without any IPD Server connections.
By default, the Check Alive period is two minutes, therefore ten minutes
will have elapsed before terminating.

The default Check Client Alive period can be changed via the registry. For

the Update Manager, this is determined by the
[HKEY_LOCAL_MACHINE\SOFTWARE\DELMIA\ERGOPIan

UpdateMng\ErrorlterationPeriodCallbacks(sec)] registry value. For the Lock Man-
ager, it is set via the [HKEY_LOCAL_MACHINE\SOFTW ARE\DELMIA\ERGOPIan
LockMng\ErrorlterationPeriodCallbacks(sec)] registry value.

» When a Check Client Alive period occurs and either of the defined memory
usage limits is exceeded:

- Virtual memory used of 500MB
- Actual memory used of 300MB

7.7.1 Enabling Auto Termination

By default, Auto Termination is not enabled. It can be enabled via the following
registry keys:
For the Update Manager, the registry value

[HKEY_LOCAL_MACHINE\SOFTW ARE\DELMIA\ERGOPIlan UpdateMng\AutoTermination]
must be “17.

For the Lock Manager, the registry value
[HKEY_LOCAL_MACHINE\SOFTW ARE\DELMIA\ERGOPIlan LockMng\AutoTermination] must
be “1 ”.

7.8 Global Emergency Mode

Global Emergency Mode is raised when a master process runs into a critical
error state that affects functionality used by other processes. Critical errors are
then resolved automatically, such that Process Engineer does not require a
manual restart.
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8. Applying Time Analyses from an Oracle Data-

base

Before applying time analyses from a DB-Ergotime database, all prerequisites
described in the PPR Navigator Manual must be met:

For more information, please refer to the PPR Navigator Manual.

The existence of a plantype set that provides the plantypes for the individual
analysis methods of processes in the PPR-Navigator.

The attributes for the various time types and allowances must be configured.

» The extension of the plantype set is described for individual analysis me-
thods in the section Extending the Plantype Set.

» The required attributes are described in section Attributes of the Process
Analysis.

» The conversion of analysis data of the DB Ergotime database to the DB
database is described in section Importing Time analyses from an Oracle
Database.

If you want to begin immediately with the creation and editing of process ana-
lyses, import the plantype set:

plantypes_ergoplan_stm_default.ini .This plantype set is setup so that all
plantypes and attributes that are required for editing process analyses are
available and configured.

Create a new project with this plantype set. You can create process analyses
in the new project.

The following sections will, however, involve existing projects with previously
created time analyses. The plantype sets must be adjusted and the time ana-
lyses created in the projects must be converted and re-assigned to the respec-
tive process.

Initial Situation
Two databases were used in version DPE 5.14:

. DB-Database
=  DB-Ergotime

Processes were saved in the DB database, the time analyses in the DB-
Ergotime database. To be able to process time analyses in the DELMIA
Process Engineer® FinderControl was required.

Objective
As of version DPE 5.15 there is only one database. For processing of time
analyses FinderControl is no longer needed.

All time analyses should be available on the DB database after the upgrade
from version DPE 5.14 to DPE 5.15.

The allocation of the time analysis data to the processes must also be re-
tained.

Procedure
In the following, the steps necessary to transfer time analyses from the DB-
Ergotime database to the DB database will be shown.
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Execute the upgrade from version DPE 5.14 to DPE 5.15.

1)

2)

3)

Adjust your plantype set.

Extend the plantype set with the analysis methods that you want to use.
You can use the plantype set plantypes_ergoplan_stm_update.ini. With
it you can add all analysis methods to your existing plantype set as a new
plantype. You can read more about this in the section Extending the
Plantype Set.

In order to edit the settings for the processes analyses, you must open the
contextual menu in the plantype set of the system library and activate the
entry Settings for the STM — plantypes.

Check whether the settings can be called up on the plantype set of the
system library. If this is not the case, the contextual menu call-up must be
configured:

Configuration Manager > Types > ergoplantypeset (plantype set) > Editors
> EPSTMSettings. EPSTMSettingsManager:: ergoexplorer-library:: STM
Plantype Settings > Single selection in browser to Yes.

You cannot create process analyses if you have not opened and saved
the setting for editing at least once.

Check whether the datacards and datacard entries are available in the
system library. If this is not the case, the datacards must be configured:
Configuration Manager > Types > archivroot (Library) > parent-child
relation > datacardfolder:: datacard > Parent-child information > tree view
to Yes.

Then the datacards and the datacard entries must be imported.

more information on how datacards and datacard entries are imported,

For
m‘ Please refer to the PPR Navigator Manual.

4)

5)

6)

7

Adjusting the attributes. In order to be able to make use of the functional
diversity of the analysis methods, a few attributes need to be adjusted.
You can read more about this in the section Attributes of the Process
Analysis.

You can transfer all of the analysis data from the DB-Ergotime database to
the DB database by using the EPDBUpdater. You can read more about
this in the section Importing Time analyses from an Oracle Database.

The contextual menu entries for opening of FinderControl. If the contextual
menu entries for opening the FinderControl are still active, you must switch
them off or remove them from the configuration.

Execute STM Time Update.... You accomplish the Time Update through
the menu Tools/STM-Time Update. You can accomplish the Time Update
only if you activate the field Allow Time Update of the properties dialog of
the dialog.

8.1 Extending the Plantype Set

Each analyses method is represented by a separate plantype:
Table 37: Plantype Sets

Analysis Method Plantype

STM — UAS ergocomptimeanalysisUAS
STM - MTM-1 ergocomptimeanalysisMTM1
STM - MTM-2 ergocomptimeanalysisMTM2
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Analysis Method Plantype

STM - MEK ergocomptimeanalysisMEK
STM - STD ergocomptimeanalysisSTD
STM - SAM ergocomptimeanalysisSAM

STM - BasicMOST ergocomptimeanalysisMOST

STM - General Time Element ergocomptimeanalysisAZB

STM - Formula ergocomptimeanalysisFOR

Proceed as follows in order to extend a plantype set by the aforementioned
analysis methods:

1) Open the system library and select the plantype set to be extended.
2)
3)

Select Import plantype set in the contextual menu.

Select the plantype set plantypes_ergoplan_stm_update.ini in the file
selector that opens.

4) Activate Keep customization and Create new plantypes in the dialog
that opens. This makes it possible to import new plantypes and keep their

existing configuration as it is.

For more information on importing plantype sets, Please refer to the System
Library Manual.

All analysis methods are available to you after the import is successfully ex-
ecuted.

8.2 Attributes of the Process Analysis

All of the attributes that are used for editing process analyses are listed below.
All new attributes in DPE 5.15 as well as the attributes from earlier versions
are listed. Some of the earlier attributes are also used in version DPE 5.15,
others are still available but inactive because of compatibility reasons.

Table 38: Editing Process Attributes

DPE 5.15
DPE Usage in:
5.14 New ergocomp | ergocomp
Physical name Prompt process | org
default process
Basic times
m_dblestimated_ttb | Entered Time (ttb) X X X
m_dblestimated_ttu | Entered Process Time (ttu) X X X
m_dblestimated_tw | Entered Waiting Time (tw) X X X
m_dblestimated_trg | Entered Set up Time (trg) X X X
m_dblCalctime_ttb | Calculated Time (TTB) X X
m_dblCalctime_ttu | Calculated Time (TTU) X X
m_dblCalctime_tw | Calculated Time (TW) X X
m_dblCalctime_trg | Calculated Time (TRG) X X
m_dblCalctime_tg | Calculated Time (TG) X X
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DPE 5.15
DPE Usage in:
) 5.14 New ergocomp | ergocomp
Physical name Prompt process | org
default process

m_dblvalidtime_ttb | Validtime (ttb) X X X
m_dblvalidtime_ttu | Validtime (ttu) X X X
m_dblvalidtime_tw | Validtime (tw) X X X
m_dblvalidtime_tt | Validtime (tt) X X X
m_dblvalidtime_tg | Validtime (tg) X X X
m_dblvalidtime_trg | Validtime (trg) X X X
Calculated times
m_dblCalctime_te | Calculated Time (TE) X X X
m_dblCalctime_tr Calculated Time (TR) X X X
m_dblCalctime_ta | Calculated Time (TA) X X X
m_dblCalctime_t Calculated Time (T) X X X
m_strcalc_unit Calculation Unit X X X
m_dblcalcquantity | Calculation Quantity X X X
Allowances
m_bCalculateAllow | Calculate Allowances . - .
ances
m_dblallowancetem | Allowancetemp 1 to 3

X X
p_1to3
m_dblallowanceval | ajjq\vancevalue 1 to 8 X X
ue_1to8
m_dblallowancetim | Allowancetime 1 to 8 X X
e lto8
General attributes
m_iValidTime Valid Time X X X
m_pAllowanceSet | Allowance Set X X X
m_strValueAdded | Value Added X X
m_dblValueAdding .
Percentage Value adding percentage X X
m_AnalysisLines Analysis Lines X X
Attributes that are no longer used
calcre-
sult__sum_calculat | Calculated Valid Times X X X
ed_time
calcre-
sult__sum_estimate | Sum Estimated Times X X X
d_time
calcre- Sum reference time X X X
sult__sum_timel

Administrative Tasks

Version PE 5.21



Applying Time Analyses from an Oracl 201
DPE 5.15
DPE Usage in:
5.14 New ergocomp | ergocomp
Physical name Prompt process | org
default process
T imez | 2 : <
m_calctime Calculated Time X X X
m_time Time = estimated Time X X
m_timel timel = reference time X X
m_time2 time2 = 2™ estimated time X X
m_dblAttribute_1 Calculated Analysed Times X X
m_dblValidTG Valid TG X X
m_dblValidTRG Valid TRG X X
m_dblTimePerUnit | Time per Unit X X

The connections between the individual attributes are shown in the following
figure. Please refer to the Figure 199.

Time attributes of the process
Calculation algorithmfor process time,
] (]
4 [}
: ] ] 3
|nternal attributes of (] . : : # | These attributes are not recalculated on
process : Attributes are summed up on process time calculation : process time calculation
T (]
= =
] ]
1 ]
Cocme,_ b ‘ .
$ } el
caictime_By ] JI/’- ~
H /0 \\
— H 1 !
] ) A
: ] cal(time_te L] A e oy
time,_¥Q ' [] /7
‘ 1 ' o=
‘ H / |
1 Allzwanzs Caleulation ] /
O M Al Was % Nz Times Temunay Althuls : £ I
: H o e e : ,/ | \|{
p : Cakau antA ,.I calchmy |
i /
] /
’ !
.
Alowancas values are needed for :
allowance calculation and are used by cicne_b+ cachne_t
allowance sets, /? ,
¥ : L
-
‘ :
: Only attributes ofthis certer part are used for processtime : il kvt usod e o s
: i i i i
Estmated fmes : calculation for & multi level calculation. : adapted by confiuraton.
] (]

Legende:

Figure 198: Open EP4 Database Conversion Importing Time analyses from an
Oracle Database
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8.2.1Starting the Transfer

202

The import of ERGOTime analyses from an Oracle database is very similar to
the conversion of an EP4 database and is therefore also executed via the

EPDBUpdater.
Tools |

Settings

Change Password...

Print Eorm

Store List Properties
Delete Project

Cleanup Graphic Directory
Merge Tool...

STM Time Update...

Chrl+iw

Import

Database Utilities

Configuration Manager

Ctri+G

User Management. ..

Conyel

ert EP4 Database

Consistency 3

Figure 199: Open EP4 Database Conversion

8.2.2Data Conversion Menu Item

Jedfvalue x|
Name
Ie'wab\i—ergahnni—:'npml
Value:
1]
Cance

After calling up the menu item "Convert EP4 database", a dialog with a tree
view for selecting data appears. The branch "ERGOTime work system® rele-
vant to the ERGOTime import appear when an entry is made in the registra-

tion editor.
Under

HKEY LOCAL MACHINE\SOFTWARE\DELMIA\ergoplan\common\
"EnableERGOTimeImport"="

there must be a string value EnableERGOTimelmport with the value of 1. If
this is not the case, a string value must be re-created. You can do this in the
registry editor or via the menu Tools < Settings < Maintenance.

If you open the node "ERGOTime work systems", the connection parameters
for access to the database are queried:

#-[JMBB{FPLAN Processes
[#-[JProduct Projects
[-[JProjects

#-[JERGOTime worksystems
- []work Station Components

DSN:
uiD:

PwD:

7 EPDBUpdater AL

_{Oj x|
005 Connection Parameters— x|
e5_ergotime
IeS_evgotime Connect I
[;':;'—_ Cancel

|

Figure 200: Open EP4 Database Conversion
8.2.2.1 Database Connection

DSN

Enter the ODBC name of the data source (DB Ergotime) under DSN.

uiD

UID is the user name of the database
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\i) The version of the ERGOTime database is ¥/1.4.

203

PWD
Enter the password under PWD.

Note

Depending on the operating system used, you will find the relevant information
under Settings < Control Panel < Administrative Tools < Data Sources
(ODBC).

The ERGOTime database version that has been found is indicated in an
information dialog.

8.2.3Start the Import Process

The import of analyses from an Oracle database involves four steps.
1) Selecting the analyses and starting the conversion.

2) Selecting the plantype set.
Selecting value added groups and entries (optional).

3) Selecting the target project.

4) Selecting the conversion mode.

8.2.3.1 Select Analyses and Start Conversion

After connecting to the database, the tree view can be opened to the station
level and the work systems and stations you want to import can be marked
(individual analyses cannot be selected).

You can start the import in one of three ways.

1) One option is via the EPDBUpdater menu. Select the menu item Start
Conversion.

2) Another is via the EPDBUpdater menu bar. Select the corresponding
button (Save icon).

3) The third option is via the contextual menu (right mouse click in the tree
view). Select the menu item Convert Selected Elements.

% File Edt Tools View | EPDBUpdater Window Help
D@t W G| A 5 comec toeps Datsbase
e = ED ‘ #, =4 Disconnect

Select »

=181 x|

(- [JProduct Projects
&-[JProjects =] |
=1 FAERGOTime worksystems 6 z
=) g standard enerate Plantypeset ...
[Astandard

= ELibrary
[ALibrary Analyses

Preferences »

[AFormulas

= A Value Added Groups 2
[AWertschipfend b
EANicht Wertschépfend
[AMehrarbeit

[ALogistik :J

97. Projekt mit Zuschléger\l p" Library @ EPDBUpdater

Start conversion from EP 4.x database 7

Figure 201: Starting the Conversion via the Menu

8.2.3.2 Select Plantype Set

A dialog for selecting the plantype set is opened.

If one decides to import into a previously existing project, the project should of
course have a suitable plantype set allocated to it. The plantype set does not
need to cover all ERGOTime subsystems; Non-specific subsystems are then
simply ignored during the import, which is noted in the modification log (Log).
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However inconsistencies could arise if referenced analyses are not imported
because of a missing plantype set entry.

x
Default_WLB_R15

Default-STM

Default-5TM-UPD

Default¥5R15

Standard —
Standard_Beispiel

Cancel

Standard_SME_alt

AI—ILI;1

Figure 202: Data Import

The data import is started by confirming with 'OK".

Yalue Added Groups and Entries
MainGioup | Subgroup | Mame(DPE) | NamelERGOT... |
0 1 Wertschopfend  Wertschopfend
0 2 Nicht Wertsch...  Nicht Wertsch...
2 1 Unproduktiy ~ «eee
2 2 Wak e
2 3 TestingMeas... -
2 4 Clean e
2 5 Nicht belegtz =~ -
2 B Nicht belegt ~ -eer
0 3 Mehrarbeit Mehrarbeit
0 4 Logistik Logistik
co |

Figure 203: Value Added Groups and Entries

Select the value added groups and entries to be imported and activate the but-
ton Import. In the following dialog you will be asked to indicate the template. If
you select no value added groups or entries, the import continues as usual.

choose a template to convert into B X|

Template name | 0K

Beispiel fir Import Template

STM-Library New
Cancel

Figure 204: Choose a Template

Note

All value added groups and entries are imported even if you have selected
only individual entries.

Previously existing value added groups and entries are overwritten in the
plantype set. This is because time analyses and previously set value adding
percentages are transferred at a 1:1 ratio. Therefore the same requirements
must apply to both the target system and the source system. Another reason
is the compatibility between old and new analyses: they should all be based
on the same value added definition

8.2.3.3 Select the Target Project

In the next step, the target project for the data to be imported is specified. En-
sure that you select a project of the previously selected plantype set.
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Please select a project to convert into. N x|
Project Name | | 0K l

MNew Project New
PRODUKTIMPORT _EMNGL
Projekk mit Zuschlagen Cancel |
Prozessgraph_erzeugen
STM 20050707 _1438
Standardpro Project
Temperaturfuhler AF20
Trainingsprojekk

Figure 205: Select a Project

Select a project or create new project using the "New" button.

If the plantype set of the selected target project does not contain any of the
necessary types, the import is cancelled with a corresponding error message.

If you want to create a new target project, you must select a suitable plantype
set. This plantype set cannot be imported from here; it must already exist in
the database.

8.2.3.4 Select the Conversion Mode
Set which analyses are to be converted in the process assighment.

= If Import assigned analyses only is active, only the analyses that are
assigned to a process are imported.
There is a condition: there must be processes in the project to which
analyses were assigned.

= If Import assigned analyses only is not active, all analyses are imported
into the project library.

Exception: The formulas are always imported into a template of the system li-
brary.

Mode Of Conversion

— Process Assignment

v Import assigned analyses only

—Allowance Set
v Assign/Create Allowance Set

Cocel_|

Figure 206: Conversion Mode

Allowance sets are not imported -- only the reference to a allowance set is,
since allowances in the DELMIA Process Engineer® can be defined individual-

ly.
The data import is started by confirming with 'OK".
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[} ﬂ orln
ﬂ Process Flow
fEﬂ Process Plan
o] 'ﬂ Process Planning
B ]
- fed AU
- ) PLI
- fed PTI
ol PTI
1] sTM - ¢

Mew »

Change Protocol
Execute Script

Gut

Cany

Applying Time Analyses from an Orac

zl
- i
& S
Converting library
Copying default Plantypeset done.

Figure 207: Data Import Started

206

A log is created for every imported analysis method. The log is opened via the

pop-up menu of the analysis method:

Every imported analysis is logged with its code and its time per item. Further-
more, the analyses that cannot be imported or can be imported only partially

(without referenced analyses) are noted in the log.

Change Protocol <_ = l]
Fiter attribute Fiter attibute entry
™ Fiter actve | H | 7
7 7 ; Cancel |
Date ]User |0pexat|on IOh]ect IAttnbute IO!dVaIue ]NewVaIue |Descr.... |
07.07.20051... eko  Beginn der ERGOTime-Datenkon.., Bibliothek
07.07.2005 1., eko  Erfolgreich konvertierte Analysen 4
07.07.2005 1., Nicht konvertierte Analysen 0
0 0

o

07, PTB(M) Zeitpro St 0
07.07.2005 1., Konvertierte ERGOTime-Analyse  AUSBLASEN... ZeitproStd... 0
07.07.2005 1... Konvertierte ERGOTime-Analyse  PLINS-MIT-..  ZetproStd., 0 Print
07.07.20051... Konvertierte ERGOTime-Analyse  PTU(M) ZetproSti., 0
07.07.2005 1., Ende der ERGOTime-Datenkany, .
Expart |
Description

A

Previous Value
Reset

Figure 208: Log Details
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B. Operating the Soft-
ware

9. General Information

This chapter contains all the information required for the continuous productive
operation of the software. This also includes the use of export and import tools
for system elements and projects. It describes how the Server Tools can be
used to monitor the current operation and how the Database Tools are em-
ployed to identify and resolve problems in the database.

Conversion of ERGOPIlan 4 Databases
WSC import and export from E5 to E5

> Please refer to the Import and Export of Work System Elements and
Projects Manual.

Exporting and importing projects

» Please refer to the Import and Export of Work System Elements and
Projects Manual.

Cleanup Graphic Directory

Server Tools

» Please refer to the Server Tools Manual.
Recurring Tasks

Database Tools
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10. Conversion of ERGOPlan 4 Databases

10.1 Converting Data

208

You can continue using your ERGOPIlan 4 data in the DELMIA Process
Engineer. However, to continue using your ERGOPIlan 4 data you first have to
convert the data into a DELMIA Process Engineer project.

File Edit Tools | Yiew Window Help
s

B T Settings »
Change Password. .. Chri+w
Print Form 4
Stare ListPr ties

Delete Project

Import »

Database Utilities Configuration Manager Ctri+G

User Management. ..

Convert EP4 Database

Consistency »

Figure 209: The “Convert EP4 database” Menu ltem

For this purpose the program ,,EPDBUpdater” (ERGOPIlan Database
Updater) has been developed.The “EPDBUpdater” is started using the
Convert EP4 database menu item in the “Tools” menu of the PPR Navigator.
A window divided into two sections is opened.

<z EPDBUpdater I [=] B3

B3] MBB/FRLAN Frosesse g‘ Preview window for system item
=[] Projekte (nur Produkte) ¥

graphics.

[ neues Arbeitssystem
[ neues Arbeitssystem
=[] Projekte (nur Layout]
[Jneues Arbeitssystem
[Jneues Arbeitssysteml
=[] Systemelemente
#-[] Standardkomponenten
=[] Arbeitsdrehstiihle
~[JArbeitsdrehstuhl Basic
[JArbeitsdrehstuhl Econorr
[JArbeitsdrehstuhl Econonr
[J4rbeitsdrehstuhl Econon
[J4rbeitsdrehstuhl Econon
~[]Arbeitsdrehstuhl Econor «

4 | : I »
Figure 210: The “EPDBUpdater” window
The following information is displayed on the left side:

T

[

2

frosanna)

=  Processes (MBB/FPLAN processes)
= Projects (only products): only the product structure is read

= Projects (only layout): only the layout (as in E4 separated by sys-
tems/stations) can be read.

= System items

With products as well as with layouts on the highest level the “work systems”
are always shown.

In the case of system items the corresponding graphics are shown as a 3D
preview on the right side. By clicking in the preview window you have the
possibility, as with other graphic windows, to rotate or to translate the object in
the view.
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10.1.1 The “EPDBUpdater” Toolbar
In the toolbar of the PPR Navigator additional tools appear:

|Connect to EP4 "

|{database Call help file

Di 't from EP4

sretatl R | &2 EPDBUpdate Help H[=1 B3

=

Ausblenden  Zuriick. Drucken  Optionen

Disconnect from EP4
database.

: | -e Installations hints
. B Tnstaltion hints
2] AUTOWSC-mode
Change background o
2] Creating plan types and and pl
color of tree structure % Sl il P| The EPDUpdater application is part of

Import Plantype set [2) converting worksystem compe ||| ERGOPlan 5 and therefore needs a correct

[2) Description of toolbar buttons ERGOPlan 5 installation.

Start conversion from EP4
'to EP5. Since it runs in the DPF, it could be started in

different ways. Either choose the menu item
"Tools/Convert ERGOPlan 4 database’,

or pass the PROGID
‘EPDBUpdater EPDBUpdaterView' as start
object to DPFFrame.exe.

To connect to the oracle database which
contains the work-station components, an
adequate ODBC driver has to be installed.
Ifno ERGOPlan is installed on the system,
the application could also be used!
Therefore, in the ODBC administrator, use as
DSN an entry from tnsnames. ora, which is a
valid host (e.g. srv_db_ep71). Additionally,
the following registry key has to be adapted.
HKEY_LOCAL MACHINE\SOFTWARE\D
d lanik koerper,
e.g. Vironman\d\ergoplanikoerperikoerper)

. & EPDBUpdater can be used to store the _,”vJ

<

Figure 211: The “EPDBUpdater” Toolbar
10.1.2 The “EPDBUpdater” Menu Item

When using the “EPDBUpdater” the “EPDBUpdater” menu item is added in
the PPR Navigator.

e Connect to EP4 Database. .. k

== Disconnect

Select 3

& start Gonversion

D Generate Plantypeset ...

Preferences 4

Figure 212: The “EPDBUpdater” Menu Item
The following menu items are available in the menu:

= Connect to EP4 Database: Using this menu item you can connect to an
ERGOPIan 4 database.

. Disconnect: You can disconnect the connection to the ERGOPIlan 4
database.

= Select: Using this menu item you can direct the selection in the left part
of the window of the EPDBUpdater. The following sub-menu items are
available:

Toggle Selection
You can change the selection of the currently marked tree element
(mark/unmark).

Workstation Components
You can select either all system items at once or you can select a certain
system item group, for example, work chairs or desks. For this purpose, the
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None:
necessary options are available in an additional sub-menu

No item is selected, a previously made selection is reversed.

1) Start Conversion

al

i Electrical Installation Component

o 2) The conversion process is started
Generate Plantypeset
”” A plantype set is loaded from an INI file. A file selection window opens for this
L purpose.
o Preferences

In the Preferences menu item you can make the following settings:

$5 Enable Overwrting of Work Station Components = Enable Overwriting of Workstation Components: If the system items
#,, Change Color . already exist in the DELMIA Process Engineer database, the system
items are overwritten without confirmation during the import process.

= Change Color: You can set the background color for the left window sec-
tion here.

= Help: The Help function is called.
10.1.3 The EPDBUpdater Contextual Menu

If you right-click on an object in the left side of the EPDBUpdater, a contextual
menu with the following menu items opens.

Toggle Selection

&ll System Elements
All Siblings

Convert Selected Tkems

Mone ‘

Figure 213: The “EPDBUpdater” Contextual Menu
= Toggle Selection: The selection in the left window section is reversed.

= Select: Functions for object selection are made available in the left
window section.

= All System Elements: Select all system items.
= All Siblings: Select all siblings of the selected (active) element.
= None: No item is selected, a previously made selection is reversed.

= Convert Selected Items: The conversion process is started.

10.2 Database Settings

To convert data from the EP4 database, these data must first be displayed on
the screen. For this purpose it is necessary to connect the EPDBUpdater with
the EP4 database. First start the EPDBUpdater in the “Database Utilities”/EP4
database menu item. You can start the connection:

Using the Connect button in the EPDBUpdater toolbar (Please refer to the The
= “‘EPDBUpdater” Toolbar), or
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By expanding the tree in the EPDBUpdater

The “ODBC Connection Parameters” dialog box opens.

ODBC Connection Parameters A X|

DSN: Iexample_ergo

uID: lergomas | Connect I
PwD: I ”””””” 1 Cancel I

Figure 214: Connection Parameters
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11. Cleanup Graphic Directory

LE

212

The graphics information is stored in the Process Engineer in a body directory.
Redundant files can be removed from this directory with the function Cleanup
Graphic Directory, which is included as of version PE 5.14.

Note

This function can be executed only by the administrator. Before you begin, en-
sure that all databases and applications for all normal users are closed. Before
you begin, ensure that no graphics files can be created or deleted during the

execution.

11.1 General Comments

The function Cleanup Graphic Directory can be executed in three ways; in

simulation mode, backup mode and in real mode.

I™ Simulate, do ot change original |d ‘Programme\DELMISAPPRS erverdatatkosr _]

I” Create Backup Id"wF'flJQ[éFW\’tE‘".DE LMIAAPPR S erver\data\koer __J

Needed files - Logfile |d:\F'roglamme\DELMIA\F'PHCIienl\Iog\CIeanu

Logfile |d:\Proglamme\DELMIA\PPHEIienl\Iog\Cleanu

List of files to delete - Logfile Id:\F'mglamme\DELMlA\F'PFICIienl\Iog\CIeanu

List of deleted files - Logfile Id:\Proglamme\DELMlA\PPRCIienl\Iog\Cleanu
,TI Cancel

3660 not-used files were found. Really delete the files?

becher_n_80_100_65_5_5.primitive
becher_n_400_400_345_5_5.primitive

a
becher_n_400_400_350_5_5.primitive :l
becher_n 400 E00_150 5 5 primitive

becher n 80 100 65 5 5.primitive:

becher_n_80_100_70_5_5.primitive

bosch_bestueckung.objekt

bosch_greifbehaelter_80_160. primitive
bosch_pult_gross.objekt
bosch_schrauber.objekt L]

iSuccesslully finished determining files to delete OOEERAnm

All objects that can be
deleted are displayed in
this window. If you click on
an object in a window, it
will be displayed in full in
the line.

Figure 215: Cleanup Graphic Directory Dialog

11.1.1 Information on Log Files

N

Log files are created for each mode of operation. The path of the log files are
fixed and cannot be edited. The standard location of the log files is the folder

PPRClient/log.

Note
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N

The path of both log files Required files — log file and log file are read from the
folder of the registration editor. If this registration key has been deleted by ac-
cident, both paths are sent to the Temp folder of the local settings: for exam-
ple C:\Documents and Settings/Username/Local Settings/Temp.

Needed Files — Logfile
A log file for required data which contains paths to all of the files in the body
directory.

Needed files - Logfile |ELMIA\F’PHCIient\Iog\CIeanupNeededFiles.Iog

Figure 216: Log File for Required Files
The log file for required files contains all files used in graphics or layouts.
Logfile

A normal log file in which the entire process of the function Cleanup Graphic
Directory is logged: backup mode and simulation mode.

Logfile llograrnme\DELMIA\PPFICIient\Iog\Cleanup.lod
Figure 217: Log File for Statistical Data

All statistical data such as time, execution steps and number of objects are
found in the log file. Problems which arise during the process are displayed
and notes on remedying these problems are contained in this file.

List of the Files to Delete - Log File
This log file includes all objects that are to be deleted.

List of files to delete - Logfile ILMIA'\PPHCIient\Iog\CIeanupFilesToDeIete.Iog
Figure 218: Path — Log File for Objects that are to be Deleted

List of Deleted Files - Log File
This log file includes all objects that have been deleted.

List of deleted files - Logfile |ELMIA’\PPRCIienl\Iog\CleanupDeletedFiIes.log

Figure 219: Path — Log File for Objects that have been Deleted

Note

Both log files are compared in order to determine whether all objects have
been deleted. Both log files must as a rule correspond to one another.

11.1.2 Learning about the Modes of Operation

11.1.2.1 Simulation Mode

In simulation mode you can simulate the cleaning of the body directory; pre-
viously existing files are not deleted in this mode. The result of the simulation
is, just like in backup mode, the cleaned body directory with the files for which
an operational reference to existing graphics and layouts exists.

In this procedure, the simulated files are copied to a simulation directory which
you have created.

11.1.2.2 Backup Mode

In backup mode you can clean the body directory in real mode; in this mode
unnecessary files are irrevocably deleted.
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All files of the body directory are copied to a backup directory. In backup mode
these copied files are checked and the redundant files are deleted from the
body directory after the check.

11.1.2.3 Real Mode

al

In pure real mode the cleanup of the body directory is carried out without a
backup or simulations directory being created.

Note

If you have previously saved the directory, for example you have burned it to a
CD or DVD, you do not need a backup directory. In this case you can execute
the function Cleanup Graphic Directory without further consideration.

x

I” Simulate, do not change original [ELMIASPRRS ervertdatatkosrperikoerper_new _I
[ Create Backup |E LMI&S\PPRServer\datatkoerperikoerper_old _I
Needed files - Logfile IELMIA\PPRClienl\log\CIeanupNeededFiles.Iog
Logfile Irogramme\DELMIA'\PPRElient\log\C!eanup.Iog
List of files to delete - Logfile lLMIA\PPFICIienl\Iog\CIeanupFilesT oDelete.log
List of deleted files - Logfile !ELMIA\PF‘RCIienl\Iog\CIeanupDeletedFiles. log

Start I Cancel I

Figure 220: Neither Backup nor Simulation Activated

11.1.3 Important Notes for the Execution

Before starting Cleanup Graphic Directory, check to ensure that the follow-
ing prerequisites for execution have been fulfilled:

= The directory for the log files must exist and must not be write-protected
(full access is required).

= Full access to the body directory is required

= Full access to the simulation directory is required (if a simulation is to take
place)

=  There must be enough space in the backup directory for the complete
body directory (with subdirectories), if "Create Backup" is marked). Full
access to the directory is required.

= The path to the body directory must be set correctly in the registry.

11.2 Starting Cleanup Graphic Directory

Before executing Cleanup Graphic Directory, ensure again that the prere-
quisites listed under Important Notes on the Execution have been fulfilled.

This function is executed above all in order to delete files that are no longer
required. In this way you can ensure that the current graphics files are always
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located in the body directory, and that the body directory does not become too
large, thus preventing disk space from being used unnecessarily.

The following is checked:

= First, all links from graphics objects to the database are checked.

= Files for graphics or layouts which no longer exist in the application are
deleted from the body directory after execution in backup mode and real
mode.

Caution

Windows functions and dialogs are used during the execution for deleting and
copying files. Most of these dialogs have an Abort button. You must never
click this button, otherwise the entire process will be aborted. This behavior is
Windows-specific and cannot be changed.

Tools |

Settings >
Change Password... Chrl4+w
Print Eorm 4

Store List Properties

Delete Project

Cleanup Graphic Directory

Merge Tool...
5TM Time Update...

Import 4

Database Utilities »

Figure 221: Starting Cleanup Graphic Directory via Tools Menu

11.2.1 Opening the Cleanup Graphic Directory Dialog

v Simulate, do not change original

[V Create Backup

o

1) Select Cleanup Graphic Directory in the Tools menu. Plese refer to the
Figure 221.

2) In order to activate the simulation mode, place a checkmark in the Simu-
late, do not change original field. Create Backup must not be activated
in this mode.

3) In order to activate backup mode, place a checkmark in the Create Backup
field. Simulate, do not change original must not be activated in this
mode.

Caution

Before starting always check whether there is enough storage space for the
simulation or backup mode.

11.2.1.1 Working in Simulation Mode

It is advisable to first simulate the cleanup redundant graphics files in the body
directory before the execution in backup mode in order to first get a result for
the cleaned-up body directory. If the result is satisfactory, you do not have to
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Start |

Cancel |

worry about the implementation in real mode and you can execute the function
in backup mode; you already know the result from the simulation.

1) This button is used to set the simulation directory.

x
IV Simulate, do not change original IELMIA\PPHServel\data\koexper\koeiper_new __J
[V Create Backup IELM!.&%F‘F‘F: Serverhdatatkoerperikoerper_ald _]
Needed files - Logfile |ELMIA\PPHCIienl\Iog\CIeanupNeededFites.Iog
Logfile Irogramme\DELMIA\PPHCﬁent\!og\Cleanup.log
List of files to delete - Logfile |LMIA\PPRCIient\Iog\CIeanupFilesToDeIete.Iog
List of deleted files - Logfile |ELMIA\PPHClienl\log\CIeanupDeIetedFiIesAIog

Start I Cancel

Figure 222: Activate Simulation in the Dialog

2) Click Start in order to start the simulation. The current information on the
process is always displayed in the status line (Ready in the figure).

» The new simulation directory is created according to the rights of the ad-
ministrator. All needed files are copied from the body directory into this si-
mulation directory.

» The process is logged in both log files (Logfile and Needed file — Log-
file); if errors occur during the process, you will be given important notes
via the log files as to how you can remedy the errors.

After finishing the process, you can leave the dialog by clicking Cancel.
Please refer to the Figure 222.

11.2.1.2 Working in Backup Mode

&

Set the backup directory using the button.

]
I~ Simulate, do not change original lELMIL’.'\.F‘F‘Fi Serveridatatkoerperikoerper_new __J
IV Create Backup IELMIA\PPRSelvel\dala\koerper‘\koetpet_nld _J
Needed files - Logfile IELMIA\PF‘HCIient\Iog\CIeanupNeededFiIe& log
Logfile |rog:amme\DE LMIAAPPRClient\loghCleanup.log
List of files to delete - Logfile lLMIA\PPF! Clientslog\CleanupFilesT oDelete. log
List of deleted files - Logfile lELMIA\PPF!Clienl\Iog\CIeanupDeleledFiles. log

Start I Cancel

3660 not-used files were found. Really delete the files?

becher_n_400_400_345_5_5.primitive

becher n_ 400 400 345 5 5 primitive

becher_n_400_400_350_5_5.primitive

becher_n_400_B00_150_5_5. primitive

becher_n_80_100_E5_5_5.primitive

becher_n_80_100_70_5_5.primitive

bosch_bestueckung.objekt

bosch_greifbehaelter_80_160.primitive

bosch_pult_gross.objekt

bosch_schrauber.objekt _ﬂ

:
|Successfully finished determining files to delete oooooomm
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Figure 223: Activating Backup in the Dialog
o 3) Click Start in order to start the backup.

4) The new backup directory is created according to the rights of the adminis-
trator. All files are copied from the body directory into this backup directory.

» Only the valid files are copied (remain) to the body directory.
5) The process is logged in both log files; if errors occur during the process,
you will be given important notes via the log files as to how you can reme-

dy the errors.

6) Confirm the query as to whether files really should be deleted with OK.
The entire process will be aborted if you click Abort.

I = 7) After finishing the process, you can leave the dialog by clicking Cancel.

11.3 Server Tools

For more information, Please refer to the Server Tools Manual.
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12. Recurring Tasks

To ensure optimum performance of the database despite growing data vo-
lume, the statistics must be recomputed regularly (daily or at least weekly, but
especially after creation or change of larger data volumes). It is not necessary
to stop the PPR server to do so. If the statistics are not recomputed regularly,
a performance drop is likely to occur.

On all database users execute the following command (example for
e5_database)

Exec dbms stats.gather schema stats(‘E5 DATABASE’,
estimate percent => 90,
granularity => ‘ALL’,
method opt => ‘FOR ALL INDEXED COLUMNS SIZE 17,
cascade=> TRUE)

1) In ORACLE 9.2.0 the following command can be used

Exec dbms stats.gather schema stats(‘E5 DATABASE’,
estimate percent => dbms_ stats.auto sample size,
granularity => ‘ALL',
method opt => ‘FOR ALL INDEXED COLUMNS SIZE 1',

cascade=> TRUE)

12.1 Database Tools

For more information, Please refer to the DBAnalyser Manual and PlanType-
Set Switch Manual.

12.2 Terminating the PPR Server Processes

The PPR server processes (IPDServer.exe and EPServerTools.exe on all
server machines) use up operating system resources (e.g. main storage and
handles). In time these resources are fragmented and cannot be reused. On
the one hand this can lead to a performance drop, on the other hand to deple-
tion of system resources. A known limitation in Windows 2000 Professional
Server, for instance, is that no more than 2 GB of main storage can be used
per process. You can avoid such problems in production by regular restart of
the processes. To do that, all users must be logged off from the respective
server.

For more information, Plese refer to the Server Tools Manual.

Termination of the PPR server processes also leads to release of all ORACLE
sessions of the server. Thus, these resources are also re-released on the da-
tabase level.

When any type of problem occurs with the PPR Server, this method should al-
so be followed if that seems required upon analysis of the log files. Thereby
the continuous operation of the other PPR servers and users can be guaran-
teed.
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12.3 Terminating the PPR Master

Sometimes it is also required to terminate all processes. Then, upon termina-
tion of all PPR server processes, the PPR services (UpdateMg.exe,
LockMng.exe and EPPoolingServer.exe) must be terminated. This is re-
quired, for instance, before you export or import a database dump.
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1. General Information

This appendix contains a description of the data types and the control types.
Additionally, you will find the data model for Automatic Line Balancing.

Data Types

The data types you can use are described in the following. Data types that are
necessary for internal calculations are not listed here.

Double data type (double value with double precision) are saved as 64 bit
double values (8 bytes) ranging from: -1.79769313486231E308 to -
4.94065645841247E-324 for negative values and from
4.94065645841247E-324 to 1.79769313486232E308 for positive values.

Single data type (double value with single precision) are saved as 32 bit-
double values (4 bytes) ranging from:
-3.402823E38 to —1.401298E-45 for negative values and from
1.401298E-45 to 3.402823E38 for positive values.

Integer data type are saved as 16 bit numbers (2 bytes) ranging from —
32,768 to 32,767. With Integer data types variables you can also display
list values. A list value consists of an endless quantity of unambiguous in-
tegers; each integer has a special meaning in the used contextual.

String Data type: There are two types of string values:
Fixed-length string values and variable-length string values.

» Fixed-length string values, the 'normal strings’ can contain anywhere from
1 to around 1000 characters. The maximum number depends on the lan-
guage settings used.

There are individual fields which can accommodate up to 4000 characters
e.g. code rules.

Fields with 4000 characters:

XDOCoderule m_strCoderule

XDOConfiguredObject m_strExtEffectivity

XDOConfiguredObject m_strCoderuleCopyNew

XDOConfiguredObject m_strCoderulePlanningCodeCopyNew
XDODefaultimplm_note

XDOErgoCompBase  m_strVPMID

The same applies to the attribute in all derived classes.

These are filed in the ORACLE database as a VARCHAR2 data type. The
database administrator is capable of configuring attributes with more than
1000 and up to 4000 characters. If the value of the attribute is longer than
the defined number, all characters over this number are not saved.

Variable-length strings are BLOBs (binary large objects). These are filed in
the ORACLE database as a LONG RAW data type.
Variable-length string values can contain up to 2 billion (or 2/31) charac-
ters.
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Date data types are saved as 64 bit double values (8 bytes) and can save a
date ranging from January 01°, 100 to December 31*, 9999 and a time
ranging from 0:00:00 to 23:59:59.

Currency data type: a data type with a value ranging from
922,337,203,685,477.5808 to 922,337,203,685,477.5807. Use this data
type for calculating currencies and for calculations with fixed decimals,
where precision is decisive. In Visual Basic the type identifier At (@)
represents a value of the Currency data type.

Float data type = Double data type

Bool data type: Variables of the Bool data type are saved as 16 bit numbers
(2 bytes); they can only assume the values True or False. Variables of
the Bool data type are output as True or False. When translating other
numeric data types into values of the Bool data type, 0 becomes False

and all other values become True. When translating values of the Bool
data type into other data types, False becomes 0 and True becomes —1.

MetaFile data type: This data type is necessary for printing graphics.

Callback data type: This data type is necessary for printing.

Four Thousand Character Support
This allows to store the extended effectivity expression longer than 4000 cha-
racters.

This feature applies only to attribute extendedeffectivity of the
configuredobject and of the extendedeffectivity type. The concept is based
upon the usage of a new blob type (ergo item) to store the long effectivity. The
concept requires extendedeffectivity type — an ergo item— to be extended to be
referenced by a blob. Copying, deletin,g and export of extendedeffectivity work
properly in the presence of the blob.

This changes the behaviour API's methods SetAttributelmpl and
GetAttributelmpl in the XDOConfiguredObject and XDOExtendedEffectivity
class.

SetAttributelmpl

» If the effectivity expression consists of less than 4000 characters, the ex-
pression is stored as before.

» If the effectivity expression consists of more than 4000 characters, a new
blob type is created which then receives the large string and stores it as
blob member. The flag _EFFECTIVITY_IN_BLOB_ is then stored in the
extendedeffectivity attribute.

> If an effectivity expression was previously stored as blob and is updated
now with a value less than 4000 characters, the blob object will be auto-
matically removed.

GetAttributelmpl

» If the content of the extendedeffectivity attribute is the flag
_EFFECTIVITY_IN_BLOB_, the blob will be queried and loaded, the blob
member will be fetched and translated to a long string and then returned to
the caller.
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» If the content of the extendedeffectivity attribute is the flag
_EFFECTIVITY_IN_BLOB_, but the blob does not exist by any reason, a
logging entry will be written and the string previously containing the flag
will be cleared.

» Otherwise the fetched string extendedeffectivity attribute of the configure-
dobject type will be directly returned.

Limitations

> If the effectivity expression is stored in a blob, it is not possible to search
for it per query. For example, if a function that queries for a given extended
effectivity will not return objects (whose effectivity is stored in a blob), even
though this effectivity corresponds to that search criterion.

» The EFFECTIVITY_IN_BLOB_ flag cannot be used as part of an effectivi-
ty expression.

2. Control Type

Promt only

Radiobutton  Wert 1
 \ert 2

Listenfeld Listenpunkt1
Listenpunkt2
Listenpunkt3
Listenpunktd
Listenpunkts

File Selectar I

s 1 €XE @ditieren . farbi gestaten

PromptOnly
No input or output field is created, but only the name is displayed. Can be
used as caption or group separator.

ComboBox
A ComboBox combines the characteristics of a text field (Edit) and of a list box
(ListBox). Like in a list box the user can select an existing value.

Edit

A text field that is mostly used for displaying (or entering) information entered
by the user. The input length is dependent on the number of characters
defined.

Multiline Edit
Similar to Edit except for the fact that the input field can consist of multiple
lines.

Checkbox
Shows whether an item has been selected or not. The checkbox is used to

give the user a choice between two values such as Yes/No, True/False or
On/Off.

RadioButton, OptionButton

Shows whether or not an item has been selected in a group of selection
possibilities. The option field is used to show whether or not an item has been
selected within a group. Bear in mind that the option fields within a group are
mutually exclusive.

List box

It shows a list of values from which you can select a value. If the list field (list
box) is bound to a data source, it shows the values of the data source.
SelectFile

Direct input of a file or direct opening of a file selector to enter the selected
RTFEdit

Input field (similar to multiline edit) with the possibility to edit texts.
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o
oy

Se ectdndOpenFile I—_lg

Bitmap =

tulti Selection List Box []5tuttgart
[ JHamburg
[ |Bedin
[w]Dusslingen
[wlwalfsburg
[W]E zzen
[JE zzlingen

SB It Selection List Box (attribute. 19):
Berlin
Dusslingen
Hamburg
Essen
Esslingen
Wolfsburg
Stuttgart

If this control type is used in a series with other control types, the RTF field is
displayed together with the formatting parameters when printing. To avoid this
effect use the RTFEdit control type alone on one side.

H FileViewer
o aicrer e s o _J[S1[®) After selecting El you can open the selected file or application by using the

Open icon. A selected image file or HTML page is displayed in the top part of
the field. All picture formats that can be displayed by the Internet Explorer are
displayed. Whether the properties dialog is open or not, the display can be
used interactively if the selected file (or URL, e.g. www.delmia.de) has HTML
formatting. To display the file in the Internet Explorer, click on the Internet Ex-
plorer icon.

SelectAndOpenkFile

After selection the selected file or application can be opened by using the
Open icon.

Bitmap

Similar to the FileViewer. However, only 2D graphic files with the extensions
*jpg, *.bmp and *.gif are displayed; these cannot be selected freely. Only
one file may be assigned. Thereafter manual change is not possible.

Assignments can be made by a script. To be able to make an attribute more
flexible using this type of control, you can assign a script assignment to the
attribute; it could for instance open a file selector and then enter path and file-
name.

Multi Selection List Box
Several entries can be selected in a list field. The Multi Selection List Box
combines a list with several check boxes.

If the control type Multi Selection List Box was selected from an attribute, the
corresponding file type is string (Length: approx. 1000 ANSI characters, ex-
tendable to 4000 characters) and a value list must be created.

Further, the key Properties under Tools > Settings > Maintenance on the
Global screen panel must not have an empty value for the entry multivalu-
elistbox_separator. The key must be generated if it does not exist. Follow
these instructions to generate the key:

1) Open the maintenance tool via the menu Tools > Settings > Mainten-
ance.

2) On Global screen panel select the entry ErgoPlan and generate a new
key.
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Iproperties

Wame

Imultivaluelistbo:-:_sepalatul

alue;

|@@@

o]

Careal |

Figure 224: New Key

224

The value must be entered. By default the field contains the characters

@@O.

» The key should look as shown below.

Global | Benutzer | Local Machine | Current User |

[=1- ErgoPlan

[+ compeditor
i graphic
araphic_editor

layout
library
ppr-navigator
i printing
i properties

i 063dd7bb-Baf2-4542-ad3b-2434117(d373_newl

latestfiltersettings

i ynitsandcurrencies

Figure 225: Key Value

Caution

Name

I Wert

multivaluelistbox_separator

@@

ProcessFilter, ProductFilter, ResourceFilter, EffectivityFilter, and LabelFilter.

LineFilter should only be used on the top node (project node) If used on all
other nodes, this results in error messages.

3. Data model for Automatic Line Balancing

Description of Plantypes with Attributes

Table 39: Manufacturing Concept

Attribute Meaning Type Value Range |Comment
Name Name String
modificationdate Date DateTime
cycletime Cycle time (s) Float 0-
waytime Way time [s] Float 0-
waytimereduced Reduced way time [s] |Float 0-
Max. number of Integer 0-
maxcapacity workplaces in the
case of MultiCycles
Processselectionus |Selection rule for Integer 0-3 0 = Undefined
processes in the 1= Sum of

Administrative Tasks

Version PE 5.21




Appendix

riod_alb

riods

225
Attribute Meaning Type Value Range |Comment
erule case of automatic successors
balancing 2 = Max. of
successors
3 = Concurrence
Stationselectionuse |Planning of station Integer 0-2 0 = Undefined
rule areas in the case of 1 =Work place
automatic balancing with min. usage
2 = Concurrence
Note No. of 1. station String
stationlength Station length Float
stationwidth Station width Float
materialareawidth |Width of the material |Float
supply area
calculationpe- Basic calculation pe- |Float 0-

Table 40: Line ergocompplantdefault

Attribute Meaning Type Value Range [Comment

setuptime Setup time Float 0-

setuptimereduced [Reduced setup time |Float 0-

bodydirection Body direction Integer 0-3 0 = Lengthwise
forwards
1 = Lengthwise
backwards
2 = Crosswise to
the right
3 = Crosswise to
the left

viale_version Version-No. Integer 0- Not configurable

cycletime Cycletime Float 0- Default for new
balancing

alb_fix_layout Layout fixed Boolean True / False

Table 41: Station ergocompplantdefault* (*was ergocomplanstation)

Attribute Meaning Type Value Range |Comment

Name Name String

nameshort 1-based index String

stationtype Station type Integer 0-2 0 = Undefined
1 = Manual
station
2 = Automatic
station

cycletime Cycle time [s] Float 0-

materialarea_lockle |Locked material area |Integer 0-

ngth_left left [mm]

materialarea_lockle |Locked material area |Integer 0-

ngth_right right [mm]

stationheight Stationheight Float 0- 0=
SH_NOTHING
1=SH_LOW
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Attribute Meaning Type Value Range |[Comment
2 = SH_HIGH

Width Width [mm] Float 0-

Length Length [mm] Float 0-

Table 42: Workplace ergocompplantdefault* (*was ergocomplanstation)

Attribute Meaning Type Value Range Comment

Name Name String

nameshort Number String

carbodyposition Workstation area Integer 0-2048 Binary coded car
body positions

lockstatus Lock status Integer 0-

multicyclecount Multi cycle count Integer 0-

multicyclelimit Multi cycle limit Integer 0- Max. number of
workstations in
the case of multi
cyclers.

containerareaside |Side of material area |Integer 0-3 0 = Undefined
1= Left
2 = Right
3 = Left + Right

workarea_color Color of work area  |Integer 0-

workarea_name Name of work area |Integer 0-

Table 43: Worke

r: ergocompplantworker

Attribute Meaning Type Default Value Comment
Name name string worker Attribute current-
ly unimportant
for planning
Table 44: Behavior: ergocompprocessbehavior
Attribute Meaning Type Default Value Comment
Name name string DNBBehavior |Type must not
be changed.
Attribute cur-
rently unimpor-
tant for planning
Table 45: Logical Part bin: ergocompplantdefault
Attribute Meaning Type Value Default
Range Value
Length Length Integer
Width Width Integer
height Height Integer
Name Name String ALB Logical
Part Bin
nameshort Number String
Processlist Name of process list String
TSAlist Name of TSA list String
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Attribute Meaning Type Value Default
Range Value
partiD Part ID String
partbinlD Part bin ID String
Table 46: Material Area: ergocompplantarea
Attribute Meaning Type Value Range [Comment
Name name String
nameshort Number String
containerareaside |Side of the String 0-2 0 = not defined
material area 1=left
2 =right
Length Length [mm] Float
Width Width [mm] Float
materiala- Restricted area Float Meaning should
rea_locklength_left be “locklength®
alb_lockedareas_st |Locked Areas in ALB String All start and end
ream values of the
LockedAreas
queued up
Table 47: Process: Ergocompprocessdefault
Attribute Meaning Type Value Range [Comment
Name Name String
nameshort Number String
validtime Valid Time [s] Float 0-
Time Time [s] Float 0-
calctime Calculated Time [s] Float 0-
coderulefrequency |Frequency Float 0-
valueaddingper- Value adding percentage |Float 0-
centage [%0]
attribute_viale_1  |Automatic process Bool True =
Automatic
Process
False = Manual
Process
carbodyposition Carbodyposition Integer 0-
stationlinkagefrom |Station linkage from Integer 0-
stationlinkageto Station linkage to Integer 0-
coderulestring Code Rule String
attribute_14 Seite der zugeordneten |Integer 0-3 0 = Undefined
Materialflache 1= Left
2 = Right
3 = Left + Right
workheight Work height Integer 0-5 0 = Undefined
1 = very low
2 =low
3 = medium
4 = height
5 = very height
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Attribute Meaning Type Value Range [Comment
Maxcar Bool 0/-1
productionline Line identifier String
Table 48: TSA (analog to process): ergocompprocessdefault
Attribute Meaning Type Value Range [Comment
Name Name String
nameshort Number String
validtime Vaild time Integer Unimportant in
V5 environment.
Time Time [s] Float Used in case
the attribute
calctime is not
set.
calctime Calculated Time [s] Float 0- Used in case
the attribute
calctime is set.
coderulefrequency |Code rule frequency Float 0-
Valueaddingpercen |Percentage of Value Float 0-
tage Adding[%)]
attribute_viale_1 Is Automatic process Bool true = automatic
process
false = manual
process
carbodyposition Arbeitsbereich String 0-
stationlinkagefrom |Station linkage from Integer 0-
stationlinkageto Station linkage to Integer 0-
coderulestring Code Rule String
attribute_14 Side of the assigned String 0-3 0 = Undefined
Material Area 1=Left
2 = Right
3 = Left + Right
workheight Work height Integer 0-5 0 = Undefined
1= Very low
2=Low
3 = Medium
4 = High
5 = Very high
Maxcar Belongs to Max. Car Bool 0/-1 Process counts
for Max. Car
productionline Production Line for ALB |String
Table 49: Part: ergocompproductdefault
Attribute Meaning Type Value Range |[Comment
Name Name String
nameshort Number String
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Table 50: Parts bin: ergocompplantdefault or of this derived

Attribute Meaning Type Value Range |Comment
Name Name String
nameshort Number String
Length Length [mm] Float 0-
Width Width [mm] Float 0-
Height Height [mm)] Float 0-
alb_shelfplanningat |Possible shelves String 0-63 The six least sig-
tributes nificant bits indi-
cate whether the
bin fits in shelves 1
- 6.
numberoflevels Number of levels of the |Integer 0-6
possible standard shelf
Table 51: Resource: ergocompplantstation
Attribute Meaning Type Value Range |Comment
Name Name String
nameshort Number String
Table 52: Shelf: ergocompplantdefault
Attribute Meaning Type Range Comment
Name Name String
nameshort Number String
Length Length [mm] Float 0-
Width Width [mm] Float 0-
Height Height [mm)] Float 0-
isdefaultshelf Standard shelf bool
innerlength Inside length of shelf Float 0- innerwidth and
level [mm] innerheight still
missing
floorheight Floor height Float 0- Distance of the
lowest level from
the ground
numberoflevels Number of levels String 0-6
shelflevelheightl  |Height from shelf board |Float
1
Shelflevelheight2 I;eight from shelf board |Float
Shelflevelheight3 I;eight from shelf board |Float
Shelflevelheight4  |Height from shelf board |Float
4
Shelflevelheight5 |Height from shelf board |Float
5
Shelflevelheighté  |Height from shelf board |Float
6
shelflevelanglel Angle of shelf board 1 |Float
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Attribute Meaning Type Range Comment
Shelflevelangle2  |Angle of shelf board 2  |Float
Shelflevelangle3  |Angle of shelf board 3  |Float
Shelflevelangle4  |Angle of shelf board 4 |Float
Shelflevelangle5 |Angle of shelf board 5 |Float
Shelflevelangle6  |Angle of shelf board 6 |Float
shelflevelprotudel |Overhang of shelf board |Float

1
Shelflevelprotude2 |Overhang of shelf board |Float

2
Shelflevelprotude3 |Overhang of shelf board |Float

3
Shelflevelprotude4 |Overhang of shelf board |Float

4
Shelflevelprotude5 |Overhang of shelf board |Float

5
Shelflevelprotude6 |Overhang of shelf board |Float

6

4. Description of Relation with Attributes

Table 53: proc_runningon_plant: Relation between Process and Workstation.

Attribute Meaning Type Value Range |Comment
nameshort Start time | Prozesszeit |String
sortindex sequence Integer 0-999 in PES.7:

m_strExternalld

internalbalancing-
data

Data stream separated
by:
1. internal model num-
ber

2. blsMasterProcess
3. bUseMasterProcess

blsMasterPro-
cess:
IsMasterProcess
for Material Plan-
ninig
bUseMasterPro-
cess:
UseMasterPro-
cess for Material
Planning

Table 54: balancing_proc_isbalancedby resource: Relation between Process
plan and Line

Attention: This relation replaces the relation mc_balances_pg

Attribute

Meaning

Type

Value Range

Comment

internalbalancing-
data

Several values are
strung together::

1. activemodel

2. mainmodel

3. modelweight

4. internal model num-
ber

5. proc graph check
sum

String

This relation rep-
laces the relation
mc_balances_pg.
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Table 55: process mustprecede process: Precedence relation between
processes
Attribute Meaning Type Value Range | Comment
connectionpoint-  |Begin or End Integer 0-
source
connectionpointtar- |Begin or End Integer 0-

get

Table 56: process_mustprecede_process: Preced

ence relation between TSAs

Attribute Meaning Type Value Range [Comment
connectionpoint- Begin or End Integer 0-

source

connectionpointtar- |Begin or End Integer 0-

get

Table 57: process_runsbefore_process: Sequence relation between TSAs

Attribute Meaning Type Value Range |Comment
connectionpoint- Begin or End Integer 0-

source

connectionpointtar- |Begin or End Integer 0-

get

Table 58: proc_f

irstprocesses_prod: Relation between process and plant

Attribute

Meaning

Type

Value Range

Comment

nameshort

Quantity

String

in PE5.7:
dbl_defattribute
1

Table 59: proc_f

irstprocesses_prod: Relation between TSA and Part

Attribute

Meaning

Type

Value Range

Comment

nameshort

Quantity

String

See also: Rela-
tion between
Process and
Part.

Table 60: proc_usescontainerfrom_prod: Relation between process and con-

tainer
Attribute Meaning Type Value Range |Comment
Note Different values strung |String
internalbalancing- |Number of the product |String
data variants

Table 61: plant_provides_prod: Relation between product and container

Attribute Meaning Type Value Range |Comment

numberofitems quantity Integer 0- Number, part per
parts bin

cust_chargepart Customer charge part |Boolean

cust_colourcode Color code String Text; must be
unigue when
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Attribute Meaning Type Value Range |Comment
several relations
with different
colors are
created.
cust_containerprinc |Container principle Integer 0-
iple
cust_leadpart Lead part Boolean
cust_numbercontai |Number of bins per part |Integer 0-
nerpart
cust_sbf Standard supply String Example: JIS,
form JIT, _wgrehouse,
or similar
cust_tfnumber Part family number String
productionline Line identifier String

Table 62: proc_uses_plant: Relation between process and resource

Attribute Meaning Type Value Range [Comment
Name Name String
nameshort Number String
Table 63: proc_alike_proc: Relation between processes in various process
graphs.
Attribute Meaning Type Range Comment
- I - I . Thi bute
cingdata in-all-relations
iII I E 5.12.

same process graph

Table 64: proc_isalternative_proc: Relation betwe

en alternative pr

ocesses in the

Attribute

Meaning

Type

Range

Comment

Relation already exists.

Table 65: albspec_partsbin_positioned_in_shelf: Relation between a container

and its shelf

proc_usescontainerfrom
_prod, used to unmis-
takably assign the con-
tainer

Attribute Meaning Type Range Comment
internalbalancing- |Reference to the internal|String 0-
data number of the relation

For the shelves two new plantypes of the type resource must be created:

Shelf and Shelf Library. Shelf must be an allowed child element of Shelf Li-
brary and of the plantype for the stations in ALB (“Machine”). The Container
plantype must be a child of the Station.

Table 66: balancing_resource_consistsof_resource: Relation between Material
Area and Container or between Shelf and Container

Attribute

Meaning

Type

Range

Comment

grapficinfo

Position in the graphic
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For this relation “Display in graphic” must be activated.

Saving Layout Relevant Data (Position, Rotation)
1) Graphic information for display in the layout is saved in the "relation-
ship_nodes" of the following objects:

Line, Station, Parts bin, and Shelf

2) Graphic info is saved to the following relation: balanc-
ing_resource_consistsof_resourceUpdated Plan Types and Properties
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5. Release and Location in Documentation

Table 67: Plan Types

The table below lists new plan types. (Please refer to the Migration Documen-
tation and Checklist.)

Plan Type Derived Nameshort | Attribute Names | Release
Name From Prompt Created
(E5 Base (Attribute name)
Type/Plan
Type)
Manufacturing Process Compo- | manufactu- Link To Drawing 18
Program nent ringprogram (link_to_drawing)
NC Program 18
(mfg_output_file)
Manufacturing Process Compo- | manufactu- Link To Drawing 18
Setup nent ringsetup (link_to_drawing)
Assembly Process Compo- | assemblysta- Link To Drawing 18
Station nent tion (link_to_drawing)

Table 68: Properties

The table below lists plan type set properties and the location within the do-
cumentation of their description.

Item Property Release Created |Location in Docu-
mentation
Attribute Own rights 16 Please refer to the
Unique Keys, Own
Rights
Can have macro as- 16 Please refer to the
signed Unique Keys, Can
have macro assigned
Position 16 Please refer to the
Unique Keys, Position
Extended copy 18 Please refer to the
Unique Keys, Ex-
tended Copy
Exclude from MCM 18 Please refer to the Man-
ufacturing Change
Management Manual
Hide in 3DLive 18 Please refer to the
3DLive documentation
Fixed height 19 Please refer to Unique
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Item

Property

Release Created

Location in Docu-
mentation

Keys, Fixed height

Extended Copy for Sup-
plier Integration

19

Please referto Unique
Keys, Extended Copy
for Supplier Integration

Group

Attributes per row

16

Please refer to the
Creating a new group,
Attributes per row

Group

16

Please refer to the
Creating a new group,
Group

Own rights

16

Please refer to the
Creating a new group,
Own rights

Can have macro as-
signed

16

Please refer to the
Creating a new group,
Can have macro as-
signed

Position

16

Please refer to the
Creating a new group,
Position

Alignment

16

Please refer to the
Creating a new group,
Alignment

Page

Own rights

16

Please refer to the
Overwriting pages,
Own rights

Can have macro as-
signed

16

Please refer to the
Overwriting pages,
Can have macro as-
signed

Position

16

Please refer to the
Overwriting pages,
Position

Alignment

16

Please refer to the
Overwriting pages,
Alignment

Is configured

16sp6

Please refer to the Edit-
ing the properties of
types, Is configured.

Exclude from MCM and
ccz

16sp6

Please refer to the Man-
ufacturing Change
Management Manual
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ltem Property Release Created |Location in Docu-
mentation

Consider for activation | 16 Please refer to the Prop-
by link erties of parent-child
relation, consider for
activation by link

Loop check group 16 Please refer to the Prop-
erties of parent-child
relation, Loop check

group

Type CCZ Membership 17 Please refer to the Edit-
ing the properties of
types, CCZ Member-
ship.

Log at Project 18

Plantype CCZ Membership 17 Please refer to the Edit-
ing the properties of
types, CCZ Member-
ship.

Log at Project 18

Format Name 16 Please refer to the Prop-
erties of Fonts and
Colors, Name

Size 16 Please refer to the
Properties of Fonts
and Colors, Size

Style 16 Please refer to the Prop-
erties of Fonts and
Colors, Style

Color 16 Please refer to the Prop-
erties of Fonts and
Colors, Color

Background color 16 Please refer to the Prop-
erties of Fonts and
Colors, Background
color

Globalattribute- | Attribute Property ID 16 Please refer to the Glob-
group al layout design

Priority 16 Please refer to the Glob-
al layout design
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