SOA PPI STEW Room and System Requirements

Teaching Rooms:
Instructor Machine at front of room.
Projector for instructor system screen at XGA or better resolution

Projection Screen or Surface

Lavalier Microphone (for large rooms)

Whiteboard with dry erase markers and erasers

Flip Charts

Speaker Phone

Speakers for Laptop PC OR ability to connect Laptop to room audio system for sound amplification

On site technical support available every day during the STEW

Additional 6 chairs seating at back of room to accommodate staff instructors.

Kits to be delivered to room.

Networking:

All lab systems exist in the same IP subnet

Broadband access to the Internet from all lab systems

Access to IBM Intranet (w3) OR Port 8889 must be open to bidirectional traffic at the firewall 

Wired LAN

Hardware (minimum configuration for instructor and student systems):

Student should not be expected to use their own laptop for class.

Desktop or laptop: Processor: Intel Pentium4  2.4MHz (desktop) or Intel Pentium4  Mobile 1.8MHz (laptop) (1.6mhz if environment ready)
RAM: 3GB (1GB if environment ready)
HDD: 80GB (20GB if environment ready)
Media: DVD-ROM

Video: XGA (SXGA is preferred)
Audio: any

Software:

We will provide VMWare images to be loaded to machines.  
VMWare Workstation v5.5 (30 day evaluation license downloaded version OK)

If direct connection to IBM Intranent not available:
AT&T Net Client (Rooms with no IBM w3 Connectivity - IBM provided)

IBM Connect client (Rooms with no IBM w3 Connectivity - IBM provided)

IBM SINE client (Rooms with no IBM w3 Connectivity - IBM provided)

Microsoft Windows XP Professional SP2 with latest security fixes

Microsoft Word 2002 and Powerpoint 2002 or later version

Note: WinXP firewall must be disabled in the hosting OS instance 
