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Vallent README File for MPM Tech Pack

File: README.UMTS-Ericsson-SGSN-R7-TPv1.0.37.1.doc

Version: 1.0.37.1
Date: 28 January 2008
This README is intended for use as a supplement for the deployment of UMTS-Ericsson-SGSN-R7 version 1.0.37 Technology Pack. It must be used in conjunction with all the related documents which are mentioned in the 1.0.37 README. 
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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.

Docs (DOC/)

README.UMTS-Ericsson-SGSN-R7-1.0.37.1.doc (this file)

- supplement guide for the deployment of the UMTS Ericsson SGSN R7 TP 
   v1.0.37
Package

UMTS-Ericsson-SGSN-R7-1.0.37.1.tar
· Consists of the components which are to fix the bugs as listed in this document. 
Gateway (gw) 

   (i)  EngineConfig.pm

   (ii) UserConfig.pm

2. Technology Pack Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install package on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this package, there must be a fully installed released version of the Performance Manager Product, version 2.2.8 or greater plus any post release patches. 

2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.

2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)

2.2 Pre-Installation Procedure

Before the actual Tech Pack installation, the following steps need to be carried out.

(i) Make sure all the pre-requisites in the UMTS Ericsson SGSN R7 TP v1.0.37 README section 2.2 “Pre-Installation Procedure” have been taken. 
(ii) Extract the UMTS Ericsson SGSN R7 TP v1.0.37 Technology Package from distribution. 

(iii) Before the installation, please replace the latest loadmaps in the UMTS-Ericsson-SGSN-R7-1.0.37.1.tar package into the UMTS Ericsson SGSN R7 TP v1.0.37 package by performing the following steps: 
a)  untar UMTS-Ericsson-SGSN-R7-1.0.37.1.tar package. 

b)  untar UMTS Ericsson SGSN R7 TP v1.0.37 package (UMTS-

Ericsson-SGSN-R7_b1.0.0.10.tar.Z). 

c)  copy the following loadmap files from  UMTS-Ericsson-SGSN-R7-
               1.0.37.1/loader to UMTS-Ericsson-SGSN-R7/main/loader: 


datasource_ericsson_sgsn_7.0.xml

loaderconfiguration_ericsson_sgsn_7.0.xml

relations_ericsson_sgsn_7.0.xml
d) compress back the UMTS Ericsson SGSN R7 TP v1.0.37 

     package to UMTS-Ericsson-SGSN-R7_b1.0.0.10.tar.Z

2.3 Installation Procedure

If you intend to install UMTS Ericsson SGSN R7 TP v1.0.37 Tech Pack on a system where there are no other previous versions of this Tech Pack, please proceed to Section 2.3.1 “Fresh Installation”.

If you intend to install UMTS Ericsson SGSN R7 TP v1.0.37 Tech Pack on a system where the following tech packs is already installed, please proceed to Section 2.3.2 “Upgrade Installation”.

UMTS Ericsson SGSN R6 1.0.22.1

2.3.1 Fresh Installation

(i) Make sure all the steps in Section 2.2 “Pre-Installation Procedure” are carried out.

2.3.2 Upgrade Installation

Please make sure all the steps in the UMTS Ericsson SGSN R7 TP v1.0.37 README Section 2.3.2 “Upgrade Installation” have been taken. 

Before proceed to upgrade, please make sure to perform the following steps to avoid columns being dropped during upgrade. 
i)    Copy updatetdef.ksh script from UMTS-Ericsson-SGSN-R7-1.0.37.1/tdef to 

$/ $METRICA_DIR/TechnologyPacks/UMTS/UMTS-Ericsson-SGSN-R7/data

ii)
run updatetdef.ksh to change all the uppercase letter in the tdef file to lowercase   letter. 
2.4 Post-Installation Procedure

(i) Make sure all the steps in UMTS Ericsson SGSN R7 TP v1.0.37 README Section 2.3.1 (for Fresh Installation) or 2.3.2 (for Upgrade Installation) are carried out.

2.5 Tech Pack Uninstallation Information

Please refer to UMTS Ericsson SGSN R7 TP v1.0.37 README Section 2.5 “Tech Pack Uninstallation Information.
3. Gateway Configuration Information

3.1 Gateway Pre-requisites

Gateway Framework version r3.4.0
3GPP XML  version  r3.3.1 

3.2 Gateway Installation

(i) Follow the Gateway Framework User Guide in installing the Gateway Framework.

(ii) Follow the 3GPP XML User Guide in installing the Vendor Gateway.

(iii) Take the engine (EngineConfig.pm) and post parser configuration (UserConfig.pm) files from 1.0.37.1-TIV-MPM-SGSNR7-IF0001/gw and put it under Vendor Gateway vstart/ directory.

4. Bugs Information

4.1 Bugs Fixed in this release

BugId
Description
58267
SS7 Non-Indexed data not generated correctly

58266
Routing Area Mobility Management counters should have separate 

blocks for GPRS and UMTS

58163
Data is loaded with an offset of 15min

58139
Busy Hour columns are dropped and recreated during upgrade from R6

to R7

58108
NSC_NSVC block not created by the gateway

58107
RELOC data not created by the gateway

4.2 Known Issues

Please refer to the UMTS Ericsson SGSN R7 TP v1.0.37 README section 4.3 “Known Issues”. 









