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Vallent README File for MPM Tech Pack

File: README.GSMGPRS_Motorola_BSS_GSR8-v1.2.35.2 doc

Date: 07-NOV-2008
This README is intended for use as a reference for the deployment of GSMGPRS_Motorola_BSS_GSR8 Patch version v1.2.35.2 Technology Pack. It must be used in conjunction with the Generic Technology Pack Installation Notes and the Tech Pack Release Note.
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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.

Docs (DOCS/)

(i) README.GSMGPRS_Motorola_BSS_GSR8-v1.2.35.2.doc (this file)

- Quick reference guide for deployment of a Technology Pack.

(ii) PRS & FS

- Product Requirement Spec and Functional Spec for this Tech Pack.

Tech Pack package

GSMGPRS-Motorola-BSS-GSR8_b1.0.0.1.tar.Z    

· The Technology Pack installation package.
Gateway (3-GW/)

(i) UserConfig.pm

- The UserConfig.pm file contains the configurations for the Post Parser stage.

2. Technology Pack Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install this Technology Pack on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this Technology Pack, there must be a fully installed released version of the Performance Manager product, version 2.2.13 or greater plus any post release patches. 

2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.
2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)

- Vendor Neutral: GSM Core version 1.2.0.2

- Vendor Neutral: GPRS Core version 1.0
- GSMGPRS Motorola BSS GSR8 version 1.2.35 or 1.2.35.1
2.2 Pre-Installation Procedure

Before the actual Tech Pack installation, the following steps need to be carried out.

(i) Make sure all the pre-requisites in Section 2.1 are fulfilled.

(ii) Setting the correct Normalisation and RPD parameter for the metalayer, follow the steps in Generic Technology Pack Installation Notes section 6.1.
(iii) Proceed to Section 2.3 “Installation Procedure”.

2.3 Installation Procedure

2.3.1 Patch Installation

This Tech Pack Patch needs the following Tech Pack to be installed:

GSMGPRS Motorola BSS GSR8 v1.2.35 or 

GSMGPRS Motorola BSS GSR8 v1.2.35.1

To install this patch, please take the following steps:
(i) Make sure all the steps in Section 2.2 “Pre-Installation Procedure” are carried out.

(ii) Setup the Performance Manager environment:

. $METRICA_DIR/setup.ksh

(iii) Carry out the steps in Generic Technology Pack Installation Notes Section 4.4 “Technology Pack Upgrade Preparation”.

(iv) Make a backup of the old Tech Pack directory:

cp -R $METRICA_DIR/TechnologyPacks/GSM/<old Tech Pack Directory Name>/ $METRICA_DIR/TechnologyPacks/GSM/<old Tech Pack Directory Name>.bak

(v) Execute the below SQLs statement from dbaccess:

alter table nc_lapd modify lapd_id VARCHAR(80)

(vi) Carry out the steps in Generic Technology Pack Installation Notes Section 4.5 “Installing the Technology Pack”.

(vii) Proceed to Section 2.4 “Post-Installation Procedure”.
2.4 Post-Installation Procedure

(i) Make sure all the steps in Section 2.3.1 are carried out.

(ii) Inspect the install log under $METRICA_DIR/etc/install.log for errors. For Upgrade Installation, please note that the following errors can be ignored:

217: Column (XXX) not found in any table in the query (or SLV is undefined).

328: Column (XXX) already exists in table or type.

(iii) The following hierarchy information in the loadmap has been defaulted to:

network_id : “Populated by the customer”

region_id : “Populated by the customer”

These values have to be populated by the customer or on-site consultant.

(iv) Initialise metalayer and generate summaries, follow the steps in Generic Technology Pack Installation Notes Section 5.4 “Setting up Metalayer”.

(v) The Technology Pack patch is completed.

2.5 Data Migration

Not applicable
2.6 Tech Pack Uninstallation Information

There is no uninstall procedure specific to this Tech Pack. In the event that the

Tech Pack is to be removed/rolled back to a previous version, the Performance

Manager backup/restore procedures should be used.

3. Gateway Configuration Information

3.1 Gateway Pre-requisites


Gateway Framework version used:

Gateway Framework version 3.3.0 or higher
Vendor Gateway used:

Generic CSV version 3.3.0  or higher
3.2 Gateway Patch Installation

(i) Before applying this gateway patch, backup existing UserConfig.pm with a meaningful name

mv $GATEWAY_ROOT/modules/generic-csv/vstart/UserConfig.pm $GATEWAY_ROOT/modules/generic-csv/vstart/UserConfig.pm.bak

(ii) Take the engine (UserConfig.pm) from 3-GW and put it under Vendor Gateway vstart/ directory.

cp 3-GW/UserConfig.pm $GATEWAY_ROOT/modules/generic-csv/vstart/UserConfig.pm
(iii) Restart the gateway.

4. Bugs Information

4.1 Bugs Fixed in this Tech Pack release
Tech Pack Bugs

	APAR
	Headlines

	IZ16038
	INCORRECT LOADMAP MAPPINGS DUE TO SYNTAX ERRORS

	IZ16066
	INCORRECT TYPE FOR COUNTER GCI_64KPD_DEM_MAX. IT SHOULD NOT BE  

DEFINED AS INTEGER.

	IZ16605
	CHANGE OF COUNTER USED FOR COLUMN REQUEST_ATER_CHANNELS  

	IZ19163
	THE SUMMARY FAILS WHEN IT TRIES TO APPLY THE PERIOD() FUNCTION

	IZ27285
	INCORRECT TYPE SPECIFIED FOR COUNTERS

	IZ27697
	CLASH OF MOTOROLA VN COUNTERS DEFINITION VS OTHER VN.

	IZ16422
	WRONG LOADMAP EXPRESSION FOR KPI -                              

SIGNALLING_LINK.MOTOROLA.GSM.MTP_C7_PERFORMANCE.MTP_SL_IN_SERVIC

	IZ32623
	GSM_MOTOROLA_BSS_GSR8 TECH PACK MISSING COUNTERS AFTER COMPARING

FS AND PRS.

	valnt00055556
	MPM GSMGPRS Motorola BSS GSR8: To Un-Store-Raw 30 KPIs

	valnt00041341
	MOT GSR8 VN TP: blocknames and gateway need to be upgraded to match VS TP.

	valnt00010817
	NA GSMGPRS Motorola BSS GSR8: EGPRS Coding Scheme Change Report requires an update

	valnt00011275
	Motorola BSS Build 1:-Incorrect mapping in  lc_loadmap

	valnt00011721
	Motorola BSS Build1:-Last block values are getting loaded due to same id.


Gateway Bugs

	APAR
	Headlines

	IZ18073
	LIF FILES OVERWRITTEN AS NO DATETIME IN OUTPUT HEADER

	IZ29878
	TABLE MOTOROLA_CELL_CALLS_LOST_WHILE_USING_TCH_RAW HAS NULL VALUES UPDATED FOR ALL COLUMNS


4.2 Outstanding Bugs
-NONE-
4.3 Known Issues

-NONE-
# END of README










