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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.
Docs (DOCS/)

(i) README GSM-Huawei-MSCS-R003-1.2.38.1.doc (this file)

- Quick reference guide for deployment of a Technology Pack.

(ii) schema_variables.GSM-Huawei-MSCS-R003-1.2.38.1
- Please refer to the Generic Technology Pack Installation Notes Section 4.2 for information on Schema Variable File.

(iii) tech_pack_source.GSM-Huawei-MSCS-R003-TP-1.2.38.1 or table_row_sizes.
- This file is used for hardware sizing purposes.
(iv) PRS & FS

- Product Requirement Spec and Functional Spec for this Tech Pack.
Tech Pack package
(i) GSM-Huawei-MSCS-R003-b1.0.0.1.tar.Z    

- The Technology Pack installation package.

Gateway (3-GW/)

(i) UserConfig.pm

- The UserConfig.pm file contains the configurations for the Post Parser stage.
(ii) EngineConfig.pm

- The EngineConfig.pm file contains the configurations for the Engine stage. 
2. Technology Pack Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install this Technology Pack on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this Technology Pack, there must be a fully installed released version of the Performance Manager product, version 2.2.13 or greater plus any post release patches. 
2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.

2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)

- Vendor Neutral: GSM Core version 1.2.0.2

2.2 Pre-Installation Procedure

Before the actual Tech Pack installation, the following steps need to be carried out.
(i) Make sure all the pre-requisites in Section 2.1 are fulfilled.
(ii) Back up the GSM report tree, follow the steps in Generic Technology Pack Installation Notes section 4.3.

(iii) Setting the correct Normalisation and RPD parameter for the metalayer, follow the steps in Generic Technology Pack Installation Notes section 6.1.
(iv) Proceed to Section 2.3 “Installation Procedure”.
2.3 Installation Procedure

If you intend to install this Tech Pack on a system where there are no other previous versions of this Tech Pack, please proceed to Section 2.3.1 “Fresh Installation”.

2.3.1 Fresh Installation

(i) Make sure all the steps in Section 2.2 “Pre-Installation Procedure” are carried out.
(ii) Carry out the steps in Generic Technology Pack Installation Notes Section 4.5 “Installing the Technology Pack”.
(iii) Proceed to Section 2.4 “Post-Installation Procedure”.

2.3.2 Upgrade Installation

This Tech Pack supports upgrade from the following tech pack version:

GSM Huawei MSCS R003 v1.2.38

To upgrade from GSM Huawei MSCS R003 v1.2.38, please take the following steps:
(i) Make sure all the steps in Section 2.2 “Pre-Installation Procedure” are carried out.
(ii) Carry out the steps in Generic Technology Pack Installation Notes Section 4.4 “Technology Pack Upgrade Preparation”.
(iii) Setup the Performance Manager environment:

. $METRICA_DIR/setup.ksh

(iv) Make a backup of the old Tech Pack directory:

cp -R $METRICA_DIR/TechnologyPacks/GSM/GSM-Huawei-MSCS-R003/ $METRICA_DIR/TechnologyPacks/GSM/GSM-Huawei-MSCS-R003.bak

(v) Carry out the steps in Generic Technology Pack Installation Notes Section 4.5 “Installing the Technology Pack”.
(vi) Proceed to Section 2.4 “Post-Installation Procedure”.
2.4 Post-Installation Procedure

(i) Make sure all the steps in Section 2.3.1 (for Fresh Installation) or 2.3.2 (for Upgrade Installation) are carried out.

Inspect the install log under $METRICA_DIR/etc/install.log for errors. 
(ii) Carry out the steps in Generic Technology Pack Installation Notes Section 5.3 “Restoring Report Tree Layer”.

(iii) The following hierarchy information in the loadmap has been defaulted to:

bsc_version : “To be populated by customer”

cell_description : “To be populated by customer”

cell_type : “To be populated by customer”

mgw_version : “To be populated by customer”

network_id : “To be populated by customer”

sgsn_version : “To be populated by customer”

vlr_version : “To be populated by customer”

These values have to be populated by the customer or on-site consultant.

(iv) Initialise metalayer and generate summaries, follow the steps in Generic Technology Pack Installation Notes Section 5.4 “Setting up Metalayer”.

(v) The Technology Pack installation is completed.

2.5 Data Migration

- Not Applicable.
2.6 Tech Pack Uninstallation Information

There is no uninstall procedure specific to this Tech Pack. In the event that the

Tech Pack is to be removed/rolled back to a previous version, the Performance

Manager backup/restore procedures should be used.

3. Gateway Configuration Information

3.1 Gateway Pre-requisites

Gateway Framework version 3.3.0
CSV Gateway version 3.3.0
3.2 Gateway Installation

(i) Follow the Gateway Framework User Guide in installing the Gateway Framework.

(ii) Follow the CSV GatewayUser Guide in installing the Vendor Gateway.

(iii) Take the engine (EngineConfig.pm) and post parser configuration (UserConfig.pm) files from 3-GW/ and put it under Vendor Gateway vstart/ directory.
3.3 Additional Gateway Information & Configuration

- Not Applicable.
4. Bugs Information
4.1 Bugs Fixed in this Tech Pack release

	58606
	'Location Update Report' does not work

	58537
	Blocks M83888303 and M83888298 should be by MGW, not by MSC

	58455
	KPI/Counter should be INTENSITY not accumulation

	58454
	KPI/Counter should be ERLANG and not Accumulation

	58453
	KPI/Counter should be ERLANG instead of intesity

	58431
	Counters/KPI's listed as Integer when they are strings

	58430
	Counter/KPI is actually a date value

	58429
	Counters/KPI's should have data type=INTEGER and not float

	58427
	Counters/KPI's should be data type=FLOAT not integer

	58412
	Descriptions are wrong for some KPI's

	58253
	Incorrect columns in nc_m3ua_link, nc_m3ua_linkset and nc_mvno


4.2 Outstanding Bugs
- Not Applicable.
4.3 Known Issues

- Not Applicable.
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