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Vallent README File for MPM Tech Pack

File: README.GSM-Siemens-NSS-SR13_Patch.doc
Version: 1.2.50.1
Date: 13 January 2009
This README is intended for use as a reference for the deployment of GSM Siemens NSS SR13 version 1.2.50.1 Technology Pack Patch. It must be used in conjunction with the Generic Technology Pack Installation Notes and the GSM Siemens NSS SR13 version 1.2.50 Tech Pack Readme.
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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.
Docs (DOCS/)

(i) README.GSM-Siemens-NSS-SR13_Patch.doc (this file)

- Quick reference guide for deployment of a Technology Pack Patch.

(ii) PRS and FS

- Product Requirement Spec and Functional Spec for this Tech Pack Patch.

Vendor Specific Loadmap (loader/)
Loader components for Vendor Specific:
(i) datasource_siemens_gsm_nss_sr130.xml
(ii) loaderconfiguration_siemens_gsm_nss_sr130.xml
(iii) relations_siemens_gsm_nss_sr130.xml   

2. Technology Pack Patch Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install this Technology Pack Patch on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this Technology Pack, there must be a fully installed released version of the Performance Manager product, version 2.2.13 or greater plus any post release patches. 
2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.

2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)

- Vendor Specific: GSM Core version 1.2.0.2
- GSM Siemens NSS SR13 Tech Pack version 1.2.50
2.2 Pre-Installation Procedure

Before the actual Tech Pack installation, the following steps need to be carried out.
(i) Make sure all the pre-requisites in Section 2.1 are fulfilled.
(ii) Back up the existing loader mapping by running the following SQL on $METRICA_ADMINISTRATION_DB:
unload to lc_loadmap_sr13.bak

select * from lc_loadmap

where ruleset_id =”<RULESET_ID>”


where RULESET_ID is the ruleset ID on-site for Vendor Specific

unload to lc_ruleset_ sr13.bak

select * from lc_ruleset

where ruleset_id =”<RULESET_ID>”

    where RULESET_ID is the ruleset ID on-site for Vendor Specific

unload to lc_datasource_ sr13.bak

select * from lc_datasource

where ruleset_id =”<RULESET_ID>”

    where RULESET_ID is the ruleset ID on-site for Vendor Specific

unload to lc_loader_config_ sr13.bak

select * from lc_loader_config

where loader_config_id = “<LOADER_CONFIG_ID>”

    where LOADER_CONFIG_ID is the ID on-site for Vendor Specific

(iii) Proceed to Section 2.3 “Installation Procedure”.
2.3 Installation Procedure

2.3.1 Patch Installation

(i) Remove the existing loader mappings by running the following SQL on $METRICA_ADMINISTRATION_DB:

delete from lc_loadmap

where ruleset_id = “<RULESET_ID>”

    Where RULESET_id is the ruleset ID on-site for Vendor Specific
delete from lc_ruleset

where ruleset_id = “<RULESET_ID>”

    Where RULESET_id is the ruleset ID on-site for Vendor Specific
delete from lc_datasource

where ruleset_id = “<RULESET_ID>”

    Where RULESET_id is the ruleset ID on-site for Vendor Specific
delete from lc_loader_config

where loader_config_id = “<LOADER_CONFIG_ID>”

    Where LOADER_CONFIG_ID is the loader config ID on-site for Vendor Specific
(ii) Start below 3 services in order:

metrica_notificationserviceadmin.ksh –start

metrica_nfserviceadmin.ksh –start

- press Ctrl-Z and type bg to let it run in background

metrica_lcmadmin.ksh –start

- press Ctrl-Z and type bg to let it run in background.

(iii) Install the load map components:

metrica_lcmadmin.ksh –load datasource_siemens_gsm_nss_sr130.xml

metrica_lcmadmin.ksh –load loaderconfiguration_siemens_gsm_nss_sr130.xml

metrica_lcmadmin.ksh –load relations_siemens_gsm_nss_sr130.xml
(i) Stop below 3 services in order:

metrica_lcmadmin.ksh –stop

metrica_nfserviceadmin.ksh –stop

metrica_notificationserviceadmin.ksh –stop

3. Bugs Information
3.1 Bugs Fixed in this Tech Pack Patch release
Techpack configuration related bugs resolved in GSM Siemens NSS SR13 Patch
	Bug ID
	Summary

	valnt00072595
	TV COUNTER IN VS AND VN TYPE (ACCUMULATION VS ERLANG) DIFFERS.
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